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About This Manual

TheLabVIEW Data Acquisition Basics Manuatludes the information

you need to get started with data acquisition and LabVIEW. You should
have a basic knowledge of LabVIEW before you try to read this manual. If
you have never worked with LabVIEW, please read throughdb¥IEW
QuickStart Guider theLabVIEW Online Tutoriabefore you begin. This
manual shows you how to configure your software, teaches you basic
concepts needed to accomplish your task, and refers you to common
example Vs in LabVIEW. If you have used LabVIEW for data acquisition
before, you can use this book as a troubleshooting guide.

This manual supplements thabVIEW User Manualand assumes that

you are familiar with that material. You also should be familiar with the
operation of LabVIEW, your computer, your computer's operating system,
and your data acquisition (DAQ) board.

Organization of This Manual

TheLabVIEW Data Acquisition Basics Manualorganized by sections,
which in turn are made up of chapters. The sections in this manual are as
follows:

» Part| Before You Get Startedontains all the information you should
know before you start learning about data acquisition with LabVIEW.

« Part Il, Catching the Wave with Analog Inpebntains basic
information about acquiring data with LabVIEW, including acquiring
a single point or multiple points, triggering your acquisition, and using
outside sources to control acquisition rates.

* Part lll, Making Waves with Analog Outpebntains basic
information about generating data with LabVIEW, including
generating a single point or multiple points.

» Part IV, Getting Square with Digital I/Qdescribes basic concepts
about how to use digital signals with data acquisition in LabVIEW,
including immediate and handshaked digital I/O.

* PartV, SCXI—Getting Your Signals in Great Conditi@ontains
basic information about setting up and using SCXI modules with your
data acquisition application, special programming considerations,
common SCXI applications, and calibration information.
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« Part V], Counting Your Way to High-Precision Timirdgescribes
the different ways you can use counters with your data acquisition
application, including generating a pulse or pulses; measuring pulse
width, frequency, and period; counting events and time; and dividing
frequencies for precision timing.

« Part VII, Debugging Your Data Acquisition Applicatiozontains an
explanation of ways you can debug your data acquisition application
to make sure your application is accurate and runs smoothly.

e Appendix A,LabVIEW Data Acquisition Common Questiolists
answers to questions frequently asked by LabVIEW users.

*  Appendix B,Customer Communicatipnontains forms you can use to
request help from National Instruments or to comment on our products
and manuals.

* TheGlossarycontains an alphabetical list and description of terms
used in this manual, including abbreviations, acronyms, metric
prefixes, mnemonics, and symbols.

« Thelndexcontains an alphabetical list of key terms and topics in this
manual, including the page where you can find each one.

Conventions Used in This Manual

(]

<>

»

The following conventions are used in this manual:
Square brackets enclose optional items—for examgglspdnse ].

Angle brackets enclose the name of a key on the keyboard—for example,
<shift>. Angle brackets containing numbers separated by an ellipsis
represent a range of values associated with a bit or signal name—for
example, DBIO<3..0>.

A hyphen between two or more key names enclosed in angle brackets
denotes that you should simultaneously press the named keys—for
example, <Control-Alt-Delete>.

The» symbol leads you through nested menu items and dialog box options
to a final action. The sequenEde»Page Setup»Options» Substitute

Fonts directs you to pull down theile menu, select theage Setuptem,
selectOptions, and finally select th8ubstitute Fontsoptions from the

last dialog box.
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bold

bold italic

italic

monospace

monospace bold

monospace italic

Platform

NI-DAQ 4.8x

NI-DAQ 5.x

NI-DAQ 6.0

About This Manual

Bold text denotes the names of menus, menu items, parameters, dialog
boxes, dialog box buttons or options, icons, windows, Windows 95 tabs,
or LEDs.

Bold italic text denotes a note, caution, or warning.

Italic text denotes variables, emphasis, a cross reference, or an introduction
to a key concept. This font also denotes text from which you supply the
appropriate word or value, as in Windows. 3.

Text in this font denotes text or characters that you should literally enter
from the keyboard, sections of code, programming examples, and syntax
examples. This font is also used for the proper names of disk drives, paths,
directories, programs, subprograms, subroutines, device names, functions,
operations, variables, flenames and extensions, and for statements and
comments taken from programs.

Bold text in this font denotes the messages and responses that the computer
automatically prints to the screen. This font also emphasizes lines of code
that are different from the other examples.

Italic text in this font denotes that you must enter the appropriate words or
values in the place of these items.

Text in this font denotes information related to a specific platform.

NI-DAQ 4.8x refers to functions supported only on the Macintosh for
NUBus DAQ products.

NI-DAQ 5.x refers to functions supported only on Windows DAQ products.

NI-DAQ 6.0 refers to functions supported only on Windows and PCl-based
Macintosh DAQ products.

This icon to the left of bold italicized text denotes a note, which alerts you
to important information.
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LabVIEW Data Types Each VI description gives a data type picture for each input and output
parameter, as illustrated in the following table:

Control Indicator Data Type

Signed 8-bit integer

Signed 16-bit integer

Signed 32-bit integer

Unsigned 8-bit integer

Unsigned 16-bit integer

Unsigned 32-bit integer

Single-precision floating-point number

Double-precision floating-point number

Extended-precision floating-point
number

String

T Boolean

b

T

b

1332 Array of signed 32-bit integers

2D Array of signed 32-bit integers

Cluster

HBE EEE EEEEEEREE
H B &6 e EEE E e E

File Refnum

Abbreviations, acronyms, metric prefixes, mnemonics, symbols, and terms
are listed in thé&lossary
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Related Documentation

The following documents contain information you might find helpful as
you read this manual:

LabVIEW User Manual

G Programming Reference Manual
LabVIEW Function and VI Reference Manual
LabVIEW QuickStart Guide

LabVIEW Online Referenceavailable online by selecting
Help»Online Reference

LabVIEW Online Tutorial which you launch from the LabVIEW
dialog box

Application Note 025, Field Wiring and Noise Considerations for
Analog Signals

The user manuals for the data acquisition boards you use

Customer Communication

National Instruments wants to receive your comments on our products and
manuals. We are interested in the applications you develop with our
products, and we want to help if you have problems with them. To make it
easy for you to contact us, this manual contains comment and configuration
forms for you to complete. These forms are in Appendi€Bstomer
Communicationat the end of this manual.
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Part |

Before You Get Started

This section contains all the information you should know before you
start learning about data acquisition with LabVIEW.

Part | Before You Get Startedontains the following chapters:

e Chapter 1How To Use This Bogkxplains how this manual is
organized.

e Chapter 2)nstalling and Configuring Your Data Acquisition
Hardware explains how to set up your system to use data acquisition
with LabVIEW and your Data Acquisition hardware.

* Chapter 3Basic LabVIEW Data Acquisition Concepexplains key
concepts in understanding how data acquisition works with LabVIEW.

« Chapter 4Where You Should Go Ne#irects you to the chapter or
chapters in the manual best suited to answer questions about your data
acquisition application.



How To Use This Book

This chapteexplains how this manual is organized. The fwlitg outline
shows you what informatioyou canfind in thismanual.

Part |: Before You Get Started
How to Use This Book
Installing andCorfiguring Your Data Acquisition Hardware
Basic LabVIEWData Acquistion Concefs
WhereYou ShouldGo Next

Part Il : Catching the Wave with Analag Input
ThingsYou Should Kiow about Analog Input
One-Stop SinglePoint Acquisition
Buffering Your Way throughwaveform Acquisition
Controling Your Acquistion with Triggers
Letting an Otside Source Controfour AcquisitionRate

Part Il : Making Waves with Analog Output
ThingsYou Should Kiaw about Analog Output
One-Stop SinglePoint Generation
Buffering Your Way through Waveform Geneation
Letting an Otside Source Controfour Update Rate
Simultaneous Bifiered Waveform Acquisition and Gerration

Part IV : Getting Square with Digital 1/0
ThingsYou Should Kiow about Digital 1/0
When You Need It Mw—Immediate Digital I/O
Shaking Hands ith a DigitalPartner
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Chapter 1 How To Use This Book

Part V: SCXI—Getting Your Signals inGreat Condition
ThingsYou Should Kiow about SCXI
Hardwae and Softare Setp for Your SCXI System
Special Programming Considerations for SCXI
Common SCX Applications
SCXI Calibrtion—Increasing Signal Measurement Precision

Part VI: Counting Your Way to High-Precision Timing
Things You Shaild Know about Counte's
Generatinga Square Pulse or P@3rains
Measuring PulsgVidth
Measuring Frequesy and Period
Countng SignalHighs and lows
Dividing Frequencies

Part VIl : Debugging Your Data Acquisition Application
DebuggingTechniques

If you already bve started & abVIEW DAQ application, pleasrefer to
Chapte 2, Installing andConfguring YourData Acqusition Hardware,
to ched your coriguration. Refeto Part VII, Delbugging Your Daa
Acquistion Application, for informatian on common eors for your
application.The following flowchartshows the steps to fotlwv before
running your application:

( Install and Configure Your Hardware

!

Learn Basic Data Acquisition Concepts

l

Go to Your Specific Application Section

!

Review LabVIEW Example Applications

l

Learn How to Debug Your Application

N N

U U SO o

)
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Chapter 1 How To Use This Book

1. Install and Configure Your Hardware —When you install
LabVIEW, the program prompts you to have the data acquisition
(DAQ) drivers installed. This manual guides you through setting up
NI-DAQ software with your DAQ device and SCXI hardware. You
should read any unique installation instructions for your platform in
Chapter 2)nstalling and Configuring Your Data Acquisition
Hardware

2. Learn Basic Data Acquisition Concepts—Chapter 3Basic
LabVIEW Data Acquisition Concepshows you the location of
DAQ example Vlis; DAQ VI organization; VI parameter conventions;
default and current value conventions; common VI parameter
definitions; error handling; channel, port and counter addressing;
limit settings; and data organization for analog applications.

3. Goto Your Specific Application Sectior—Chapter 4Where You
Should Go Nexshows you where to find information in this manual
for your application.

4. Review LabVIEW Example Applications—The remaining chapters
teach you basic concepts in analog input and output, digital I/O,
counters, and SCXI. Each application section first lists example ViIs,
then describes the basic concepts needed to understand these example
VIs. Whenever possible, you should have the VI open as you refer to
these examples.

5. Learn How to Debug Your Application—Chapter 29Pebugging
Techniquesdescribes the different ways you can debug your
application. This chapter helps you troubleshoot for common
programming errors.

Now you can begin the rewarding adventure of data acquisition with
LabVIEW.
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Installing and Configuring Your
Data Acquisition Hardware

This chapter explains how to set up your system to use data acquisition
with LabVIEW and your data acquisition hardware. The chapter contains
hardware installation and configuration and software configuration
instructions and some general information and techniques.

Note The LabVIEW installer prompts you to have the NI-DAQ driver software
installed. All National Instruments data acquisition (DAQ) devices are packaged
INFO with NI-DAQ driver software. The version of NI-DAQ packaged with your
DAQ device might be newer than the version installed by LabVIEW. You can
determine the NI-DAQ version in LabVIEW by running th8et DAQ Device
Information VI , located inFunctions»Data Acquisition»Calibration and
Configuration.

Get DAQ Device
Information VI

After installing LabVIEW and the NI-DAQ driver, follow the steps
in Figure 2-1 to install your hardware and complete the software
configuration. LabVIEW uses the software configuration information
to recognize your hardware and to set default DAQ parameters.
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Chapter 2 Installing and Configuring Your Data Acquisition Hardware

[ Install Plug-in Devices

A
[ Use Your Configuration Utility

to Configure Devices

No Yes

\ 4

[ Install and Configure SCXI )

\ 4
] IR
Use the DAQ Channel Wizard

to Configure Channels

\ 4
[ Read Chapter 3, Basic Data Acquisition Concepts,

and Chapter 4, Where You Should Go Now

Figure 2-1. Installing and Configuring DAQ Devices

NI-DAQ driver software provides LabVIEW with a high-level interface to
DAQ devices and signal conditioning hardware.
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Chapter 2 Installing and Configuring Your Data Acquisition Hardware

Figure 2-2 shows the relationship between LabVIEW, NI-DAQ, and
DAQ hardware.

LabVIEW Vis

NI-DAQ Drivers

Data Acquisition Devices

Figure 2-2. How NI-DAQ Relates to Your System and DAQ Devices

(NI-DAQ 4.8.xfor Macintosh) NI-DAQ 4.8x for the Macintosh device drivers
are bundled in a single file that determines which drivers to load. When you
restart your computer, this control panel driver, calleDAQ, determines
which devices are installed in the system and loads their corresponding
drivers. NI-DAQ uses its control panel settings to determine what

SCXI hardware is configured and what the default device settings are for
devices in the computer. If you use DMA, NI-DAQ also communicates
with the NI-DMA/DSP for DMA services. When you install LabVIEW,

the installer places both of these files on your hard drive.

(NI-DAQ 6.0 for Macintosh) The NI-DAQ Driver, calledNI-DAQ is installed
in theNational Instruments folder in your Macintoslixtensionsfolder.

(NI-DAQ 5.x, 6.0 for Windows) The NI-DAQ Driver, calledNIDAQ.DLL in
Windows 3x andNIDAQ32.DLL in Windows 95/NT, is installed in your
Windows system directory.
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LabVIEW Data Acquisition Hardware Support

National Instruments periodically upgrades LabVIEW to add support for
new DAQ hardware. To make sure this version of LabVIEW supports the

hardware you use, refer to the following tables.

Table 2-1. LabVIEW DAQ Hardware Support for Windows with NI-DAQ 5.x, 6.0

Device Type Devices Supported

AT Series AT-AO-6/10, AT-DIO-32F, AT-DIO-32HS, AT-MIO-16/16D,

Devices AT-MIO-16DE-10, AT-MIO-16E-1, AT-MIO-16E-2, AT-MIO-16E-10,
AT-MIO-16F-5, AT-MIO-16X, AT-MIO-16XE-50, AT-MIO-64E-3,
AT-MIO-64F-5, AT-Al-16XE-10, AT-MIO-16XE-10, AT-5102, AT-5411

PC Series Lab-PC+, PC-AO-2DC, PC-DIO-24, PC-DIO-96, PC-LPM-16,

Devices PC-OPDIO-16, PC-TIO-10, PC-DIO-96PnP, PC-DIO-24PnP,
PC-LPM-16PnP, PC-516, Lab-PC-1200, Lab-PC-1200Al, PC-4350,
PC-4060*

PCI Series PCI-MIO-16E-1, PCI-MIO-16E-4, PCI-MIO-16XE-50, PCI-MIO-16E-10,

Devices PCI-1200, PCI-DIO-96, PCI-5102, PCI-5411, PCI-DIO-32HS, PCI-4350
PCI-6031E, PCI-6032E, PCI-6033E, PCI-6051E, PCI-4060*, PCI-6110K
PCI-6111E*

PXI Series PXI-6040E, PXI-6070E, PXI-6533, PXI-1010*, PXI-4060*, PXI-5102*,

Devices PXI-DIO-96*

NEC Devices NEC-AI-16E-4, NEC-AI-16XE-50, NEC-MIO-16E-4, NEC-MIO-16XE-50

External Devices

AMUX-64T, SC-2040, SC-2042-RTD, SC-2043-SG, DAQPad-1200
DAQPad-MIO-16XE-50, SC-2345, DAQPad-6020E* (USB),
DAQPad-6507* (USB), DAQPad-4350* (USB)

PCMCIA
Devices

DAQCard-500, DAQCard-700, DAQCard-1200, DAQCard-AO-2DC,
DAQCard- DIO-24, DAQCard-Al-16E-4, DAQCard-Al-16 XE-50,
DAQCard-516, DAQCard-4050, DAQCard-5102, DAQCard-4350,
DAQCard-4050, DAQCard-DIO-32HS, DAQCard-6533

LabVIEW Data Acquisition Basics Manual 2-4 © National Instruments Corporation



Chapter 2 Installing and Configuring Your Data Acquisition Hardware

Table 2-1. LabVIEW DAQ Hardware Support for Windows with NI-DAQ 5.x, 6.0 (Continued)

Device Type

Devices Supported

SCXI Chassis and
Modules

SCXI-1000, SCXI-1000DC, SCXI-1001, SCXI-1100, SCXI-1102,
SCXI-1120, SCXI-1120D, SCXI-1121, SCXI-1122, SCXI-1124, SCXI-1140,
SCXI-1141, SCXI-1160, SCXI-1161, SCXI-1162, SCXI-1162HYV,
SCXI-1163, SCXI-1163R, SCXI-1260SCXI-2000, SCXI-2400,
SCXI-1126*

VXI Modules

VXI-MIO-64E-1, VXI-MIO-64XE-50, VXI-DIO-128, VXI-AO-48XDC,
VXI-SC-1150, VXI-SC-1102, VXI-SC-1000

“These devices are supported only under DAQ 6.0. DAQ 5.x does not support these devices.

1The DAQPad-MIO-16XE-50 and DAQPad-1200 do not work with NEC PC-9800 Series computers. The SCXI-1200 will

work with NEC PC-9800 Series computers ONLY when used with Remote SCXI.

Table 2-2. LabVIEW DAQ Hardware Support for Macintosh with NI-DAQ 4.8.x

Device Type

Devices Supported

Plug-In Devices

DAQCard-500, DAQCard-700, DAQCard-1200, DAQCard-DIO-24,
DAQCard-AO-2DC, Lab-LC, Lab-NB, NB-DIO-24, NB-DIO-32F,
NB-DIO-96, NB-DMA-8-G, NB-DMA2800, NB-MIO-16, NB-MIO-16X,
NB-TIO-10, NB-AO-6, NB-A2150, NB-A2100, NB-A2000, PCI-1200,
PCI-DIO-96, PCI-MIO-16XE-50

External Devices

AMUX-64T, SC-2040, SC-2042-RTD, SC-2043-SG

SCXI Modules

(=

SCXI-1000, SCXI-1001, SCXI-1100, SCXI-1102, SCXI-1120, SCXI-112
SCXI-1122, SCXI-1124, SCXI-1140, SCXI-1141, SCXI-1160, SCXI-116
SCXI-1162, SCXI-1162HV, SCXI-1163, SCXI-1163R

(=

Table 2-3. LabVIEW DAQ Hardware Support for Macintosh with NI-DAQ 6.0

Device Type Devices Supported
PCI Series PCI-MIO-16E-1, PCI-MIO-16E-4, PCI-MIO-16XE-10, PCI-MIO-16XE-5Q,
Devices PCI-6031E (PCI-MIO-64XE-10), PCI-6032E (PCI-Al-16XE-10),

)

PCI-6033E (PCI-Al-64XE-10), PCI-6071E (PCI-MIO-64E-1), PCI-DIO-9
PCI-1200, PCI-DIO-32HS

DAQCard and
PCMCIA cards

DAQCard-Al-16E-4, DAQCard-Al-16XE-50, DAQCard-1200,
DAQCard-700, DAQCard-500, DAQCard-516, DAQCard-AO-2DC,
DAQCard-DIO-24, DAQCard-6533

© National Instruments Corporation
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Chapter 2 Installing and Configuring Your Data Acquisition Hardware

If you have any other questions regarding hardware support for LabVIEW,
refer to Appendix BHardware Capabilitiesin theLabVIEW Function and

VI Reference Manuabr the LabVIEWOnNIine Referengeuy selecting
Help»Online Reference...

Installing and Configuring Your
National Instruments Device

Some DAQ devices have jumpers to set analog input polarity, input mode,
analog output reference, and so on. Before you install your device, check
your hardware user manuals to see if your device has jumpers and how to
change its settings. You then can determine whether you need to change
any jumper settings. Record any jumper settings that you change so that
you can enter the information correctly in the configuration utility.

The next step depends on what version of NI-DAQ you have. Go to the
appropriate section below to continue the configuration of your devices.

Installing and Configuring Your DAQ Device Using NI-DAQ 5.x, 6.0

You can refer to the NI-DAQ Configuration Utility online help file for
specific instructions on how to install and configure your DAQ device.
If you are using Windows 8.or Windows NT 3.5.1, you can find the
help file in the Program GroupabVIEW . If you are using Windows 95
or Windows NT 4.0, you can find the help fileStart»Programs»
LabVIEW»NI-DAQ Configuration Utility Help . If you are using

a Macintosh, you can find the help file in tHelp menu of the

NI-DAQ Configuration Utility.

Configuring Your DAQ Device Using NI-DAQ 4.8.x on the Macintosh

kd

NI-DAQ

After you check and record your jumper settings, turn off your computer
and insert your National Instruments devices.

Turn your computer back on. You can fiRdDAQ in yourcontrol
panels folder. The NI-DAQ icon looks like the one shown to the left.
Double-click on this icon to launch NI-DAQ.

When you launch the program, NI-DAQ displays a list of all of the devices
in your computer. Each device has a small list of attributes, as shown in
Figure 2-3. The number specified in the device line is the logical device
number that NI-DAQ assigned to the device. You will use this number in
LabVIEW as the device number to select that device for any operation.
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EO=—— NI-DAl —=————
1.‘?' 4.8.9
#* [Help] [Devices |
Active Devices - ki
deuvice: 2
riame : PCI-1200
type: e
bus: FCI
socket: Bl
address: D 20204000
device: 3
hame : PCI-D10-95
type: 352
bus: FCI
socket: ci1
address: D20201000
kX

Figure 2-3. NI-DAQ Device Window Listing

Now show the Device Configuration window by selecting the
Device Configuration option from the menu as shown in Figure 2-4.

=—— NI-Dil =————

el 4.8.5 |
>

Help | |« Devices

Device Configuration

Active Dev™ery "Configuration
device: Errors |
name FLT=T.00
type: 353
b= PCI
socket:
address: 20204000
device: 3
riame : PCI-D10-96
type: 352
b= PCI
socket: 1
address: 20201000
i

Figure 2-4. Accessing the Device Configuration Window in NI-DAQ
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Note

Installing and Configuring Your Data Acquisition Hardware

Figure 2-5 shows the NI-DAQ Device Configuration window. When you
are in the Device Configuration window of the utility, you can edit the
default settings for parameters, such as analog input polarity and range
on a per-device basis. If you are using AMUX-64T or signal conditioning
devices with your DAQ device, select the appropriate device using the
Accessoriesnenu. LabVIEW uses these settings when initializing the
device instead of the default settings listed in the descriptions of the
hardware configuration VIs. (You can use these VIs to change any
setting recorded by NI-DAQ.) When you click on the name of the device,
NI-DAQ displays the I/O connector for the device, as shown in Figure 2-5.

ACHO ACHA

2
4 |ACHZ
Ls]

EO=——— NI-Dil =—— ACHZ
ACHS

1
]
ACH4 [ 5
v 4.8.5 ACHE [ 72 |ACH?

; : ; AIGHD @] 10 |pAco ouT
#° [Help][Device Configuration] AiGND L8 110 |DACO ouT

GND |13 [ 14_|PAO
PEI*I2I]I] PRI 15[ 16 |PAZ
PRz [ 17 ] 18 |PA4
1/0 Subsystem|ADC 0 | PR3 L 12 118 JPAd
Polarity[Bipolar |Mode|Refer... | PA7 [ 21[ 22 |PEOD
, PE1[ 23 [ 24 |PE2
Range[10 1) Jspaad PEZ [ 25 | 26 |PB4
PES [ 27 [ 28 |PES
Accessories|None | PE? [ 28] 30 |PCO
PC1|[ 2132 |Pc2
Channell<] 0 [b] Fes s a0 eee
Coupling[DC | Gain[1 | PC? [ 37 38 |EXTTRIG
— | T ExTUPDATE* | 30 [ 40 |ExToOMU*
SE - A4 Galn ouTED [ 41 [ 42 |GATERO
OUTE1 [ 43 | 44 |GATEE1
CLKE1 [ 45 [ 48 |oUTE2
GATEEZ [ 47 [ 48 |CLKE2
+5 U [ 4250 |DGHD
PCI-1200

Figure 2-5. Device Configuration and I/0 Connector Windows in NI-DAQ

You also can find helpful information by clicking on tHelp button. If at

any time during configuration you need to view a list of the LabVIEW DAQ
error codes and their meanings, you can do so by clicking on the NI-DAQ
menu bar, located to the right of tHelp button, and choosingrrors .

Some DAQ devices, such as the Lab-NB and NB-MIO-16 devices, require
hardware jumper changes in addition to software configuration. Consult your
DAQ device hardware reference manual for more information.
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Installing and Configuring Your SCXI Chassis

The following section describes the procedures for installing and
configuring your SCXI chassis.

Hardware Configuration

Your SCXI hardware kit includes tigetting Started with SCXhanual,
which contains detailed instructions for assembling your SCXI system,
module jumper settings, cable assemblies, and terminal blocks. The
following are the basic steps you must complete to assemble your
SCXI system.

1.

© National Instruments Corporation

Check the jumpers on your modules. Generally, you will leave the
jumpers in their default positions. However, Getting Started with
SCXlImanual contains a section for each module type that lists cases
where you might want to change the jumper settings.

Turn off the chassis power. Plug in your modules through the front of
the chassis. You can put the modules in any slot. For simplicity, start
with slot 1 on the left side of the chassis and move right with each
additional module. Be sure to tightly screw the modules into the
chassis frame.

If you are using an SCXI-1180 feedthrough panel, you must install the
SCXI-1180 in the slot immediately to the right of the module that you
will cable to the DAQ device. Otherwise, the cable connectors might
not fit together conveniently.

If you have more than one chassis, select a unique jumpered address
for each additional chassis by using the jumpers directly behind the
front panel of the chassis.

Plug the appropriate terminal blocks into the front of each module and
screw them tightly into the chassis frame.
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Installing and Configuring Your Data Acquisition Hardware

6. If you are using a DAQ device in your computer to control your
SCXI chassis, connect the mounting bracket of the SCXk134
(wherexis a number) cable assembly to the back of one of the modules
and screw it into the chassis frame. Connect the other end of the cable
to the DAQ device in your computer. In multiplexed mode, you only
need to cable one module to the DAQ device. In most cases, it does not
matter which module you cable. The following are two special cases
where you should cable a specific module to the device:

a. If you use SCXI-1140 modules with other types of modules, you
need to cable one of the SCXI-1140 modules to the DAQ device.

b. If you use analog input modules and other types of modules, you
need to cable one of the analog input modules to the DAQ device.

7. Turn on your chassis power.

Refer to theGetting Started with SCXhanual for more information about
related topics, such as multichassis cabling.

NI-DAQ 5.x, 6.0 Software Configuration

Refer to the NI-DAQ Configuration Utility online help file for specific
instructions about configuring your SCXI device. If you use Windows 3.
or Windows NT 3.5.1, you can find the help file in the Program Group
LabVIEW . If you use Windows 95 or Windows NT 4.0, you can find
the help file inStart»Programs» LabVIEW»NI-DAQ Configuration

Utility Help . If you use a Macintosh, you can find the help file in the
Help menu of the NI-DAQ Configuration Utility.

NI-DAQ 4.8.x Software Configuration

To use SCXI with LabVIEW and NI-DAQ 4.8.you must enter
the configuration for each SCXI chassis using NI-DAQ. Select
SCXI Configuration in the NI-DAQ menu bar to bring up the
SCXI Configuration window as shown in Figure 2-6.
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NI-DA) =——
Devices

Polarity[Bipolar |Mode[Refer... |

Range(10 U |§§;<é<as§§

Accessories[None |

channel[<] 0 |z

Coupling|DC | Gain[1 |
si-za44 6aml

Figure 2-6. Accessing the NI-DAQ SCXI Configuration Window

Figure 2-7 shows NI-DAQ with the SCXI Configuration window selected.

= NIl
\7 4.8.5
#* [Help][SCHI Configuration |

Chassisf<]] 1 [&]=[sCHI-1001 |

Method|5erial Path|None |

Module[<] 1 [=]:[scHI-1120

Cabled Device/Mone
Operating Mode|Multiplexed

Channelfg] 0 [=]
Filter[4Hz | Gain[1000 ]

FRE IS Ms}s%%}:

Figure 2-7. SCXI Configuration Window in NI-DAQ
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1.

Leave theChassisset tol if you have only one chassis. You will use
this number to access the SCXI chassis from your application. If you
have multiple chassis, advance @teassisto configure the next
chassis after you finish configuring the first chassis.

Select the appropriate chassis type for your chassis. This activates the
remaining fields on the panel.

If you only have one chassis, leave Atglressfield and the address
jumpers on your SCXI chassis sebdtdf you have additional chassis,

you must select a unique hardware-jumpered address for each chassis
and enter it in thA&ddressfield.

Leave theMethod set toSerial , which means that LabVIEW
communicates with the chassis serially using a DIO port of the plug-in
DAQ device. ThdPath automatically sets itself to the device number
of the appropriate DAQ device when you enterGiabled Device
information in step 5b.

Enter the configuration for each slot in the chassis. The fields in the
bottom twosections of the window reflect the settings for the selected
Module number. Refer to your SCXI chassis hardware manual to
determine how the slots in a chassis are numbered. You must set the
following fields for each SCXI module you install:

a. Module type—Select the correct module type for the module
installed in the current slot. If the current slot does not have a
module, leave this field set ttone and advance thdodule
number to the next slot.

b. Cabled Device—If the module in the current slotdsrectly
cabledto a DAQ device in your computer, set this field to the
device number of that DAQ device. Leave@abled Devicdield
set toNone if the module in the current slot is not directly cabled
to a DAQ device. If you are operating your modules in multiplexed
mode, you only need to cable one module in each chassis to your
DAQ device. If you are not using multiplexed mode, refer to the
SCXI Operating Modesection of Chapter 1$ardware and
Software Setup for Your SCXI Systéon instructions about
module cabling.
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c. Operating Mode—The system defaults to the multiplexed
operating mode, which is recommended for almost all
SCXI applications. The operating modes available for each
SCXI module type are described in tR€XI Operating Modes
section of Chapter 1®$ardware and Software Setup for Your
SCXI System

If the module is an analog input module, enter the gain and filter
settings for each channel in the bottom section of the window. The
system disables theéhannel control for any modules that use

only one gain and filter setting for the entire module.

Configuring Your Channels in NI-DAQ 5.x, 6.0

Once you install and configure your hardware, you can configure your
channels. LabVIEW DAQ software includes a channel configuration
application, the DAQ Channel Wizard, you can use to configure the analog
and digital channels on your DAQ device—DAQ plug-in boards,
stand-alone DAQ products, or SCXI modules. In NI-DAQdnly analog

input channels can be configured. The DAQ Channel Wizard helps you
define the physical quantities you are measuring or generating on each
DAQ Hardware channel by querying for information about the physical
guantity being measured, the sensor or actuator being used, and the
associated DAQ hardware. As you configure channels in the DAQ Channel
Wizard, you give each channel configuration a unique name which is used
when addressing your channels in LabVIEW. The channel configurations
you define are saved in a file that instructs the NI-DAQ Driver how to scale
and process each DAQ channel by its name. You can simplify the
programming required to measure your signal by using the DAQ Channel
Wizard to configure your channels.

Refer to the DAQ Channel Wizard online help file for specific instructions
on how to use the DAQ Channel Wizard. If you use Windowsy®8u can
find the help file in the Program GroupbVIEW . If you use Windows 95

or NT 4.0, you can find the help file Btart»Programs»LabVIEW»

DAQ Channel Wizard Help. Macintosh users can find the help file in the
NI-DAQ folder. You can also launch the help file on any platform by
clicking theHelp button in the DAQ Channel Wizard.
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Refer to theChannel Name Addressiisgction of Chapter Basic
LabVIEW Data Acquisition Concepfer information about how to use
your hamed channels in LabVIEW.

Now that you have successfully installed and configured your
DAQ hardware for LabVIEW, read ChapterBasic LabVIEW Data
Acquisition Conceptdor more information about data acquisition with

LabVIEW.
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Basic LabVIEW Data
Acquisition Concepts

This chapter explains key concepts in understanding how data acquisition
works with LabVIEW. Before you start building your data acquisition
(DAQ) application, you should know some of the following basic
LabVIEW DAQ concepts:

e Location of Common DAQ Examples

* Locating the Data Acquisition VIs in LabVIEW
* DAQ VI Organization

* VI Parameter Conventions

« Common DAQ VI Parameters

o Default and Current Value Conventions

e Error Handling

* Channel, Port, and Counter Addressing

e Limit Settings

e Data Organization for Analog Applications

If you do not already understand basic programming concepts in
LabVIEW, refer to the.abVIEW User Manuabr theG Programming
Reference Manudbr help with programming in LabVIEW.

Location of Common DAQ Examples

(NI-DAQ 5.x, 6.0) The easiest way to locate a particular DAQ example is to
run the DAQ Solution Wizard. You can access the DAQ Solution Wizard
by clicking on theDAQ Solution Wizard button when you first launch
LabVIEW, or by selectin@ AQ Solution Wizard from theFile menu in
LabVIEW.

The DAQ examples address many common applications involving

data acquisition in LabVIEW. You can find these examples in
labview\examples\daq . The following list briefly describes the
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VI libraries (designated by thib  file extension) and directories located
in thedaq directory.

anlogin Folder containing thanlogin.llb Vls that
perform analog input and tlse@mdsk.llb Vis
that can write or stream the acquired data to disk.

anlogout Folder containing thenlogout.llb Vis that
generate single values or multiple values
(waveforms) to output through analog channels.

anlog_io Folder containing thanlog_io.llb Vis for
analog I/0O control loops and simultaneous analog
input and output.

counter Folder containing thBAQ-STC.llb ,
Am9513.lb , and8253.lb libraries of Vs that
count the rising and falling edges of TTL signals,
generate TTL pulses, and measure the frequency
and period of TTL signals.

digital Folder containing theigio.llb Vls that
perform immediate digital /O and digital
handshaking.

SCXi Folder containing thecxi_ai.llb ,
scxi_ao.llb , andscxi_dig.llb Vls, for use

with SCXI modules.

solution Folder containing theenchtop.llb
control.llb , datalog.llb , and
transduc.llb VIs, a variety of ready-to-run
application Vis.

run_me.llb Library containing the VIs that perform basic
operations concerning analog /O, digital I/O, and
counters.

Each chapter in this manual teaches the basic concepts behind several of the
DAQ examples. For a brief description of any example, open the example
VI and choos&Vindows»Show VI Info for a text description of the

example. You also can chodselp»Show Helpto open thédelp window.

When theHelp window is open, you can put your cursor over any front

panel or block diagram item and see a description of that item in the
window.
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Locating the Data Acquisition Vis in LabVIEW

You can find the Data Acquisition Vls in tik@inctions palette from your
block diagram in LabVIEW. When you put your cursor over each of the
icons in theFunctions palette, LabVIEW displays the palette name you are
about to access at the top of thenctions palette. You can find the Data
Acquisition icon near the bottom of tReinctions palette, as shown in
Figure 3-1.
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Figure 3-1. Accessing the Data Acquisition Palette

TheData Acquisition palette contains six subpalette icons that take you to
the different classes of DAQ VIs. Figure 3-2 shows what each of the icons
in theData Acquisition palette mean.

Analog Output VIs  Digital /0 VIs

EE Data Acquisition E
&, Ha., HEx, Hax
Analog Input Vis r I Ll R ™ — Counter Vls
Calibration and "3- 1 E,,_-'
Configuration Vs i) |

Signal Conditioning VIs

Figure 3-2. Data Acquisition VIs Palette
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DAQ VI Organization

In most of the DAQ VI subpalettes, the VIs are arranged in different levels
according to their functionality. You can find some of the following four
levels of DAQ VIs within the DAQ VI subpalettes.

e [EasyVis

* Intermediate VIs
e Utility VIs
¢ Advanced Vis

A good example of a palette that contains all of the available levels of
DAQ ViIs is theAnalog Input palette. Figure 3-3 shows this palette.

i+l Analog Input E3
o HUL?IPT ONE“PT \'!NREIPT
HULT FT >
neBl||AnE o g RZE.. Easy Analog Input VIs
conrs|| s8Rt || réRD [|s-3tan]| cibhe Intermediate
|| || e8| e8| i Analog Input Vs
aty afrr Advanced
% Analog Input VIs
Analog Input Utility VIs

Figure 3-3. Analog Input VI Palette Organization

Easy Vls

The Easy Vls perform simple DAQ operations and are typically the first
row of VIs in the DAQ palettes. You can run these Vls from the front panel
or use them as subVIs in basic applications.

These Vls are stand-alone in that you only need one Easy VI to perform
each basic DAQ operation. Unlike intermediate- and advanced-level VIs,
Easy VIs automatically alert you to errors with a dialog box that asks you
to stop the execution of the VI or to ignore the error.

The Easy VIs actually are usually composed of Intermediate VIs, which
are in turn composed of Advanced Vls. The Easy VIs provide a basic,
convenient interface with only the most commonly used inputs and outputs.
For more complex applications, you should use the intermediate- or
advanced-level Vls for more functionality and better performance.
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Refer to your particular type of VI in theabVIEW Function and VI
Reference Manudobr specific VI information, or refer to the LabVIEW
Online Referenceby selectingelp»Online Reference...

The Intermediate VIs have more hardware functionality and efficiency in
developing your application than the Easy VIs. Actually, the Intermediate
VIs contain groups of Advanced VIs, but they use fewer parameters and do
not have some of the more advanced capabilities.

Intermediate VIs give you more control over error-handling than the Easy
VlIs. With each VI, you can check for errors or pass the error cluster on to
other Vis.

Note Most LabVIEW data acquisition examples shown in this manual are based on the
Intermediate VIs. You can find these example VIs in tsamples folder.

Utility Vis

Advanced Vs

The Utility Vs, found in many of the LabVIEW DAQ palettes, are also
intermediate-level VIs and thus have more hardware functionality and
efficiency in developing your application than the Easy VIs. Read the
previous Intermediate VIs section for more information on how these

operate.

The Advanced VIs are the lowest-level interface to the DAQ driver. Very
few applications require the use of the Advanced VIs. Use the Advanced
VIs when the Easy or Intermediate VIs do not have the inputs necessary to
control an unusual DAQ function. Advanced VIs return the greatest
amount of status information from the DAQ driver. This manual primarily
focuses on applications using the Easy or Intermediate VIs.
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VI Parameter Conventions

In each LabVIEW DAQ VI front panel dielp window, the appearance

of the control and indicator labels denote the importance of that parameter.
Control and indicator names in bold typically must be wired to a node on
the block diagram for your application to run. Controls and indicators not
necessary for your program to operate appear in plain text. You rarely need
to use the parameters with labels in square brackets ([ ]). Keep in mind that
these conventions apply only to the information in the Help window and
on the front panel. Both this manual and tladVIEW Function and VI
Reference Manudikt all parameter names in bold to distinguish them from
other elements of the text. The default inputs appear in parentheses to the
right of the parameter names.

Figure 3-4 illustrates these Help window parameter conventions for the
Al Read One Scan VI. As the window text for this VI indicates, you should
wire thedevice(if you are not using channel nameag)annels error in,
anditeration input parameters and teBealed dataanderror out output
parameters. In order to pass error information from one VI to another,
connect theerror out cluster of the current VI to thegror in cluster of

the next VI. Thecoupling & input config, input limits , andoutput units
input parameters and théary data output parameter are optional
parameters. You rarely need to userthmber of AMUX boards

parameter.

coupling & input config [no. . =
irput limitz [no change] =

device [1] T A zaled data
channels [0] =2 e L binary data
LES ermar oLt

output units [1] —
&rrar it [ho errar] mr

iteration [init: 0]

[nurnber of Ak boardz] [no...

Figure 3-4. LabVIEW Help Window Conventions
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Default and Current Value Conventions

To use the DAQ Vs, yoshoub know the difererce betweera default
input, a defali sdting, and a current setting default inputs the default
value of afront panel controMhen you do not wiran inputto a terminal
of aVl, the defaulinput forthe control associated with tharmind passes
to the driver In theHelp window, defailt inputsappea in parethesego
theright of the paranetea names. Adefault sefihg is a dfault parameter
value reorded in the driver The current settings the value ofcontrol at
any given momenirhe default setting of a control becomeschrrent
seting and remains so tihyou change the Vae of the control.

In many cases, a control input defaults to a certailuie (most often 0),
which means you can use the current setiiogexample, the default input
foraparametemay bedo not change the curren t setting , and
thecurrent sding may beno AMUX-64T boards . If you change thealue
of sucha paramter, the rew value becomes the curresdtting.

Common DAQ VI Parameters

Thedeviceinput on analog I/O, digitdlO, and counter VIs specifies the
number assigreeto your DAQ device in taDAQ configuration software.
Your sdtware assigns a unique nuntie ead DAQ device. Tk device
parameter usually appearsaasinput to the configuration VIs. Another
comman configuration VI output, task ID, assigngour specific

I/0O operation and dége a uique number that identifies it throughout
your progran flow. Thetask ID can also contan group information ebout
the channels and gain us@ your operation.

SomeDAQ Vis perform eithethe dvice coriguration @ the

I/0O operation, while ther DAQ VIs perform bth corfiguration and the
operation. The Vishat handle both functions V&aniteration input.
When your VI hastheiteration set to0, LabVIEW corfigures the

DAQ device and then performs the sféci/O operationFor iteration
values greater than DabVIEW uses thexisting corfiguration b perform
the /O operation.You can improve the performaneof your application
by not coriguring theDAQ device every time anl/O operation occurs.
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Typically, you should wire thigeration input to an iteration terminal in a
loop as shown in the following illustration.

N

&) ' aveform Soan. v
T
WRVE

Wiring theiteration input this way means the device is only configured
on the first I/O operation. Subsequent I/O operations use the existing
configuration.

Error Handling

Each Easy VI contains an error handling VI. A dialog box appears
immediately if an error occurs in an Easy VI.

Every Intermediate and Advanced VI containgaor in input cluster and
anerror out output cluster, as shown in Figure 3-5. The clusters contain a
Boolean that indicates whether an error occurred;atiefor the error, and
sourceor the name of the VI that returned the errcertér in indicates an
error, the VI passes the error informatioetmr out and does not execute
any DAQ functions.
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error in [no eror) error out
code code
hia error I E'i 0 | na errar I 0 |
zOUrce sOLCE

Figure 3-5. LabVIEW Error In Input and Error Out Output Error Clusters

For more information on error handling, refeP@rt VI, Debugging Your
Data Acquisition Applicationin this manual.

Channel, Port, and Counter Addressing

The Analog Input and Analog Output VIs havelennel list parameter
where you can specify the channels from which the Vls read or to which
they write. The Digital Input and Output VIs have a similar parameter,
calleddigital channel list and the equivalent value is calleounter list

for the Counter VI's. For ease of understanding of channel addressing
concepts, thehannel list digital channel list, andcounter list parameters
are referred to ashannel listin this section. Any special exceptions for
these parameters will be noted.

Each channel you specify in thlkannel listbecomes a member of a group.

For each group, you can acquire or generate data on the channels listed in
the group. VIs scan (during acquisition) or update (during generation) the
channels in the same order they are listed. To erase a group, pass an empty
channel listand the group number to the VI or assign a aeannel list

to the group. Changing groups can only be done at the Advanced VI level.
Refer to the_abVIEW Function and VI Reference Manaathe LabVIEW

Online Referenceby selectinglelp»Online Reference.,.for more

information.
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Channel Name Addressing

If you use the DAQ Channel Wizard to configure your analog and digital
channels, you can address your channels by name amamael list
parameter in LabVIEWchannel listcan be an array of strings or, as with
the Easy VIs, a scalar string control, as shown in Figure 3-6. If you have a
channel listarray, you can use one channel entry per array element, specify
the entire list in a single element, or use any combination of these two.

If you enter multiple channel namesdhannel list, all of the channels in

the list must be configured for the same DAQ Device. If you configure
channels with names afmperature  andpressure , both of which are
measured by the same DAQ Device, you can specify a list of channels

in a single element by separating them by commas—for example
temperature,pressure . In specifying channel names, spelling and
spaces are important, but case is not.

Channel String Armay Control

a0 | remperature | |pressure | ‘

Channel String Array Control

=0 | [ternperature, pressure | |

Channel String Contral

|temperature,pressure |

Figure 3-6. Channel String Controls

Using channel names, you do not need to wiraléwce input limits ,

or input config input parameters. Ttaeviceinput is always ignored

by LabVIEW when using channel names. LabVIEW configures your
hardware in terms of your channel configuration. Unless you need to
overwrite your channel name configuration, do not wipit limits or
input config; allow LabVIEW to set them up for you. In addition,
LabVIEW orders and pads the channels specifiedhannel listfor you
as needed according to any special device requirements.

Channel Number Addressing

If you are not using channel names to address your channels, you can
address your channels by channel numbers iohhanel list parameter.
Thechannel listcan be an array of strings or, as with the Easy Vils, a
scalar string control. If you havechannel listarray, you can use one
channel entry per array element, specify the entire list in a single element,
or use any combination of these two methods. For instarzel ifand2
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are you channelsyou can specify a list of channelsiia singe element by
sepaatingthe individua channels by commas—for example1, 2

Or, because@ refers o the first channdin a consecutive chanhenge and
2 refersto thelastchanne] youcan specify thrange by separating the first
and lastthannels witta colon—for examplgo:2 .

Some Easy and Adinced Digtal VIs and Intermediate Counter VIs only
need one poor counte to bespecfied. For more infamation, réer tothe
LabVIEW Function athVI Reference Manuair the LabVIEW Online
ReferenceChooseéHelp»Show Help andput your aursor on the VI to view
the VI Help window for the VI you intend to use.

LabVIEW recognizeshree type®f analg channels on ®AQ device:
onboard AMUX-64T, and SCXI channels. tecognizeswo types of
digital ports and caunters: mboad and SCXI. This sectim describes
addressing onboard channels, ports, and counters. AMUX-64T
addressig is described later in Chtgp 5, Things You Sbuld Know
about Analog Input. SCXI channel,port, and counter adiressirg is
describedin Chapte 18, Things YouShould Know abaut SCXI.

Onboard dhamels refer to arlag ordigital I/O channds providedby the
plug-in DAQ device. Ifx is an onboard channel, yowag speciy this by
entering x or OBx as thechannel list element. Referotthe description of

your device in your hardwre ugr manual for resictionson channebrde.
Figure 3-7 shows severalwaysyou can addres onboad chamelso, 1, and

2. The top threexamples apply to VIs whose channel parameters are string
arrays. The bottom twexamples apply to VIs wheshannel parameters
are scalar strings.

Channel String Array Contral

- O |

Channel String Array Control

O N | I

Channel String Armay Control

o — ]

Channel String Contral

0.2

Channel String Contral

01,2

Figure 3-7. Channel String Array Controls
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Note Refer to Appendix BHardware Capabilitiesin the LabVIEW Function and VI
Reference Manudbr the number of channels your device can acquire data from
at one time, or refer to the LabVIEMDnline Referengeby selectindHelp»Online
Reference...

Limit Settings

Limit settingsare the maximum and minimum values of the analog
signal(s) you are measuring or generating. The pair of limit setting values
can be unique for each analog input or output channel. For analog input
applications, the limit setting values must be within the range for the
device. For more information on the range for your device, refer to
Chapter 5Things You Should Know about Analog Input

Each pair of limit setting values forms a cluster. (Analog output limits have
a third member, the reference source; but, for simplicity, LabVIEW refers
to limit settings as a pair of values.) LabVIEW uses an array of these
clusters to assign limits to the channels in ychannelstring array.

If you use the DAQ Channel Wizard to configure your analog input
channels, the unit applied to the limit settings is the physical unit you
specified for a particular channel name in the DAQ Channel Wizard. For
example, if you configured a channel in the DAQ Channel Wizard to have
physical units obeg C, the limit settings are treated as limits in degrees
Celsius. LabVIEW configures your hardware to make the measurement in
terms of your channel name configuration. Unless you need to overwrite
your channel name configuration, do not wire this input; allow LabVIEW
to set it up for you.

If you are not using the DAQ Channel Wizard, the default unit applied to
the limit settings is usually volts, although the unit applied to the limit
settings may be volts, current, resistance, or frequency, depending on the
capability and configuration of your device.

The default range of the device, set in the configuration utility or by
LabVIEW according to the channel name configuration in the DAQ
Channel Wizard, is used whenever you leave the limit settings terminal
unwired or you enteb for your upper and lower limits.

As the previou€hannel, Port, and Counter Addressisection explains,
LabVIEW uses an array of strings to specify which channels belong to a
group. Also, remember LabVIEW lists as few as one channel to as many as
all of the device’s channels in a single array element intthenel string

array. LabVIEW also assigns all the channels listedcimamnel string
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array element the same settings in the correspofidhitgsettings cluster
array element. Figure 3-8 illustrates one case of this.

Channel E‘E ﬂ:“ |47|| 32_” 5:7 ||

String

Array

Limit —tﬂEI high lirnit E high lirnit §2—| high lirnit

Settings HH0.00 =] =TT

E:"‘:;“" o firit low limit lews it
El10.00 =] Hln.00

Figure 3-8. Limit Settings, Case 1

In this example, channets3 (or 0, 1, 2, and 3) are assigned limits of
10.00 to -10.00 . Channel 4 has limits &00 to -5.00 . Channels 5, 6,
and 7 have limit settings afo0 t00.00 .

If the limit settings cluster array has fewer elements thancthennel

string array, LabVIEW assigns any remaining channels the limit settings
contained in the last entry of thmit settings cluster array. Figure 3-9
illustrates this case.

Channel E@ E |47| .ﬂZI 5.7 |

String

Array

Limit E high lirnit

Settings HH0.00

Cluster low fimit
v 1000

Figure 3-9. Limit Settings, Case 2

In this example, channels 0, 1, 2, and 3 have limit®®0 to —10.00 .
There are more channels left, but fih@t settings cluster array is
exhausted. Therefore, the remaining channels (4, 5, 6, and 7) are also
assigned limits 0f0.00 to —10.00 .

The Easy Analog Input VIs have only one pair of input limits. This pair
forms a single cluster element. If you specify the default limit settings, all
channels scanned with these Vs will have identical limit settings. The Easy
Analog Output VIs do not have limit settings. All the Intermediate Vs,
both analog input and output, have thennelstring array and thiémit
settings(or input limits) cluster array on the same VI. Assignment of

limits to channels works exactly as described above. Refer tathdEW
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Function and VI Reference Bhual for more information a1 how to assign
limit setings to a particular ahag channelising the Advanced Vs, the
Grow Corfig VI and the Hardiare Coffig VI, or refer o the LabMEW
Orline Refeence by selectingHelp»Online Refeence...

In analog applications, you not only specify the range of the sigmal
must also spefy therangeand the polaty of the dvice. A unipolar range
is a range containing either pitge or negave values but never both.

A bipolar rangeis a rage tat has Ioth positive and nedg#ve values.
When a device uses jumpers dlip switches to select its ramgnd polariy,
you must enter the correct jumpettsgg in the cofiguration utilty.

In DAQ hardware manuals and in the figaraion uility, you mayfind
refererte to the concepif gain. Gan isthe ampificationor attenuation
of a signal. Most National Instnuents DAQ devices have programmable
gains (no jumpershut some SCXmodulesrequre the use of jumpers
or dip switchesFor all DAQ devices usedvith LabVIEW, the gain is
determinecby limit setings. However, for some SCXI modules, yaaust
enter the gaiin the coffiguraion uflity.

Data Organization for Analog Applications

If you acqure data from more than one channeltiplé times, the data is
returned as a twdimensional2D) aray. If you were to create a 2Dray
and label the index selectons @ LabVIEW font panel, te array might
look like Figure 3-10.

calurmn

o %g

Figure 3-10. Example of a Basic 2D Array

Thetwo vertically-arranged bresonthe let arethe i1ow and column inek
selectors for the aryaThe t@ index selects aaw and the bottom irex
selectsacolumn.

You can oganize datdor a 2D aray inone of two ways. First, you can
organiz the dateby rows. If the aray containd data fom analog input
channels, thisvould mea that eachaw holds data from one channel
Selecting aow selecsa channel. Selectirgcolumn selectascan of data
This odering mehod is often referred to a®w major orde. When you
creak data inanested~or Loop, tte inner loop creates aow for each
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iteration of the outer loop. If you were to label your index selectors for a
row major 2D array, the array might look like Figure 3-11.

charnel g [ch, se0 | |chd, se1 | |chd, se2 | |chi, =3

scan g0 [ch1, sc0 | |chl, se1 |k, se2 | |chl, =c3
[ch2, se0 | |ch2, se1 | |ch2, se2 | |ch2, o3
[ch3, 2c0 | |ch3, el | |ch3, sc2 | |ch3, ec3

Figure 3-11. 2D Array in Row Major Order

You also can organize 2D array data by columns. The Analog Input VIs in

LabVIEW organize their data in this way. Each column holds data from one
channel, so selecting a column selects a channel. Selecting a row selects
a scan of data. This ordering method is often cal#dmn major order

If you were to label your index selectors for a column major 2D array, the

array might look like Figure 3-12.

sCan g |z, ok | |zc0, chl | a0, ch2 | zcO, ch3
channel (g0 lzc1, chl |zc1.chl |sc1. ch2 | lscl. ch3
lzc2, ok | |zc2, chl | ac2, ch2 | a2, ch3
lzc3, chl | zc3. chl |[se3. ch2 | s, ch3

Figure 3-12. 2D Array in Column Major Order

To graph a column major order 2D array, you must configure the waveform
chart or graph to treat the data as transposed by turning on this option in the
graph pop-up menu.

Note This option appears in gray until you wire the 2D array to a graph. To convert
the data to row major order, seleEunctions»Array & Cluster»Transpose
2D Array .

If you want to extract a single channel from a column major 2D array,
use the Index Array function frofunctions»Array & Cluster. Add a
dimension so that you have two black rectangles in the lower left corner.
The top rectangle selects the row and the bottom rectangle selects the
column. Popup on the row rectangle and sdbésable Indexing Now,

when you select a column (or channel) by wiring your selection to the
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bottom rectangle, the Index Array function produces the entire column of
data as a 1D array, as shown in Figure 3-13.

Colurin major
20 Array Index Aray

Single Channel

Figure 3-13. Extracting a Single Channel from a Column Major 2D Array

Analog output buffers that contain data for more than one channel are also
column major 2D arrays. To create such an array, first make the data from
each output channel a 1D array. Then select the Build Array function from
Functions»Array & Cluster. Add as many input terminals (rows) to the
Build Array terminal as you have channels of data. Wire each 1D array to
the Build Array terminal to combine these arrays into a single row major
2D array. Then use the Transpose 2D Array function to convert the array to
a column major array. The finished array is ready for the AO Write VI, as
shown in Figure 3-14.

Channel 0
[BL] Build A

=
Channel 1
[DBL]

Figure 3-14. Analog Output Buffer 2D Array

Calumnn major
20 ans

[pBL]

Now that you have read some basic LabVIEW DAQ concepts, you can go
to the section(s) that describe your specific application. For information
about how you can answer questions about your application to narrow
down where you should go next for help in this manual, refer to Chapter 4,
Where You Should Go Next
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This chapter directs you to the chapter in the manual best suited to answer
guestions about your data acquisition application. You answer a series of
guestions that help determine the purpose of your application. The
guestions start very broad and narrow in scope until you are referred to a
specific section in the manual dealing with your type of application.

Note This manual is divided into parts. You always should read Titengs You Should
Know abouthapter at the beginning of each part specific to your application. The
Things You Should Know abathiapters teach you about basic concepts dealing
with your application.

Use the following flowchart as a guide as you answer the questions that
follow it. The questions should pinpoint the sections in the manual that you
should read for your particular application.
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Plug-in DAQ Device Only

Analyzing
Analog or Digital
Signals?

Analog

Latched Latched or

Digital

Non-Latched Digital
1/10?

Type of SCXI

Measuring Device?

y

Digital Read about the DAQ Channel Wizard
in Chapters 2 and 3, and Section 5,
SCXI-Getting
Your Signals in Great Condition.

Digital or Counter,

Counter Interfacing?

Read Chapter 23, Things You
Should Know about Counters.

Non-Latched

Read Chapter 24, Generating a
Square Pulse or Pulse Train.

_.(

Read Chapter 17, Shaking Hands
with a Digital Partner.

¢ )

Read Chapter 25, Measuring

y
Read Chapter 16, When You Need ),
Pulse Width.

It Now—Immediate Digital I/O.

_,(

Acquisition Signal Acquisition

or Generation?

Read Chapter 26, Measuring
Frequency and Period.

U U T

_,(
_,(

Generation

Read Chapter 27, Counting Signal
Highs and Lows.

)

Read Chapter 14, Simultaneous Buffered
Waveform Acquisition and Generation.

)

Read Chapter 28,

)

Single

Y

Dividing Frequencies.

Single-Point
or Multiple-Point
Generation?

Multiple

Read Chapter 11, One-Stop
Single-Point Generation.

C

Internal or
External?

Internal External

)

Single-Point
or Multiple-Point
Acquisition?

)

Single

Read Chapter 6, One-Stop
Single-Point Acquisition.

C

A4

4

Read Chapter 12, Buffering Your
Way through Waveform Generation.

Y

Y
Read Chapter 13, Letting an Outside
Source Control Your Update Rate.

)( )

Multiple

Triggering a Signal?

Internal External

Using an Internal
or External Clock?

Read Chapter 8, Controlling
Your Acquisition with Triggers.

C

) (

Read Chapter 7, BufferingYour

Read Chapter 9, Letting an Outside
Way Through Waveform Acquisition. S

ource Control Your Acquisition Rate.

)
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Questions You Should Answer
1. Measuring Device: DAQ Device or SCXI Module?

Are you working in a noisy environment? If you are, then you may have
Signal Conditioning eXtensions for Instrumentation (SCXI) modules
connected to your DAQ device or the parallel port of your computer.
SCXI modules can filter and isolate noise from signals. They can also
amplify low signals. SCXI modules expand the number of channels to
acquire or generate data.

DAQ devices are primarily used alone when extra signal conditioning is not
necessary.

If you are using a DAQ device, then read question 2. If you are using SCXI,
go toPart V, SCXI—Getting Your Signals in Great Condition

2. Analog or Digital Signal Analysis?

Does your signal have two discrete values that are TTL signals? If so, then
you have a digital signal. Otherwise, you have an analog signal. The type
of information you would need to know from an analog signal is the level
(discrete value), shape, and frequency content.

Analog or Digital Signal Acquisition or Generation?

If you want to measure and analyze signals from a source outside the
computer, you want tacquiresignals. If you want to send signals to an
outside instrument to control its operation, then you wageterate
signals.

If you want toacquireanalog signals, go to question 4. If you want to
generateanalog signals, refer to question 5. If you want to acquire and
generate analog signals, refer to theéng Analog Input/Output Control
Loopssection of Chapter &)ne-Stop Single-Point Acquisition

If you want to acquire or generatagital signals, read the next question.

3. Digital or Counter Interfacing?

Digital 1/O interfaces primarily with binary operations, such as turning
external equipment on or off or sense logic states, such as the on/off
position of the switch. Counters generate individual digital pulses or waves
or count digital events, like how many times a digital signal rises or falls
in value.

If you are performing digital I/O, refer to question 7. If you need to use
counters, read question 8.
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Where You Should Go Next

4. Single-Point or Multiple-Point Acquisition?

Do you want to acquire a signal value(s) at one time or over a period of
time at a certain rate? If you measure a signal at a given instant of time,
you are performingingle-point acquisitionlf you measure signals over a
period of time at a certain rate, then you are performmaljiple-point or
waveform acquisition

If you want single-point acquisition, refer to Chapte©&g-Stop
Single-Point Acquisitionlf you want multiple-point acquisition, read
question 6.

5. Single-Point or Multiple-Point Generation?

Are you outputting a steady (DC) signal or are you generating a changing
signal at a certain rate? A constant or slowly-changing signal output is
calledsingle-point generatianT he output of a changing signal at a certain
rate is callednultiple-pointor waveform generation

If you want to perform single-point generation, refer to Chapter 11,
One-Stop Single-Point Generatidhyou want multiple point generation,
refer to Chapter 1Buffering Your Way through Waveform Generation

6. Triggering a Signal or Using a Clock?
You can start an analog acquisition when a certain analog or digital value
occurs bytriggering the acquisition.

If you want to trigger an analog acquisition, refer to Chapt€o8trolling
Your Acquisition with Triggers

Multiple-Point Acquisition with an Internal or External Clock?

Multiple point or waveform acquisition can be done at a rate set by an
internal DAQ device clock or an external clock. The external clock will be
a TTL signal produced at a certain rate.

If you want to acquire a waveform at the rate of an external signal, refer to
Chapter 9l etting an Outside Source Control Your Acquisition REiteot,
read Chapter Buffering Your Way through Waveform Acquisition
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7. Non-Latched or Latched Digital 1/0?

If you want your program to read the latest digital input or immediately
write a new digital output value, you should use non-latched (immediate)
digital I/0. When a DAQ device accepts or transfers data after a digital
pulse has been received, it is called latched (handshaked) digital I/O. With
latched digital I/O, you can store the values you want to transfer in a buffer.
Only one value will be transferred after each handshaked pulse.

If you want to use non-latched (immediate) digital I/O, refer to Chapter 16,
When You Need It Now— Immediate Digital. If3you need to perform
latched (handshaked) digital I/O, refer to ChapteiSh&aking Hands with

a Digital Partner.

8. Counters: Counting or Generating Digital Pulses?

If you want to generate digital pulses from a counter at a certain rate, read
Chapter 24Generating a Square Pulse or Pulse Trailigrou want to
measure the width of a digital pulse, refer to ChapteM@zsuring Pulse
Width If you want to measure the frequency or period of a digital signal,
refer to Chapter 26vieasuring Frequency and Periot you just want to
count how many times a digital signal rises or falls, refer to Chapter 27,
Counting Signal Highs and Low&o learn how to slow the frequency of a
digital signal, refer to Chapter 2Bjviding Frequencies
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Catching the Wave with Analog Input

This section contains basic information about acquiring data with
LabVIEW, including acquiring a single point or multiple points,
triggering your acquisition, and using outside sources to control
acquisition rates.

Part 1l, Catching the Wave with Analog Inpabntains the following
chapters:

Chapter 5Things You Should Know about Analog Inmxplains
basic concepts on using analog input with LabVIEW.

Chapter 6 0ne-Stop Single-Point Acquisitioshows you how to

acquire one data point from a single channel and then one data point
from each of several channels using LabVIEW, and explains how
software-timing and/or hardware-timing affects the performance of
analog /0.

Chapter 7Buffering Your Way through Waveform Acquisition
reviews the different methods of reading multiple channels and
explains how LabVIEW stores the acquired data with each method.

Chapter 8Controlling Your Acquisition with Triggergxplains how
to set your analog acquisition to occur at a certain time using either
software or hardware triggering methods.

Chapter 9] etting an Outside Source Control Your Acquisition Rate
shows you how to control your data acquisition rate by some other
external source in your system.



Things You Should Know
about Analog Input

Hunting has been a part of survival from the beginning of time. People
used to hunt for the things they needed to survive, like food and water.
Today, engineers and scientists use data acquisition to “hunt down” the
information they need to survive in the information age. This chapter
focuses on defining the tools you need to be a successful hunter in the
world of data acquisition.

Defining Your Signal

You and your friends plan a hunting trip for this weekend. What do you
plan to bring with you? This question is really not valid, because you must
know firstwhatyou will be hunting before you pack your fishing pole or
elephant rifle. The same idea applies to scientists and engineers engaged
in the quest for information. You must know the defining characteristics

of what you want to “hunt,” be it a wild animal or an analog signal.

You cannot just say, “I will hunt voltages,” or even “l will hunt analog
voltages.” Voltages come in various forms. This chapter gives you the
terms, tools, and techniques designed to help show you the best way to
catch your wave.

You can break down analog signals into three categories: DC, time domain,
and frequency domain. You must ask yourself, “Is the information | seek
primarily contained in the level, the shape, or the frequency content of my
signal?” Figure 5-1 illustrates which signals correspond to certain types of
signal information.

DC ——————— ADCIDAC Py Level
(slow) ¢

Analog Signal —— Time Domain ADC/DAC MM | Shape
(fast) {

Frequency Domain —ADC (fast) | A A A A f| Freq. Content

Analysis

Figure 5-1. Types of Analog Signals
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You might be saying to yourself, “I know that | have a thermocouple and
that the primary information (temperature) is contained in the level of the
analog voltage. Now | am ready to go hunting!” Well, youadngostready

to hunt, but you first must figure out a few more signal characteristics
before you can begin. For example, to what is your signal referenced? How
fast does the signal vary with time? The rate you sample determines how
often the A/D conversions take place. A fast sampling rate acquires more
points in a given time, and therefore can often form a better representation
of the original signal than a slow sampling rate. According to the Nyquist
Theorem, you must sample at a rate greater than twice the maximum
frequency component in that signal to get accurate frequency information
about that signal. The frequency at one half the sampling frequency is
referred to as thHyquist frequencyFor more information on the Nyquist
frequency, refer to the secti®@ampling Consideratioria Chapter 11,
Introduction to Analysis in LabVIEW theLabVIEW User Manual

What Is Your Signal Referenced To?

Signals come in two formseferencedcandnon-referencedignal sources.
More often, referenced sources are said tgrbandedsignals, and
non-referenced sources are cafledting signals.

Grounded Signal Sources

Grounded signal sources have voltage signals that are referenced to a
system ground, such as earth or a building ground. Devices that plug into a
building ground through wall outlets, such as signal generators and power
supplies, are the most common examples of grounded signal sources, as
shown in Figure 5-2.

Ground ///

Figure 5-2. Grounded Signal Sources

LabVIEW Data Acquisition Basics Manual 5-2 © National Instruments Corporation



Chapter 5 Things You Should Know about Analog Input

Floating Signal Sources

Floating signal sources contain a signal, such as a voltage, that is not
connected to an absolute reference, such as earth or a building ground.
Some common examples of floating signals are batteries, battery-powered
sources, thermocouples, transformers, isolation amplifiers, and any
instrument that explicitly floats its output signal. Notice that in Figure 5-3
neither terminal of the floating source is connected to the electrical outlet
ground.

?
Ground // /

Figure 5-3. Floating Signal Sources

Now that you know how your signal is referenced, read on to learn about
the different systems available to acquire these signals.
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Choosing Your Measurement System

Resolution

Now that you have defined your signal, you must choose a measurement
system. You have an analog signal, so you must convert the signal with an
ADC measurement system, which converts your signal into information
the computer can understand. Some of the issues you must resolve before
choosing a measurement system are your ADC bit resolution, device range,
and signal range.

The number of bits used to represent an analog signal determines the
resolutionof the ADC. You can compare the resolution on a DAQ device
to the marks on a ruler. The more marks you have, the more precise your
measurements. Similarly, the higher the resolution, the higher the number
of divisions into which your system can break down the ADC range, and
therefore, the smaller the detectable change. A 3-bit ADC divides the
range into 2 or 8 divisions. A binary or digital code between 000 and 111
represents each division. The ADC translates each measurement of the
analog signal to one of the digital divisions. Figure 5-4 shows a sine wave
digital image as obtained by a 3-bit ADC. Clearly, the digital signal does
not represent the original signal adequately, because the converter has too
few digital divisions to represent the varying voltages of the analog signal.
By increasing the resolution to 16 bits, however, the ADC’s number of
divisions increases from 8 to 65,53682The ADC can now obtain an
extremely accurate representation of the analog signal.

Amplitude (volts)

16 Bit Versus 3 Bit Resolution
(5kHz Sine Wave)

10.00
8.75
7.50¢--
6.25¢
5.00
3.75
2.50
1.25

0 50 100 150 200
Time (us)

Figure 5-4. The Effects of Resolution on ADC Precision
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Device Range

Range refers to the minimum and maximum analog signal levels that the
ADC can digitize. Many DAQ devices feature selectable ranges, so you can
match the ADC range to that of the signal to take best advantage of the
available resolution. For example, in Figure 5-5, the 3-bit ADC, as shown
in the left chart, has eight digital divisions in the range from 0 to 10 volts.
If you select arange 0fi8.00 t010.00 volts, as shown in the right chart,

the same ADC now separates a 20 volt range into eight divisions. The

Chapter 5

Things You Should Know about Analog Input

smallest detectable voltage increases fiatd to2.50 volts, and you
now have a much less accurate representation of the signal.

Range = 0V to 10V
10.00

8.75 111
7.50
6.25
5.00
3.75
2.50
1.25

Amplitude (volts)

Time (us)

Amplitude (volts)

10.00

Range =-10V to 10V

7.501

5.00
2.50

-2.50
-5.00
-7.50
-10.00

50 100 150 200
Time (us)

© National Instruments Corporation

Figure 5-5. The Effects of Range on ADC Precision
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Signal Limit Settings

Limit settings are the maximum and minimum values of the signal you are

measuring. A more precise limit setting allows the ADC to use more

digital divisions to represent the signal. Figure 5-6 shows an example of

this theory. Using a 3-bit ADC and a device range settir@oof to

10.00 volts, Figure 5-6 shows the effects of a limit setting between 0 and
5 volts and 0 and 10 volts. With a limit setting of O to 10 volts, the ADC
uses only four of the eight divisions in the conversion. But using a limit
setting of 0 to 5 volts, the ADC now has access to all eight digital divisions.

This makes the digital representation of the signal more accurate.

F

Limit Settings 0 to 10V

Limit Settings 0 to 5V

10.00 "
8.75
11
75 0
101
6.25
100
V 5.00
11
375 0
\ 010
2.50 \
1.25 901
0.00 000
10.00
8.75
75
6.25
V 500 11
3.75 1io
N 100
2.50 \\ ol
125 001
0.00 000
Limit Settings 0 to 5V
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Considerations for Selecting Analog Input Settings

The resolution and device range of a DAQ device determine the smallest
detectable change in the input signal. You can calculate the smallest
detectable change, called thede width using the following formula.

device range

codewidth= .
2reso|ut|on

For example, a 12-bit DAQ device with a 0 to 10 V input range detects a
2.4 mV change, while the same device with a =10 to 10 V input range
detects only a change of 4.8 mV.

device range_ 10

2re’solution 212 = 24mV

devicerange _ 20

2res.olution 212 = 4.8mV

A high resolution A/D converter provides a smaller code width given a
device voltage ranges shown above.

devicerange _ 10 _ 15 mV

2resolution - 216
devicerange _ 20 _
2resolution - F =.3mVv

The smaller your code width, the more accurate your measurements
will be.

There are times you must know whether your signals are unipolar or
bipolar. Unipolar signals are signals that range from 0 value to a positive
value (i.e., 0 to 5 V). Bipolar signals are signals that range from a negative
to a positive value (i.e., =5 to 5 V). To achieve a smaller code width if
your signal is unipolar, specify that the device range is unipolar, as shown
previously. If your signal range is smaller than the device range, you should
set your limit settings to values that more accurately reflect your signal
range. Table 5-1 shows how the code width of the 12-bit DAQ devices vary
with device ranges and limit settings, because your limit settings
automatically adjust the gain on your device.
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Table 5-1. Measurement Precision for Various Device Ranges and Limit Settings

Device Voltage Range Limit Settings Precisiort

0to 10V Otol0V 2.44mVv
Oto5V 1.22 mV

Oto25V 610 pv

0Oto1.25V 305 pv

OtolV 244 pv

0to0.1V 24.4 pv

OmV to 20 mV 4.88 pv
-5to 5V -5to 5V 244 mv
-25t025V 1.22 mV

-1.25t01.25V 610 pv

—0.625t0 0.625 V 305 pv

-0.5t00.5V 244 pv

-50mV to 50 mV 24.4 pv
—-10mV to 10 mV 4.88 pv

—10to 10V -10to 10V 4.88 mV
-5to5V 2.44 mV
-25t025V 1.22 mV
-1.25t01.25V 610 pv
-ltolV 488 pv
-0.1t00.1V 48.8 uv

—20mV to 20 mV 9.76 pv

IThe value of 1 LSB of the 12-bit ADC. In other words, the voltage increment corresponding
to a change of 1 count in the ADC 12-bit count.

For more information on the device range and limit settings for your device,
refer to the tables in Appendix Bardware Capabilitiesin theLabVIEW
Function and VI Reference Manual to the LabVIEWOnNline Reference
available by selectinglelp»Online Reference... In these tables, there is
information on gain settings for each device. For more information on gain,
refer to thelimit Settingssection of Chapter Basic LabVIEW Data
Acquisition Concepts

Now that you know which kind of ADC to use and what settings to use
for your signal, you can connect your signals to be measured. On most
DAQ devices, there are three different ways to configure your device to
read the signals: Differential, Referenced Single-Ended (RSE), and
Non-Referenced Single-Ended (NRSE).
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Differential Measurement System

In a differential measurement system, you do not need to connect either
input to a fixed reference, such as earth or a building ground. DAQ devices
with instrumentation amplifiers can be configured as differential
measurement systems. Figure 5-7 depicts the 8-channel differential
measurement system used in the MIO series devices. Analog multiplexers
increase the number of measurement channels while still using a single
instrumentation amplifier. For this device, the pin labeled AIGND

(the analog input ground) is the measurement system ground.

MUX

CHO+ O———F—0 0O
CH2+ o———F—0 0

CH1+ 0————1—0 O

° Instrumentation Amplifier
CH7+ 0————F+——0 0o +
MUX +
CHO- O———————0 0+ -
Vm
CH2- 0——1—0 O
CHl-0———+—0 0 i
——————o0

CH7- 0————G 0

O
AIGND

Figure 5-7. 8-Channel Differential Measurement System
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In general, a differential measurement system is preferable because it
rejects not only ground loop-induced errors, but also the noise picked up in
the environment to a certain degree. Use differential measurement systems
when all input signals meet the following criteria:

¢ Low-level signals (i.e., less than 1 V)

e Long or non-shielded cabling/wiring traveling through a noisy
environment

¢ Any of the input signals require a separate ground-reference point or
return signal

An ideal differential measurement system reads only the potential
difference between its two terminals—the (+) and (=) inputs. Any

voltage present at the instrumentation amplifier inputs with respect to the
amplifier ground is called @emmon-mode voltagén ideal differential
measurement system completely rejects (does not measure) common-mode
voltage, as shown in Figure 5-8.

Grounded Signal Source

Common Mode Voltage, @

Ground Potential, Noise, etc.

Instrumentation Amplifier

+
- _ Measured Voltage
———e

4

Figure 5-8. Common-Mode Voltage

While a differential measurement system is often the best choice, a
single-ended configuration uses twice as many measurement channels.

A single-ended measurement system is acceptable when the magnitude of
the induced errors is smaller than the required accuracy of the data.
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Referenced Single-Ended Measurement System

A referenced single-ended (RSE) measurement system, is used to measure
a floating signal, because it grounds the signal with respect to building
ground. Figure 5-9 depicts a 16-channel RSE measurement system. You
only should use this measurement system when you need a single-end
system and your device does not work with nonreferenced single-ended

measurement.
MUX

CHO O——F—0 0O
CH2 o—— 0 o
CHL o———1—0 0 Instrumentation Amplifier

° +

°

+

°

CH15 o0———F—0 O— vm

AIGND © ) l

4

Figure 5-9. 16-Channel RSE Measurement System

Nonreferenced Single-Ended Measurement System

DAQ devices often use a variant of the RSE measurement technique,
known as the nonreferenced single-ended (NRSE) measurement system. In
an NRSE measurement system, all measurements are made with respect to
a common reference, because all of the input signals are already grounded.
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Figure 5-10 depicts an NRSE measurement system where AISENSE is the
common reference for taking measurements and AIGND is the system
ground. All signals must share a common reference at AISENSE.

MUX
CHO+ O———F—0 00—
CHl+ o———0 o
CH2+ 0————+—0 0 Instrumentation Amplifier
° +
°
+
°
CH15+ 0——————F+—0 0— vm
AISENSE O ——o0 l

\/ AIGND

Figure 5-10. 16-Channel NRSE Measurement System

In general, a differential measurement system is preferable because it
rejects not only ground loop-induced errors, but also the noise picked up in
the environment to a certain degree. On the other hand, the single-ended
configuration allows for twice as many measurement channels and is
acceptable when the magnitude of the induced errors is smaller than the
required accuracy of the data. You can use single-ended measurement
systems when all input signals meet the following criteria:

e High Level Signals (normally, greater than 1 V)

e Short or Properly-Shielded Cabling/Wiring Traveling through a
Noise-Free Environment (normally, less than 15 ft.)

« All Signals Can Share a Common Reference Signal at the Source

Use differential connections when your system violates any of the above
criteria.
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Channel Addressing with the AMUX-64T

An AMUX-64T external multiplexer device expands the number of
analog input signals a plug-in DAQ device can measure. You can address
AMUX-64T channels when you attach one, two, or four AMUX-64T
devices to a plug-in DAQ device. With this device, you can multiplex four,
eight, or 16 AMUX-64T channels into one device channel. The scanning
order of these AMUX-64T channels is fixed. To specify a range of
AMUX-64T channels, enter the device channel into which the range is
multiplexed in thechannel list For example, if you have no AMUX-64T
devices, @hannel listelement ob specifies device channe!If you have

a AMUX-64T device, &hannel listelement ob specifies channels
through3 on each AMUX-64T device. Table 5-2 shows the number of
channels available on a DAQ device with an external multiplexer.

Table 5-2. Analog Input Channel Range

AM2!0 throughAM?2!63,
AM3!0 throughAM3!63,
AMA410 throughAM4!63

Number of Channel Range Channel Range
AMUX-64Ts (Single-Ended) (Differential)
0 0 through 15 0 through 7
1 AM1!0 throughAM1!63 AM1!0 throughAM1!31
2 AM1!0 throughAM1!63, AM1!0 through
AM2!0 throughAM2!63 AM1131,
AM2!0 throughAM2!31
4 AM1!0 throughAM1!63, AM1!0 through

AM1131,

AM2!0 through
AM2131,

AM3!0 through
AM3!31,

AM410 throughAM4!31

You specify the number of AMUX devices through the configuration utility

or the Al Hardware Config VI. Refer to thebVIEW Function and VI
Reference Manuair the LabVIEWOnNIline Referengeavailable by
selectingHelp»Online Reference.., for more information on this VI.
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The AMUX-64T Scanning Order

This section explains how LabVIEW scans channels from the AMUX-64T.
You must know this scanning order so that you can determine which analog
input channel LabVIEW scanned during a data acquisition operation.

The scanning counters on the AMUX-64T and on the DAQ device
perform automatic scanning of the AMUX-64T analog input channels.
When you perform a multiple-channel scanned data acquisition with an
AMUX-64T, a counter on the DAQ device switches the DAQ device
multiplexers.

When you connect a single AMUX-64T device to the DAQ device, you
must scan four AMUX-64T input channels for every DAQ device channel.
If you attach two AMUX-64T devices to the DAQ device, LabVIEW

scans eight AMUX-64T channels for every DAQ device input channel.
For example, assume that channels 0 through 3 on AMUX-64T device 1
and channels 0 through 3 on AMUX-64T device 2 are multiplexed together
into DAQ device channel 0. In this case, LabVIEW scans the first four
channels on AMUX-64T device 1, followed by the first four channels on
AMUX-64T device 2.

If you attach four AMUX-64T devices to the DAQ device, LabVIEW

scans 16 AMUX-64T channels for every DAQ device input channel.

For example, channels 0 through 3 on AMUX-64T device 1, 2, 3, and 4 are
multiplexed together into DAQ device channel 0. In this case, LabVIEW
scans the first four channels on device 1, followed by the first four channels
on device 2, the first four channels on device 3, and then the first four
channels on device 4.

The order in which LabVIEW scans channels depends on the channel list
you specify in the Al Group Config VI. You specify this channel list as

an array of DAQ device channel numbers indicating the order in which
LabVIEW scans the DAQ device channels. When scanning multiple
channels, list only the device channels—not the AMUX-64T channels.
(You only use th&My!x syntax in your channel list when you sample

a single AMUX-64T channel.) LabVIEW then scans four, eight, or

16 channels for every device channel for one, two, or four AMUX-64T
devices, respectively. However, the AMUX-64T has a fixed scanning order.
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Table 5-3 shows the order in which LabVIEW scans the AMUX-64T
channels for every DAQ device input channel when you use one or two
AMUX-64T devices. Table 5-3 shows the order in which LabVIEW scans
the AMUX-64T channels for every DAQ device input channel when you
use four AMUX-64T devices.

If you want to scan more than one AMUX-64T channel, you must enter the

device channels in your scan list.

Table 5-3. Scanning Order for Each DAQ Device Input Channel
with One or Two AMUX-64Ts

AMUX-64T Channels
DAQ One Device Two Devices
Device
Channel Device 1 Device 1 Device 2
0 0,123 0,1,2,3 0,123
1 4,5,6,7 4,5,6,7 4,5,6,7
2 8,9, 10,11 8,9,10,11 8,9,10,11
3 12,13, 14, 15 12, 13, 14, 15 12,13, 14, 15
4 16, 17, 18, 19 16, 17, 18, 19 16, 17, 18, 19
5 20, 21, 22, 23 20, 21, 22, 23 20, 21, 22, 23
6 24, 25, 26, 27 24, 25, 26, 27 24, 25, 26, 27
7 28, 29, 30, 31 28, 29, 30, 31 28, 29, 30, 31
8 32, 33,34, 35 32, 33, 34, 35 32,33, 34,35
9 36, 37, 38, 39 36, 37, 38, 39 36, 37, 38, 39
10 40, 41, 42, 43 40, 41, 42, 43 40, 41, 42, 43
11 44, 45, 46, 47 44, 45, 46, 47 44, 45, 46, 47
12 48, 49, 50, 51 48, 49, 50, 51 48, 49, 50, 51
13 52, 53, 54, 55 52, 53, 54, 55 52,53, 54, 55
14 56, 57, 58, 59 56, 57, 58, 59 56, 57, 58, 59
15 60, 61, 62, 63 60, 61, 62, 63 60, 61, 62, 63
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Table 5-4. Scanning Order for Each DAQ Device Input Channel with Four AMUX-64Ts

DAQ AMUX-64T Channels
Device
Channel Device 1 Device 2 Device 3 Device 4
0 0,1,2,3 0,1,2,3 0,1,2,3 0,1,2,3
1 4,5,6,7 4,5,6,7 4,5,6,7 4,5,6,7
2 8,9,10,11 8,9,10,11 8,9, 10,11 8,9, 10,11
3 12,13, 14,15 | 12,13,14,15 | 12,13,14,15 | 12,13, 14,15
4 16, 17, 18,19 | 16, 17,18,19 | 16,17,18,19 | 16,17, 18, 19
5 20, 21, 22,23 | 20, 21, 22,23 | 20, 21, 22,23 | 20, 21, 22, 23
6 24, 25, 26, 27 | 24, 25, 26, 27 | 24, 25, 26, 27 | 24, 25, 26, 27
7 28, 29, 30, 31 | 28, 29, 30, 31 | 28, 29, 30,31 | 28, 29, 30, 31
8 32,33,34,35 | 32,33,34,35 | 32,33,34,35 | 32,33,34,35
9 36, 37, 38,39 | 36, 37,38,39 | 36,37,38,39 | 36,37, 38, 39
10 40,41, 42,43 | 40,41, 42,43 | 40,41,42,43 | 40,41, 42, 43
11 44,45, 46, 47 | 44, 45, 46, 47 | 44,45, 46, 47 | 44, 45, 46, 47
12 48, 49, 50, 51 | 48, 49, 50, 51 | 48, 49,50, 51 | 48, 49, 50, 51
13 52,53,54,55 | 52,53, 54,55 | 52,53,54,55 | 52,53, 54, 55
14 56, 57, 58,59 | 56, 57, 58,59 | 56,57,58,59 | 56,57, 58, 59
15 60, 61, 62, 63 | 60, 61, 62, 63 | 60, 61, 62,63 | 60, 61, 62, 63
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To determine which AMUX-64T channels LabVIEW scans and the
scanning order, perform the following steps.

1. Locate the channel for each DAQ device channel in your channel list
in the DAQ Device Channel column in Table 5-3 or 5-4. Start with the
first device channel and continue through the list in your specified
channel order.

2. Read from left to right along the table row where you located the
channel number to find the AMUX-64T scanning order.

To read a single AMUX-64T channel, use channel spedifirix . This
specifier returns data from channedf the AMUX-64T with IDy. To read
more than one AMUX-64T channel, use channel spe@iBx:y . This
specifier returns data from the AMUX-64T channels that correspond to
device channet through device channgl

When thechannel listcontains a single AMUX-64T channel, you must
also specify the number of the AMUX-64T device, as shown in the
following table.
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Channel List Parameter Channel Specified
AMy!x Channelk on AMUX-64T devicey.
AMA4I8 Channel 8 on AMUX-64T device 4.

You refer to AMUX-64T channels only when a single AMUX-64T channel
comprises the entire list. Otherwise, you refer to them indirectly through
the device channels that you use to scan the AMUX-64T channels. Refer to
Appendix B,Hardware Capabilitiesof theLabVIEW Function and VI
Reference Manuabr the LabVIEWOnNIline Referengeavailable by
selectingHelp»Online Reference.., for more information on addressing
AMUX-64T channels.

Refer to theAMUX-64T User Manudbr more information on the external
multiplexer device.

Important Terms You Should Know

The following are some definitions of common terms and parameters that
you should remember when acquiring your data.

» A scanis one acquisition or reading from each channel in your channel
string.

* Number of scans to acquirgefers to the number of data acquisitions
or readings to acquire from each channel in the channel string.
Number of samplesis the number of data points you want to sample
from each channel.

e Thescan ratedetermines how many times per second LabVIEW
acquires data from channedsan rateenablesnterval scanning
(a longer interval between scans than between individual channels
comprising a scan) on devices that support this featbesnel clock
rate defines the time between the acquisition of consecutive channels
in your channel string. For more information on scan and channel
clock rates, refer to ChapterlStting an Outside Source Control Your
Acquisition Rate

For specific information about the Analog Input Vls, refer to Chapter 14,
Introduction to the LabVIEW Data Acquisition Vis theLabVIEW
Function and VI Reference Manuat to the LabVIEWOnNline Reference
available by selectinglelp»Online Reference...
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Acquisition

Single-Channe

This chapter shows you how to acquire one data point from a single channel
and then one data point from each of several channels using LabVIEW.

|, Single-Point Analog Input

A single-channel, single-point analog input is an immediate, non-buffered
operation. In other words, the software reads one value from an input
channel and immediately returns the value to you. This operation does
not require any buffering or timing. You should use single-channel,
single-point analog input when you need one data point from one channel.
An example of this would be if you periodically needed to monitor the fluid
level in a tank. You can connect the transducer that produces a voltage
representing the fluid level to a single channel on your DAQ device and
initiate a single-channel, single-point acquisition whenever you want to
know the fluid level.

For most basic operations, use the Al Sample Channel VI, located in
theFunctions»DAQ»Analog Input palette. The Easy Analog Input VI,

Al Sample Channel, measures the signal attached to the channel you
specify on your DAQ device and returns the scaled value. Figure 6-1 shows
how to wire this VI.

device e
channel (0] ~F v sample

el = S e S
Figh lirit (0]
v it (0] _I

Figure 6-1. Al Sample Channel VI

Note If you set up your channel in the DAQ Channel Wizard, you do not need to enter
the device or input limits. Instead, enter a channel name in ¢hannelinput, and
the value returned is relative to the physical units you specified for that channel in
the DAQ Channel Wizard. If you specify the input limits, they are treated as being
relative to the physical units of the channel. LabVIEW ignores the device input
when channel names are used. This principal applies throughout this manual.
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Figure 6-2 shows how you program the Acquire 1 Point from 1 Channel
VI, located inlabview\examples\dag\anlogin\anlogin.llb ,
using the Al Sample Channel VI to acquire data.
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Il
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4] S ample Channel.vi
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Figure 6-2. Acquiring Data Using the Acquire 1 Point from 1 Channel VI

The Acquire 1 Point from 1 Channel VI initiates an A/D conversion on the
DAQ device and returns the scaled value as an outpuhighémit is the
highest expected level of the signals you want to measuréowhienit is

the lowest expected level of the signals you want to measure. If you want
to acquire multiple point from a single channel, see Chapuffering

Your Way through Waveform Acquisition

Single-channel acquisition makes acquiring one channel very basic, but
what if you need to take more than one channel sample? For instance,
you might need to monitor the temperature of the fluid as well as the fluid
level of the tank. In this case, two transducers must be monitored. You can
monitor both transducers using a multiple-channel, single-point acquisition
in LabVIEW.
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Multiple-Channel Single-Point Analog Input

With a multiple-channel, single-point read (or scan), LabVIEW returns the
value on several channels at once. Use this type of operation when you have
multiple transducers to monitor and you want to retrieve data from each
transducer at the same time. Your DAQ device executes a scan across each
of the specified channels and returns the values when finished. Refer to
Appendix B,Hardware Capabilitiesin theLabVIEW Function and VI
Reference Manuafor the number of channels your device can scan at one
time. You also can refer to the LabVIE®hline Referenceavailable by
selectingHelp»Online Reference...

The Easy I/0O VI, Al Sample Channels, acquires single values from
multiple channels. The Al Sample Channels VI performs a single A/D
conversion on the specified channels and returns the scaled values in a
1-dimensional (1D) array. The expected range for all the signals, specified
by high limit andlow limit inputs, applies to all the channels. Figure 6-3
shows how to acquire a signal from multiple channels with this VI.

Note Remember to use commas to delimit individual channels in the channel string,
or use a colon to indicate an inclusive list of channels.

tl Sample Channels. i
[Bevice e ———— 7
QW.J;E o ] o channel 0 walue)
X
2
o channel 1 valug

Figure 6-3. Acquiring a Voltage from Multiple Channels with the Al Sample Channels VI

You can benefit from using the Easy Analog Input VIs because you only
need one icon in your diagram to perform the task, there are only a few
basic inputs to the VIs, and the VIs have built-in error checking; however,
the lack of programming flexibility with these VIs can be a limitation.
Because Easy VIs have only a few inputs, you cannot implement some of
the more detailed features of DAQ devices, such as triggering or interval
scanning. In addition, these Vls always reconfigure at start-up. When you
need a hi-speed or efficiently-run program, these configurations can slow
down processing time. When you need speed and more efficiency, use
the Intermediate VIs, which configure an acquisition only once and then
continually acquire data without ever re-configuring. The Intermediate VIs
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also offer more error handling control, more hardware functionality, and
efficiency in developing your application than the Easy VIs. You typically
use the Intermediate Vls to perform buffered acquisitions. You can read
more about buffered acquisitions in ChapteBuffering Your Way

through Waveform Acquisitiofhe Intermediate Analog Input VI, Al

Single Scan VI, does multiple-channel, single-point acquisitions, as shown
in Figure 6-4.

data remaining
tazkID in il tazkID out

opcode [2read newest] A L scaled data
tirme limit in zec [compute:-1] J_ S _I— binany data
output units [zoaled: 1) E acquizition state

error in [no emor) error out

Figure 6-4. The Al Single Scan VI Help Diagram

The Al Single Scan VI returns one scan of data. You can also use this VI
to read only one point if you specify one channel. Use this VI only in
conjunction with the Al Config VI.

Figure 6-5 shows a simplified block diagram for non-buffered applications.
LabVIEW calls the Al Config VI, which configures the channels, selects
theinput limits (thehigh limit andlow limit inputs in the Easy VIs), and
generates taskiD. The program passes ttaeskID and the error cluster to

the Al Single Scan VI, which returns the data in an array (one point for each
channel specified).

zcaled ara
Al Al
CORFIG [5-SEAN [561]
5] 5]
channels [0 s == '\' .
[abc] Al Config. vi il Single 5can. v

biffer size = 0

Figure 6-5. Using the Intermediate VIs for a Basic Non-Buffered Application

Figure 6-6 shows how you can program the Al Config and Al Single
Scan VIs to perform a series of single scans by using software timing
(a While Loop) and processing each scan. This example shows the
Cont Acquire&Chart (immediate) VI, which you can find in
labview\examples\dag\anlogin\anlogin.llb
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The advantage to using the intermediate-level Vls is that you do not have
to configure the channels every time you want to acquire data as you do
when using the Easy VIs. To call the Al Config VI only once, put it outside
of the While Loop in your program. The Al Config VI configures channels,
selects a high/low limit, and generatesskID. Then, the Al Config VI
passes th@asklD and error cluster into the While Loop, where LabVIEW
calls the Al Single Scan VI to retrieve a scan. The program then passes the
returned data to the My Single-Scan Processing VI. With this VI, you can
program whatever processing needs your application calls for, such as
looking for a limit to be exceeded. The VI then passes the data through
the build array function to a waveform chart for display on the front panel.
The Wait Until Next ms Multiple (metronome) function controls the

loop timing. You enter a scan rate, the application converts the value into
milliseconds and passes the converted value to the Wait Until Next ms
Multiple function. The loop then executes at the rate of scanning. The loop
ends when you press the stop button or an when error occurs. Once the loop
finishes, the Simple Error Handler VI displays any errors that occurred on

the screen.
Read & chart data until an error occure,
or the stop button pressed.
[ramzposed wavekorm char]

cofiFiG

o)
e

interchannel delay
it zecs [ -1: hw default

DBl proc

TN Sy (=+[E}— |5GL
2t [

1000

' SAEEm ST

scan rate
3 soansdzec m

Figure 6-6. The Cont Acq&Chart (Immediate) VI Block Diagram

The previous examples use software-timed acquisition. With this type of
acquisition, the CPU system clock controls the rate at which you acquire
data. Your system clock can be interrupted by user interaction, so if you do
not need a precise acquisition rate, use software-timed analog input.
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Using Analog Input/Output Control Loops

When you want to output analog data after receiving some analog input
data, use analog input/output (1/0O) control loops. With control loops, this
process is repeated over and over again.

The single-point analog input and output VIs support several analog

1/0 control loops at once because you can acquire analog inputs from
several different channels in one scan, and write all the analog output
values with one update. You perform a single analog input call, process the
analog output values for each channel and then perform a single analog
output call to update all the output channels.

The following sections describe the two different types of analog I/O
control loop techniquesoftware-timedandhardware-timed analog 1/0

Using Software-Timed Analog 1/0 Control Loops

With software-timed analog control loops the analog acquisition rate and
subsequent control loop rate are controlled by a software timer such as the
Wait Until Next Millisecond multiple timer. The acquisition is performed
during each loop iteration when the Al Single Scan VI is called and the
control loop is executed once for each time interval. Your loop timing can
be interrupted by any user interaction, which means your acquisition rate is
not as consistent as that which can be achieved through hardware-timed
control loops. Generally, if you do not need a precise acquisition rate for
your control loop, software timing is appropriate.

Besides user interaction, a large number or large-sized front panel
indicators, like charts and graphs, affect control loop rates. Refreshing the
monitor screen interrupts the system clock, which controls loop rates.
Therefore, you should keep the number of charts and graphs to a minimum
when you are using software-timed control loops.

An example of software-timed control loops is the Analog 10 Control Loop
(immed) VI located inabview\examples\dag\anlog_io\
anlog_io.llb
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The following diagram shows how to perform software-timed analog 1/O
using the Al Read One Scan and AO Write One Update Vis.

franzpased waveform chart

150 Channels 0%
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Figure 6-7. Software-Timed Analog 1/0

The Al Read One Scan VI configures your DAQ device to acquire data
from analog input channels 0 and 1. Once your program acquires a data
point from channels 0 and 1, it performs calculations on the data and
outputs the results through analog output channels 0 and 1. Because the
iteration count is connected to the Al Read One Scan and AO Write One
Update Vls, the application configures the DAQ device for analog input
and output only on the first iteration of the loop. The loop rate as well as
the acquisition rate is specified mop rate. The reason why thactual

loop period is important is because user interaction affects the loop and
acquisition rate. For example, pressing the mouse button interrupts the
system clock, which controls the loop rate. If your analog acquisition rate
for control loops does not need to be consistent, then use software-timed
control loops.

For more control examples, refer to the VIs located in
examples\dag\solution\control.llb

Using Hardware-Timed Analog 1/0 Control Loops

For a more precise timing of your control loops, and more precise analog
input scan rate, use hardware-timed control loops.

An example of hardware-timed, non-buffered control loops is the Analog
IO Control Loop (hw timed) VI located imbview\examples\dag\
anlog_io\anlog_io.llb
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With hardware-timed control loops, your acquisition is not interrupted by
user interaction. Hardware-timed analog input automatically places the
data in your DAQ device FIFO buffer at an interval determined by the
analog input scan rate. You can synchronize your control loop diagram to
this precise analog input scan rate by repeatedly calling the Al Single Scan
VI to read the oldest data in the FIFO.

The Al Single Scan VI returns as soon as the next scan has been acquired
by the DAQ Device. If more than one scan is stored in the DAQ device
FIFO when the Al Single Scan VI is called, then the LabVIEW diagram
was not able to keep up with the acquisition rate. You can detect this by
monitoring the data remaining output of the Al Single Scan VI. In other
words, you have missed at least one control loop interval. This indicates
that your software overhead is preventing you from keeping up with your
hardware-timed loop rate. In Figure 6-8, thep too slowBoolean

indicator is set to TRUE whenever this occurs.

T |loop oo stow]
ransposed waveform charl] 20 Ehannels D81
=

continuous
input limits [no change)| acquisition

SGL

loop rate
[zcan rate)
(50 loops/sec)

-
] E=prge
|

Read & chart input data, and control two output channels from first two
input channels until an error occurs, or the stop button is preszed.

MOTE: With *i" wired to 40 Write Qne Update,
the hardware iz configured on the first loop iteration only.
Thiz significantly shortens the call overhead for that \, improving loop timne.

Figure 6-8. Analog 10 Control Loop (HW-Timed) VI Block Diagram

In this diagram, the Al Config VI configures the device to acquire data on
channels 0 and 1. The application does not use a buffer created in CPU
memory, but instead uses the DAQ device FliR@ut limits (also known
aslimit settingg affects the expected range of the input signals. For more
information on input limits (limit settings), refer to ChapteBasic

LabVIEW Data Acquisition ConcepfEhe Al Start VI begins the analog
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acquisition at théoop rate (scan rate) parameter. On the first iteration of
the loop, the Al Single Scan VI reads the newest data in the FIFO. Some
data may have been acquired between the execution of the Al Start and the
Al Single Scan VIs. On the first iteration of the loop, the application reads
the latest data acquired between the Al Start and the Al Single Scan ViIs.
On every subsequent iteration of the loop, the application reads the oldest
data in the FIFO, which is the next acquired point in the FIFO.

If more than one value was stored in the DAQ device FIFO when you read
it, your application was not able to keep up with the control loop acquisition
and you have not responded with one control loop interval. This eventually
leads to an error condition, which makes the loops complete. After the
application completes analog acquisition and generation, then the Al Clear
VI clears the analog input task.

Figure 6-8 also includes a waveform chart in the control loop. This reduces
your maximum loop rate. You can speed up the maximum rate of the
control loop by removing this graph indicator.

You easily can add other processing to your analog I/O control loop by
putting the analog input, control loop calculations and analog output in
the first frame of a sequence inside the loop, and additional processing in
subsequent frames of the sequence. Keep in mind that this additional
processing must be less than your control loop interval. Otherwise, you will
not be able to keep up with your control loop rate.

Improving Control Loop Performance

There are some performance issues you should take into account if you plan
to have other VIs or loops execute in parallel with your hardware-timed
control loop. When you call the Al Single Scan VI in a hardware-timed
control loop, the VI waits until the next scan is acquired before returning,
which means that the CPU is waiting inside the NI-DAQ driver until the
scan is acquired. Consequently, if you try to run other LabVIEW VIs or
while loops in the same diagram in parallel with your hardware-timed
control loop, they may run more slowly or intermittently. You can reduce
this problem by putting a software delay (with the Wait (ms) VI) at the end
of your loop after you write your analog output values. Your other
LabVIEW VIs and loops can then execute during this time.

Another good technique is to poll for your analog input without waiting

in the driver. You can set the Al Single Scantiie limit in secto

zero. Then, the VI reads the DAQ Device FIFO and returns immediately,

regardless of whether the next scan was acquired. The Al Single Scan VI
scaled dataoutput array is empty if the scan was not yet acquired. Poll for
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your analog input by using a Wait (ms) or Wait Until Next ms Multiple
function together with the Al Single Scan VI in a while loop within your
control loop diagram. Set the wait time smaller than your control loop
interval (at least half as small). If teealed dataoutput array is not empty,

exit the polling loop passing out teealed dataarray and execute the rest

of your control loop diagram. This method does not return data as soon as
the scan has been acquired, as in the example described previously, but
provides ample time for other VIs and loops to execute. This method is a
good technique for balancing the CPU load between several loops and VIs
running in parallel.

In the previously described techniques, if you are using software delays for
control loop speeds greater than 1 Hz turnike Default Timeroption

off in thePerformancedialog box in your LabVIEW Preferences. Turning
this off gives you approximately 1 ms software timer resolution, instead of
the default 55 ms timer resolution.

For more control examples, refer to the Vs located in
examples\dag\solution\control.llb
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Waveform Acquisition

If you want to take more than one reading on one or more channels, there
are two techniques you can use depending on what you want to do with the
data after you acquire it. This chapter reviews these different methods and
explains how LabVIEW stores the acquired data with each method. You
will discover which method you should use by answering the following
questions.

« Do you want to analyze your data as it is being acquired or after it has
been acquired?

» Do you want to acquire a predetermined or indefinite number of data
points?

If you want to analyze your data as it is being measured and the number of
data points does not matter, readBtteYou Need To Access Your Data
during Acquisitionsection in this chapter. If you acquire a predetermined
number of data points and you want to analyze the data after it has been
acquired, refer to théan You Wait for Your Datagection in this chapter.
Also, throughout the chapter there are some basic examples of some
common data acquisition (DAQ) applications that use these two methods.

Can You Wait for Your Data?

One way to acquire multiple data points for one or more channels is to use
the non-buffered methods described in the previous chapter in a repetitive
manner. For example, you could compare this method to a trip to the
grocery store. You need to get 20 items from the store, but because you
can't carry all 20 items at once, you decide you must make 20 separate trips
to the store. Grocery shopping in this manner would be very inefficient and
time consuming. The same applies for when you are acquiring a single data
point from one or more channels over and over. Also, with this method of
acquisition, you do not have accurate control over the time between each
sample or channel. Going back to the example of grocery shopping, it
would be much more efficient to use a shopping bag to hold all 20 food
items at once, so that you only have to make one trip. In the same sense,
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you can use a data buffer in computer memory as your shopping bag with
which you acquire data.

With buffered I/O, LabVIEW transfers data taken at timed intervals from
a DAQ device to a data buffer in memory. Figure 7-1 illustrates how the
data fills up the buffer only once, however the overall size of the buffer is
specified in your VI. In this illustration, think &f as the number of scans

or updates the buffer can hold, ahas the trigger occurrence whether

the trigger is because of an external signal or the start of the execution of
your VI. Refer to Chapter &ontrolling Your Acquisition with Triggers

for more descriptions on triggering your acquisition from another signal.

T
[>| |[—— writing and reading
N

Figure 7-1. How Buffers Work

In your VI, you must specify the number of samples to be taken and the
number of channels from which LabVIEW will take the samples. From this
information, LabVIEW allocates a buffer in memory to hold a number of
data points equal to the number of samples per channel multiplied by the
number of channels. As the data acquisition continues, the buffer fills with
the data; however, the data may not actually be accessible until LabVIEW
acquires all the samples (N). Once the data acquisition is complete, the data
that is in the buffer can be analyzed, stored to disk, or displayed to the
screen by your VI.

Acquiring a Single Waveform

You can acquire a waveform from a single channel by using the

Al Acquire Waveform VI, shown in Figure 7-2. You can find this VI in
Functions»DAQ»Analog Input. Because Al Acquire Waveform is an
Easy Analog Input VI, it has the minimal number of inputs needed to
acquire a waveform from a single channel. These minimal inputs are the
device channel string, number of samplesfrom the channel, and the
sample rate You can programmatically set thain by setting the

high limit and thdow limit. Using only the minimal set of inputs makes
programming the VI easier, but the VI lacks more advanced capabilities,
such as triggering. Built-in error handling is another useful feature of the
Easy ViIs. If an error occurs, the program stops running and notifies you
with a dialog box explaining the error.
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Note If you set up your channel in the DAQ Channel Wizard, you do not need to enter
the device or input limits. Instead, enter a channel name in ¢hannelinput, and
the value returned is relative to the physical units you specify for that channel in
the DAQ Channel Wizard. If input limits are specified, they also are treated as
relative to the physical units of the channel. LabVIEW ignores the device input
when channel names are used. This principal applies throughout this manual.

device

e waveform
chantel [0] "f_l— vE] [ actual zample period [zec)

nurmber of zamples _I_

gample rate [1000 zamples/sec)
high lirnit 1)
[ firmit [0

Figure 7-2. The Al Acquire Waveform VI

Acquiring Multiple Waveforms

You can acquire more than one waveform at a time with another of the Easy
Analog Input VIs, Al Acquire Waveforms, shown in Figure 7-3. This VI
also has a minimal set of inputs, but it allows inputs of more than one
channel to read and returns data from all channels read.

device e warveforms
: fchanr}E|S..’[Dr-]| "*_l_ ﬁﬁ@ [ actual zcan period [zec)
nurmber of samples/c =
gcan rate [1000 scans/sec) —I_
high lirmit [101)
[ firmit [0

Figure 7-3. The Al Acquire Waveforms VI

Thechannelinput for this VI is a string where you can enter a list of
channels. Refer to ChapterBasic LabVIEW Data Acquisition Concepts
for more information on channel specification in LabVIEW. LabVIEW
outputs a two-dimensional (2D) array in thaveformsoutput for this VI,
where each channel has a different column and the samples are in each
row. See Chapter Basic LabVIEW Data Acquisition Concepfisr more
information on how data is organized for analog applications. You can
set thehigh limit andlow limit inputs for all the channels to the same
value. For more information on gain specifications, refer to Chapter 3,
Basic LabVIEW Data Acquisition Concepltske the other Easy Vs,

you cannot use any advanced programming features with the Al Acquire
Waveforms VI. The built-in error checking of this VI alerts you to any
errors that occur in the program.
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You also can acquire multiple waveforms using the Intermediate ViIs.

The Intermediate VIs provide more control over your data acquisition
processes, like being able to read any part of the buffer. An example similar
to Figure 7-4 is the Acquire N Scans VI, locatethbview\examples\
dag\anlogin\anlogin.llb . With these Intermediate Analog Input VIs,
you must wire dasklID to identify the DAQ operation and the set of
channels used in the acquisition and to make sure the VIs execute in the
correct order.

@
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COHFIG FTART READ [—— CLEAR
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Figure 7-4. Using the Intermediate VIs to Acquire Multiple Waveforms

With these VIs, not only can you configure triggering, coupling,
acquisition timing, retrieval, and additional hardware, but you also can
control when each step of the data acquisition process occurs. With

the Al Config VI, you can configure the different parameters of the
acquisition, such as the channels to be read and the size of the buffer to use.
In the Al Start VI, you specify parameters used in your program to start the
acquisition, such as number of scans to acquire, the rate at which your VI
takes the data, and the trigger settings. In the Al Read VI, you specify
parameters to retrieve the data from the data acquisition buffer. Then,
your application calls the Al Clear VI to deallocate all buffers and other
resources used for the acquisition by invalidatingaks&ID. If an error
occurs in any of these Vls, your program passes the error through the
remaining VIs to the Simple Error Handler VI, which notifies you of

the error.
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For many DAQ devices, the same ADC samples many channels instead of
only one. The maximum sampling rate per channel is

maximum sampling rate
number of channels

The scan rate input in all the Vs described above is the same as the
sampling rate per channel. To figure out your maximum scan rate, you
must divide the maximum sampling rate by the number of channels.

In Appendix B,Hardware Capabilitiesin theLabVIEW Function

and VI Reference Manuahaximum sampling rates are listed for each
DAQ device. You also can refer to the LabVIEWline Referenge
available by selectinglelp»Online Reference...

Note When using the NB-A2100 or the NB-A2150 boards, specifying an odd buffer size
or an odd number of samples when acquiring data with one channel results in
—10089 badTotalCountErr . To avoid this error, specify an even number of
samples and throw away the extra sample.

Simple-Buffered Analog Input Examples

Following are several different examples of simple-buffered analog input.

Simple-Buffered Analog Input with Graphing

Figure 7-5 show how you can use the Al Acquire Waveforms VI to acquire
two waveforms from channels 0 and 1 and then display the waveforms on
separate graphs. This type of VI is useful in comparing two or more
waveforms, or in analyzing how a signal looks before and after going
through a system. In this illustration, 1,000 scans of channels 0 and 1 are
taken at the rate of 5,000 scans per secondAthml Scan Periodoutput
displays in the actual timebase on the x-axis of the graphs. Remember that
each column of the 2D array contains the information for each channel.
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Figure 7-5. Simple Buffered Analog Input Example

If you want to display the data on the same graph, look again at the Acquire
N Scans example VI, found iabview\examples\dag\anlogin\

anlogin.llb . Figure 7-6 shows a simple buffered input application that
uses graphing.

zcan rate
EGL
nurber of zcans transposed
b acquine wwaveform
araph
[ =ns] zcaled data
[561]

Al  —— Al
CoHFIG sfier = | rflo — CLEAR
A Y| N ph —

Figure 7-6. Simple Buffered Analog Input with Graphing

For a 2D array to be displayed on a waveform graph, each row of data must
represent a single plot. This is because waveform graphs are in row-major
order. Because the channel data is in each column, you must transpose the
2D array. Transposing the array can be done easily by popping-up on the
front panel of the graph and choosifiginspose Array.
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Simple-Buffered Analog Input with Multiple Starts

In some cases, you might not want to acquire contiguous data, like in an
oscilloscope application. In this case, you would only want to take a
specified number of samples as a snapshot of what the input looks like
periodically. For an example using the Intermediate VIs, open the Acquire
N-Multi-Start VI found inlabview\examples\dag\anlogin\

anlogin.llb

. The Acquire N-Multi-Start VI, shown in Figure 7-7, is

similar to the Acquire N Scans example, except the acquisition only occurs

each time the start button on the front panel is pressed.
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IR

while waiting for buttan)

m 100
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Figure 7-7. Taking a Specified Number of Samples with the Intermediate Vis

This example is similar to the standard simple buffered analog input VI, but
now both the Al Start and Al Read VIs are in a While Loop, which means
the program takes a number of samples every time the While Loop iterates.

Note

The Al Read VI returns 1,000 samples, taken at 5,000 samples per second, every
time the While Loop iterates; however, the duration of the iterations of the While

Loop can vary greatly. This means that, with this VI, you can control the rate at
which samples are taken, but you may not be able to designate exactly when your
application starts acquiring each set of data. If this start-up timing is important to
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your program, read théo You Need To Access Your Data during Acquisition?
section in this chapter to see how to control acquisition start-up times.

Simple-Buffered Analog Input with a Write to Spreadsheet File

If you want to write the acquired data to a file, there are many file formats

in which you can store the data. The spreadsheet file format is used most
often because you can read it using most spreadsheet applications for later
data graphing and analysis. In LabVIEW, you can use VIs to send data to a
file in spreadsheet format or read back data from such afile. You can locate
these VIs irFunctions»File I/O. The VI used in this example is the

Write to Spreadsheet File VI, shown in Figure 7-8. In this exercise, the
Intermediate analog input VIs acquire an array of data, graph the data using
the actual sample period for the x-axis timebase, and create a spreadsheet
file containing the data.

device (1]

channels (0]

| — Al [] —— Al
START READ [ CLEAR @
A vy | N 7y, S

MNo. of Samples [1000]
Wiite To Spreadshest File.vi
El k]
scan rate [b000) T;%
SGL
transpose [ T]

Figure 7-8. Writing to a Spreadsheet File after Acquisition

Triggered Analog Input

For information on starting your acquisition with triggers, refer to
Chapter 8Controlling Your Acquisition with Triggers

Do You Need To Access Your Data during Acquisition?

You can apply the simple buffering techniques in many DAQ applications,
but there are some applications where these techniques are not appropriate.
If you need to acquire more data than your computer’'s memory can hold,
or if you want to acquire data over long periods of time, you should not use
these simple-buffered techniques. For these types of applications, you
should set up a circular buffer to store acquired data in memory. In the
previous section, buffered input was compared to shopping for groceries.
You typically use a cart or bag (your buffer) to hold as many groceries
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(your acquired data) as possible, so that you only have to make one trip to
the store. In this case, imagine that you must prepare a meal and you are
unable to go shopping—yet periodically you need things from the store for
your recipe. If you send someone else to the store for you, you can continue
to prepare dinner while someone else retrieves the other items you need.
You can compare this scenario to circular-buffered data acquisition, shown
in Figure 7-9. Using a circular buffer, you can set up your device to
continuously acquire data in the background while LabVIEW retrieves the

acquired data.

Current Read Mark End of Data

from the Board End of Data
to the PC '
\ \4 \

(Al Start.vi) /

,f' Data transferred from PC
\f\/\,‘ buffer to LabVIEW
' (Al Read.vi)

Current Read Mark

Incoming Data

Current Read Mark  End of Data End of Data
A\

\ 4 V'V \ 4
’/ ,: \\/\/\/\ S| ::\-/\/\j\/'

Figure 7-9. How a Circular Buffer Works

A circular buffer differs from a simple buffer only in how LabVIEW places
the data into it, and retrieves data from it. A circular buffer is filled with
data, just as a simple buffer; however, when it gets to the end of the buffer,
it returns to the beginning and fills up the same buffer again. This means
data can read continuously into computer memory, but only a defined
amount of memory can be used. Your VI must retrieve data in blocks, from
one location in the buffer, while the data enters the circular buffer at a
different location, so that unread data is not overwritten by newer data.

LabVIEW Data Acquisition Basics Manual
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Because of the buffer maintenance, you can only use the Intermediate or
Advanced VIs with this type of data acquisition.

While a circular buffer works well in many applications, there are two
possible problems that can occur with this type of acquisition: your VI
could try to retrieve data from the buffer faster than data is placed into it,
or your VI might not retrieve data from the buffer fast enough before
LabVIEW overwrites the data into the buffer. When your VI tries to read
data from the buffer that has not yet been collected, LabVIEW waits for the
data your VI requested to be acquired and then returns the data. If your VI
does not read the data from the circular buffer fast enough, the VI sends
back an error, advising you that the data that you retrieved from the buffer
is overwritten data.

Continuously Acquiring Data from Multiple Channels

Note

You can acquire time-sampled data continuously from one or more
channels with the Intermediate VIs. An example using these Vs is the
Acquire & Process N Scans VI, foundiatview\examples\dag\
anlogin\anlogin.llb . This example is shown in Figure 7-10. There

are inputs for setting the channels, size of the circular buffer, scan rate, and
the number of samples to retrieve from the circular buffer each time. This
VI defaults to @nput buffer size of 2,000 samples and 1,060mber of

scans to read at a timgwhich means the VI reads in half of the buffer’s
data while the VI fills the second half of the buffer with new data.

The number of scans to reaccan be any number less than thmput buffer size.

If you do not retrieve data from the circular buffer fast enough, your unread
data will be overwritten by newer data. You can resolve this problem in one
of three ways: by adjusting timgput buffer size, scan rate or thenumber

of scans to read at a timgarameters. If your program overwrites data in
the buffer, then data is coming into the buffer faster than your VI can read
all of the previous buffer data, and LabVIEW returns an error-coas6
overWriteError . You can increase the size of the buffer so that it takes
longer to fill up, which leaves your VI with more time to read data from it.
If you slow down thescan rate you reduce the speed at which the buffer
fills up, which also leaves more time for your program to retrieve data.
You can also increase thember of scans to read at a timewhich will
retrieve more data out of the buffer each time and effectively reduce the
number of times to access the buffer before it becomes full. Check the
outputscan backlogto see how many data values remain in the circular
buffer after the read.
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Figure 7-10. Continuously Acquiring Data with the Intermediate VIs

Because this uses Intermediate VIs, you also can control parameters such
as triggering, coupling, and additional hardware.

Asynchronous Continuous Acquisition Using DAQ Occurrences

The main advantage of the last section is that you are free to manipulate
your data between calls #0 Read.vi . One limitation, however,

is that the acquisition is synchronous. This means that once you call

Al Read.vi ,you cannot perform any other tasks uatiRead.vi

returns your acquired data. If your DAQ device is still busy collecting data,
you will have to sit idle until it finishes.

If you need the efficiency of not having to wait farRead.vi , then
asynchronous acquisition is for you. You can acquire asynchronous
continuous data from multiple channels using the same intermediate
DAQ VIs by adding DAQ Occurrences. Figure 7-11 shows an
example of how to do this. This is the diagram of the Cont Acg&Chart
(Async Occurrence) VI, located iabview\examples\dag\
anlogin\anlogin.llb . Notice that it is very similar to Figure 7-10.

The difference is that here you will use the DAQ Occurrence Config VI
and the Wait on Occurrence function to control the reads. The first
DAQ Occurrence Config VI sets the DAQ Event. In this example the
DAQ Event is toset the occurrence every time a number of
scans is acquired equal to the value of general value A
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where general value A is tlmeimber of scans to read at a timelnside

the while loop, the Wait on Occurrence function sleeps in the background
until the chose®AQ Event takes place. Notice that the timed out output
from the Wait on Occurrence function is wired to the selection terminal of
the case structure that encloses the Al Read VI. This means that Al Read
will not be called until th@eumber of scans to read at a timé&ave

been acquired. The result is that the while loop is effectively put to sleep,
because you do not try to read the data until you know it has been acquired.
This frees up processor time to do other tasks while you are waiting for
the DAQ Event. If the DAQ Occurrence times out, the timed out output
value would be TRUE, and Al Read would never be called. When your

acquisition is complete, DAQ Occurrence is called agaiteto all
occurrences

nurnber of zcang

Read & chart data until an error occure,
lo read at a time

of the stop button pressed.

chanihels)
[] 7 — _.Hl
[ab<] COHFIG I | sTART [

po| W m T ] S PP
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buiffer zize)
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SGL

continuous
lacquizition

- rlimed outy

i [wait on Dcournence

Limed out 7

don't ignore
m presvious

D& Event
| g2t the oceunence every time a number of scans is acquired equal to the value of general walue &

The “Wait on Occurrence function is told nat ta ignare the occurnence if it iz set before the wait begins. A fast acquisition
may zet the occurrence befare the timeout iz calculated and the W ait on Occurrence function beging its wait,

Figure 7-11. Continuous Acq&Chart (Async Occurrence) VI

Circular-Buffered Analog Input Examples

The only differences between the simple-buffered applications and
circular-buffered applications in the block diagram isrthmber of scans
to acquire input of the Al Start VI is set to 0, and now we must call the
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Al Read VI repeatedly to retrieve your data. These changes can be applied
to many of the examples in the previous section on simple buffered analog
input, however we will review the basic circular-buffered analog input VI
here, and describe some other example VIs that are included with
LabVIEW.

Basic Circular-Buffered Analog Input

Figure 7-12 shows an example VI that brings data from channel O at a rate
of 1,000 samples/s into a buffer that can hold 4,000 samples. This type of
example might be handy if you wanted to watch the data from a channel
over a long period of time, but you could not store all the data in memory
at once. The Al Config VI sets up the channel specification and buffer size,
then the Al Start VI initiates the background data acquisition and specifies
the rate. Inside the While Loop, the Al Read VI repeatedly reads blocks of
data from the buffer of a size equal to either 1,000 scans or the size of the
scan backlog—whichever one is larger. The VI does this by using the

Max & Min function to determine the larger of the two values. You do not
have to use the Max & Min function in this way for the application to work,
but the function helps control the size of #tan backlog which is how

many samples that are left over in the buffer. This VI continuously reads
and displays the data from chan@eintil an error occurs or until you press
the Stop button.

Transpozed,
aveform
Chart

zcah backlo
132

"= [sci]

W Al - Wl
----- |— READ CLERR @
g i Ty -

A @J

ﬂ_E’

zcan rate

1000 scansdzec E
Srcans to read
at_a time [1000 zton m

Figure 7-12. Basic Circular-Buffered Analog Input Using the Intermediate VIs

Other Circular-Buffered Analog Input Examples

There are many other circular-buffered analog input VIs that are included
with your LabVIEW application. The following sections briefly explain
some of these VIs. You can find the first two Vlsinview\examples\
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dag\anlogin\anlogin.llb and the rest of the example Vls in

labview\examples\dag\anlogin\strmdsk.llb . For information on
how these examples work and how to modify them, aperdows»Show
VI Information or open thédelp window by choosindelp»Show Help

Cont Acq&Chart (buffered).vi

TheCont Acg&Chart (buffered).vi demonstrates circular-buffered
analog input similarly to the previous example, but this VI includes other
front panel inputs.

Cont Acq&Graph (buffered).vi

The Cont Acq & Graph (buffered).vi is similar to the
Cont Acg&Chart (buffered).vi , except this VI displays data in a
waveform graph.

Cont Acq to File (binary).vi

In theCont Acq to File (binary).vi , your program acquires data
through circular-buffered analog input and stores it in a specified file as
binary data. This process is more commonly categaming to disk

Cont Acq to File (scaled).vi

TheCont Acq to File (scaled).vi is similar to the previous binary
VI, with the exception that this VI writes the acquired data to a file as scaled
voltage readings rather than binary values.

Cont Acq to Spreadsheet File.vi

TheCont Acq to Spreadsheet File.vi continuously reads data that
LabVIEW acquires in the circular buffer, and stores this data to a specified
file in spreadsheet format. You can view the data stored in a spreadsheet
file by this VI in any spreadsheet application.

Simultaneous Buffered Waveform Acquisition
and Waveform Generation

You might discover that along with your analog input acquisition, you also
would like to output analog data. If so, see ChapteSimultaneous
Buffered Waveform Acquisition and Generation
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with Triggers

The single-point and waveform acquisitions described in the previous
sections start at random times relative to the data. But, there are times that
you may need to be able to set your analog acquisition to start at a certain
time. An example of this would be if you wanted to measure the
temperature of an object after applying heat to it. An electrical thermometer
sends a step voltage to your data acquisition (DAQ) device after the heating
process completes. If you have no way to begin measuring data
immediately after your device receives the step voltage, then you must
acquire more points, some before the step voltage and some afteritin order
to capture the data you need. As you can see, this solution is an inefficient
use of computer memory and disk space, because you must allocate and use
more than is necessary. Sometimes the data you need may be closer to the
front of the buffer and other times it may be closer to the end of the buffer.

However, there is a way to start an acquisition based on the condition or
state of an analog or digital signal. This technique is commonly called
triggering. Generally, drigger is any event that causes or starts some form
of data capture. There are two basic types of triggering—hardware and
software triggering. In LabVIEW, you can use software triggering to start
acquisitions or use it with an external device to perform hardware
triggering.

Hardware Triggering

Hardware triggering lets you set the start time of an acquisition and gather
data at a known position in time relative to a trigger signal. External devices
produce hardware trigger signals. In LabVIEW, you specify the triggering
conditions that must be reached before acquisition begins. Once the
conditions are met, the acquisition begins immediately. You can also
analyze the data before trigger.

There are two specific types of hardware triggers: digital and analog. In the
following two sections, you will learn about the necessary conditions to
start an acquisition with a digital or an analog signal.
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Digital Triggering

A digital trigger is usually a transistor-transistor logic (TTL) level signal
having two discrete levels—a high and a low level. When moving from
high to low or low to high, a digital edge is created. There are two types of
edges: rising and falling. You can set your analog acquisition to start as a
result of the rising or falling edge of your digital trigger signal.

In Figure 8-1, the acquisition begins after the falling edge of the

digital trigger signal. Usually digital trigger signals are connected to
STARTTRIG*, EXTTRIG*, DTRIG, or PFI pins on your DAQ device.

If you want to know which pin your device has, check your hardware
manual, or refer to the Al Trigger Config VI description in Chapter 18,
Advanced Analog Input VIsf theLabVIEW Function and VI Reference
Manual You also can refer to the LabVIE®hline Referenceavailable by
selectingHelp»Online Reference...The STARTTRIG* and EXTTRIG*

pins, which have and asterisk after their names, regard a falling edge signal
as a trigger. Make sure you account for this when specifying your triggering
conditions.

TTL Signal

Connect to STARTTRIG*, EXTTRIG*,
or DTRIG Pins

Falling Edge of Signal \

Data Capture Initiated

Figure 8-1. Diagram of a Digital Trigger
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Figure 8-2 shows a timeline of how digital triggering works for
post-triggered data acquisition. In this example, an external device sends a
trigger, or TTL signal, to your DAQ device. As soon as your DAQ device
receives the signal, and your trigger conditions are met, your device begins

acquiring data.

Chapter 8 Controlling Your Acquisition with Triggers

External
Device

Digital Trigger )

Signal

DAQ
Device

Then ...

DAQ Device waits for digital trigger conditions.

External
Device

Analog Data [

DAQ
Device

Figure 8-2. Digital Triggering with Your DAQ Device

© National Instruments Corporation 8-3

LabVIEW Data Acquisition Basics Manual




Chapter 8 Controlling Your Acquisition with Triggers

Digital Triggering Examples

A common example of digital triggering in LabVIEW is the Acquire N
Scans Digital Trig VI, found itabview\examples\dag\anlogin\

anlogin.llb . This VI, as shown Figure 8-3, uses the Intermediate VIs to
perform a buffered acquisition, where LabVIEW stores data in a memory
buffer during acquisition. After the acquisition completes, the VI retrieves
all the data from the memory buffer and displays it. Figure 8-3 shows the
block diagram of this example VI.
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Figure 8-3. Block Diagram of the Acquire N Scans Digital Trig VI

For more information on buffered acquisitions, refer to Chapter 7,
Buffering Your Way through Waveform Acquisition

You must tell your device the conditions on which to start acquiring data.

For this example, thehoose trigger typeBoolean should be set8TART

OR STOP TRIGGER You should only use th&TART & STOP TRIGGER
when you have two triggers: start and stop. In addition, if you use a
DAQ device with PFI lines (e.g., E-series 5102 devices), you can specify
the trigger signal condition in thegger channel control in theanalog

chan & levelcluster. For more information on valid trigger channel names,
refer to the Al Trigger Config VI description, in Chapter A8yvanced
Analog Input Visof theLabVIEW Function and VI Reference Manual

to the LabVIEWOnline Referengeavailable by selectingelp»Online
Reference... This chapter only describes applications that use one digital
trigger. For more information on two-triggered applications, look at the
description for the Al Trigger Config VI, found in Chapter 28lvanced
Analog Input Vlisin theLabVIEW Function and VI Reference Manuai
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to the LabVIEWOnIine Referenceavailable by selectingelp»Online
Reference...

In LabVIEW, you can acquire data both before and after a digital trigger
signal. If thepretrigger scansis greater than 0, your device acquires data
before the triggering conditions are met and subtragiréteigger scans
value from thenumber of scans to acquirezalue to determine the number
of scans to collect after the triggering conditions are metelfigger
scansis 0, you acquire theumber of scans to acquirefter the triggering
conditions are met.

Before you start acquiring data, you must specify inrigger edgeinput
whether the acquisition should be triggered on the rising or falling edge of
the digital trigger signal. You also can specify a value fotithe limit, the
maximum amount of time the VI waits for the trigger and requested data.

Digital Triggering Examples

The Acquire N Scans Digital Trig VI example holds the data in a memory
buffer until your device completes the acquisition. The number of data
points you need to acquire must be small enough to fit in memory. This VI
only views and processes the information after the acquisition. If you need
to view and process information during the acquisition, use the Acquire

& Proc N Scans-Trig VI, found ilabview\examples\dag\anlogin\

anlogin.llb . If you expect multiple digital trigger signals that will start
multiple acquisitions, use the example VI, Acquire N-Multi-Digital Trig,
located inlabview\examples\dag\anlogin\anlogin.llb

You connect analog trigger signals to the analog input channels—the same
channels where you connect analog data. Your DAQ device monitors the
analog trigger channel until trigger conditions are met. You configure the
DAQ device to wait for a certain condition of the analog input signal, like
the signal level or slope (either rising or falling). Once the device identifies
the trigger conditions, it starts an acquisition.

Note If you are using channel names configured in the DAQ Channel Wizard, the
signal level is treated as being relative to the physical units specified for the
channel. For example, if you configure a channel callegmperature  to have a
physical unit ofDeg. C , the value you specify for the trigger signal level is relative
to Deg. C . If you are not using channel names, the signal level is treated as volts.
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In Figure 8-4, the analog trigger is set to start the data acquisition on the
rising slope of the signal, when the signal reaches 3.2.

32 +———

Level and Slope of
Signal Initiates Data Capture

Figure 8-4. Diagram of an Analog Trigger

Figure 8-5 explains analog triggering for post-triggered data acquisition
using a timeline. You configure your DAQ hardware in LabVIEW to begin
taking data when the incoming signal is on the rising slope and when the
amplitude reaches 3.2. Your DAQ device begins capturing data when the
specified analog trigger conditions are met.

External Analog Trigger DAQ
Device Signal » Device

l

DAQ Device waits until analog trigger
conditions are met. Then ...

External Analog Data DAQ
Device Device

Figure 8-5. Analog Triggering with Your DAQ Device
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Analog Triggering Examples

A common example of analog triggering in LabVIEW is the Acquire

N Scans Analog Hardware Trig VI, locatedahview\examples\
dag\anlogin\anlogin.llb . This VI, as shown in Figure 8-6, uses the
Intermediate VIs to perform buffered acquisition, where data is stored in a
memory buffer during acquisition. After the acquisition completes, the VI
retrieves all the data from the memory buffer and displays it.
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Figure 8-6. Block Diagram of the Acquire N Scans Analog Hardware Trig VI

For more information on buffered acquisition, read ChaptBu¥ering
Your Way through Waveform Acquisition

You must tell your device the conditions on which to start acquiring data.

In LabVIEW, you can acquire data both before and after an analog trigger
signal. If thepretrigger scansis greater than 0, your device acquires data
before the triggering conditions and subtractspitetrigger scansvalue

from thenumber of scans to acquirevalue to determine the number of
scans to collect after the triggering conditions are mptetfigger scans

is 0, then thewumber of scans to acquirewill be acquired after the
triggering conditions are met.

Before you start acquiring data, you must specify inrigger slopeinput
if the acquisition is going to be triggered on the rising or falling edge of the
analog trigger signal. Aside from specifying the slope, you must enter the
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trigger channel where the analog triggering signal will be connected

as well as therigger level on the triggering signal needed to begin
acquisition. In other words, once you specify the channel of the triggering
signal, LabVIEW will wait until the slope and trigger level conditions are
met before starting a buffered acquisition. If you use channel names
configured in the DAQ Channel Wizartigger level is treated as being
relative to the physical units specified for the channel in the DAQ Channel
Wizard. Otherwisetrigger level is treated as volts.

The Acquire N Scans Analog Hardware Trig VI example, located in
labview\examples\dag\anlogin\anlogin.llb , holds the data in a
memory buffer until the device completes data acquisition. The number
of data points you want to acquire must be small enough to fit in memory.
This VI only views and processes the information after the acquisition.

If you need to view and process information during the acquisition, use the
Acquire & Proc N Scans-Trig VI, located latbview\examples\dag\
anlogin\anlogin.llb . If you expect multiple analog trigger signals that
will start multiple acquisitions, use the example Acquire N-Multi-Analog
Hardware Trig VI, located itabview\examples\dag\anlogin\

anlogin.llb

Software Triggering

With software triggering, you can simulate an analog trigger using
software. This form of triggering is often used in situations where hardware
triggers are not available. Another name for software triggering signals,
specifically analog signals, t®nditional retrieval With conditional

retrieval, you set up your DAQ device to collect data, but the device does
not return any data to LabVIEW unless the data meets your retrieval
conditions. LabVIEW scans the input data and performs a comparison with
the conditions, but does not store the data until it meets your specifications.
Figure 8-7 shows a timeline of events that typically occur when you
perform conditional retrieval.

The read/search position pointer traverses the buffer until it finds the scan
location where the data has met the retrieval conditions. Offset indicates
the scan location from which the VI begins reading data relative to the
read/search position. A negative offset indicates that you need pretrigger
data (data prior to the retrieval conditions). If offset is greater than 0, you
need posttrigger data (data after retrieval conditions).
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Signal Checked for‘

External Trigger Conditions DAQ
Device Device

Rest of Data

When trigger conditions are met (at Scan 4) ...

When Offset =0
read/search position

Scan| Scan| Scan| Scan| Scan | Scan | Scan |Scan
1 2 3 4 5 6 7 8

Start reading data

When Offset <0

read/search position

\ 4
Scan| Scan| Scan| Scan| Scan | Scan | Scan | Scan
1 2 3 4 5 6 7 8

Offset
Start reading data

When Offset >0
read/search position

v

Scan | Scan| Scan | Scan|Scan | Scan | Scan | Scan
1 2 3 4 5 6 7 8

Offset \

Start reading data

Figure 8-7. Timeline of Conditional Retrieval
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Theconditional retrieval cluster of the Al Read VI specifies the analog
signal conditions of retrieval, as shown in Figure 8-8.

caonditional retrieval [off]

miade [off] channel index (0] lope [lising]  level [0.0]
S | o | srsing | Fooo |

hysteresiz [0.0) skip count (0] offzet (0]

200 30 20

Figure 8-8. The Al Read VI Conditional Retrieval Cluster

Note Remember that the actual data acquisition is started by running your VI and that
the conditional retrieval just controls the returning of data already being acquired.

When acquiring data with conditional retrieval, you typically store the data
in a memory buffer, similar to hardware triggering applications. After you
start running the VI, the data is placed in the buffer. Once the retrieval
conditions have been met, the Al Read VI searches the buffer for the
desired information. As with hardware analog triggering, you specify the
analog channel of the triggering signal by specifyinghnnel index,an
index number corresponding to the relative order of a single channel in a
channel list. You also specify tiséope(rising or falling) and théevel of

the trigger signal.

Note The channel index might not be equal to the channel value. Tteannel to
Index.vi can be used to get the channel index for a channel. You can find this VI
in Data Acquisition»Calibration and Configuration.

The Al Read VI begins searching for the retrieval conditions in the buffer
at the read/search position, another input of the Al Read Vloffeet, a
value of theconditional retrieval input cluster, is where you specify the
scan locations from which the VI begins reading data relative to the
read/search position. A negatiwfsetindicates data prior to the retrieval
condition pretrigger data, and a positdfésetindicates data after the
retrieval condition posttrigger data. Tslep count input is where you
specify the number of times the trigger conditions are methysieresis
input is where you specify the range you will use to meet retrieval
conditions. Once thslopeandlevel conditions orchannel indexhave
been found, the read/search position indicates the location where the
retrieval conditions were met.
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If you are using channel names configured in the DAQ Channel Wizard,
level andhysteresisare treated as being relative to the physical units
specified for the channel. If you are not using channel hames, these inputs
are treated as volts.

For more information on the conditional retrieval input cluster, look at the
Al Read VI description in Chapter 1Bitermediate Analog Input Vs
theLabVIEW Function and VI Reference Manualthe LabVIEWOnNIine
Referenceavailable by selectingelp»Online Reference...

Conditional Retrieval Examples

The Acquire N Scans Analog Software Trig VI example, located in
labview\examples\dag\anlogin\anlogin.lib , uses the
Intermediate VIs, as shown in Figure 8-9.

trigger channel

3 B
brigger level| (SEL] i

rumnber of zcans
ko acquine

pretrigger|
TCang trigger slope

[I32 | [

S et up Conditional Retrigyval.vi transposed
SEeRER 4o waveform
araph
..
BRI LS =g
e

in%ut lirnits [s61]
[ =0a] w
Hl L] Hl Al
== cotiFis stART H —] rEAD CLERR
channels A e e s
lllllllllllll Rl AL oo
[abc] u

eset time- —
it LED time lirnit [sec]|C5GL] code [F—
read/zearch mode)
Ooooo T b. i)

[ relative o end of data N —

read affset][d

Figure 8-9. Block Diagram of the Acquire N Scans Analog Software Trig VI

The main difference between this software triggering example and
hardware triggering is the use of tenditional retrieval input for the

Al Read VI. You set up thiigger channel, trigger slope, andtrigger

level the same way for both triggering methods. pretrigger scans

value will be negated and connected todfiset value in theconditional
retrieval cluster of the Al Read VI. When the trigger conditions are met,
the VI will return the requested number of scans.
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Letting an Outside Source
Control Your Acquisition Rate

Typically, a data acquisition (DAQ) device uses internal counters to
determine the rate to acquire data, but sometimes you might need to capture
your data at the rate of particular signals in your system. For example,

you can also read temperature channels every time a pulse occurs which
represents pressure rising above a certain level. In this case, internal
counters are inefficient for your needs. You must control your acquisition
rate by some other, external source.

You can compare a scan of your channels to taking a snapshot of the
voltages on your analog input channels. If you set your scan rate to 10 scans
per second, you are taking 10 snapshots each second of all the channels in
your channel list. In this case, an internal clock within your device (the scan
clock) sets the scan rate, which controls the time interval between scans.

Also, remember that most DAQ devices (those that do not sample
simultaneously) proceed from one channel to the next depending on the
channel clock rate. Therefore, the channel clock is the clock controlling
the time interval between individual channel samples within a scan, which
means the channel clock proceeds at a faster rate than the scan clock.

The faster the channel clock rate, the more closely in time your system
samples the channels within each scan, as shown in Figure 9-1.

Note For devices with both a scan and channel clock, lowering the scan rate does not
change the channel clock rate.

23 0123 0123

T
annel interval scan interval

0
I

—

L

>

Ci

Figure 9-1. Channel and Scan Intervals Using the Channel Clock
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Letting an Outside Source Control Your Acquisition Rate

Some DAQ devices do not have scan clocks, but rathepusd-robin
scanning Figure 9-2 shows an example of round-robin scanning.

o 1 2 3 0 1 2 3 0 1 2 3

channel interval

Figure 9-2. Round-Robin Scanning Using the Channel Clock

The devices that always perform round-robin scanning include, but are not
limited to, the following:

* NB-MIO-16

« PC-LPM-16

e PC-LPM-16PnP
» PC-516

+ DAQCard-500

« DAQCard-516

« DAQCard-700

+ Lab-NB, Lab-SE
e Lab-LC

With no scan clock, the channel clock is used to switch between each
channel at an equal interval. The same delay exists between all channel
samples, as well as between the last channel of a scan and the first channel
in the next scan. (For boards with scan and channel clocks, round-robin
scanning occurs when you disable the scan clock by setting the scan rate to
zero and using thiaterchannel delayof the Al Config VI to control your
acquisition rate.)

Finally, remember that LabVIEW &can-clock orientedn other words,
when you select a scan rate, LabVIEW automatically selects the channel
clock rate for you. LabVIEW selects the fastest channel clock rate that
allows adequate settling time for the Analog-to-Digital Converter (ADC).

LabVIEW adds an extra 1s to the interchannel delay to compensate for
any unaccounted factors. However, LabVIEW does not consider this
additional delay for purposes of warnings. If you have specified a scan rate
that is adequate for acquisition but too fast for LabVIEW to apply the
10-us delay, it configures the acquisition but does not return a warning.
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You can set your channel clock rate with ititerchannel delayinput of

the Al Config VI, which calls the Advanced Al Clock Config VI to actually
configure the channel clock. The simplest method to select an interchannel
delay is to gradually increase the delay, or clock period, until the data
appears consistent with data from the previous delay setting.

Refer to your hardware manuals for the required settling time for your
channel clock. You can also find the interchannel delay by running the
low-level Al Clock Config VI for the channel clock with no frequency
specified.

Externally Controlling Your Channel Clock

There are times when you might need to control the channel clock
externally. The channel clock rate is the same rate at which analog
conversions occur. For instance, suppose you need to know the strain value
at an input, every time an infrared sensor sends a pulse. Most DAQ devices
have an EXTCONV* pin or a PFI pin on the I/O connector for providing
your own channel clock. This external signal must be a TTL level signal.
The asterisk on the signal name indicates that the actual conversion occurs
on the falling edge of the signal, as shown in Figure 9-3. For devices with
PFI lines, you can select either the rising edge of falling edge using
LabVIEW. With devices that have a RTSI connector, you can get your
channel clock from other National Instruments DAQ devices.

rising edge falling edge

TTL Signal

Figure 9-3. Example of a TTL Signal
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Note

Letting an Outside Source Control Your Acquisition Rate

Figure 9-4 shows you the Acquire N Scans-ExtChanClIk VI, located in
labview\examples\dag\anlogin\anlogin.llb
demonstrates how to set up your acquisition for an externally controlled
channel clock. The VI includes the Al Clock Config VI and the clock
source was connected to the I/O connector.

. This example

Dizable internal clocks

4+ channel clock 1
device (1]

trangposed data graph

[561]

channels (0]

Hl
RERD

number of scans
to acquire [1000]

channel clock source  ime fimit in sec (5 zec]

Al
= |cteaR Tirned out?

Signal connection instructions

DO [For external channel clock-based acauisition, the
channel clock must be reconfigured after calling
1] Config because Al Config internally sets up the
channel clock to predetermined default values.
Furthermore, the scan clock is disabled o that the
Dooooooooon: |channel clock dictates the rate of acquisition.

Determining the scan rate

list, then:

[ If pou have one channel in your channel list, then:
scan rate = channel clock rate.
" If you kave mare than orne channel in your channel

zcan rate = channel clock rate / number of channels

Figure 9-4. Getting Started Analog Input Example VI

You can enable external conversions by calling the Advanced-level

Al Clock Config VI. Remember that the Al Clock Config VI, which is
called by the Al Config VI, normally sets internal channel delay
automatically or manually with thaterchannel delaycontrol. However,
calling the Al Clock Config VI after the Al Config VI resets the channel
clock so that it comes from an external source for external conversion.
Also, notice that the scan clock is set to O to disable it, allowing the channel
clock to control the acquisition rate.

The 5102 devices do not support external channel clock pulses, because there is

no channel clock on the device.

LabVIEW Data Acquisition Basics Manual 9-4
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On most devices, external conversions occur on the falling edge of the
EXTCONV* line. Consult your hardware reference manual for timing
diagrams. On devices with PFlI lines (e.g., E-series devices), you can set the
Clock Source Codeanput of Al Clock Config VI to the PFI pin with either
falling or rising edge or use the default PFI2/Convert* pin where the
conversions occur on the falling edge, as shown in Figure 9-5.

clock source [ho change)]

clock source code [ clock source string |
J nao change
—  intemal

140 connector

RTSI connection

PFI pin, low ta high

PFI pin, high bo low

RTSI pin. low to high

R TSI pin, high to low
GFCTR output, low to high
GFCTR autput, high ta low
ATCOUT, low to high
ATCOUT. kigh ta law

Figure 9-5. Setting the Clock Source Code for External Conversion Pulses
for E-Series Devices

Note The AT-MIO-16, AT-MIO-16D, NB-MIO-16, and NB-MIO-16X cannot support
both an external channel clock and a digital trigger signal at the same time. You
must choose one or the other.

Because LabVIEW determines the length of time before the Al Read VI
times out based on tleterchannel delayandscan clock rate you may
need to force a time limit for the Al Read VI, as shown previously in
Figure 9-4.

Note On the Lab-PC+ and 1200 devices, the first clock pulse on the EXTCONV* pin
configures the acquisition but does not cause a conversion. However, all
subsequent pulses cause conversions.
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Externally Controlling Your Scan Clock

External scan clock control may be more useful than external channel clock
control if you are sampling multiple channels, but may not be as obvious to
find because it does not have the input on the 1/0 connector labeled
ExtScanClock , the way the EXTCONV* pin does.

Note Some MIO devices have an output on the I/O connector lab&l€ANCLK
This cannot be used as an input.

The appropriate pin to input your external scan clock can be found in the

Table 9-1.
Table 9-1. External Scan Clock Input Pins
Device External Scan Clock Input Pin
AT-MIO-16 ouT2
AT-MIO-16F-5
AT-MIO-16X
AT-MIO-16D
AT-MIO-64F-5
All E-Series Devices Any PFI Pin
Lab-PC+ OUT B1
1200 devices

Note Some devices do not have internal scan clocks and therefore do not support
external scan clocks. These devices include, but are not limited to the following:
NB-MIO-16, PC-LPM-16, PC-LPM-16PnP, PC-516, DAQCard-500,
DAQCard-516, DAQCard-700, Lab-NB, Lab-SE, and Lab-LC.

After connecting your external scan clock to the correct pin, set up
the external scan clock in software. In Figure 9-6, the example
Acquire N Scans-ExtScanClIk VI locatediabview\examples\dag\
anlogin\anlogin.llb shows how to do this. Two advanced Vis,

Al Clock Config and Al Control, are used in place of the intermediate
Al Start VI. This allows access to thck sourceinput. This is necessary
because it allows access to theck source stringwhich is used to identify
the PFI pin to be used for the scan clock for E-series boardslddie
sourcealso includes thelock source coddon the front panel) which is set
to I/O connector. The 0 wired to the Clock Config VI disables the internal
clock.
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device (1)

channels

Digable internal clock

0.0/ fwhich clock]

zcan clock 1

control code

transposed voltage qgraph
[56L]

number of scans| |3

Al —
CONFIG

to acquire [1000)
52|

| a_ —|— a I !
ardral abhn LT Tirmed out’
~EL s i

time: lirmit in zec (5 sec)

[scL]

For external =
zcah clock is

14l Config. Mormally, vou can do this with Al Start
alotie, however, for different types of connections
o the E-zeries devices, a clock source sting
zpecification iz necessary, and therefore Al Start
iz braken dowr into its Advanced subcomponents,

can clock-based acquisition, the
configured after calling

Signal cennection instructions To add triggering, you must insert the A1 Trigger
Canfig | before Al Control,
Figure 9-6. Externally Controlling Your Scan Clock with the Getting Started
Analog Input Example VI
The NB-MIO-16X cannot support external scan clocks as the other devices
can. The device layout does not allow you to directly provide an external
scan clock. Instead, you can offer a timebase to the internal counter,
counter 5, that generates the scan clock. Do this by sending a timebase into
the source 5 pin and calling the Advanced VIs used by the Al Clock Config
VI. In addition, you need to wire ttedternate clock ratespecifications as
shown below into the Al Clock Config VI. Remember thatwiméch clock
input of the Al Clock Config VI should be setdean clock (1)
[ alternate clock rate specification [no change] |
clock period timebaze zignal
+-1.00 1.0
timebaze source timebase I:|i'-.-'iSl:lrl
E“nu:u change | ﬂj|-1
Note You must divide the timebase by some number between 2 and 65,535 or you will

get a bad input value error.

Because LabVIEW determines the length of time before Al Read times out
based on the interchannel delay and scan clock rate, you may need to force

a time limit into Al Read. In Figure 9-6, the time limit is 5 seconds.
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Externally Controlling the Scan and Channel Clocks

You can control the scan and channel clocks simultaneously by combining
the two previous sections. However, make sure that you follow the proper
timing. Figure 9-7 demonstrates how you can set up your application to
control both clocks.

. which clock [2:channel clock]  time limit in zec transposed data graph
device [1] [@]
Channel: [0.1]

Hl |
COHFIG
oA -

Hl | il
RERD CLEAR
| R e Y B

number of scans
to acquire [1000]

140 connection

Figure 9-7. Controlling the Scan and Channel Clock Simultaneously
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Part i

Making Waves with Analog Output

This section contains basic information about generating data with
LabVIEW, including generating a single point or multiple points.

Part 1ll, Making Waves with Analog Outpuntains the following
chapters:

Chapter 10Things You Should Know about Analog Outexplains
how to use LabVIEW to produce all of the different types of analog
output signals.

Chapter 110ne-Stop Single-Point Generatj@hows you which VIs
to use in LabVIEW to perform single-point updates.

Chapter 12Buffering Your Way through Waveform Generation
shows you which Vls to use in LabVIEW to perform buffered analog
updates.

Chapter 13| etting an Outside Source Control Your Update Rate
shows you which Vls to use in LabVIEW to control your update rate
with an external source.

Chapter 14Simultaneous Buffered Waveform Acquisition
and Generationdescribes how to perform buffered waveform
acquisition and generation simultaneously on the same DAQ device.



Things You Should Know
about Analog Output

Some measuring systems require that analog signals be generated by a data
acquisition (DAQ) device. Each of these analog signals can be a steady or
slowly changing signal, or a continuously changing waveform. The next

few sections show you how to use LabVIEW to produce all of these
different types of signals. First, you should learn about the various
situations in which you might need to produce an analog signal.

Single-Point Output

When the signal level at the output is more important than the rate at which
the output value changes, you need to generate a steady DC value. You can
use the single-point analog output VIs to produce this type of output. With
single-point analog output, any time you want to change the value on an
analog output channel, you must call one of the VIs that produces a single
update (a single value change). Therefore, you can change the output value
only as fast as LabVIEW calls the VIs. This technique is calidtivare

timing. You should use software timing if you do not need high speed
generation or very accurate timing. Refer to Chapte©Ohk-Stop

Single-Point Generatigrfor more information on single-point output.

Buffered Analog Output

Sometimes in performing analog output, the rate that your updates occur is
just as important as the signal level. This is calladeform generatigror
buffered analog outpuFor example, you might want your DAQ device to
act as a function generator. You can do this by storing one cycle of sine
wave data in an array, and programming the DAQ device to generate the
values continuously in the array one point at a time at a specified rate. This
is known asingle-buffered waveform generatiddut what if you want to
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generate a continually changing waveform? For example, you might have
a large file stored on disk that contains data you want to output. Because
LabVIEW cannot store the entire waveform in a single buffer, you must
continually load new data into the buffer during the generation. This
process requires the useabcular-bufferedanalog outpuin LabVIEW.

To learn more about single or circular buffering, read Chaptéufgring

Your Way through Waveform Generation
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One-Stop Single-Point
Generation

In the preceding chapter, you learned the appropriate time to use
single-point updates. This chapter shows you which VIs to use in
LabVIEW to perform these updates.

Single-Immediate Updates

The most basic way to program single-point updates in LabVIEW is by
using the Easy Analog Output VI, AO Update Channels. Figure 11-1
shows a diagram of a VI that writes values to one or more dOtgartnels

on the output data acquisition (DAQEvice

device]

150 Update Channels. vi
channelz (01 o

OME FT
B

Figure 11-1. Single Immediate Update Using the AO Update Channels VI

Notice that an array of values is passed as an input to the VI. The first
element in the array corresponds to the first entry in the channel string,
and the second array element corresponds to the second channel entry.
If you use channel names configured in the DAQ Channel Wizard in your
channel stringyaluesis relative to the physical units you specify in the
DAQ Channel Wizard. Otherwisgealuesis relative to volts. For more
information on channel string syntax, refer to Chapt&eaic LabVIEW
Data Acquisition Concept®emember that Easy VIs already have built-in
error handling.
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While Figure 11-1 shows how to write values for multiple channels,
Figure 11-2 shows the diagram of the Generate 1 Point on 1 Channel VI
located inabview\examples\dag\anlogout\anlogout.llb , Which
generates one value for one channel.

device]
X
P— 0 Update Channel.vi

Hi
output values
[abc] ikl
R [S6L]

walue to generate
SGL

Figure 11-2. Single Immediate Update Using the AO Update Channel VI

If you want more control over the limit settings for each channel, you also
can program a single-point update using the Intermediate Analog Output
VI, AO Write One Update. Figure 11-3 shows an example of using this VI.

lirmit zettings

chaninels) [, 7

[1be] B s

zcaled datal
[sGL]

Ey

teration

Figure 11-3. Single Immediate Update Using Intermediate VI

In this example, your program passes the error information to the Simple
Error Handler VI. Theteration input optimizes the execution of this VI

if you want to place it in a loop. For more information, look at the next
section. With Intermediate VIs, you gain more control over when you can
check for errors.
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Multiple-Immediate Updates

Figure 11-4 shows the block diagram of a VI that performs

multiple updates. The Write N Updates example VI, located in
labview\examples\dag\anlogout\anlogout.llb , is similar to

Figure 11-4. The diagram shown in Figure 11-4 resembles the one shown
in Figure 11-3, except that the While Loop executes the subVI repeatedly
until either the error status or the stop Boolean is TRUE. You can use the
Easy Analog Output VI, AO Write One Update, in a loop, but this is
inefficient because the Easy I/0 Vls configure the device every time they
execute. The AO Write One Update VI configures the device only when the
value of thdteration input is set t@.

ite One Update. vi Simple Error Handler. vi
P

Figure 11-4. Multiple Immediate Updates Using Intermediate VI

Figure 11-4 shows an immediate, software-timed analog output VI
application. This means that software timing in a loop controls the update
rate. One good reason to use immediate, software-timed output is that your
application calculates or processes output values one at a time; however,
remember that software timing is not as accurate as hardware-timed analog
output. For more information on hardware-timed analog output, refer to
Chapter 12Buffering Your Way through Waveform Generation
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Buffering Your Way through
Waveform Generation

In Chapter 10Things You Should Know about Analog Outgot learned
when to use buffered analog updates. This chapter shows you which Vls to
use in LabVIEW to perform these updates.

Buffered Analog Output

You can program single-buffered analog output in LabVIEW using an Easy
Analog Output VI, AO Generate Waveforms VI, as shown in Figure 12-1.
This VI writes an array of output values to the analog output channels at
a rate specified bypdate rate. For example, iEhannelsconsists of

two channels and theaveformstwo-dimensional array consists of

two columns containing data for the two channels, LabVIEW writes values
from each column to the corresponding channels at every update interval.
After LabVIEW writes all the values in the two-dimensional array to the
channels, the VI stops. The signal level on the output channels maintains
the value of the final value row in the two-dimensional array until

another value is generated. If you use channel names configured in the
DAQ Channel Wizard ichannels waveformsis relative to the units
specified in the DAQ Channel Wizard. Otherwisayeformsis relative

to volts.

Easy VIs contain error handling. If an error occurs in the AO Generate
Waveforms VI, a dialog box appears displaying the error number and
description, and the VI stops running.
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waveloms
[EXT]

Figure 12-1. Waveform Generation Using the AO Generate Waveforms VI

As with single-point analog output, you can use the Analog Output Utility
VI, AO Waveform Gen VI, for most of your programming needs. This VI
has several inputs and outputs that the Easy I/O VI does not have. You have
the option of having the data array generated once, several times, or
continuously through thgeneration countinput. Figure 12-2 shows an
example diagram of how to program this VI.

generation count

device]
chatirels|
bc]

h.
[a

Ao I
WhYE
[yt

update rate]

Figure 12-2. Waveform Generation Using the AO Waveform Gen VI

In this example, LabVIEW generates the data in the array two times before
stopping.

The Generate N Updates example VI, locatddiniew\examples\
dag\anlogout\anlogout.llb , uses the AO Waveform Gen VI. Placing
this VI in a loop and wiring the iteration terminal of the loop to the iteration
input on the VI optimizes the execution of this VI. When iteration is O,
LabVIEW configures the analog output channels appropriately. If iteration
is greater than 0, LabVIEW uses the existing configuration, which
improves performance. With the AO Waveform Gen VI, you also can
specify the limit settings input for each analog output channel. For more
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information on limit settings, refer to ChapteB&sic LabVIEW Data
Acquisition Concepts

If you want even more control over your analog output application, use the
set of Intermediate DAQ VIs, as shown in Figure 12-3.

device]

Hi — I
COHFIG ’_ WRRIOTE ST?'-!“RT WnﬂolT CLE%R

channels| e S -
[abe]

Gl

scaled data update rate

Figure 12-3. Waveform Generation Using Intermediate VIs

With these VIs, you can set up an alternate update clock source (such as an
external clock or a clock signal coming from another device) or return the
update rate. The AO Config VI sets up the channels you specify for analog
output. The AO Write VI places the data in the buffer, the AO Start VI
begins the actual generation at tipelate rate, and the AO Wait VI waits

until the waveform generation completes. Then, the AO Clear VI
unconfigures the analog channels.

The Generate Continuous Sinewave VI, locateahiview\examples\

dag\anlogout\anlogout.llb , is similar in structure to Figure 12-3.
This example VI continually outputs a sine waveform through the channel
you specify.
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Changing the Waveform during
Generation: Circular-Buffered OQutput

When the waveform data is too large to fit in a memory buffer or is
constantly changing, usecacular bufferto output the data. You also can
use the Easy Analog Output VIs in a loop to create a circular-buffered
output; but this sacrifices efficiency because Easy VIs configure, allocate,
and deallocate a buffer every time they execute, which causes time gaps
between the data output. Figures 12-4 and 12-5 show two different ways to
perform circular-buffered analog output using the Intermediate VIs in
LabVIEW. Figure 12-4 shows the AO Continuous Gen VI, which is more
efficient than the Easy Analog Output VIs in that it configures and allocates
a buffer when itsteration input is 0 and deallocates the buffer when the
clear generationinput is TRUE.

device]

channels) 180 Continuous Gen.vi
[ab] oS

B

update rate]

i

Figure 12-4. Circular Buffered Waveform Generation Using the AO Continuous Gen VI

With the AO Continuous Gen VI, you can configure the size of the data
buffer and the limit settings of each channel. For more information on how
to set limit settings, refer to ChapterBsic LabVIEW Data

Acquisition Concepts

The Continuous Generation example VI, locatdddniew\examples\
dag\anlogout\anlogout.llb , uses the AO Continuous Gen VI. In this
example, the data completely fills the buffer on the first iteration. On
subsequent iterations, new data is written into one half of the buffer while
the other half continues to output data.
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Chapter 12 Buffering Your Way through Waveform Generation

To gain more control over your analog output application, use the
Intermediate VIs shown in Figure 12-5. With these VIs, you can set up an
alternate update clock source and you can monitor the update rate the VI
actually uses. The AO Config VI sets up the channels you specify for
analog output. The AO Write VI places the data in a buffer. The AO Start
VI begins the actual generation at thpelate rate. The AO Write VI in the
while loop writes new data to the buffer until you press the stop button.
Then, the AO Clear VI unconfigures the analog channels.

new data

[
white Al cLEAR
"\I =1 v * |||||| | fees]

continuous generation

device @

CEI?inFIG \w'IgIOIE ST'!!:RT

Channels g
llllll data update rate
-J

Figure 12-5. Circular Buffered Waveform Generation Using Intermediate Vis

The Function Generator VI, locatediabview\examples\dag\
anlogout\anlogout.llb , is @a more advanced example than the one
shown in Figure 12-5. This VI changes the output waveform on-the-fly,
responding to changing signal types (sine or square), amplitude, offset,
update rate, and phase settings on the front panel.
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Chapter 12 Buffering Your Way through Waveform Generation

Eliminating Errors from Your
Circular-Buffered Application

If you get error number10843 underFlowErr  , while performing
circular-buffered output, it means your program can not write data fast
enough to the buffer to output the data at the update rate. To solve this
problem, decrease the speed of the update rate. If adjusting the update rate
does not get rid of the error in your application, increase the buffer size.

Buffered Analog Output Examples

You can find the example VIs mentioned in this chapter—Generate
N Updates, Generate Continuous Sinewave, Continuous Generation,
and Function Generator—Ilabview\examples\dag\anlogout\

anlogout.llb . Another example VI in this library you might find
helpful, Display and Output Acq'd File (scaled) VI, is shown in
Figure 12-6.

:igtr:lsac;aan;rtn?e read a full

humber of buffer on

first iteration | [sc] ile data]
-2 [561] [scaled data

S— e |5
S 1]

>ﬂbytes.-"sc;an> # of scans read
friomn file: so far

Select File ta
Display: [*.5CL

DATASCL

Pl True b

fill output buffer and start generation

........................... Tcontnuous generation tals
—t —t ;
WRITE STHRT
P [l B E
0 [56L]|update rate [updates/sec
8 N
o niot allow regeneration of buffer
i ] R

Read. display. and output data until end of file,
an emor occurs, of the STOP button is pressed.

Figure 12-6. Display and Output Acq’d File (Scaled) VI
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Chapter 12 Buffering Your Way through Waveform Generation

You can use this VI in conjunction with the Cont Acq to File (scaled) VI,
located inlabview\examples\dag\anlogin\anolgin.llb . The

Display and Output Acq’d File (scaled) VI also is described in Chapter 7,
Buffering Your Way through Waveform Generatiéfier running the

Cont Acqto File (scaled) VI and saving your acquired data to disk, you can
run the Display and Output Acq'd File (scaled) VI to generate your data
from the file you created. This example uses circular buffered output. If you
want to generate the data at the same rate at which it was acquired, you
must know the rate at which your data was acquired, and use that as the
update rate.
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Letting an Outside Source
Control Your Update Rate

Data acquisition (DAQ) devices use internal counters and timers to
determine the rate of data generation. However, you might encounter times
when you need to generate data in synch with other signals in your system.
For example, you might need to output data to a test circuit every time that
test circuit emits a pulse. In this case, internal counter/timers are inefficient
for your needs. You need to control the update rate with your own external
source of pulses.

Externally Controlling Your Update Clock

Chapter 12| etting an Outside Source Control Your Update Rate

mentions that for more control over your analog output applications, you
can use the Intermediate DAQ VIs. This chapter explains how to use these
Intermediate VIs to generate data using an external update clock.

The update clock controls the rate digital to analog conversions occur.

To control your data generation externally, you must supply this clock
signal to the appropriate pin on the I/O connector of your DAQ device.
The clock source you supply must be a TTL signal. Figure 13-1 shows the
Generate N Updates-ExtUpdateClIk VI, locatethbview\examples\
dag\anlogout\anlogout.llb , which applies this process.
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Figure 13-1. Generate N Updates-ExtUpdateClk VI

To use an external update clock, you must setlthek sourceof the

AO Start VI tol/O connector . When you connect your external clock,
you find that different DAQ devices use different pins for this input.
However, if you selecshow VI Info... in theWindows menu of the
example VI, you find that all the I/O connections are explained for you.
These input pins also are described in Table 13-1.

Table 13-1. External Update Clock Input Pins

Device Input External Update Clock Pin

All E-Series Devices PFI5/UPDATE*
with analog output

Non E-Series MIO type deviceg OUT2

Lab-PC+ EXTUPDATE*
1200 devices
AT-AO-6/10

For waveform generation, you must supply an array of waveform data.
The example VIin Figure 13-1 uses data created in the Compute Waveform
VI. When you run the example VI, the data is output on channel 0

(the DACOOUT pin) of your DAQ device.
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Supplying an External Test Clock from Your DAQ Device

Suppose you want to use this external update clock approach, but you do
not have your external clock available. You can create an external test clock
using outputs from a counter/timer on your DAQ device, and then wire the
output to your external update clock source.

If your DAQ device has an FOUT or FREQ_OUT pin, you can generate
a 50% duty cycle TTL pulse train using the Generate Pulse Train

on FOUT or FREQ_OUT VI, located iabview\examples\daq\
counter\DAQ-STC.IIb . The advantage of this VI is that it does not use
one of the available counters, which you might need for other reasons.

You can also use the Pulse Train Vls to create an external test clock.
These VIs are located #xamples\dag\counte\DAQ-STC.IIb ,
examples\dag\counte'Am9513.llb ,and
examples\dag\counten\8253.1Ib
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Simultaneous Buffered
Waveform Acquisition
and Generation

In Chapter 7Buffering Your Way through Waveform Acquisitipou
learned how to acquire multiple data points via an intermediate software
buffer. In Chapter 1Buffering Your Way through Waveform Generation
you learned how to generate multiple points of data by first writing them
to a software buffer. This chapter describes how to perform buffered
waveform acquisition and generation simultaneously on the same

DAQ device.

Using E-Series MIO Boards

E-series devices, such as the PCI-MIO-16E-1, have separate counters
dedicated to analog input and analog output timing. For this reason, they
are the easiest choice for simultaneous input/output.
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Chapter 14 Simultaneous Buffered Waveform Acquisition and Generation

Software Triggered

Figure 14-1 shows the diagram of the Simul Al/AO Buffered
(E-series MIO) VI located itabview\examples\dag\anlog_io\
anlog_io.llb
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Figure 14-1. Simultaneous Input/Output Using the
Simul Al/AO Buffered (E-series MIO) VI

This example VI uses familiar Intermediate DAQ VIs. This example VI
uses the same VIs you used for analog input in Chapter 7—Al Config,

Al Start, Al Read, and Al Clear—for waveform acquisition here. This
example VI also uses the same VIs you used for analog output in
Chapter 12—AO Config, AO Write, AO Start, and AO Clear—for
waveform generation here. By following teeor cluster wire, which

enters each DAQ VI on the bottom left and exits on the bottom right, you
can see that because of data dependency, the waveform generation starts
before the waveform acquisition, and each task is configured to run
continuously. This example VI is considered software triggered because it
starts via software when you push Bn button.
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Chapter 14 Simultaneous Buffered Waveform Acquisition and Generation

Once you call the AO Start and Al Start Vls, the While Loop executes.
Inside the While Loop, the Al Read VI returns acquired data from the
analog input buffer. There is not a call to the AO Write VI inside the While
Loop because it is not needed if the same data from the first AO Write VI
is regenerated continuously. If you want to generate new data each time the
While Loop iterates, you could add an AO Write VI inside the While Loop.
The While Loop stops when an error occurs or you presSttigbutton.

Your DAQ device resources are cleared by calling the Al Clear and

AO Clear Vis after the loop stops.

For a complete description, instructions, and 1/0O connections for this VI,
selectWindows»Show VI Info... from the front panel of the VI.

Hardware Triggered

Figure 14-2 shows the diagram of the Simul AI/AO Buffered Trigger
(E-series MIO) VI located itabview\examples\dag\anlog_io\

anlog_io.llb
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Figure 14-2. Simultaneous Input/Output Using the
Simul Al/AO Buffered Trigger (E-series MIQ) VI
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Simultaneous Buffered Waveform Acquisition and Generation

Although this VI is similar to the example in Figure 14-1, it is more
advanced because it uses a hardware trigger. The waveform acquisition
trigger is set up with thgigger type input to the Al Start VI set to

digital A (start), and by default this trigger is expected on the PFIO pin.
Hardware triggering for waveform generation requires an additional VI.
The AO Trigger and Gate Config VI is an advanced analog output VI for
E-series boards only. The trigger parameters are set using three inputs. The
trigger or gate sourceis used to choose the source of your trigger, such
as a PFI pin or a RTSI pin. Tlgger or gate source specificatioris

used in conjunction with thieigger or gate sourceto choose which PFI

or RTSI pin number to use, such as 0 through 9 for a PFI pin. The

trigger or gate condition is used to select a rising or falling trigger edge.
The default analog output trigger for this example is a rising edge on PFIO.
Because this is the same pin as the analog input trigger, the waveform
acquisition and generation starts simultaneously. However, they are not
controlled by independent counter/timers, so you can run them at different
rates.

For a complete description, instructions, and I/0O connections for this VI,
selectWindows»Show VI Info... from the front panel of the VI.

Using Legacy MIO Boards

Software Triggered

Legacy MIO devices, such as the AT-MIO-16, have a total of five counters,
of which two or more can be used for data acquisition and generation.
However, certain counters are dedicated to certain tasks, and you must be
aware of this as you design your system.

Figure 14-3 shows the diagram of the Simul AI/AO Buffered (Iegacy MIO)
VI located inlabview\examples\dag\anlog_io\anlog_io.llb
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Figure 14-3. Simultaneous Input/Output Using the
Simul Al/AQO Buffered (Legacy MIQ) VI

Because legacy MIO-type boards have only one clock available for signal
acquisition (scan timing) and generation (update timing), the same clock

is used for both. The acquisition usesnter 2 by default. The

generation is set up to use the I/O connector afitieé sourceinput to the

AO Start VI. Because the 1/0 connecsoan clockinput is the OUT2 pin,

which already has the acquisition timing signal on it, no external clock
wiring is required. The result is that the waveform acquisition and
generation start simultaneously and occur at the same rate using the same
clock. Your waveform generation occurs at the same rate as the scan rate
you choose for waveform acquisition.

For a complete description, instructions, and 1/0O connections for this VI,
selectWindows»Show VI Info... from the front panel of the VI.
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Hardware Triggered

Figure 14-4 shows the diagram of the Simul AI/AO Buffered Trigger
(legacy MIO) VI located inabview\examples\dag\anlog_io\
anlog_io.llb
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Figure 14-4. Simultaneous Input/Output Using the
Simul Al/AO Buffered Trigger (Legacy MIO) VI

The only difference between this example VI and the example in
Figure 14-3 is thérigger type input to the Al Start VI is set iigital A

(start) trigger. This sets up the waveform acquisition for a digital trigger.
Because the waveform generation uses the same counter/timer as the
waveform acquisition, it also is dependent on the digital trigger.

For a complete description, instructions, and I/O connections for this VI,
selectwWindows»Show VI Info... from the front panel of the VI.

LabVIEW Data Acquisition Basics Manual 14-6 © National Instruments Corporation



Chapter 14 Simultaneous Buffered Waveform Acquisition and Generation

Using Labh/1200 Boards

Lab/1200 boards, such as the Lab-PC-1200 or the DAQCard-1200, also
can perform simultaneous waveform acquisition and generation. The
approach is very similar to the previous descriptions. Refer to the examples
Simul AlI/AO Buffered (Lab/1200) VI and Simul Al/AO Buffered Trigger
(Lab/1200) VI located ifabview\examples\dag\anlog_io\

anlog_io.llb to see how this acquisition and generation is performed.
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Part IV

Getting Square with Digital 1/0

This section describes basic concepts about how to use digital signals
with data acquisition in LabVIEW, including immediate and
handshaked digital /0.

Part 1V, Getting Square with Digital I/Qcontains the following chapters:

* Chapter 15Things You Should Know about Digital [/€xplains basic
concepts on digital 1/O.

*  Chapter 16When You Need It Now— Immediate Digital, é&plains
how to use digital lines to acquire and generate data immediately.

* Chapter 17shaking Hands with a Digital Partheshows you how
you can synchronize digital data transfers between your DAQ devices
and instruments.



Things You Should Know
about Digital 1/0

Digital I/O interfaces are often used to control processes, generate patterns
for testing, and communicate with peripheral equipment like heaters,
motors, and lights. Digital I/O components on DAQ devices and

SCXI modules consist of hardware parts that generate or accept binary
on/off signals. As shown in the diagram below, all digital lines are grouped
into ports on DAQ devices and banks on SCXI modules. The number of
digital lines per port or bank is specific to the particular device or module
used, but most ports or banks consist of four or eight lines. Except for the
TIO-10 and E-Series devices, all lines within the same port or bank must all
be of the same direction (either input or output), as shown in Figure 15-1.
By writing to or reading from a port, you can set or retrieve simultaneously
the states of multiple digital lines. Refer to Appendit+Brdware
Capabilities of theLabVIEW Function and VI Reference Manuadur
hardware user manual, or refer to the LabVIBEWine Referenceby
selectingHelp»Online Reference.., for port information on your device.

Output Lines
Data latches Output Port
and drivers - >
—>
Data latches |npliort ;::
and drivers -
<4
Input Lines
Device or Module

Figure 15-1. Digital Ports and Lines
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Types of Digital Acquisition/Generation

There are two types of digital acquisition/generatiomertatched
(orimmediat¢ andlatched(or handshaked With nonlatched or

immediate digital I/O, your system updates the digital lines immediately.
Latched or handshaked digital I/O is when a device or module accepts or
transfers data after a digital pulse has been received. There are two types
of latched (handshaked) digital 1/0: non-buffered and buffered. Not all
devices and modules support latched (handshaked) digital I/O. Refer to the
hardware tables in Appendix Blardware Capabilitiesof theLabVIEW
Function and VI Reference Manugbur hardware manual, or refer to the
LabVIEW Online Referenceby selectingHelp»Online Reference.., to

see if your device or module supports it.

For specific information about the Digital I/O Vs, refer to Chapter 14,
Introduction to the LabVIEW Data Acquisition Vis theLabVIEW
Function and VI Reference Manual, refer to the LabVIEWDnline
Referenceby selectingHelp»Online Reference...
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When You Need It Now—
Immediate Digital 1/0

This chapter focuses on transferring data across a single port. The most
common way to use digital lines is with nonlatched (immediate) digital I/O.
All DAQ devices and SCXI modules with digital components support
this mode.

When your program calls a function in nonlatched digital I/O mode,
LabVIEW immediately updates the digital line or port output state or
returns the current digital value of an input line, depending on the digital
line direction. LabVIEW inputs or outputs only one value on each digital
line in this mode. You can completely configure port (and sometimes line)
direction in software, and you can switch directions repeatedly in a
program if necessary.

A typical example of when you might use nonlatched (immediate) digital
I/O is in controlling or monitoring relays. You can also use multiple ports
or groups of ports to perform digital I/0 functions. In order to group digital
ports, you must use Intermediate or Advanced Vls in LabVIEW. You can
read more about grouping multiple digital ports in the next chapter,
Chapter 17Shaking Hands with a Digital Partner
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You can use the Easy Digital VIs for nonlatched digital I/O. Figure 16-1
shows the Easy VIs and their various inputs and outputs. The four Easy VIs
can read data from or write data to a single digital line or to an entire port
immediately. For an example of how to use the Easy Digital VIs, refer to
the Read 1 Point from Digital Line and Write 1 Point to Digital Line VIs in

labview\examples\daq\digital\digio.llb . Use the Easy Digital
VIs for most digital testing purposes. All of the Easy Digital VIs have error
reporting.
device| 16
[E | TE D [line state] digital channell}wm LEI_.NE
digital channel Ti =T
e | —
lir=][33€]
line ztate
iteration
Fead from Digital Line V1 Write to Digital Line V1
device 0
é i digital channel] i6< ] Eor
g [abe] =i
digital channel panem]res]
teration
Write from Digital Port V1 Write to Port W

Figure 16-1. The Easy Digital Vis

If you have configured channels using the DAQ Channel Wizard,
digital channel can consist of a digital channel name. The channel name
may refer to either a port or a line in a port. You do not need to specify
device line, or port width as these inputs are not used by LabVIEW if a
channel name is specified digital channel. For more information about
using the DAQ Channel Wizard to configure your channels, refer to the
Configuring Your Channels in NI-DAQ 5.x, 6s&ction of Chapter 2,
Installing and Configuring Your Data Acquisition HardwaFer more
information about using channel names, refer taCthannel Name
Addressingsection of Chapter Basic LabVIEW Data

Acquisition Concepts
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As an alternativedigital channelcan consist of a port number. The port
number specifies the port of digital lines that you will use during your
digital operation. In this case, you must also spetgfyice line, and

port width where applicable to further define your digital operation.
Thedeviceinput identifies the DAQ device you are using. Tihe input is

an individual port bit or line in the port specified digital channel. The

port width input specifies the number of lines that are in the port you are
using.

Thepattern or line stateis the value(s) you want to read from or write to
adevice. Pattern values can be displayed in decimal (default), hexadecimal,
octal, or binary form. Refer to ChapteNymeric Controls and Indicators

in theG Programming Reference Mandai instructions on how to change
the display of a numeric control or indicator. Tieeation input optimizes

your digital operation. Wheiteration is zero (the default value),

LabVIEW calls the DIO Port Config VI (an Intermediate VI) to configure
the port. Ifiteration is greater than zero, LabVIEW uses the existing
configuration, which improves performance. You can wire this input to

an iteration terminal of a loop. Every tiriteration is zero, you call the

DIO Port Config VI, which resets the digital line values to their default
values. If you want to use the same digital values from one loop iteration to
another, only sdteration to zero for the first iteration of the loop, then
change it to a value greater than zero.

If you are using an SCXI module for nonlatched digital I/O and are not
using channel names, refer to ®@XI| Channel Addressirggction in
Chapter 20Special Programming Considerations for SChr
instructions on how to specify port numbers.
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Shaking Hands with
a Digital Partner

You have just learned that in LabVIEW using non-latched (immediate)
digital I/0O, you can use digital lines to acquire and generate data. But what
if you want to pass a digital pattern after receiving a digital pulse? In this
case, you should usatched digital 1/Q also callechandshakingFor

example, you may want to acquire an image from a scanner. The scanner
sends a pulse to your DAQ device after the image has been scanned and it
is ready to transfer the data. Then, your DAQ device reads a digital pattern,
which can be 8, 16, or 32 hits in length. Your DAQ device then sends a
pulse to the scanner to let it know the digital pattern has been read. The
scanner sends out another pulse when it is ready to send another digital
pattern. After your DAQ device receives this digital pulse, it reads the data.
This process repeats until all the data is transferred. As you can see, the
ability to handshake gives you the ability to synchronize digital data
transfer between your DAQ device and instrument.

The following list shows the DAQ devices that support digital handshaking.
e AT-MIO-16D

* AT-MIO-16DE-10

e 1200 Series devices

* DIO-24 (DAQCard, NB, and PC, including PnP)

» DIO-32F (NB and AT)

» DIO-32HS (AT and PCI)

* DIO-96 (PCI, NB, PCI, and PC, including PnP)

e Lab Series devices (NB, LC, and PC)

Note Combining channel names configured in the DAQ Channel Wizard and
handshaking are not supported in LabVIEW 5.0.
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Another example of when you can use handshaking is if you wanted to
test the durability of a product prototype. Each durability test would be
performed with a different piece of machinery for the same amount of
time. For each test, you can turn the machinery on and off with a specific
variation of handshaked digital 1/O, knowngsgtern generationinternal
counters would serve to generate the handshaking signal that initiates

a digital transfer. Counters output digital pulses at a steady frequency.
Thus, you can generate and retrieve patterns at a constant rate because the
handshaking signal would be produced at a constant rate. However, you
can use this rate only if the instrument or external hardware does not work
with or require communication signals for its data transfers. Only the
DIO-32 Series devices support pattern generation.

If you have an external signal controlling your digital I/O operation,

you should connect the outside signal to the I/O connector or the

RTSI connector. For more information on these connectors, refer to your
hardware manual for your device. The names and functions of handshaking
signals vary. For the DIO-32 Series devices, there are two handshaking
lines—the REQ (request) line and the ACK (acknowledge) line. Use the
REQ line as the handshaking line to trigger digital input. You can use the
ACK line as the handshaking line to trigger digital output.

For all other 8255-based DAQ devices that perform handshaking, there are
four handshaking signals: Strobe Input (STB), Input Buffer Full (IBF),
Output Buffer Full (OBF), and Acknowledge Input (ACK). You use the
STB and IBF signals for digital input operations and the OBF and ACK
signals for digital output operations. When the STB line is low, LabVIEW
loads data into the DAQ device. After the data has been loaded, IBF is high,
which tells the external device that the data has been read. For digital
output, OBF is low while LabVIEW sends the data to an external device.
After the external device receives the data, it sends a low pulse back on the
ACK line. Check your DAQ device hardware manual for information on
which digital port(s) can be configured for handshaking signals.

For all the DAQ devices that support handshaking, there are separate
handshaking lines for each digital port.
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Sending Out Multiple Digital Values

You can group multiple ports together so you can send more digital values
out at a time. The order of grouped ports affects which handshaking lines
you use. If you want to group ports 0 and 1 and you list the ports in the order
of 0:1 , then you should use the handshaking lines associated with port 1.
In other words, always use the handshaking lines associated with the last
port in the list. So, if the ports are liste® , then you should use the
handshaking lines associated with port O.

For 8255-based devices that perform handshaking, you must connect all the
STB lines together if you are using more than one port or grouping ports
for digital input, as shown in Figure 17-1. Connect only the IBF line of the
last port in the port list to the other device. No connection is needed for the
IBF signals for the other ports in the port list.

STB*

A

Portx1
IBF —

STB*

A

Port X5
IBF [—

STB*

A

Port x External Device
IBF
(last port in portList)

\

Figure 17-1. Connecting Signal Lines for Digital Input
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If you use more than one port or grouping ports for digital output on
DAQ devices other than DIO-32 Series devices, connect only the
handshaking signals of the last port in the port list, as shown in Figure 17-2.

ACK* —
Port x 4
OBF* [—
ACK* —
Portx2
OBF* —
L]
L]
L]
ACK* |
Port x | External Device
OBF* >
(last port in portList)

Figure 17-2. Connecting Digital Signal Lines for Digital Output

There are two types of digital handshaking: non-buffered and buffered.
Non-buffered handshaking is similar to nonlatched digital I/O because
LabVIEW updates the digital lines immediately after every digital or
handshaked pulse.

Note For the DIO-32HS devices, LabVIEW returns immediately after storing data in
its FIFO.

With buffered handshaking, LabVIEW stores digital values in memory to
be transferred after every handshaked pulse. Both non-buffered and
buffered handshaking transfer only one digital value after each handshaked
pulse. For basic digital applications, use non-buffered handshaking. Use
buffered handshaking when your application requires multiple
handshaking pulses to be created. By using a buffer with multiple
handshaking pulses, the software spends less time reading or writing data,
leaving more time for other operations.

Note On the DIO-32 Series devices with non-buffered handshaking, you can group 1,
2, or 4 ports together. For buffered handshaking on the DIO-32 Series devices,
you can group only 2 or 4 ports together.
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You can use only Intermediate or Advanced Digital VIs for digital
handshaking in LabVIEW. The Intermediate VIs work for most all
non-buffered and buffered digital handshaking applications. However, for
some DAQ devices, you may need to use a combination of Intermediate and
Advanced ViIs.

Non-Buffered Handshaking

Non-buffered handshaking takes place when your program transfers one
digital value after receiving a digital pulse on the handshaking lines.
LabVIEW does not store these digital values in computer memory. You
should only use non-buffered handshaking when you expect only a few
digital handshaking pulses. For multiple-pulsed applications, you should
use buffered handshaking, which you can learn about in the next section of
this chapterBuffered Handshakind-igure 17-3 shows an example of
non-buffered handshaking using the Intermediate VI, DIO Single
Read/Write. In this example, LabVIEW reads the data from the digital

port(s).

dei rumber bo read|

data read
ok it

DIO 1 [us]
Codformi=fild | ™ I

|
B [status

[Riead after handshaked pulse]

Figure 17-3. Non-Buffered Handshaking Using the DIO Single Read/Write VI

Typically, you want to put the DIO Single Read/Write VI inside a loop.
You can use thigeration input (the terminal where the loop iteration is
connected) to optimize your digital operation. Witeration is0

(default), LabVIEW calls the Advanced VI, DIO Group Config, to
configure the port(s). iteration is greater than zero, LabVIEW uses the
existing configuration, which improves performance. Every time your
program calls the DIO Group Config VI, the digital line values are reset to
their default values. If you want to set the digital line values once and keep
the same values from one loop iteration to the nextesation to0 on the

first iteration of the loop, then siég¢ration to 1. Whergroup direction is

© National Instruments Corporation 17-5 LabVIEW Data Acquisition Basics Manual



Chapter 17

Shaking Hands with a Digital Partner

equal to 1 (default), all the ports listedpart list are treated as inputs.
The number of elements in tlata read input will be the same as the
product of the number of ports in the group anchiln@ber to read input.

Figure 17-4 shows how you can use non-buffered handshaking to

write data. The programming flow resembles the read operation above.
Theupdates to writearray must contain as many elements as the number
of ports multiplied by the number of values to write.

ok s
e PR——

roup direction=2

tite: after handshaked pulze]

updates bo wiite
[us]

Figure 17-4. Non-Buffered Handshaking Using the DIO Single Read/Write VI

Buffered Handshaking

Buffered handshaking allows you to store multiple points in computer
memory. Use this technique if multiple pulses are expected on the
handshaking lines. Buffered handshaking comes in two forms: simple and
circular. You can use simple-buffered handshaking on all DAQ devices
that support handshaking; but you can perform circular-buffered
handshaking only on the AT-DIO-32F and DIO-32HS devices. You can
think of a simple buffer as a storage place in computer memory, where
buffer sizeequals the number of updates multiplied by the number of ports.
A circular buffer differs from a simple buffer only in the way your program
places the data into it and retrieves data from it. A circular buffer fills

with data the same as a simple buffer, but when it gets to the end of the
buffer LabVIEW returns to the beginning of the buffer and fills up the
same buffer again. You should use simple-buffered handshaking when
you have a predetermined number of values to acquire or generate. Use
circular-buffered handshaking when you want to acquire or generate data
continuously.
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Simple Buffered Examples

The block diagram in Figure 17-5 uses the Intermediate VIs to perform
pattern generation using the DIO-32 Series devices. An example VI
included with LabVIEW similar to the diagram below is the Digital
Buffered Handshaking VI, found labview\examples\dag\

digital\digio.llb . Notice theport list contains more than one port
number, which means the ports are grouped together.

humber of updates (1000

I32 I

e

[

-

dEVICe 1 132 (3] 1 oIo [ |~ pIO0 — p1o_ |— .0IO
T — white | L] sThRt walr [ | cleke @
o lis oy 1 NRR—
: - = P =y T n’;m'l_r. mF'n.n Fve) .
i

direction=outpu
[handzhake source [1:intemal |ILI|—‘

clock frequency
1000 updates/sec

Figure 17-5. Pattern Generation Using the DI0-32 Series Devices

The For Loop generates the digital data to output. The amount of data
generated equals the number of ports inpibre list multiplied by the
number of updates Thedirection input specifies whether the ports

are configured for input or output. The DIO Wait VI waits until the digital
buffered input or output operation completes before returning to the
main VI. The DIO Clear VI halts any transfers and clears the group port
configuration. If you want an external source to supply the handshaking
signals, you can specify tiandshake sourcdo be an external signal
entering through the 1/0 connectdrapdshake source= 2 which is the
default value) or the RTSI connecttiafdshake source= 3). You only
need to use thelock frequencyif you are performing pattern generation
(having an internal handshake source).
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For DAQ devices other than the DIO-32 Series devices, you can use a VI
similar to the one above to output digital data. The main difference is that
you use an Advanced Digital VI, DIO Buffer Control, instead of the

DIO Start VI, as shown in Figure 17-6. You should use the DIO Buffer
Control VI because the DIO Start VI contains Digital Clock Config and
Digital Mode Config VIs that work only with the DIO-32 Series devices.
You do not need to use thlandshake sourceandclock frequencyinputs,
because of the external handshaking signal source.

rumber of updates (1000
132

=]

* fom ]

device [1]j1sz
oIn —l— oIc +——ABufferl— pIo_ |— .PIOD
T L comFie WRITE Lo ie M wlT | | cLEAR
Py E—
pont A 12 = 0 2 || B ] '°'==|=='n.n Pt .
directioh=output).

=1 &

Figure 17-6. Pattern Generation Using DAQ Devices
(Other Than DI0-32 Series Devices)

Reading information is similar to writing data when using digital
handshaking. In the example shown in Figure 17-7, the VI is reading data
into the DIO-32 Series devices while using external handshaking. For

the DIO-32 Series devices, the DIO Config VI can set or change the
handshaking mode, for instance whether you trigger digital communication
on an edge or at a certain level.

# of uédate&
I3z}

device direction=ingut
handshake source
FE, !
ot iz

TIT | T1n IO [ 510 ]
Tabe] CONFIG ] sk - \—rwm'&)— clERr
e P s [Cly e I | =2
dire ctior=input
10 [usa]
clock frequenc time: limnit| port data read

S0a
handshaking mode parameters|

Figure 17-7. Reading Data with the Digital VIs Using Digital Handshaking
(D10-32 Series Devices)
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For the other devices that support digital handshaking, the example would
be the same as above excepttardshaking modenput would be deleted
from the DIO Config VI and the DIO Start VI would be replaced with the
DIO Buffer Control VI. Also, you do not need thandshake source
andclock frequencyinputs for most devices, because of the external
handshaking signal source. Figure 17-8 shows the VI used for all

DAQ devices other than the DIO-32 Series.

# of ul_gdates
T332 |
device directioh=input
410 Start
[o0: Star]
art list]
Tl e [T Butfen — feid i [ clihe
. i 'S i I AT
direction=input
[us]
tirme limit port data read

Figure 17-8. Reading Data with the Digital Vs Using Digital Handshaking

Circular-Buffered Examples

Circular-buffered handshaking is similar to simple-buffered handshaking
in that both types of handshaking place data in a buffer; however, a circular
buffer application returns to the beginning of the buffer when it reaches the
end, and fills the same buffer again.

Note Remember that circular-buffered handshaking works only on the AT-DIO-32F
and DIO-32HS devices.
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Figure 17-9 shows an example of a circular-buffered application. In this
example, you are reading or writing digital values continually until you stop
the VI or an error occurs. In order to create a circular buffer, you must create
a buffer that is at least twice as large as the number of scans/updates you
want to read at a time. You can have an internal or exteanalshake

source If yourhandshake sources internal, remember to specify the rate

at which you read values with thiack frequency Scan backlogspecifies

how many values are left in the buffer after you read.itumber read

input indicates the total number of values that have been read from the
buffer because the VI started executing.

umber of scans/updates [buifer size]]
[132 ]|

device
— rumber read
handshake source|
| r;-\ |

1 1"
0 = zcan backlo P
tark =z
[ve]
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clock frequenc hurber of scans to 1ead E)
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Figure 17-9. Digital Handshaking Using a Circular Buffer

Digital handshaking, whether non-buffered or buffered, inputs or outputs
digital patterns only after your computer receives a digital pulse. Not all
DAQ devices support digital handshaking. The DIO-32 Series devices
have internal as well as external handshaking signals and support
circular-buffered 1/0. Other DAQ devices that support handshaking accept
only external handshaking signals. You should use digital handshaking
when you need to generate or retrieve a digital pattern after a digital event,
or pulse, is detected.

LabVIEW Data Acquisition Basics Manual 17-10 © National Instruments Corporation



Part V

SCXI—Getting Your Signals
in Great Condition

This section contains basic information about setting up and using
SCXI modules with your data acquisition application, special
programming considerations, common SCXI applications, and
calibration information.

Part V, SCXI—Getting Your Signals in Great Conditi@ontains the
following chapters:

*  Chapter 18Things You Should Know about SCitludes basic
concepts on how to use SCXI modules with LabVIEW for data
acquisition.

* Chapter 19Hardware and Software Setup for Your SCXI System
explains how to set up your SCXI hardware to work with data
acquisition in LabVIEW.

» Chapter 20Special Programming Considerations for SCaéscribes
special programming considerations for SCXI in LabVIEW which
include channel addressing, gains (limit settings), and settling time.

* Chapter 21Common SCXI Applicationsover example VIs for
analog input, analog output, and digital SCXI module.

» Chapter 22SCXI Calibration—Increasing Signal Measurement
Precision teaches you how to calibrate SCXI modules and shows you
where LabVIEW stores your calibration constants.



Things You Should Know
about SCXI

Signal Conditioning eXtensions for Instrumentatf&&XI) is a
highly-expandable signal conditioning system. The next few chapters
describe the basic concepts of signal conditioning, the setup procedure for
SCXI hardware, the hardware operating modes, the procedure for software
installation and configuration, the special programming considerations for
SCXIin LabVIEW, and some common SCXI applications.

Note For a better understanding of signal conditioning concepts, the chapters in
Part Vrefer to SCXI. However, the concepts and techniques discussed in these
chapters also apply to VME eXtension for Instrumentation Signal Conditioning
(VXI-SC).

What Is Signal Conditioning?

Electrical signals can be generated by transducers to measure physical
phenomena, such as temperature, force, sound, or light. Table 18-1 lists
some common transducers.

Table 18-1. Phenomena and Transducers

Phenomena Transducer

Temperature Thermocouples

Resistance temperature detectors (RTDs)
Thermistors

Integrated circuit sensor

Light Vacuum tube photosensors
Photoconductive cells

Sound Microphone

Force and pressure | Strain gauges
Piezoelectric transducers
Load cells
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Table 18-1. Phenomena and Transducers (Continued)

Phenomena Transducer
Position Potentiometers
(displacement) Linear voltage differential transformer
(LVDT)

Optical encoder

Fluid flow Head meters
Rotational flowmeters
Ultrasonic flowmeters

pH pH electrodes

To measure signals from transducers, you must convert them into a form
that a data acquisition (DAQ) device can accept. For example, the output
voltage of most thermocouples is very small and susceptible to noise.
Therefore, you may need to amplify and/or filter the thermocouple output
before digitizing it. The manipulation of signals to prepare them for
digitizing is calledsignal conditioning The following are some common
types of signal conditioning.

L]

L]

Amplification
Isolation

Filtering

Transducer excitation
Linearization

Figure 18-1 shows some common types of transducers/signals and the
required signal conditioning for each.
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Transducers/Signals Signal Conditioning

Amplification, Linearization, and
Cold-Junction Compensation

Thermocouples >

Current Excitation, Four Wire
RTDs P and Three Wire Configuration,
Linearization

Voltage Excitation Bridge
Configuration, and Linearization

Strain Gauges >

Common Mode Isolation Amplifiers
or High Voltages (Optical Isolation)

v

Loads Requiring AC Switching | »| Electromechanical Relays
or Large Current Flow - or Solid-State Relays

Signals with High
Frequency Noise

Lowpass Filters

\ 4

Figure 18-1. Common Types of Transducers/Signals and Signal Conditioning

Amplification

The most common type of signal conditioningumplification The two
advantages to amplifying electrical signals are that it improves the accuracy
of the resulting digitized signal and that it reduces noise.

For the highest possible accuracy, amplify the signal so the maximum
voltage swing equals the maximum input range of the analog-to-digital
converter (ADC) (otherwise known as a digitizer). Your system should
amplify low-level signals at the DAQ device or at the SCXI module located
nearest to the signal source, as shown in Figure 18-2.

Noise

Instrumentaion
Amplifier

‘l- MUX
Lead Wires |_ — ADC

Low-Level Signal

External
Amplifier DAQ Board

Figure 18-2. Amplifying Signals near the Source to Increase Signal-to-Noise Ratio
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Note You can minimize noise that lead wires pick up by using shielded cables or a
twisted pair of cables, and by minimizing wire length. Also, keeping signal wires
away from AC power cables and monitors will help reduce 50 Hz or 60 Hz noise.

If you amplify the signal at the DAQ device, the signal is measured and
digitized with noise that may have entered the lead wires. However if you
amplify the signal close to the signal source with an SCXI module, noise
has a less destructive effect on the signal. In other words, the digitized
representation is a better reflection of the original low-level signal. For
more information, consukpplication Note 025, Field Wiring and Noise
Considerations for Analog Signalou can access this note from the

NI Fax-on-Demand system as well as the BBS, World Wide Web, or

FTP site, the numbers for which are located in the front of this manual.

Isolation

Another common way to use SCXI is to isolate the transducer signals from
the computer for safety purposes. When the signal being monitored
contains large voltage spikes that could damage the computer or harm the
operator, you should not directly connect the signal to a DAQ device
without some type of isolation. Another reason for isolation is to make sure
that the measurements from the DAQ device are not affected by differences
in ground potentials. When the DAQ device and the signal are not
referenced to the same ground potential, a ground loop may occur. Ground
loops can cause an inaccurate representation of the measured signal. If the
potential difference between the signal ground and the DAQ device ground
is large, then damage may even occur to the measuring system. Using
isolated SCXI modules will eliminate the ground loop and ensure that the
signals are accurately measured.

Filtering

Signal conditioning systems can filter unwanted signals or noise from the
signal you are trying to measure. You can use a noise filter on low-rate
(or slowly-changing) signals, like temperature, to eliminate
higher-frequency signals that can reduce the accuracy of the digitized
signal. A common use of a filter is to eliminate the noise from a 60 Hz

AC power line. A lowpass filter of 4 Hz, which exists on several SCXI
modules, is suitable for removing the 60 Hz AC noise from signals sampled
at low rates. A lowpass filter eliminates all signal frequency components
above the cutoff frequency. The SCXI-1141 module has lowpass filters that
have software-selectable cutoff frequencies from 10 Hz to 25 kHz.
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Transducer Excitation

Linearization

Signal conditioning systems can generate excitation for some transducers.
Strain gauges and RTDs require external voltage and currents, respectively,
to excite their circuitry into measuring physical phenomena. This type of
excitation is similar to a radio which needs power to receive and decode
audio signals. Some plug-in DAQ devices and SCXI modules, including
the SCXI-1121 and SCXI-1122 modules, provide the necessary excitation
for transducers.

Many transducers, such as thermocouples, have a nonlinear response to
changes in the physical phenomena being measured. LabVIEW can
linearize the voltage levels from transducers, so the voltages can be scaled
to the measured phenomena. LabVIEW provides simple scaling functions
to convert voltages from strain gauges, RTDs, thermocouples, and
thermistors.

For specific information about the VIs you can use with your SCXI module
in LabVIEW, refer to Chapter 2@alibration and Configuration Vidn
theLabVIEW Function and VI Reference Manwalrefer to the LabVIEW
Online Referenceby selectingHelp»Online Reference. ..
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SCXI hardware provides signal conditioning close to the signal source and
increases the number of analog and digital signals that can be analyzed by
a data acquisition (DAQ) device. With PC compatible computers, SCXI
can be configured in two ways—a front-end signal conditioning system for
plug-in DAQ devices, or an external data acquisition and control system.
Furthermore, when SCXI is configured as an external data acquisition and
control system, it can be connected to the computer’s parallel port using an
SCXI-1200, or the computer’s serial port using either an SCXI-2000
remote chassis or an SCXI-2400 remote communications module in an
SCXI-100x chassis. For Macintosh computers, SCXI hardware can only be
used as a front-end signal conditioning system for plug-in DAQ devices.
Figure 19-1 demonstrates these configurations.

PC Plug-In
DAQ Board
il

SCXI Signal
Conditioning
Modules

SCXI Signal
Conditioning and
DAQ Modules

SCXI-1200 12-Bit Data
Acquisition and Control Module

External Data Acquisition and Control System

Figure 19-1. SCXI System
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Hardware and Software Setup for Your SCXI System

Figure 19-2 shows the components of an SCXI system. An SCXI system
consists of an SCXI chassis that houses signal conditioning modules,
terminal blocks that plug directly into the front of the modules, and a cable
assembly that connects the SCXI system to a plug-in DAQ device or the
parallel or serial port of a computer. If you are using SCXI as an external
DAQ system where there are no plug-in DAQ devices, you can use the
SCXI-1200 module, which is a multifunction analog, digital, and timing
I/0 (counters) module. The SCXI-1200 can control several SCXI signal
conditioning modules installed in the same chassis. The functionality of the
SCXI-1200 module is similar to the plug-in 1200 series devices.

Signal SCXI Chassis SCXI Plug-in Personal Computer
Conditioning Cable Assembly DAQ Board
and/or (or Parallel Port (Optional)
Data Acquisition Cable)

Modules

Figure 19-2. Components of an SCXI System

Refer to the SCXI tables in Appendix Bardware Capabilitiesof the
LabVIEW Function and VI Reference Manual tables containing
specifications for all the SCXI modules, or refer to the LabVIiGWine
Referenceby selectingHelp»Online Reference... This appendix also
includes a list of all the SCXI modules and the compatible terminal blocks.

How do you connect the transducers to the SCXI modules? How do you set
the jumpers on the SCXI modules before they are placed in the chassis? For
information on how to set up each module and transducer, consult your
hardware user manuals and @®etting Started with SCXhanual.

How do you transfer data from the SCXI chassis to the DAQ device or
parallel or serial port? Figure 19-3 shows a diagram of an SCXI chassis.
When you use SCXI as a front-end signal conditioning system, the analog
and digital bus backplane, also known as the SCXIbus, transfers analog
and/or digital data to the DAQ device. Some of the analog and digital lines
on the DAQ device are reserved for SCXI chassis communication. To find
out which lines are reserved on your device, refer to the tables in
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Appendix B,Hardware Capabilitiesin theLabVIEW Function and VI
Reference Manuabr refer to the LabVIEV®Dnline Referencdy selecting
Help»Online Reference...

Conditioned Signals to
DAQ Board or

/ Parallel Port

Analog and Digital
Bus Backplane

v

Unconditioned Signals
from Transducers

Figure 19-3. SCXI Chassis

When you use SCXI as an external DAQ system, only some of the digital
I/0 lines of the DAQ device are reserved for SCXI chassis communication
when other modules are present. The DAQ device digitizes any analog
input data and transfers it back to the computer through the parallel or
serial port.

Note When using Remote SCXI, be aware of the sampling rate limitations due to the
fact that the data is sent over the serial port. To reduce delays in serial port
communication, National Instruments recommends that you use the fastest baud
rate possible for your computer’s serial port. If you have a 16550 or compatible
universal asynchronous receiver-transceiver (UART), you can use baud rates up
to 57,600 baud. If you have an 8250 or compatible UART, you can only use up to
19,200 baud.
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SCXI Operating Modes

Note

The SCXI operating mode determines the way that DAQ devices

access signals. There are two basic operating modes for SCXI modules,
multiplexed and parallel. You designate the mode irofiezating mode

input in the configuration utility. Also, you may have to set up jumpers on
the module for the correct operating mode. Check your SCXI module user
manual for more information.

National Instruments recommends that you use the multiplexed mode for most
purposes.

Multiplexed Mode for Analog Input Modules

Note

Note

When an analog input module operates in multiplexed mode, all of its
input channels are multiplexed to one module output. When you cable a
DAQ device to a multiplexed analog input module, the DAQ device has
access to that module's multiplexed output, as well as all other modules
in the chassis through the SCXIbus. The analog input VIs route the
multiplexed analog signals on the SCXIlbus for you transparently. So, if
you operate all modules in the chassis in multiplexed mode, you only need
to cable one of the modules directly to the DAQ device.

MIO/AI devices, and Lab-PC+ and 1200 devices support multiple-channel and
multiple-scan acquisitions in multiplexed mode. The Lab-NB and Lab-LC,
LPM devices, and DAQCard-700 support only single-channel or single-scan
acquisitions in multiplexed mode.

When you cable a DAQ device to a multiplexed module, the multiplexed
output of the module (and all other multiplexed modules in the chassis)
appears at analog input channel 0 of the DAQ device by default.

Multiplexed Mode for the SCXI-1200 (Windows)

In multiplexed mode, the SCXI-1200 can access the analog signals on the
SCXI bus. The DAQ Vs can multiplex the channels of analog input
modules and send them on the SCXI bus.This means that if you configure
the SCXI-1200 for multiplexed mode, you can read the multiplexed output
from other SCXI analog input modules in the chassis.

The SCXI-1200 only reads analog input module channels configured in
multiplexed mode, not in parallel mode.
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Make sure that you change the jumper in the SCXI-1200 to the ground
position to connect the SCXI-1200 and SCXIbus grounds together. Refer to
the SCXI-1200 User Manudbr more details.

Multiplexed Mode for Analog Output Modules

Because LabVIEW communicates with the multiplexed modules over the
SCXlbus backplane, you must only cable one multiplexed module in each
chassis to a DAQ device to communicate with any multiplexed modules in
the chassis.

Multiplexed Mode for Digital and Relay Modules

Multiplexed mode is referred to asrial moddn the digital and relay

module hardware manuals. When you operate your digital or relay module
in multiplexed mode, LabVIEW communicates the module channel states
serially over the SCXlbus backplane.

Parallel Mode for Analog Input Modules

When an analog input module operates in parallel mode, the module
sends each of its channels directly to a separate analog input channel of the
DAQ device cabled to the module. Yoannotmultiplex parallel outputs

of a module on the SCXIbus. You must cable a DAQ device directly to a
module in parallel mode to access its input channels. In this configuration,
the number of channels available on the DAQ device limits the total
number of analog input channels. In some cases, however, you can cable
more than one DAQ device to separate modules in an SCXI chassis. For
example, you can use two NB-MIO-16X or AT-MIO-16E-2 devices
operating in parallel mode and cable each one to a separate SCXI-1120
module in the chassis. For more information on how to configure the cabled
device, refer to the NI-DAQ Configuration Utility Online Help file in
Windows, or thénstalling and Configuring Your SCXI Chassiction in
Chapter 2)nstalling and Configuring Your Data Acquisition Hardware

for the Macintosh.

By default, when a module operates in parallel mode, the module sends its
channel 0 output to differential analog input channel 0 of the DAQ device,
the channel 1 output to analog input channel 1 of the DAQ device, and

So on.
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When you use the analog input VIs, specify the correct onboard channel for
each parallel SCXI channel. If you are using a range of SCXI channels,
LabVIEW assumes the onboard channel numbers match the SCXI channel
numbers. Refer to tieCXI Channel Addressirggction in Chapter 20,
Special Programming Considerations for SCir the proper SCXI

channel syntax.

Parallel Mode for the SCXI-1200 (Windows)

In parallel mode, the SCXI-1200 reads only its own analog input channels.
The SCXI-1200 does not have access to the analog bus on the SCXI
backplane in parallel mode. You should use parallel mode if you are not
using other SCXI analog input modules in the chassis with the SCXI-1200.

Parallel Mode for Digital Modules

When you operate a digital module in parallel mode, the digital lines on
your DAQ device directly drive the individual digital channels on your
SCXI module. You must cable a DAQ device directly to every module
operated in parallel mode.

You may want to use parallel mode instead of multiplexed mode for faster
updating or reading of the SCXI digital channels. For the fastest
performance in parallel mode, you can use the appropriate onboard port
numbers instead of the SCXI channel string syntax in the digital VIs. Refer
to the hardware tables in AppendixiBardware Capabilitiesin the

LabVIEW Function and VI Reference Manta@l the digital ports used in
parallel mode on each DAQ device, or refer to the LabVIiBhline
Referencgby selectingHelp»Online Reference...

Note If you are using a DIO-96, an AT-MIO-16D, or an AT-MIO-16DE-10 device, you
can also operate a digital module in parallel mode using the digital ports on the
second half of the NB5 or R1005050 ribbon cable (lines-800). Therefore, the
DIO-96 can operate two digital modules in parallel mode, one module using the
first half of the ribbon cable (lines £50), and another module using the second
half of the ribbon cable (lines 53100).

SCXI Software Installation and Configuration

After you assemble your SCXI system, you must run the configuration
utility to enter your SCXI configuration. LabVIEW needs the configuration
information to program your SCXI system correctly. Refer to Chapter 2,
Installing and Configuring Your Data Acquisition Hardware
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Considerations for SCXI

When you want LabVIEW to acquire data from SCXI analog input
channels, you use the analog input Vs in the same way that you acquire
data from onboard channels. You also read and write to your SCXI relays
and digital channels using the digital VIs in the same way that you read and
write to onboard digital channels. You can write voltages to your SCXI
analog output channels using the analog output VIs. The following sections
describe special programming considerations for SCXI in LabVIEW which
include channel addressing, gains (limit settings), and settling time.

Note This chapter does not apply if you use the DAQ Channel Wizard to configure
your channels. If you use the DAQ Channel Wizard, you address SCXI
channels the same way you address on-board channels—by specifying the
channel name(s). LabVIEW configures your hardware by selecting the best
input limits and gain for the named channel based on the channel
configuration. For more information about using the DAQ Channel Wizard to
configure your channels, see theéonfiguring Your Channels in NI-DAQ 5.x, 6.0
section of Chapter 2nstalling and Configuring Your Data Acquisition Hardware
For more information about using channel names, refer to tB@annel Name
Addressingsection of Chapter 3Basic LabVIEW Data Acquisition Concepts

SCXI Channel Addressing

If you operate a module in parallel mode, you can specify an SCXI channel
either by specifying the corresponding onboard channels or by using the
SCXI channel syntax described in this section. If you operate the modules
in multiplexed mode, you must use the SCXI channel syntax.

An SCXI channel number has four parts: the onboard channel (optional),
the chassis ID, the module nhumber, and the module channel.

In the following table of examples,is any chassis 1B, is any module
numbera is any module channel, abds any module channel greater
thana. z is the onboard channel from which the conditioned data is
retrieved. If you operate in multiplexed mode, analog input channel O reads
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the data from the first cabled chassis. If you use VXI-SC submodules,
LabVIEW ignores the onboard channel, since VXI-DAQ provides a special
channel for retrieving data from submodules.

Channel List Element Channel Specified

OBz!SCx!MDy'a Channeh on the module in slat of the
chassis with 1Dx is multiplexed into
onboard channel.

OBz!SCx!MDy'a:b Channelsa throughb inclusive on the
module in sloy of the chassis with IR
are multiplexed into onboard channel

Thechannelinput for DAQ VIs is either a string (with the Easy I/0O VIs)

or an array of strings. Each string value can only list the channels for one
module. With the array structure for channel values, you can list the
channels for several modules. In other words for one scanning operation,
you can scan several modules. You can scan an arbitrary number of
channels for each module, but the channels of each module must be
scanned in consecutive, ascending order.

Note You do not need the SCXI channel string syntax to access channels on the
SCXI-1200 module. Use for channel 0,1 for channel 1, and so on. The
SCXI-1200 module is identified by its logical device number.

Note When you connect any type of SCXI module to a DAQ device, certain analog input
and digital lines on the DAQ device are reserved for SCXI control. On MIO Series
devices, lines 0, 1, and 2 are unavailable. On MIO-E Series devices, lines 0, 1, 2,
and 4 are unavailable. For more channel information refer to the LabVIEW
Online Referengeby selectingHelp»Online Reference...

For the fastest performance in parallel mode on digital modules, you can
use the appropriate onboard port numbers instead of the SCXI channel
string syntax in the digital Vis.
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SCXI Gains

SCXI modules provide higher analog input gains than those available on
most DAQ plug-in devices.

Note Before reading this section, you should have already readLtimeit Settings
section in Chapter 3Basic LabVIEW Data Acquisition Concepts

Enter the gain jumper settings in the NI-DAQ Configuration utility for each
channel on each module with jumpered gains. LabVIEW stores these gain
settings and uses them to scale the input data. When you usguthe

limits control of the analog input VIs, LabVIEW chooses onboard gains
that complement the jumpered SCXI gains to achieve the given input limits
as closely as possible.

For analog input modules with programmable gains, LabVIEW uses the
gain setting you enter in the NI-DAQ Configuration utility for each module
as thedefault gainfor that module. LabVIEW uses the default gain for the
module whenever you leave tmput limits terminal to the analog input
VIs unwired, or if you ente® for your upper and lower input limits.

You can experiment with the default gain setting by using the original
Getting Started Analog Input VI found labview\examples\dag\

run_me.llb . This VI does not use input limits. After you execute the VI,
you can open the NI-DAQ Configuration utility while LabVIEW is open

and change the default gain setting there. Be sure to save your changes by
choosingrile»Save(for the NI-DAQ 4.8x, save changes by closing the

utility) before switching back to LabVIEW to run the VI again. Remember
that the larger the gain setting, the more precise your measurements will be
as long as the signal is within the resulting range of the channel.

When you use thieput limits to specify non-zero limits for a module with
programmable gains, LabVIEW chooses the most appropriate SCXI gain
for the given limits. LabVIEW selects the highest SCXI gain possible for
the given limits, and then selects additional DAQ device gain if necessary.

If your module has programmable gains and only one gain for all channels
and you are using an MIO/AIl DAQ device, you can specify different input
limits for channels on the same module by splitting up your channel range
over multiple elements of the channel array, and using a different set

of input limits for each element. LabVIEW selects one module gain
suitable for all of the input limits for that module, then chooses different
MIO/AI gains to achieve the different input limits. The last three examples
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in Table 20-1 illustrate this method. The last example shows a channel list
with two modules.

Table 20-1. SCXI-1100 Channel Arrays, Input Limits Arrays, and Gains

LabVIEW LabVIEW
Array SCXI-1100 Input Limits Selected Selected
Index Channel List Array Array SCXI Gain | MIO/AI Gain
0 obO!sc1!md1!0:7 —0.011t0 0.01 1000 1
0 obO!sc1!md1!0:7 —0.001 to 0.001 2000 51
0 sclimd1!0:7 —0.001 to 0.001 2000 1
0 ob0!sc1!md1!0:3 -0.1t00.1 100 1
1 ob0O!sc1!md1!4:15 —0.01t0 0.01 100 10
0 ob0O!sc1!md1!0:15 —0.01t0 0.01 10 10¢
1 ob0!sc1!md1!16:31 -1.0t0 1.0 10 1
0 ob0!sc1!md1!0:3 -1.0t0 1.0 10 1
1 obO!sc1!md1!4:15 -0.1t00.1 10 10
2 obO!sc1!md2!0:7 —0.011t0 0.01 1000 1

1Applies if the MIO/AI device supports a gain of 5 (some MIO/AI devices do not).

2This case forces a smaller gain at the SCXI module than at the MIO/Al device, because the input limits for the next channel
range on the module require a small SCXI gain. This type of gain distribution is not recommended because it defeats the
purpose of providing amplification for small signals at the SCXI module. The small input signals are only amplified by

a factor of 10 before they are sent over the ribbon cable, where they are very susceptible to noise. To use the optimum
gain distribution for each set of input signals, do not mix very small input signals with larger input signals on the same
SCXI-1100 module, unless you are sampling them at different times.
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You can open the advanced VI, Al Hardware Config, to see the gain
selection. After running this VI, thgroup channel settingscluster array

at the right side of the panel shows the settings for each channelaifihe
indicator displays the total gain for the channel, which is the product of the
SCXI gain and the DAQ device gain, and the actual limit settings. The
group channel settingscluster array also shows the input limits for each
channel.

LabVIEW always scales the input data as you specified, unless you select
binary data only. Therefore, the gains are transparent to the application.
You can specify the input signal limits and let LabVIEW do the rest.
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SCXI Settling Time

The filter and gain settings of your SCXI modules affect the settling time
of the SCXI amplifiers and multiplexers. You should always enter your
jumpered filter settings and your jumpered gain settings (if applicable) in
the configuration utility. LabVIEW uses the gain and filter settings to
determine a safe interchannel delay that allows the SCXI amplifiers and
multiplexers to settle between channel switching before sampling the next
channel.

LabVIEW calculates the delay for you. If you set a scan rate that is too fast
to allow for the default interchannel delay, LabVIEW shrinks the
interchannel delay and returns a warning from the Al Start or Al Control
VIs. You can refer to your hardware manuals for SCXI settling times.

You can open the advanced-level Al Clock Config VI to retrieve the
channel clock selection. Set twaich clock control tochannel clock 1
and set thelock frequencyto -1.00 (no change). Now run the VI. The
actual clock rate specificationcluster is on the right side of the panel.
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Now that you have your SCXI system set up and you are aware of the
special SCXI programming considerations, you should learn about some
common SCXI applications. This section will cover example VIs for

analog input, analog output, and digital modules. For analog input, you will
learn how to measure temperature (with thermocouples and RTDs) and
strain (with strain gauges) using the SCXI-1100, SCXI-1102, SCXI-1121,
SCXI-1122, and SCXI-1141 modules. If you are not measuring
temperature or pressure, you can still gain basic conceptual information on
how to measure voltages with an analog input module. Read these sections
and then apply the information to measuring your transducer.

Another analog input module, the SCXI-1140, is a simultaneous sampling
module. All the channels acquire voltages at the same time, which means
you can preserve interchannel phase relationships. After all channel
voltages are sampled by going into hold mode, the software will read one
channel at a time. When a scan of channels is done, the SCXI-1140 module
returns to track mode until the next scan period. Both of these operations
are performed by the analog input VIs. You can use any of the data
acquisition (DAQ) VIs, located in thabview\examples\dag\

anlogin\anlogin.lib, or the Getting Started Analog Input VI, found

in labview\examples\dag\run_me.lIb , to acquire data from the
SCXI-1140 module.

For analog output, you will learn how to output voltage or current values
using the SCXI-1124 module. For digital I/O, you will learn how to input
values on the SCXI-1162/1162HV modules and output values on the
SCXI-1160, SCXI-1161, and SCXI-1163/1163R modules.
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Analog Input Applications for
Measuring Temperature and Pressure

Note

Two common transducers for measuring temperature are thermocouples
and RTDs. A common transducer for measuring pressure is strain gauges.
Read the following sections on special measuring considerations needed
for each transducer.

If you use the DAQ Channel Wizard to configure your analog input
channels, you can simplify the programming needed to measure your
channels. This section describes methods of measuring data using named
channels configured in the DAQ Channel Wizard and using the
conventional method.

For more information about using the DAQ Channel Wizard to configure your
channels, refer to th&Configuring Your Channels in NI-DAQ 5.x, &éction of
Chapter 2 Installing and Configuring Your Data Acquisition HardwaFe®r more
information about using channel names, refer to ti@&hannel Name Addressing
section of Chapter 3Basic LabVIEW Data Acquisition Concepts

Measuring Temperature with Thermocouples

If you want to measure the temperature of the environment, you can use the
temperature sensors in the terminal blocks. But if you want to measure the
temperature of an object away from the SCXI chassis, you must use a
transducer, like a thermocouple thfermocouplés a junction of two

dissimilar metals that gives varying voltages based on the temperature.
However, when using thermocouples, you need to compensate for the
thermocouple voltages produced at the screw terminal because the junction
with the screw terminals itself forms another thermocouple. You can use
the resulting voltage from the temperature sensor on the terminal block for
cold-junction compensation. The cold-junction compensation voltage is
used when linearizing voltage readings from thermocouples into
temperature values.

The SCXI modules used to measure temperature in this section are
SCXI-1100, SCXI-1102, SCXI-1120, SCXI-1120D, SCXI-1121,
SCXI-1122, and SCXI-1141. All of the terminal blocks used with these
modules have temperature sensors which can be used as cold-junction
compensation.
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In addition, the SCXI-1100, SCXI-1141, and SCXI-1122 offer a way for
you to ground the module amplifier inputs so you can read the amplifier
offset. You can subtract the amplifier offset value to determine the actual
voltages. For more information on temperature sensors and amplifier
offsets, continue on to the following two sections.

Temperature Sensors for
Cold-Junction Compensation

The temperature sensors in the terminal blocks for the analog input
modules can be used for cold-junction compensation. If you are operating
your SCXI modules in multiplexed mode as recommended, you should
leave the cold-junction sensor jumper on the terminal block imtéep
(factory default) position. If you are using parallel mode, you can use the
dtemp jumper setting.

Note The SCXI-1102 only uses thgtemp string in multiplexed mode.

To read the temperature sensor, use the standard SCXI string syntax in the
channelsarray withmtemp substituted for the channel number, as shown
in the following table.

Channel List Element Channel Specified

obO!scx!mdy!mtemp The temperature sensor configured in
mtemp mode on the multiplexed module
in sloty of the chassis with IR.

ob0!scx!mdy!cjtemp The temperature sensor configured in
citemp mode on the multiplexed modul
of the SCXI-1102 in slog of the chassis
with ID x.

D
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If you want to read the cold-junction temperature sensgdteinp mode,
you can read the following onboard channels for these modules.

Modules Channel

SCXI-1100 1

SCXI-1120/SCXI-1120 | 15 (use referenced single-ended mode)
SCXI-1121 4
SCXI-1122 1

For example, you can run the Getting Started Analog Input VI, found in
labview\examples\dag\run_me.llb , with the channel string
obO!scl!mdl!mtemp toread the temperature sensor on the terminal block
that is connected to the module in slot 1 of SCXI chassis 1.

SCXI terminal blocks have two different kinds of sensors: an Integrated
Circuit (IC) sensor or a thermistor. For terminal blocks that have IC sensors,
such as the SCXI-1300 and the SCXI-1320, you can multiply the voltage
read from the IC sensor by 100 to get the ambient temperature in degrees
Centigrade at the terminal block. For terminal blocks that have thermistors,
such as the SCXI-1303, SCXI-1322, SCXI-1327, and SCXI-1328, use the
Thermistor Conversion VI frorRunctions»Data Acquisition»Signal
Conditioning to convert the raw voltage data into units of temperature.

You cannot sample other SCXI channels from the same module while you
are sampling thentemp sensor. However, if you are in parallel mode, you
can sample thétemp sensor along with other channels on the same
module at the same time because you are not performing any multiplexing
on the SCXI module. You also can sampledjmmp sensor along with
other channels on the SCXI-1102, biigmp must be the first channel in

the channel list.

For greater accuracy, take several readings from the temperature sensor and
average those readings to yield one value. If you do not want to average
several readings, take a single reading using the Easy Analog Input VI, Al
Sample Channel.

For more information, look at the SCXI Thermocouple example Vs, found
in labview\examples\dag\scxi\scxi_ai.llb . These VIs use the
mtemp string to read the temperature sensor and use the reading for
thermocouple cold junction compensation.
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Amplifier Offset

The SCXI-1100, SCXI-1122, and SCXI-1141 have a special calibration
feature that enables LabVIEW to ground the module amplifier inputs so
that you can read the amplifier offset. For the other SCXI analog input
modules, you must physically wire your terminals to ground. The measured
amplifier offset is for the entire signal path including the SCXI module and
the DAQ device.

To read the grounded amplifier on the SCXI-1100 or SCXI-1122, use the
standard SCXI string syntax in thlkannelsarray withcalgnd substituted
for the channel number. Refer to the following table for an example of this.

Channel List Element Channel Specified

ob0!scx!mdy!calgnd (SCXI-1100 and SCXI-1122 only)
The grounded amplifier of the modul
in sloty of the chassis with IR.

4]

For example, you can run the Getting Started Analog Input VI, found

in thelabview\examples\dag\run_me.llb , with the channel string
ob0!sc1!mdi!calgnd to read the grounded amplifier of the module in
slot 1 of SCXI chassis 1. The voltage reading should be very close to 0 V.
The Al Start VI grounds the amplifier before starting the acquisition, and
the Al Clear VI removes the grounds from the amplifier after the
acquisition completes.

The SCXI-1141 has a separate amplifier for each channel, so you must
specify the channel number when you ground the amplifier. To specify the
channel number, attach the channel number to the end of thecatging) .

For examplegalgnd2 grounds the amplifier inputs for channel 2 and reads
the offset. You can also specify a range of channels. The sttgngl0:7
grounds the amplifier inputs for channels 0 through 7 and reads the offset
for each amplifier.

Use the Scaling Constant Tuner VI fréfanctions»Data Acquisition»
Signal Conditioning to modify the scaling constants so that LabVIEW
automatically compensates for the amplifier offset when scaling
binary data to voltage. The SCXI-1100 Voltage example, found in
labview\examples\dag\scxi\scxi_ai.llb , shows you a way to use
the Scaling Constant Tuner VI.
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VI Examples

If you use the DAQ Channel Wizard to configure your channels, you

can simplify the programming needed to measure your signal. LabVIEW
configures the hardware with the appropriate input limits and gain, and
performs cold-junction compensation, amplifier offsets, and scaling for

you. To measure a channel using a channel name, you can use the Easy Vs
or the Continuous Transducer VI locatediainview\examples\dag\
solution\transduc.llb , as shown in Figure 21-1. Enter the name of
your configured channel in thehannelsinput. The device input value is

not used by LabVIEW when you use channel names. The acquired data is
in the physical units you specified in the DAQ Channel Wizard.

Current
Fieadings|
[561]

Chaninels
Tabe] Build &rray|  [MEASUREMENT DATA,
. (=+] [se1]

Figure 21-1. Continuous Transducer Measurement VI

The remainder of this section describes how to measure temperature with
the SCXI-1100 and SCXI-112x modules using thermocouples when you do
not use the DAQ Channel Wizard. The temperature examples below use
both cold-junction measurements and amplifier offsets. In SCXI analog
input examples, you cannot set the scaling constants with the Easy Vls
(determined by the amplifier offset). With the Intermediate VIs, you can
change the scaling constants before acquisition begins, while the Advanced
Vls include functions that are not necessary to accurately measure
temperature with SCXI modules. The examples described in this section
use Intermediate VIs along with transducer-specific VIs.

First, you should learn how to measure temperature using the SCXI-1100
with thermocouples. You can use the example SCXI-1100 Thermocouple
VI located inlabview\examples\dag\scxi\scxi_ai.llb . Open the

VI and continue reading this section.

To reduce the noise on the slowly varying signals produced by
thermocouples, you can average the data and then linearize it. For greater
accuracy, you can measure the amplifier offset, which helps scale the data
and lets you eliminate the offset error from your measurement. The
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diagram below shows how you can program the Acquire and Average VI
to measure the amplifier offset. You can find this Wiitib\dag\

zdaqutil.llb . This VI acquires 100 measurements from the amplifier
offset, designated in tldfset channelinput bycalgnd , and then averages
the measurements. When you determine the amplifier offset, you must
always use the same input limits and clock rates that you will be using in
the acquisition. The Acquire and Average VI can measure the amplifier
offset of many modules at once, but in Figure 21-2, it only measures one
module.

— input imits [no change
oo loutput units [binar [=]

Ii6

1 T —
offset channel aquire blnaré_amﬁlmer offsel
obil | sol Lmd | calgnd] | Faui?’gge Tsot]]

=35 e[0T

error ouk

[T32 |

rurnber of zamples
to average for each data point [100)) :L3GL
zCcan rate]

Figure 21-2. Measuring a Single Module with the Acquire and Average VI

After measuring the amplifier offset, measure the temperature sensor for
cold-junction compensation. Both the amplifier offset and cold-junction
measurements should be taken before any thermocouple measurements
are taken. To measure temperature sensors, you use the Acquire and
Average VI. The main differences between the amplifier offset
measurement and temperature sensor measurement are the channel string
and the input limits. If have set the temperature sensateinp mode

(the most common mode), you access the temperature bynusing.

If you have set the temperature sensaftémp mode, you read the
corresponding DAQ device onboard channel. Make sure you use the
temperature sensor input limits which are different from your acquisition
input limits. To read from a temperature sensor based on an IC sensor or
a thermistor, set the input limit range from +2 to -2 V.
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The temperature sensar voltage
will range from 2 to -2
......... Eppl=m
EEJ output units [volts
1i6 | _
cold junction channel laqu e 0ld junction voltage:
[ob0 ! sc1 | mdl | mtemp) L ﬁ < o i@
[abel] [ E3 ] I ==
[132] error out
nurnber of samples
to average for each data point [100]

Figure 21-3. Measuring Temperature Sensors Using the Acquire and Average VI

After determining the average amplifier offset and cold-junction
compensation, you can acquire data using the Intermediate VlIs as shown in
Figure 21-4. This example continually acquires data until an error occurs or
the user stops the execution of the VI. In order to perform continuous,
hardware-timed acquisition, you need to set up a buffer. In this case, the
buffer is 10 times the number of points acquired for each channel. Before
you initiate the acquisition with the Al Start VI, you need to set up the
binary-to-voltage scaling constants by using the Scaling Constant Tuner
VI. This VI, which you can find iffunctions»Data Acquisition»Signal
Conditioning, passes the amplifier offset to the DAQ driver so that
LabVIEW accounts for the amplifier offset as the Al Read VI retrieves the
data. After the compensated voltage data from the Al Read VI is averaged,
the voltage values are converted to temperature and linearized by using the
Convert Thermocouple Reading VIkunctions»Data Acquisition»

Signal Conditioning. After completing the acquisition, remember to

always clear the acquisition by using the Al Clear VI.
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Figure 21-4. Continuously Acquiring Data Using Intermediate VIs

Another temperature acquisition example using the SCXI-1100 module is
SCXI Temperature Monitor VI located igbview\examples\dag\

scxilscxi_ai.llb . This VI continually acquires thermocouple readings
and sets an alarm if the temperature readings go above a user-defined limit.

You can use the SCXI-1100 examples with the SCXI-1122 module.

Both modules have the capability to programmatically measure the
amplifier offsets and both modules need the cold-junction compensation
to linearize thermocouple measurements. The main differences between
the two modules include the type of temperature sensors available on
their terminal blocks and the way module channels are multiplexed. The
SCXI-1100 uses a CMO@ultiplexer, which is capable of fast-channel
multiplexing, whereas the SCXI-1122 uses a electromechanical relay to
switch one of its 16 channels. Because the SCXI-1122 uses a relay, this
module imposes a minimum interchannel delay of 10 ms. Scanning
multiple SCXI-1122 channels many times can quickly wear out the relay.
To avoid this, acquire data from the SCXI-1122 module a single channel
at a time. For further information on reading SCXI-1122 channels, refer to
the SCXI-1122 User Manuabr the SCXI-1122 Voltage example VI in
labview\examples\ dag\scxi\scxi_ai.llb
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If you are measuring temperature with the SCXI-1120 and SCXI-1121
modules, refer to the example VI, SCXI-1120/1121 Thermocouple, located
in labview\examples\dag\scxi\scxi_ai.llb . This VI is similar to

the VI used to measure temperature on the SCXI-1100. Both VIs average
and linearize temperature data using the Intermediate analog input VIs. The
two main differences between the Vis are that the SCXI1-1120/1121 VI does
not measure the amplifier offset, and the input limits for the module and the
temperature sensor are different from the input limits for the SCXI-1100.
The SCXI-1120 and SCXI-1121 modules do not have the internal switch
used to programmatically ground the amplifiers as in the SCXI-1100 for
the amplifier offset measurement. If you want to determine the amplifier
offset, you have to manually wire the amplifier terminals to ground and
use a separate VI to read the offset voltage. You can also manually
calibrate the SCXI-1120 and SCXI-1121 to remove any amplifier offset

on a channel-by-channel basis. Refer to the SCXI-1120 or SCXI-1121
user manuals for specific instructions.

Measuring Temperature with RTDs

Resistance-Temperature Detectors (RTDs) are temperature-sensing
devices whose resistance increase with temperature. They are known for
their accuracy over a wide temperature range. RTDs require current
excitation to produce a measurable voltage. RTDs are available in 2-wire,
3-wire, or 4-wire configuration. The lead wires in the 4-wire configuration
are resistance-matched. If you use a 2-wire or 3-wire RTD, they are
unmatched. Resistance in the lead wires that connect your RTD to the
measuring system will add error to your readings. If you are using lead
lengths greater than 10-feet, you will need to compensate for this lead
resistance. RTDs are also classified by the type of metal they use. The most
common metal is platinum.

For more information about how the lead wires affect

RTD measurements as well as general RTD information, refer to the
Measuring Temperature with RTBpplication note. You can find this note

on the NI Fax-on-Demand system or by accessing the NI BBS, World Wide
Web, or FTP site, the numbers for which are in the front of this manual.

Signal conditioning is needed to interface an RTD to a DAQ device or an
SCXI-1200 module. Signal conditioning required for RTDs include current
excitation for the RTD, amplification of the measured signal, filtering of
the signal to remove unwanted noise, and isolation of the RTD and
monitored system from the host computer. Typically, you would use the
SCXI-1121 module with RTDs because it easily performs all the signal
conditioning listed previously. You must set up the excitation level, gain,
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and filter settings on the SCXI-1121 module with jumpers as well as in
your system’s configuration utility. For information on how to connect and
configure the RTD with the SCXI-1121 module, look at@wsdting Started
with SCXImanual or the RTD application note mentioned previously.

The SC-2042 RTD is a signal conditioning device designed specifically for
RTD measurement and can be used as an alternative to SCXI modules. For
more information, refer to the National Instruments catalog.

You do not have to worry about cold-junction compensation with RTDs
as you do when measuring thermocouples. To build an application in
LabVIEW, you can use the Easy I/O analog input VIs. If you are measuring
multiple transducers on several different channels, you will need to scan
the necessary channels with little overhead. Because the Easy I/O VIs
reconfigure your SCXI module every time your application performs an
acquisition, it is recommended that you use the Intermediate analog
input Vls.

Using the DAQ Channel Wizard to configure your channels can simplify

the programming needed to measure your signal, as shown in Figure 21-5.
LabVIEW configures the hardware with appropriate input limits and gain,
measures the RTD, and scales the measurement for you. Enter the name of
your configured channel in tlehannelsinput parameter. The acquired

data is in the physical units you specify in the DAQ Channel Wizard.

channels

0 meats
. continuous ac
buifer size § 1

o>y B

gcan rate
rnumber of chanss

number of stamples
to average for each
data point [100)

Al
ETRRT
=]

sTOP[EE] 12T
Fao error out

[132]
e ¢

latest [T} [0z ||

temperature data
Temperature
Strip Chart

|

Figure 21-5. Measuring Temperature Using Information from the DAQ Channel Wizard
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Figure 21-5 continually acquires data until an error occurs or you stop the
VI from executing. To perform a continuous hardware-timed acquisition,
you must set up a buffer. In this example, the buffer is 10 times the number
of points acquired for each channel. For each acquisition, your device
averages the temperature data. After completing the acquisition, always
clear the acquisition by using the Al Clear VI.

If you are not using the DAQ Channel Wizard, you must use the

RTD Conversion VI in addition to specifying additional input
parameters, as shown in Figure 21-6. The Convert RTD Reading VI, in
Functions»Data Acquisition»Signal Conditioning converts the voltage
read from the RTD to a temperature representation.

Note You should only use the RTD conversion function in LabVIEW for platinum

RTDs.

If you do not have a platinum RTD, the voltage-temperature relation will

be different, so the LabVIEW conversion function cannot be used.

channels| [[ab<] | itput linnits [ho change:
=
'ml continuous acg
- ] LT — ol
bl B e e
rate ; g
— W [|Fa|sel ermar oul]
mumber of samples to > rumber of chanss
average for each data =
point [100] _10%5
F
[
=
[56L] ]IEI@
T emperature
temperature dats| Strip Chart
0
|
Figure 21-6. Measuring Temperature Using the Convert RTD Reading VI
Figure 21-6 continually acquires data until an error occurs or you stop
the VI from executing. In order to perform a continuous hardware-timed
acquisition, you need to set up a buffer. In this example, the buffer is
LabVIEW Data Acquisition Basics Manual 21-12
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10 times the number of points acquired for each channel. After your device
averages the voltage data from the Al Read VI, it converts the voltage
values to temperature. After completing the acquisition, remember to
always clear the acquisition by using the Al Clear VI.

Measuring Pressure with Strain Gauges

Strain gauges give varying voltages in response to stress or vibrations

in materials. Strain gauges are thin conductors attached to the material

to be stressed. Resistance changes in parts of the strain gauge to indicate
deformation of the material. Strain gauges require excitation (generally
voltage excitation) and linearization of their voltage measurements.
Depending on the strain gauge configuration, another requirement for
using strain gauges with SCXI is a configuration of resistors. As shown in
Figure 21-7, the resistance from the strain gauges combined with the
SCXI hardware form a diamond-shaped configuration of resistors, know
as aWheatstone bridgaVhen you apply a voltage to the bridge, the
differential voltage (},) varies as the resistor values in the bridge change.
The strain gauge usually supplies the resistors that change value with strain.

Excitation —

DC Voltage —

Supplied by signal

conditioning hardware Physical strain gauge

Ry is value at rest

Figure 21-7. Half-Bridge Strain Gauge

Strain gauges come in full-bridge, half-bridge, and quarter-bridge
configurations. For a full-bridge strain gauge, the four resistors of the
Wheatstone bridge are physically located on the strain gauge itself. For a
half-bridge strain gauge, the strain gauge supplies two resistors for the
Wheatstone bridge while the SCXI module supplies the other two resistors,
as shown above. For a quarter-bridge strain gauge, the strain gauge only
supplies one of the four resistors for a Wheatstone bridge. For more
information on how to connect your strain gauge to SCXI, refer to the
Getting Started with SCXhanual.
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The SCXI-1121 and the SCXI-1122 modules are commonly used with
strain gauges because they include voltage or current excitation and internal
Wheatstone bridge completion circuits. You can also use the signal
conditioning device SC-2043SG as an alternative to SCXI modules. The
device is designed specifically for strain gauge measurements. For more
information on this device, refer to your National Instruments catalog.

You can set up your SCXI module to amplify strain gauge signals or filter
noise from signals. In order to set up the excitation level, gain, and filter
settings, consult yougetting Started with SCXhanual for the necessary
hardware configuration and Chapteiti&stalling and Configuring Your

Data Acquisition Hardwargfor software configuration.

To build a strain gauge application in LabVIEW, you can use the Easy I/O
analog input VIs. If you are measuring multiple transducers on several
different channels, you need to scan the necessary channels as quickly as
possible. Because the Easy I/O Vls reconfigure your SCXI module every
time the VI is called, you should use the Intermediate analog input VIs as
well as the Strain Gauge Conversion VI, as shown in the following
example. The Convert Strain Gauge Reading VI, located in
Functions»DAQ»DAQ Utilities, converts the voltage read by the strain
gauge to units of strain.

Using the DAQ Channel Wizard to configure your channels simplifies the
programming required to measure your signal, as shown in Figure 21-8.
LabVIEW configures the hardware with the appropriate input limits and
gain, measures the strain gauge, and scales the measurement for you. Enter
the name of your configured channel in thannelsinput. You do not

need to wire theéleviceor input limits input. The acquired data is in the
physical units you specified in the DAQ Channel Wizard.
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Figure 21-8. Measuring Pressure Using Information from the DAQ Channel Wizard

Figure 21-8 continually acquires data until an error occurs or you stop the
VI from executing. In order to perform continuous acquisition, you need to
set up a buffer. In this example, the buffer is 10 times the number of points
acquired for each channel. After your device averages the voltage data from
the Al Read VI, it converts the voltage values to strain values. After
completing the acquisition, remember to always clear the acquisition by
using the Al Clear VI.

When measuring strain gauge data, there are some parameters on the
Convert Strain Gauge Reading VI, shown in Figure 21-9, you should know.

Fo 20
GF [2.0)
v [0.0) ——

Wag [0.0] — W“ .
Bridge Configuration [3:Hal... = 3rath Strair
Ve [3.33) — LEM

Vit [0.0] —

Rl (0.0

Figure 21-9. Convert Strain Gauge Reading VI

Vsg, the strain gauge value, is the only parameter wired in the previous
VI diagram. The other parameters for this VI have default values but those
values may not be correct for your strain gauge. You should check the
following parametersVinit , the voltage across the strain gauge before
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strain is applied (always measure at the beginning of theBvitjge
Configuration; Vex, the excitation voltag&l, the lead resistance; aRd,

the resistance of the strain gauge before strain is applied. You can usually
ignore the lead resistandel, for strain gauges unless the leads are several
feet. For more information on any of the parameters for this VI, refer to
Chapter 30Signal Conditioning Visin theLabVIEW Function and VI
Reference Manuabr refer to the LabVIEVDnline Referencdy selecting
Help»Online Reference...

Analog Output Application Example

You can output isolated analog signals using the SCXI-1124 analog output
module. If you use the DAQ Channel Wizard to configure your analog
output channels, generating signals using the SCXI-1124 is no different
from the techniques iRart 1ll, Making Waves with Analog Output

The remainder of this section describes how to generate signals with the
SCXI-1124 when you do not use the DAQ Channel Wizard.

The SCXI-1124 can generate voltage and current signals. Refer to the
example analog output VI, SCXI-1124 Update Channels VI, located in
labview\examples\dag\scxi\scxi_ao.llb . This VIl uses the analog
output Advanced VIs because the output mode (whether you have voltage
or current data) must be accessible in order to change the value, as shown
in Figure 21-10. The program calls the AO Group Config VI to specify

the device and output channels. The AO Hardware Config VI specifies

the output mode and the output range, or limit settings, for all the channels
specified in the channels string. This advanced-level VI is the only place
where you can specify a voltage or current output mode. If you are

going to output voltages only, you may want to use the AO Config VI

(an Intermediate VI), instead of the AO Group Config and AO Hardware
Config Vls. You can program individual output channels of the SCXI-1124
for different output ranges by using the arrays for channels, output mode,
and limit settings. The AO Single Update VI initiates the update of the
SCXI-1124 output channels. To help debug your Vls, it is always helpful to
display any errors, in this case using the Simple Error Handler VI.
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@ .&Doiroup Canfig.vi AHPdLIjrardware Canfig.wi J?Egingle Update.wi  Simple Enar Handler
[channets [sc1 T md] | chi:s]
[DBL]

[output mode (V[E-=sE—
output made (=+1E) [voltage/cunent aray [0.0]]

output voltage rang
510 to +100

Figure 21-10. SCXI-1124 Update Channels VI

Digital Input Application Example

To input digital signals through an SCXI chassis, you can use the
SCXI-1162 and SCXI-1162HV modules and the Easy Digital VI,
Read from Digital Port, as shown in Figure 21-11.

pattern displayed in hex, octal, decimal]
[uzz]|

pattern dizplayed as boolean cluster]

MNumber ta aray to

cluster conversion
SHI=]
i |7 1o

Figure 21-11. Inputting Digital Signals through an SCXI Chassis Using Easy Digital VIs

If you configure channels using the DAQ Channel Wizdigital channel

can consist of a digital channel name. The channel name can refer to either
a port or a line in a port. You do not need to spesdyice line, orport

width, as theses inputs are not used by LabVIEW if a channel name is
specified indigital channel.

As an alternativedigital channel can be expressed in tBEx!MDy!0

format, where you are trying to input from the digital input module on slot
y of chassix. The last identifier is always port 0, because the whole
module is considered one port. In this example, you must also specify
deviceandport width . Theport width should be the number of lines in

a port on your SCXI module if you are operating in multiplexed mode.
For the SCXI-1162 and SCXI-1162HYV, tpert width is 32 lines. If you

are operating in parallel mode, thert width should be the number of
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lines on your DAQ device. The DIO-32F device can access all 32 lines of
the SCXI modules at once by using the SCXI-1348 cable assembly. The
DIO-24 and the DIO-96 devices can only access the first 24 lines of these
modules when configured in parallel mode. For the fastest performance in
parallel mode, you can use the appropriate onboard port numbers instead of
the SCXI channel string syntax.

Use the iteration input to optimize your digital operation. Witenation

is 0 (default), LabVIEW calls the DIO Port Config VI (an Advanced VI) to
configure the port. literation is greater than zero, LabVIEW bypasses
reconfiguration and remembers the last configuration, which improves
performance. You can wire this input to an iteration terminal of a loop. With
the DIO-24 and DIO-96 devices, every time you call the DIO Port Config
VI, the digital line values are reset to default values. If you want to maintain
the integrity of the digital values from one loop iteration to another, do not
setiteration to 0 except for the first iteration of the loop.

For an example on SCXI digital input, refer to SCXI-1162/1162HYV Digital
Input VI located irlabview\examples\dag\scxi\scxi_dig.llb

Even though this VI uses Advanced Vs, it is functionally equalent to the
Easy I/O Digital VI, Read from Digital Port.

Note The DIO Port Config VI resets output lines on adjacent ports on the same
8255 chip for DIO-24, DIO-96, AT-MIO-16D, AT-MIO-16DE, and Lab and
1200 Series devices.

Note If you are also using SCXI analog input modules, make sure your cabling
DAQ device is cabled to one of them.
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Digital Output Application Example

To output digital signals through an SCXI chassis, you can use the
SCXI-1160, SCXI-1161, SCXI-1163, and SCXI-1163R modules and the
digital Easy Digital VI, Write to Digital Port, as shown in Figure 21-12.

port width
device] (|
digital charnel]l | Baer
Brg
atterm bo wirite
Eﬂ_eration
=14] [IEF]
Lnumeric EE
Cluster to aray to
number conwersion

Figure 21-12. Outputting Digital Signals through an SCXI Chassis
Using Easy Digital VIs

If you configure channels using the DAQ Channel Wizdigital channel

can consist of a digital channel name. The channel name can refer to either
a port or a line in a port. You do not need to speddyvice line, or port

width, as theses inputs are not used by LabVIEW if a channel name is
specified indigital channel.

As an alternativedigital channel can be expressed in thex!mdy!0

format, where you are trying to output from the digital output module on
sloty of chassix. The last identifier is always port 0, because the whole
module is considered one port. In this case, you must also speuifye
andport width . Theport width should be the number of lines on your

SCXI module if you are operating in multiplexed mode. The SCXI-1160
has 16 relays, the SCXI-1161 has 8 relays, and the SCXI-1163/1163R have
32 relays. You can not use the SCXI-1160 or SCXI-1161 in parallel mode.
For the SCXI-1163/1163R theort width in parallel mode should be the
number of lines on your DAQ device or SCXI-1200 module. The DIO-32F
device can access all 32 lines of the SCXI-1163/1163R modules at once by
using the SCXI-1348 cable assembly. The DIO-24 and the DIO-96 devices
can only access the first 24 lines of the SCXI-1163/1163R when configured
in parallel mode. For the fastest performance in parallel mode, you can use
the appropriate onboard port numbers instead of the SCXI channel string
syntax.
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Use theteration input to optimize your digital operation. Whigeration

is 0 (default), LabVIEW calls the DIO Port Config VI (an Advanced VI)

to configure the port. literation is greater than zero, LabVIEW bypasses
reconfiguration and remembers the last configuration, which improves
performance. You can wire this input to an iteration terminal of a loop.
Every time you call the DIO Port Config VI the digital line values are reset
to default values. If you want to maintain the integrity of the digital values
from one loop iteration to another, do not set iteratioh éacept for the

first iteration of the loop.

For an example on SCXI digital output, refer to SCXI-116x Digital
Output VI located inabview\examples\dag\scxi\scxi_dig.llb

Even though this VI uses Advanced Vs, it is functionally equwalent to
the Easy Digital VI, Write to Digital Port.

If you also are using SCXI analog input modules, make sure your cabling
DAQ device is cabled to one of them.

Multi-Chassis Applications

Note

Multiple SCXI-1000, SCXI-1000DC, or SCXI-1001 chasses can be
daisy-chained using the SCXI-1350 or SCXI-1346 multichassis cable
adapters and an MIO Series DAQ device other than the
DAQPad-MIO-16XE-50. Every module in each of the chassis must be in
multiplexed mode. Only one of the chassis will be connected directly to the
DAQ device. Also, if you are using Remote SCXI with RS-485, you can
daisy chain up to 31 chasses on a single RS-485 port. Because you can only
configure up to 16 devices on the NI-DAQ Configuration utility, you can
only have up to 16 SCXI-1200s in your system.

Lab Series devices, LPM devices, DAQCard-500, 516 devices, DAQCard-700,
1200 Series (other than SCXI-1200), and DIO-24 devices do not support
multi-chassis applications.

If you use the DAQ Channel Wizard to configure your analog input
channels, you simply address channels in multiple chasses by their channel
names. Channel names can be combined, separated by commas, to measure
data from multiple modules in a daisy-chain configuration at the same time.
For example, if you have a named channel cadlegerature  on one

module in the daisy-chain apeessure  on another module in the same
daisy-chain, youchannelsarray could be&mperature , pressure . You

must enter the chasses in a sequential order in the NI-DAQ Configuration
Utility, assigning the first chassis in the chain an ID number of 1, the second
chassis an ID number of 2, and so forth.
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If you are not using the DAQ Channel Wizard, there are special
considerations for addressing the channels. When you daisy-chain multiple
chasses to a single DAQ device (non-Remote SCXI), each chassis
multiplexes all of its analog input channels into a separate onboard analog
input channel. The first chassis in the chain uses onboard channel 0, the
second chassis in the chain uses onboard channel 1, and so on. To access
channels in the second chassis, you must select the correct onboard channel
as well as the correct chassis ID. The stoibgysc2!md1!0 means

channel 0 on the module in slot 1 of SCXI chassis 2, multiplexed into
onboard channel IRemember to use the correct chassis ID number from
the configuration utility and to put the jumpers from the power supply
module in the correct position for each chassis.

When an MIO/AI Series device is cabled by a ribbon cable or shielded
cable to multiple chasses, the number of reserved analog input channels
depends on the number of chasses. On MIO Series devices, lines 0, 1,
and 2 are unavailable. On MIO-E Series devices, lines 0, 1, 2, and 4 are
unavailable. For more channel information refer to the LabVIBhline
Referenceby selectingHelp»Online Reference...

When you access digital SCXI modules, you do not use onboard channels.
Therefore, if you have multiple chassis, you only have to choose the correct
SCXI chassis ID and module slot.

When you use Remote SCXI to address analog input channels, specify the
device number of the SCXI-1200 that is located in the same chassis
containing the analog input module from which you take samples.

You can perform DAQ operations on channels in multiple SCXI chassis at
the same time. For example, the first element of ghannelsarray could
beob0O!sc1!md1!0:31 , and the second element of tfennelsarray

could beobl!sc2!md1!0:31 . Then, LabVIEW would scan 32 channels

on module 1 of SCXI chassis 1, using onboard channel 0, then the

32 channels on module 1 in SCXI chassis 2, using onboard channel 1.
Remember that thecan rateyou specify is how many scans per second
LabVIEW performs. For each scan, LabVIEW reads every channel in the
channelsarray. One restriction is that the channel list for each module must
be consecutive.

You can practice reading channels from different chassis by using the
channel strings explained above in the Easy VIs.
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SCXI Calibration—Increasing
Signal Measurement Precision

Your SCXI module ships to you pre-calibrated for the specified accuracy
at the factory. You only need to recalibrate the module if the precision of
your signal measurement is not acceptable because of shifts in
environmental conditions.

Before learning about how to calibrate, you should understand where
LabVIEW stores your calibration constants.

Note This chapter does not apply to the SCXI-1200. For calibration on the SCXI-1200,
you should use the 1200 Calibrate VI, which you can findRonctions»Data
Acquisition»Calibration and Configuration. If you are using an SCXI-1200 in a
Remote SCXI configuration, National Instruments recommends that you connect
directly to your parallel port to perform calibration, because it works much faster.

EEPROM—Your System’s Holding Tank for
Calibration Constants

When you calibrate your SCXI module in LabVIEW, the calibration
constants can be storedHfectronically Erasable Programmable
Read-Only Memor(EEPRON). EEPROM could be compared to a holding
tank for calibration constant information in your module’s memory. There
are 3 parts to this holding tank: ttaetory areathedefault load arepand
theuser areashown in the following diagram.

Note Only the SCXI-1122, SCXI-1124, SCXI-1102, and SCXI-1141 have EEPROMs.
All other SCXI modules do not store calibration constants.
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Electronically Erasable Programmable Read-Only Memory

(EEPROM)
Factory Default Load User
Area Area Area

e The factory area has a set of factory calibration constants already
stored in it when you receive your SCXI module. You cannot write into
the factory area, but you can read from it, so you can always access and
use these factory constants if they are appropriate for your application.

¢ The default load area is where LabVIEW automatically looks to load
calibration constants the first time you access the module. When the
module is shipped, the default load area contains a copy of the factory
calibration constants.

Note You may overwrite the constants stored in the default load area of EEPROM with
a new set of constants using the SCXI Cal Constants VI. To learn more about this
VI, refer to Chapter 29Calibration and Configuration V|sn the LabVIEW
Function and VI Reference Manuyal refer to the LabVIEWOnNIline Referengeoy
selectingHelp»Online Reference...

e The user area is an area for you to store your own calibration constants
that you calculate using the SCXI Cal Constants VI. You can also put
a copy of your own constants in the default load area if you want
LabVIEW to automatically load your constants for subsequent
operations. You can read and write to the user area.

Note You should use the user area in EEPROM to store any calibration constants that
you may need to use later. This safeguards you from accidentally overwriting your
constants in the default load area, because you will have two copies of your new
constants and you can revert to the factory constants by copying the factory area
to the default load area without wiping out your new constants entirely.
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The following sections explain how to calibrate your SCXI modules to
achieve the levels of accuracy that you desire.

Calibrating SCXI Modules

& The SCXI Cal Constants VI in LabVIEW automatically calculates the
cal, calibration constants for your module with the precision you need for your
particular application. You can find this VI Functions»DAQ»
Calibration and Configuration. Refer to Chapter 2@ alibration and
Configuration Vlisin theLabVIEW Function and VI Reference Manfaal
specifics on the SCXI Cal Constants VI and each of its parameters, or refer
to the LabVIEWOnIine Referengeby selectingHelp»Online

Reference...

By default, calibration constants for the SCXI-1102, SCXI-1122, and
SCXI-1141 are loaded from the module EEPROM. The SCXI-1141 has
only gain adjust constants in the EEPROM; it does not have the binary
zero offset. All other analog input modules (excluding the SCXI-1102,
SCXI-1122, and SCXI-1141) do not have calibration constants by default
and do not assume any binary offset and ideal gain settings. This means you
must use one of the procedures described iB@» Calibration Methods

for Signal Acquisitiorsection to store calibration constants for your module

if it is not an SCXI-1102, SCXI-1122, or SCXI-1141.

You can determine calibration constants based specifically on your
application setup, which includes your type of DAQ device, your

DAQ device settings, and your cable assembly—all combined with your
SCXI module and its configuration settings.

Note If your SCXI module has independent gains on each channel, the calibration
constants for each channel are stored at each gain setting.
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SCXI Calibration Methods for Signal Acquisition

There are two ways you can calibrate your SCXI module—through
one-point calibratioror two-point calibration The following illustration
explains why you may need to calibrate your SCXI module.

Binary Reading

Ideal Reading

.- Actual Reading

Gain Error

\ Actual Voltage

in Binary Representation

Binary Offset

In this picture, you can see the difference between the ideal reading and the
actual reading. This difference is called,\ér thebinary offset, before the

two readings intersect. The difference in slope between the actual and ideal
readings is called thgain error.

One-point calibration removes thg\(binary offset) by measuring a

0 volt signal and comparing the actual reading to it. Two-point calibration
removes the Y (binary offset) andcorrects gain error by first performing

a one-point calibration. Then you measure a voltageeaits and compare

it to the actual reading. Themust be as close as possible to the full-scale
range. The following sections explain how to perform a one-point and
two-point calibration.
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One-Point Calibration

These steps show you how to perform a one-point calibration calculation in
LabVIEW. You should use one-point calibration when you only need to
adjust the binary offset in your module. If you need to adjust both the binary
offset and the gain error of your module, readTthw-Point Calibration
section later in this chapter.

Note If you are using an AT-MIO-16F-5, AT-MIO-64F-5, AT-MIO-16X device or
an E-series device, you should calibrate your DAQ device first using either the
MIO Calibrate VI or E-Series Calibrate VI.

1.
Al
CONFIG
vl 2
3.

© National Instruments Corporation

Make sure you set the SCXI gain to the gain you want to use in your
application. If your modules have gain jumpers or DIP switches, they
must be set appropriately. Refer to your SCXI module user manual for
jumper or switch setting information. If your modules have
software-programmable gain, use thput limits parameter in the

Al Config VI to set gain.

Program the module for a single-channel operation by using the
Al Config VI with the channel that you are calibrating as the channels
parameter in the VI.

Ground your SCXI input channel to determine the binary zero offset.
You should ground inputs because offset can vary at different voltage
levels due to gain error. If you are using an SCXI-1100 or SCXI-1122,
you can ground your input channels without external hookups by
substituting the channel string withignd as the channel number.

For other modules, you need to wire the positive and negative channel
inputs together at the terminal block and wire them to the chassis
ground.
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Al 4

Use the Al Single Scan VI to take several readings and average them
for greater accuracy. Set the DAQ device gain settings to match the
settings you plan to use in your application. If you are using an
AT-MIO-16F-5, AT-MIO-64F-5, or AT-MIO-16X, use the MIO
Configure VI to enable dithering, which makes your averaged data
more accurate. The dither mode is always enabled on E-series devices.
By using the Al Start and Al Read VIs, instead of the Al Single Scan
VI, you can average over an integral number of 60 Hz or 50 Hz power
line cycles (sine waves) to eliminate line noise. You now have your first
volt/binary measurement: volt = 0.0 or the applied voltage at your
input channel, and binary is your binary reading or binary average.

Use the SCXI Cal Constants VI with your volt/binary measurement
from step 4 as theolt/Amp 1 andBinary 1 inputs in your VI,
respectively. (These input names may vary depending on your
application setup.) For example, if your volt/binary measurement from
step 4 was 0.00 volts and 2, then you would enter the values into your
front panel controls as shown in the following illustration.

Walkdtmp 1 Binany 1
20.0o 4200

Two-Point Calibration

These steps show you how to perform a two-point calibration calculation
in LabVIEW. You should use two-point calibration when you need to
correct both the binary offset and the gain error in your SCXI module.

Note If you are using an AT-MIO-16F-5, AT-MIO-64F-5, or AT-MIO-16X device or
an E-series device, you should calibrate your DAQ device first using either the
MIO Calibrate VI or E-Series Calibrate VI.

Follow steps 1 through 5 in the previous sectidne-Point Calibration

6.

Now apply a known, stable, non-zero voltage to your input channel at
the terminal block. This input voltage should be close to the upper limit
of your input voltage range for the given gain setting. For example, if
your input voltage range is -5 to 5V, you would want to apply an input
voltage that is as close to 5 volts as possible, but not exceeding 5 volts.
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7. Take another binary reading or average of readings. If your binary
reading is the maximum binary reading for your DAQ device, try a
smaller input voltage. This is your second volt/binary measurement.

8. Use the SCXI Cal Constants VI with the first volt/binary measurement
from step 4 a¥olt/Amp 1 andBinary 1 inputs, and the second
measurement from step 7\&slt/Amp 2 andBinary 2 inputs of the
VI. The following illustration shows how you should enter the values
into these inputs in LabVIEW if your volt/binary measurements are
0V/0 and 5V/2045. Keep in mind that your input names may vary
depending on your application setup.

Waoltdtmp 1 Binary 1 Wolt/dmp 2 Binary 2
Ym0 | Heoo | gEo0 | glmas |

9. If you are using SCXI-1102 or SCXI-1122 inputs, you can save the
constants in the module user area in EEPROM. Store constants in the
user area as you are calibrating, and then use SCXI Cal Constants VI
again at the end of your calibration sequence to copy the calibration
table in the user area to the default load area in EEPROM. Remember,
constants stored in the default load area can be overwritten. If you want
to use a set of constants later, keep a copy of the constants stored in the
user area in EEPROM.

Note If you are storing calibration constants in the SCXI-1102 or SCXI-1122
EEPROM, your binary offset and gain adjust factors must not exceed the ranges
given in the respective module user manuals.

For other analog input modules, you must store the constants in the
memory. Unfortunately, calibration constants stored in the memory are lost
at the end of a program session. You can solve this problem by creating a
file and saving the calibration constants to this file. You can load them
again in subsequent application runs by passing them into the SCXI Cal
Constants or the Scale Constant Tuner VIs.

Repeat the above procedure for any additional channel or gain settings you
want to calibrate.
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Calibrating SCXI Modules for Signal Generation

When you output a voltage or current value to your SCXI analog output
module, LabVIEW uses the calibration constants loaded for the given
module, channel, and output range to scale the voltage or current value to
the appropriate binary value to write to the output channel. By default,
calibration constants for the SCXI-1124 are loaded into the memory from
the EEPROM default load area.

Recalibrate your SCXI analog output module by following these steps.

Findle 1. Use the AO Single Update VI to output a binary value. If you are
51.5 calibrating a voltage output range, eritén thebinary array input

of the VI. If you are calibrating current range, er2&$ into the
binary array input of the VI.

2. Measure the output voltage or current at the output channel with a
voltmeter or ammeter. This is your first volt/binary measurement:
Binary 1 = 0, andvolt/Amp 1 is the voltage or current you measured
at the output.

3. Use the AO Single Update VI to output a binary value of 4,095.

4. Measure the output voltage or current at the output channel. This is
your second volt/binary measuremeBihary 2 should bet,095 and
Volt/Amp 2 is the voltage or current you measured at the output.

5. Use SCXI Cal Constants VI with the first voltage/binary measurement
from step 2 as theolt/Amp 1 andBinary 1 inputs and the second
measurement from step 4 as tfedt/Amp 2 andBinary 2 inputs of
the VI.

You can save the constants on the module in the user area in EEPROM. Use
the user area as you are calibrating, and then use SCXI Cal Constants VI
again at the end of your calibration sequence to copy the calibration table
in the user area to the default load area in EEPROM. Remember that
constants that are stored in the default load area can be overwritten. If you
want to use the constants later, you should store a backup copy of the
constants in the user area in EEPROM.

Repeat the procedure above for each channel and range you want to
calibrate. Subsequent analog outputs will use your new constants to scale
voltage or current to the correct binary value.

For more information on the SCXI Cal Constants VI, refer to Chapter 29,
Calibration and Configuration V]dn theLabVIEW Function and VI
Reference Manugabr refer to the LabVIEV®Dnline Referengéy selecting
Help»Online Reference...
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Part VI

Counting Your Way
to High-Precision Timing

This section describes the different ways you can use counters with your
data acquisition application, including generating a pulse or pulses;
measuring pulse width, frequency, and period; counting events and
time; and dividing frequencies for precision timing.

Part VI, Counting Your Way to High-Precision Timingpntains the
following chapters:

Chapter 23Things You Should Know about Countsigows you how
to add high-precision timing to your data acquisition (DAQ) system by
using counters and explains basic counter concepts.

Chapter 24Generating a Square Pulse or Pulse Traiascribes the
ways you can generate a square pulse or multiple pulses (ualted
trains) using the counters available on your data acquisition (DAQ)
device with the Easy, Intermediate, and Advanced Counter VIs in
LabVIEW.

Chapter 25Measuring Pulse Widtldescribes how you can use a
counter to measure pulse width.

Chapter 26Measuring Frequency and Peripdescribes the various
ways you can measure frequencies and periods using the counters on
your data acquisition (DAQ) device.

Chapter 27Counting Signal Highs and Lowieaches you how to use
counters to count external events or elapsed time.

Chapter 28Dividing Frequenciesshows you how to divide the
available device frequencies to get the frequency you need for your
data acquisition application.



Things You Should Know
about Counters

Counters add counting or high-precision timing to your data acquisition
(DAQ) system. Counters respond to and output Transistor-Transistor Logic
(TTL) signals—square-pulse signals that are OV (low) or 5V (high) in
value. The following diagram shows a TTL signal.

Signal Transitions
or Edges —»
oV —------- —

Even though counters just count the signal transitions (edges) of a
TTL source signal, you can use this counting capability in many ways.

You can generate square TTL pulses for clock signals and triggers for
other DAQ applications.

You can measure the pulse width of TTL signals.

You can measure the frequency and period of TTL signals.
You can count TTL signal transitions (edges) or elapsed time.
You can divide the frequency of TTL signals.

The counter chapters that follow this chapter describe each of these counter
functions.

© National Instruments Corporation
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Knowing the Parts of Your Counter

The fdlowing illustration shows basc modd of a couner.

——»| GATE ouT —»

Count Register

—» SOURCE
(CLK)

A counter consists of a SOURCE or CLK inpirt, a GATE input pin, an
OUT output pin, and a ount registe. In plug-in device diagams ad in the
LabVIEW Functimn Refaence and VI Reference Manual, these counter
parts ae called SOUREn (or CLKn), GATENn, and OUTh, whee nisthe
number é the counte

The parts of a countevork together as fatws. Signal transitioa (edges)
are counted at /SOURCE input. The counggister can be preloaded with
a countvalug and thenfor each counted edge, the counteréneents o
decrements the courdgiste. The count egistervalue dways reflecs the
currentcount of signbedges. Reading the coumgister doe not change
itsvalue. The GTE input carbe used to control when counting orgin
your applicationYou can also wsa counter with no gatin@llowing the
software to initiate the counting opeliain.

The OUT pin can be toggled accordingat@ilablecounte programming
modes togeneratevarious TTL pulses ad pulse trans.

Usethe OUT signal of a counter to gemagevarious TTL pulse aveforms.
If you ae incrementing the courdgistervalug you can cofigure the
OUT signal to either toggle sighstatesor pulse wha the count egister
reaches a certawalue The highestalue of acounter iscalled the
terminal count (TC). If you ae decementing the count egister TC value
will be 0. If you chose to va puked output, then the counter outpa high
pulsethat is equal inime to one cyle of the countés SOURCE signal,
which can be eithean internal oexternal signal.flyou chogto have a
toggled output, the state the aitput signal charges from high to low or
low to high. If you want more antrol over the length of high and low
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outputs, then you should use a toggled output. Refer to Chapter 24,
Generating a Square Pulse or Pulse Traiims more information.

Multiple counters can be concatenated for a greater counting range on most
devices. For more information on how to concatenate counters, refer to
Chapter 27Counting Signal Highs and Lows

Knowing Your Counter Chip

Most National Instruments DAQ devices contain one of three different
counter chips: the DAQ-STC, the Am9513, or the 8253/54 chip. Typically,
E-series boards (for example the AT-MIO-16E-1) use the DAQ-STC chip,
legacy-type MIO boards (for example the AT-MIO-16) use the Am9513
chip, and low cost Lab/1200 type boards (for example the Lab-PC-1200)
use the 8253/54 chip. If you are not sure which chip your device uses, refer
to your hardware manual.

Rising Edge Gating
SOURCE

Counter Value

GATE

Falling Edge Gating
SOURCE

Counter Value
GATE

High-Level Gating
SOURCE

Counter Value

GATE

Low-Level Gating

SOURCE

Counter Value

GATE

S rnuUriirrir i rire
I

|
! I e

1—»2—>3—>4—>5—26—>7—>8—>=9—"10 count rising SOURCE edge

S rrrinperrrrirnrim rire

I 1—=2—=3—>4—>5—>6—>7—>38

|
e I O

count rising SOURCE edge

Sl rirrirr i rnrnre

I 1—»2——3—»4—»5—»6
I

count rising SOURCE edge

Sl rirri o rnrie e i

|
L]

count rising SOURCE edge

I
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DAQ-STC

Am9513

8253/54

Things You Should Know about Counters

You can configure the DAQ-STC to count either low-to-high or

high-to-low transitions of the SOURCE input. The counter has a 24-bit
count register with a counting range of 0 #-2. It can be configured to
increment or decrement for each counted edge. Furthermore, whether the
count register increments or decrements can be controlled with an external
digital line which is useful for encoder applications. Of the gating modes
shown in Figure 23-1, the gating modes the DAQ-STC supports depends
upon the application. You can set the configuration parameters discussed
above using the Advanced VI, CTR Mode Config.vi.

You can configure the Am9513 to count either low-to-high or high-to-low
transitions of the SOURCE input. The counter has a 16-bit count register
with a counting range of 0 to 65535, and can be configured to increment or
decrement for each counted edge. The Am9513 supports all of the gating
modes shown in Figure 23-1. You can set the configuration parameters
discussed above using the Advanced VI, CTR Mode Config.vi.

The 8253/54 chip counts low-to-high transitions of the CLK input. The
counter has a 16-bit count register with a counting range of 65535 to 0
that decrements for each counted edge. Of the gating modes shown in
Figure 23-1, the 8253/54 supports only High Level Gating. For single pulse
output, the 8253/54 can only create negative polarity pulses. For this
reason, some applications require the use of a 7404 inverter chip to produce
a positive pulse. The 14-pin 7404 is a common chip available from many
electronics stores, and can be powered with the 5 volts available on most
DAQ boards. Figure 23-2 shows how to wire a 7404 chip to invert a signal.

T404
)

::E? WG [ +5 1
E'— TTL signal in
E E:E— inverted TTL sighal out
5 LE
k)

GND 2]

=

=] [=] [en] [#] [ea] [r] [=]

=
[
=
=2

Figure 23-2. Wiring a 7404 Chip to Invert a TTL Signal
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For specific information about the Counter Vls in LabVIEW, refer to
Chapter 14|ntroduction to the LabVIEW Data Acquisition Vi the
LabVIEW Function and VI Reference Manwalthe LabVIEWOnline
Referencgeavailable by selectingelp»Online Reference...
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Generating a Square Pulse
or Pulse Trains

This chapter describes the ways you can generate a square pulse or multiple
pulses (calleghulse traing using the counters available on your data
acquisition (DAQ) device with the example Vs in LabVIEW.

Generating a Square Pulse

There are many applications where you may need to generate TTL pulses.
TTL pulses can be used as clock signals, gates, and triggers. You can use a
pulse train of known frequency to determine an unknown TTL pulse width.
You also can use a single pulse of known duration to determine an
unknown TTL signal frequency, or use a single pulse to trigger an analog
acquisition.

There are two basic types of counter signal generatioggledand

pulsed When a counter reaches a certain value, a counter configured for
toggled output changes the state of the output signal, while a counter
configured for pulsed output outputs a single pulse. The width of the pulse
is equal to one cycle of the counter's SOURCE signal.

The following is a list of terms you should know before outputting a pulse
or pulse train using LabVIEW.

» phase Irefers to the first phase or delay to the pulse.
» phase 2efers to the second phase or the pulse itself.
» periodis the sum ophase landphase 2

» Frequency is the reciprocal of theriod (1/period).

* In LabVIEW, you can adjust and control the timeplofse land
phase 2n your counting operation. You do this by specifyindudy
cycle The duty cycle equals:

phase2

veriod” whereperiod = phase I+ phase 2
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Note

Generating a Square Pulse or Pulse Trains

Examples of various duty cycles are shown in Figure 24-1. The first line
shows a duty cycle @f.5 , where phase landphase 2are the same
duration. A signal with a 0.5 duty cycle acts as a SOURCE for counter
operations. The second line shows a duty cyctelof wherephase lhas
increased angdhase 2has decreased. The final line shows a large duty
cycle 0f0.9 wherephase 1is very short and thehase Auration is longer.

counter starts

phase 2

phase 1

Duty Cycle =0.5

' L

Duty Cycle =0.1

4] B

Duty Cycle =0.9

Figure 24-1. Pulse Duty Cycles

A high duty cycle denotes a long pulse phase relative to the delay phase.

How you generate a square pulse varies depending upon which counter
chip your DAQ hardware has. Most National Instruments DAQ devices
contain one of three different counter chips: the DAQ-STC, the Am9513,
or the 8253/54 chip. If you are unsure which chip your device uses, refer to
your hardware documentation.

DAQ-STC and Am9513

When generating a pulse or pulse train with the DAQ-STC or

Am9513 chip, you can define the polarity of the signal as positive or
negative. Figure 24-2 shows these pulse polarities. Notice that for a signal
with a positive polarity, the initial state is low, while a signal with negative
polarity has a positive initial state.

Positive Polarity Negative Polarity

Figure 24-2. Positive and Negative Pulse Polarity
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Chapter 24 Generating a Square Pulse or Pulse Trains

Each counter-generated pulse consists of two patsse landphase 2

If the counter is configured to output a signal with positive polarity and
toggled output, as shown in the following diagram, the period of time

from when the counter starts counting to the first rising edge is called
phase 1The time between the rising and the following falling edge is
calledphase 2If you configure the counter to generate a continuous pulse
train, the counter repeats this process many times as shown on the bottom
line of Figure 24-3.

counter starts
l phase 1 phase 2
Single Pulse
l phase 1 phase 2 phase 1 phase 2
Pulse Train

Figure 24-3. Pulses Created with Positive Polarity and Toggled Output

When generating a pulse with the 8253/54 chip, the hardware limits you
to a negative polarity pulse, as shown in Figure 24-2. The period of time
from when the counter starts counting to the falling edge is qaitlase 1

The time between the falling and following rising edge is cqllease 2

Figure 24-4 shows these phases for a single negative polarity pulse. If you
need to create a positive polarity pulse, you can connect your negative
polarity pulse to an external 7404 inverter chip.

counter starts

;

phase 1 phase 2

Figure 24-4. Phases of a Single Negative Polarity Pulse

When generating a pulse train with the 8253/54 chip, the hardware limits
you to positive polarity pulses. Furthermore, the value loaded in the count
register is divided equally to cregikase landphase 2 This means you

will always get a 0.5 duty cycle if the count register is loaded with an even
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number. If you load the count register with an odd nungterse will be
longer tharphase 2oy one cycle of the counter’s CLK signal.

Now that you know the terms involving generating a single square pulse or
a pulse train, you can learn about the LabVIEW VIls, and the physical
connections needed to implement your application.

Generating a Single Square Pulse

When do you need to generate a single square pulse? A single pulse can
be used to trigger analog acquisition or to gate another counter operation.
A single pulse can also be used to stimulate a device or circuit for which
you need to acquire and test the response.

DAQ-STC, Am9513

Figure 24-5 shows two ways to connect your counter to generate a square
pulse. In the Basic Connection, the edges of the internal SOURCE signal
are counted to generate the output signal, the GATE is not used (software
start) and the pulse signal on the OUT pin gets connected to your device.
The Optional Connections use an external SOURCE from your device and
is gated by your device. You can use either or both of these options.

Basic Connection

SOURCE ouT >

Count Register Your Device

GATE

Optional Connections

—» SOURCE OUT |

Your Device Count Register Your Device

| GATE

Figure 24-5. Physical Connections for Generating a Square Pulse
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Figure 24-6 shows the diagram of the Delayed Pulse-Easy (DAQ-STC) VI
located inlabview\examples\dag\counte\DAQ-STC.lIb . You

could also use the example Delayed Pulse-Easy (9513) VI located in
labview\examples\dag\counter\Am9513.1lb . These examples use
the Easy level Generate Delayed Pulse VI.

The Generate Delayed Pulse VI, found-imctions»Data Acquisition»
Counter, tells your device to generate a single delayed pulse. This VI is
self-contained and checks for errors automatically. With the Generate
Delayed Pulse VI, you must connect thdse delay(phase ] and

pulse width (phase 2 controls to define the output pulse. Sometimes the
actual pulse delayandpulse width are not the same as you specified.

limebase source|
[

actual width [
actual delay [

—BEL]

+| g‘zunter
o o
o =t ,

|Generate Delaped Pulse.+

Figure 24-6. Diagram of Delayed Pulse-Easy (DAQ-STC) VI

If you need more control over when the counter begins generating a single
square pulse, use Intermediate VIs instead of the Easy VIs. Figure 24-7
shows the diagram of the Delayed Pulse-Int (DAQ-STC) VI located in
labview\examples\dag\counte\DAQ-STC.llb . You can also use

the example Delayed Pulse-Int (9513) VI locatddiniew\examples\
dag\counte\Am9513.1lb . These examples show how to generate a
single pulse using Intermediate level VIs. The Delayed Pulse Generator
Config VI configures the counter and the Counter Start VI generates the
TTL signal. An example of this is generating a pulse as a result of meeting
certain conditions. If you used the Easy Counter VI, the VI configures and
then immediately starts the pulse generation. With the Intermediate VIs,
you can configure the counter long before the actual pulse generation
begins. As soon as you want a pulse to be generated, the counter can
immediately begin without having to configure the counter. In this
situation, using Intermediate VIs improves performance.
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Generating a Square Pulse or Pulse Trains

timebase gource)
[

actual width [

actual delay [s

1
PULZE aunter] *#| [Counter
[ affis |- Jstart % E Stop @
T e B | g

Figure 24-7. Diagram of Delayed Pulse-Int (DAQ-STC) VI

You must stop the counter if you want to use it for other purposes. For
more information on stopping counters, refer to$h@pping Counter
Generationssection at the end of this chapter.

The example Delayed Pulse (8253) VI locatethliniew\examples\
dag\counter\8253.Ib shows how to generate a negative polarity
pulse. Due to the nature of the 8253/54 chip, three counters are used to
generate this pulse. Since oflgunter Ois internally connected to a clock
source, it is used to generate the timeb@senter 1 is used to create the
pulse delay which gaté&3ounter 2. Counter 2 is used to generate the
pulse, which occurs on the OUT pin. Using multiple counters requires
external wiring which is shown in Figure 24-8 as well as being described
on the front panel of the VI.

ik : clk ‘ ik :
ou ou O et
gate gate -I—gate

counterd  counter1 counterZ
External Connections Diagram

your
dewvice

Figure 24-8. External Connections Diagram from the Front Panel
of Delayed Pulse (8253) VI
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This example uses a sequence structure to divide the basic tasks involved.
Figure 24-9 shows frame 0 of the sequence where all of the counters
are reset. Notice that counters 1 and 2 are reset so their output states start

out high.
i i e e ) | ™ B B B A e A w B w f  w
rezet all counters
pulze width [=
pulze delap [= i
5
Iﬂhiahl
device
116 I I I
T TR T TR T CiR
E—Con{ml Conlml Control
g ]| e |
|<>leset|

Figure 24-9. Frame 0 of Delayed Pulse (8253) VI
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Figure 24-10 shows frame 1 of the sequence where the counters are set up
for different counting mode€ounter 0is set up to generate a timebase
using the ICTR Timebase Generator sulunter 1is set up to toggle

its output (low-to-high) when it reaches terminal count (TC). This toggled
output is used to gatéounter 2. Counter 2 is set up to output a low pulse
when its gate goes high.

zet modes and start counters

actual width [=

pulze width [=

device]
116

[
TETR

= i B
i S

Conhﬂol

|+ setup mode 1] |+ zetup mode 0]
(lows pulse output]  [toggle output on TC)

+ +
O0O00000000000000000000000000000000000

Figure 24-10. Frame 1 of Delayed Pulse (8253) VI

Figure 24-11 shows frame 2 of the sequence where a delay occurs so the
delayed pulse has time to complete before the example can be run again.
This is useful if the example is used as a subVI that is called repeatedly.
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pulze width [

1/10 zecond dely

Figure 24-11. Frame 2 of Delayed Pulse (8253) VI

While this example works well for most pulses, it does have limitations
when your pulse delay gets very short (in the microsecond range), or
when the ratio of pulse delay to pulse width gets very large. For a
complete description of this example, refer to the information found in
Windows»Show VI Info....

Generating a Pulse Train

There are two types of pulse traigentinuousandfinite. You can use a
continuous pulse train as the SOURCE (CLK) of another counter or as the
clock for analog acquisition (or generation). You can use a finite pulse train
as the clock of an analog acquisition that acquires a predetermined number
of points, or to provide a finite clock to an external circuit.

Generating a Continuous Pulse Train

How you generate a continuous pulse varies depending upon which counter
chip your DAQ hardware has. Most National Instruments DAQ devices
contain one of three different counter chips: the DAQ-STC, the Am9513,
or the 8253/54 chip. If you are not sure which chip your device uses, refer
to your hardware manual.
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DAQ-STC, Am9513

Figure 24-12 shows how to connect your counter and device to generate a
continuous pulse train. The edges of the internal source signal are counted
to generate the output signal. You obtain the continuous pulse train for your
external device from the counter’'s OUT pin. You can optionally gate the
operation with a signal connected to the GATE input pin. Instead of having
an internal timebase as your SOURCE, you can connect an external signal.

counter

your source your

device gate out device

Figure 24-12. Physical Connections for Generating a Gontinuous Pulse Train

Figure 24-13 shows the diagram of the Cont Pulse Train-Easy (DAQ-STC)
VI located inlabview\examples\dag\counter\DAQ-STC.llb

You can also use the example Cont Pulse Train-Easy (9513) VI located

in labview\examples\dag\counter\Am9513.1lb . These examples

show how to use the Easy Counter VI, Generate Pulse Train, to specify the
frequency, duty cycle, and pulse polarity of your pulse train. The number
of pulses parameter defaults to O for continuous generation. When you
press thesTOP button, the while loop stops and a second call to Generate
Pulse Train with the number of pulses set to —1 stops the counter.

gale mode

e}

pulze polari

device]

COoLnker] = |

abec

L ]

frequenc

|I| number of pulzes [stop)
duty cycle 5 | |
DBL ||

Figure 24-13. Diagram of Cont Pulse Train-Easy (DAQ-STC) VI

If you are generating a pulse train and want more control over when the
counter starts, use the Intermediate VIs. Figure 24-14 shows the diagram
of the Cont Pulse Train-Int (DAQ-STC) VI locatedabview\
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examples\dag\counte\DAQ-STC.lIb . You could also use the
example Cont Pulse Train-Int (9513) VI locatedhipview\examples\
dag\counte\Am9513.llb . These examples show how to generate a
simple pulse train using Intermediate VIs.

actual frequenc
actual duty cycle
ILSE nunter] nunter]
BH | |start THop @
FERE L = 75 2.
frequenc
duty cocle

Figure 24-14. Diagram of Cont Pulse Train-Int (DAQ-STC) VI

With this VI you can specify the frequency, duty cycle, and pulse polarity
of your pulse train. If the duty cycle is set to 0.0 or 1.0, the closest
achievable duty cycle is used to generate a train of positive or negative
pulses. The Continuous Pulse Generator Config VI configures the counter
for the operation and the Counter Start VI controls the initiation of the pulse
train. For example, you may want to generate a continuous pulse train as
the result of meeting certain conditions. If you use the Easy VI, the pulse
train starts immediately. With the Intermediate VIs you can configure the
counter at the beginning of your application, then wait to call Counter Start
after the conditions are met. This approach will improve performance.
When theSTOP button is pressed, the while loop stops and Counter Stop
is called to stop the pulse train.

You must stop the counter if you want to use it for other purposes. For
more information on stopping counters, refer to$h@pping Counter
Generationsection at the end of this chapter.
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8253/54

Figure 24-15 shows how to connect your counter and device to generate a
continuous pulse train. If you use counter 0, an internal source is counted
to generate the output signal. If you use counter 1 or 2, you will need to
connect your own source to the CLK pin. You obtain the continuous pulse
train for your external device from the counter's OUT pin.

ok our

01T "
device,

Jate
caunter 0

dg our J":Ik ] our
evice gate dewvice

courter 1 or 2

External Connections Diagram

Figure 24-15. External Connections Diagram from the Front Panel
of Cont Pulse Train (8253) VI

Figure 24-16 shows the diagram of the Cont Pulse Train (8253) VI located
in labview\examples\dag\counter\8253.1lb . This example shows
how to use the Generate Pulse Train (8253) VI to generate a continuous
pulse train. When usingounter Owith this VI, you can specify the desired
frequency. The actual frequency shows the closest frequency to your
desired frequency that the counter was able to achieve. The actual duty
cycle will be as close to 0.5 as possible for your actual frequency. When
usingCounter 1 or Counter 2, you specify the divisor factor N to be used
to divide your supplied source. You can optionally enter the user supplied
timebase if you want the VI to calculate your actual frequency and actual
duty cycle. When th8TOP button is pressed, the while loop stops and a
call to ICTR Control resets the counter, stopping the generation. For a
complete description of this example, refer to the information found in
Windows»Show VI Info....
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actual frequenc
—1

lactual duty cycle

device =

6 ||
COUnEer]
desired frequency [Hz] of sl 100 L et @
divizor factor N 5255 | =S
:=I =

— [ status | 1+reget

uzer supplied imebaze| | B T T Yyne [#reset

Figure 24-16. Diagram of Cont Pulse Train (8253) VI

Generating a Finite Pulse Train

How you generate a finite pulse varies depending upon which counter chip
your DAQ hardware has. Most National Instruments DAQ devices contain
one of three different counter chips: the DAQ-STC, the Am9513, or the
8253/54 chip. If you are not sure which chip your device uses, refer to your
hardware manual.

You can use the Easy I/0O VI, Generate Pulse Train, or a stream of
Intermediate VIs to generate a finite pulse train. With either technique,
you must use two counters as shown in the connection diagram in
Figure 24-17. Refer to Chapter ZZounting Signal Highs and Lowfor

more information on how to determineunter-1 and how to use the
adjacent counter VI. The maximum number of pulses in the pulse train is
26— 1, for Am9513 devices an@2 1 for DAQ-STC devices.
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Figure 24-17 shows the physical connections to produce a finite pulse train
on the OUT pin of a countesounter generates the finite pulse train with
high-level gatingcounter-1 providescounter with a long enough gate

pulse to output the number of desired pulses. You must externally connect
the OUT pin of theounter-1to the GATE pin otounter. You also can
gatecounter-1

your FONTGE FONTGE your
. auk auk -
dewice gate gate device

courter-1 counter
Ezternal Connections Diagram

Figure 24-17. Physical Connections for Generating a Finite Pulse Train

DAQ-STC, Am9513

Figure 24-18 shows the diagram of the Finite Pulse Train-Easy
(DAQ-STC) VI located irabview\examples\dag\counter\

DAQ-STC.IIb . You can also use the example Finite Pulse Train-Easy
(9513) VI located imabview\examples\dag\counteNAm9513.1lb

These examples show how to use the Easy counter VI, Generate Pulse
Train, to generate a finite pulse train. With this VI you can specify the
number of pulses, frequency, duty cycle, and pulse polarity of your pulse
train. The Wait+(ms) VI is used as a delay before the counters are reset. The
Intermediate VI, Counter Stop, is called twice to stop the counters.

%ulse Enlarit% lactual parameters]

- L
PTURhSIi - Ly pulze delay ¥ Eoundar] - [Counder
_Airif - 2 op op
_ pulze width =[5 @

frequenc Generate Pulze Train wi — ;ﬂ:s = o]
IJ:I i )
duty cpcle
DEL ||

Figure 24-18. Diagram of Finite Pulse Train-Easy (DAQ-STC) VI
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Chapter 24 Generating a Square Pulse or Pulse Trains

You can also create a finite pulse train using Intermediate VIs. Figure 24-19
shows the diagram of the Finite Pulse Train-Int (DAQ-STC) VI located in

labview\examples\dag\counte\DAQ-STC.lIb . You could also use
the example Finite Pulse Train-Int (9513) VI located in
labview\examples\dag\counter\Am9513.1lb . These examples

show how to use the Intermediate VIs Continuous Pulse Generator Config
and Delayed Pulse Generator Config.

n I ile hi
| count while hléhl
BRI A —T
counte u | | lies IR
abec |
ulze polarit i [SE ounter ey
E|D|T1F‘IJE:—_ PR Eﬂrt Stop
Lo HrihA LR S (12 S
frequenc _ AR _ } ¥
[Budizcent Courters. vi = +
o 1115 facach
duty cpcle 010 W ait+ [ms]. vi
rrnber of éulses
132 || )
— pulze dela
e
— pulze width
frequency
duty cycle

Figure 24-19. Diagram of Finite Pulse Train-Int (DAQ-STC) VI

In this operation, you usmunter to generate a continuous pulse train with
level gating while usingounter-1to generate a minimum delayed pulse

to gate the counter long enough to generate the desired humber of pulses.
The Continuous Pulse Generator Config VI configuwaanter to

generate a continuous pulse train. Then, the Delayed Pulse Generator
Config VI configurescounter-1to generate a single delayed pulse. The

first Counter Start VI in the flow begins the continuous pulse generation
and the next Counter Start VI generates a pulse after a specified time.
The gate mode must be specified as level-gating on the Continuous Pulse
Generator Config VI in order for the counter to wait for the gate signal
from counter-1. The gate mode for the Delayed Pulse Generator Config VI
can be set to a single or multiple edges. In other words, you could produce
one finite pulse train or multiple pulse trains. The GATE signal for
counter-1 can be from an external device or from another counter on

your DAQ device.
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DAQ-STC

With the DAQ-STC chip, you have the ability to internally route the OUT
of one counter to the GATE of the next higher order counter, as shown in
Figure 24-20. You can optionally GATd®unter-1. Notice that while you

still use two counters, you do not need to externally wire between the OUT
of counter-1and the GATE otounter.

SOUrce FOUMCE
auk auk
gate gate

courter-1 counter
External Connections Diagram

your
dewice,

your
dewice

Figure 24-20. External Connections Diagram from the Front Panel
of Finite Pulse Train Adv (DAQ-STC) VI

The example Finite Pulse Train-Adv (DAQ-STC) VI located in
labview\examples\dag\counter\DAQ-STC.llb takes advantage of
this internal wiring. Figure 24-21 shows the diagram of this example,
which uses the Advanced counter VIs. The top rosoointer Vis sets
up counter to output a pulse train. Notice that the gate source input to
the CTR Mode Config VI is set tautput of next lower order

counter . This sets the internal wiring such tleatunter will be gated by
counter-1. The bottom row of counter VIs sets cpunter-1to output a
single pulse. The width of the pulse is calculated so it gat@ster just
long enough to output the chosen number of pulses. For a complete
description of this example, refer to the information found in
Windows»Show VI Info....
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[gate source [output of next lower order counter(J4
[aate signall-1|— o] actual parameters used
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Figure 24-21. Diagram of Finite Pulse Train-Adv (DAQ-STC) VI

8253/54

Generating a finite pulse train with the 8253/54 chip uses all three counters.
Figure 24-22 shows how to externally connect your counters. Since
counter Ois internally connected to a clock source, it is used to generate
the timebase used bypunter 1andcounter 2. counter 1generates a single

low pulse used to gatmunter 2 Sincecounter 2 must be gated with a

high pulse, the output @ounter 1is passed through a 7404 inverter chip
prior to being connected to the GATEafunter 2 counter 2is set up to
generate a pulse train at its OUT pin.

clk clk clk
aut out out]
gate gate gate

counterd  counter1 V7404 counter2

External Connections Diagram

Figure 24-22. External Connections Diagram from the Front Panel
of Finite Pulse Train (8253) VI
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Chapter 24 Generating a Square Pulse or Pulse Trains

The example Finite Pulse Train (8253) VI locatethbview\
examples\dag\counter\8253.1lb shows how to generate a finite

pulse train. This example uses a sequence structure to divide the basic tasks
involved. Figure 24-23 shows frame 0 of the sequence where all of the
counters are reset. Noticeunter 1is reset so its output state starts high.

TOoOo0DooDoDo0o00oOOly [y Moo ooor

rezet all counters

I"hiahl
o o e
I I—Conlml l— Corrol l— Cortrol
MEE 5] )| 5] )|
| |
I**resetl

Figure 24-23. Frame O of Finite Pulse Train (8253) VI
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Figure 24-24 shows frame 1 of the sequence where the counters are set up
for different counting mode€ounter Qs set up to generate a timebase
using the ICTR Timebase Generator €bunter 1 is set up to output a

single low pulse using the ICTR Control ounter 2is set up to output

a pulse train using the ICTR Timebase Generator VI.

number of pulzes)

zet modes and start counters i aimun pultes

|s5535.00| s ||

[ui6 |

desired freauencé Hz
DBL

"]

lactual duty cycle

I16

[ [ 1
E'L TCTR TCTR T
[ Caordral|

p TIHEEAZE] TIHEEASE 1
GEMERATE] SEMER ATE| ﬂ 13

I"setué mode DI

=

+ +
O00O00000000000000000000000000000000

Figure 24-24. Frame 1 of Finite Pulse Train (8253) VI
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Chapter 24 Generating a Square Pulse or Pulse Trains

Figure 24-25 shows frame 2 of the sequence where a delay occurs so that
the finite pulse train has time to complete before the example can be run
again. This is useful if the example is used as a subVI where it may get
called over and over. For a complete description of this example, refer to
the information found iWindows»Show VI Info....

reset all counters

Figure 24-25. Frame 2 of Finite Pulse Train (8253) VI

Counting Operations When All Your Counters Are Used

The DAQ-STC and Am9513 have counting operations available even
when all the counters have been used.

DAQ-STC devices feature a FREQ_OUT pin and Am9513 devices feature
an FOUT pin. On these pins you can generate a 0.5 duty cycle square wave
without using any of the available counters.

The CTR Control VI, found ifrunctions»Data Acquisition»Counters»
Advanced Counters enables and disables the FOUT signal and sets the
square wave frequency. The square wave frequency is defined by the
FOUT timebase signal divided by the FOUT divisor. The front panel and
block diagram below show an FOUT output configured to generate a
25,000 Hz square wave.
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control code Front Pamel
Llenable FOUT
fout data
FOUT port FOUT timebase zignal
+FOUT part 1 | +100000.00 |
FOUT timebase source FOUT divigor
5 lintemal fequency in Hz | = |
Block Diagram
CTE Contral. i
Devicel [l

Figure 24-26. CTR Control VI Front Panel and Block Diagram

You can also refer to the Generate Pulse Train on FREQ_OUT VI located
in examples\dag\counte\DAQ-STC.lIb , or the Generate Pulse Train

on FOUT VI located irexamples\dag\counter\Am9513.1Ib . These
examples generate a pulse train on these outputs.
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Knowing the Accuracy of Your Counters

When you generate a waveform, there can be an uncertainty of up to one
timebase period between the start signal and the first counted edge of the
timebase. This is due to the uncertainty in the exact relation of the start
signal, which the software calls or the gate signal supplies to the first edge
of the timebase, as shown in Figures 24-27.

1 timebase period

i

mese_| | LU UL UUUUUUUL

starting
signal
phase 1 phase 2
< >« >
output
<> .
uncertainty of
1 timebase period
Figure 24-27. Uncertainty of One Timebase Period

In addition to the above uncertainty, the 8253/54 chip has an additional
uncertainty when used in mode 0. Mode 0 generates a low pulse for a
chosen number of clock cycles, but a software delay is involved. This
delay is because with mode 0 the counter output is set low by a software
write to the mode setting. Afterward the count can be loaded and the
counter starts counting down. The time between setting the output to low
and loading the count is included in the output pulse. This time was found
to be 20 microseconds when tested on a 200 MHz Pentium computer.

LabVIEW Data Acquisition Basics Manual 24-22 © National Instruments Corporation



Chapter 24 Generating a Square Pulse or Pulse Trains

Stopping Counter Generations

You can stop a counting operation in several ways. You can restart a
counter for the same operation it just completed, you can reconfigure it to
do something else, or you can call a specific VI to stop it. All of these
methods allow you to use counters for different operations without
resetting the entire board.

DAQ-STC, Am9513

Figure 24-28 shows how to stop a counter using the Intermediate VI,
Counter Stop. Notice that the Wait+ (ms) VI is called before Counter Stop.
The Wait+ (ms) VI allows you to wire a time delay so that the previous
counter operation has time to complete before the Counter Stop VI is
called. The Wait+ (ms) and Counter Stop VIs are located in
Functions»Data Acquisition»Counter»Intermediate Counter

| |
¥ o
FPLLSE] S::: |
Id w s Q 123
[Generate Delayed Pulse.vi hadait+ [rres]. wi]

Figure 24-28. Using the Generate Delayed Pulse and Stopping the Counting Operation

To stop a generated pulse train, another Generate Pulse Train VI can
be used with the number of pulses input set to —1. Figure 24-29 shows
an example of this. This example expects that a pulse train is already
being generated. The call to Generate Pulse Train VI stops the counter,
and the call to Generate Delayed Pulse VI sets the counter up for a
different operation.

rumber of pulses

FLLSE
TRAIN LLSE

i
i FERT

[Generate Pulse Train. i [Generate Delayed Pulse. v

Figure 24-29. Stopping a Generated Pulse Train

8253/54

Calling ICTR Control VI with a control code of 7 (reset) can stop a counter
on the 8253/54 chip. Examples are shown in Figures 24-9 and 24-23.
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Measuring Pulse Width

This chapter describes how you can use a counter to measure pulse width.
There are several reasons you may need to determine pulse width. For
example, if you need to determine the duration of an event, you would want
your application to measure the width of a pulse that occurs during that
event. Another example is determining the interval between two events. In
this case, you would measure the pulse width between the two events. An
example of when you might use this type of application is determining the
time interval between two boxes on a conveyor belt or the time it takes one
box to be processed through an operation. The event would be an edge
every time a box goes by a point, which prompts a digital signal to change
in value.

Measuring a Pulse Width

You can measure an unknown pulse width by counting the number of
pulses of a faster known frequency that occur during the pulse to be
measured. Connect the pulse you want to measure to the GATE input pin
and a signal of known frequency to the SOURCE (CLK) input pin, as
shown in Figure 25-1. The pulse of unknown widkh,j gates the counter
configured to count a timebase clock of known periQl The pulse width
equals the timebase period times the counfTQr= Ts x count The

SOURCE (CLK) input can be an external or internal signal.

—»| GATE ouT —»

-«
Tow

Count Register

frequency —»| SOURCE
source (CLK)
>
TS

Figure 25-1. Counting Input Signals to Determine Pulse Width
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Chapter 25 Measuring Pulse Width

An internal signal is based upon the type of counter chip on your

DAQ device. With DAQ-STC devices, you have a choice between internal
timebases of 20 MHz and 100 kHz. With Am9513 devices, you can choose
internal timebases of 1 MHz, 100 kHz, 10 kHz, 1 kHz, and 100 Hz.

With 8253/54 devices, the internal timebase is either 2 MHz or 1 MHz,
depending on which board you have.

Figure 25-2 shows how to physically connect the counter on your device to
measure pulse width.

counter

source
your

device I gate out

Figure 25-2. Physical Connections for Determining Pulse Width

Determining Pulse Width

How you determine a pulse width depends upon which counter chip is
on your DAQ device. If you are uncertain of which counter chip your
DAQ device has, refer to your hardware manual.

DAQ-STC

Figure 25-3 shows the diagram of the Measure Pulse-Easy (DAQ-STC) VI
located inlabview\examples\dag\counte\DAQ-STC.IIb , which
uses the Easy VI, Measure Pulse Width or Period.

Tie
ulze width [5
FLULZE

ERIO]

|

timebass [100 kHz
[DBL]

"]

Figure 25-3. Diagram of Measure Pulse Width (DAQ-STC) VI
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The Measure Pulse Width or Period VI counts the number of cycles of the
specified timebase, depending on your choice fromythe of
measurementmenu located on the front panel of the VI. Tyee of
measurementmenu choices for this VI are shown in Figure 25-4.

twpe of measurement

i  measure high pulze width of a single pulze
meazure low pulze width of a single pulse
meazure one high pulse width of multiple pulzes
meazure one low pulze width of multiple pulzes

Figure 25-4. Menu Choices for Type of Measurement
for the Measure Pulse Width or Period(DAQ-STC) VI

Use the first two menu choices when you want to measure the width of a
single pulse. In these cases, the GATE of the counter must start out in the
opposite phase of the pulse you want to measure. For example, if you
choosameasure high pulse width of a single puls¢he GATE must start

out low when you run the VI. If you attempt to measure a single high pulse,
and the GATE is already high (such as in the middle of a pulse train) when
you run the VI, an error will occur.

Use the last two menu choices when you want to measure the width of a
single pulse within a train of multiple pulses. In these cases, it is the
previous GATE transition which arms the counter to measure the next
pulse. For example, if you chooseasure one high pulse width of

multiple pulses the first high-to-low GATE transition from one pulse
would arm the counter to measure the very next pulse.

The timebase you choose determines how long a pulse you can measure
with the 24-bit counter. For example, the 100 kHz timebase allows you to
measure a pulse up t&#% 10us = 167 seconds long. The 20 MHz timebase
allows you to measure a pulse up to 838 ms long. For a complete
description of this example, refer to the information found in
Windows»Show VI Info....
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Am9513

Figure 25-5 shows the diagram of the Measure Pulse-Easy (9513) VI
located inlabview\examples\dag\counte\ Am9513.llb , which
uses the Easy VI, Measure Pulse Width or Period.

Lz width [=

abc
DEL
E...... FULSE .

ERIC|
e of meazurement] == i |walid?
(e L..

tirmebase (100 kHz
DBL

Figure 25-5. Diagram of Measure Pulse Width (9513) VI

The Measure Pulse Width or Period VI counts the number of cycles of the
specified timebase, depending on your choice from the type of
measurement menu located on the front panel of the VI. The type of
measurement menu choices for this VI are shown in Figure 25-6.

type of measurement

g W measure high pulse width
measure low pulse width

Figure 25-6. Menu Choices for Type of Measurement
for the Measure Pulse Width or Period (9513) VI

Either menu choice can be used to measure the width of a single pulse, or
to measure a pulse within a train of multiple pulses. However, the pulse
must occur after the counter starts. This means it may be difficult to
measure a pulse within a fast pulse train. This is because the counter uses
high level gating. If the counter is started in the middle of a pulse, it will
measure the remaining width of that pulse.

The timebase you choose determines how long a pulse you can measure
with the 16-bit counter. For example, the 100 Hz timebase allows you to
measure a pulse up t#% 10ms = 655 seconds long. The 1 MHz timebase
allows you to measure a pulse up to 65 ms long. Since a faster timebase
yields a more accurate pulse width measurement, it is best to use the fastest
timebase possible without the counter reaching terminal count (TC).
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Thevalid? output of the example VI indicates whether the counter
measured the pulse without overflowing (reaching TC). Howeeaéid?
does not tell you whether a whole pulse was measured when measuring a

pulse within a pulse train. For a complete description of this example, refer
to the information found ilVindows»Show VI Info....

8253/54
Figure 25-7 shows the diagram of the Measure Short Pulse Width
(8253) VI located inabview\examples\dag\counter\8253.11b
. . pulze width [z]
»» timebaze period (2] >
count
device] [UiE]
[116 ]
EE535
rineease @ms 2 =g |
i — | Ia
|"setup mode 4| |55535|| - 5

E shatus

counter overflow?

i
|
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-
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Figure 25-7. Diagram of Measure Short Pulse Width (8253) VI

This VI counts the number of cycles of the internal timebag&oahter 0

to measure a high pulse width. You can measure a single pulse or a pulse
within a train of multiple pulses. However, the pulse must occur after the
counter starts. This means it may be difficult to measure a pulse within a
fast pulse train because the counter uses high level gating. If you want to
measure a low pulse width, you need to insert a 7404 inverter chip between
your pulse source and the GATE input of counter 0.
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Measuring Pulse Width

On the example diagram, the first call to ICTR Control VI sets up
counting mode 4, which tells the counter to count down while the gate input
is high. The Get Timebase (8253) VI is used to get the timebase of your
DAQ device. A DAQ device with an 8253/54 counter has an internal
timebase of either 1 MHz or 2 MHz, depending on the device. Inside the
while loop, ICTR Control VI is called to continually read the count register
until one of four conditions are met:

1. The count register value has decreased, but is no longer changing
(it is finished measuring the pulse).

2. The count register value is greater than the previously read value
(an overflow has occurred).

3. An error has occurred.
4. Your chosen time limit has been reached.

After the while loop, the final count is subtracted from the originally loaded
count of 65535 and multiplied by the timebase period to yield the pulse
width. Finally, the last ICTR Control VI resets the counter. Notice that this
VI uses onlyCounter 0. If Counter 0 has an internal timebase of 2 MHz,
the maximum pulse width you can measurelfsx2.5us = 32 ms. For a
complete description of this example, refer to the information found in
Windows»Show VI Info....

Controlling Your Pulse Width Measurement

How you control your pulse width measurement depends upon which
counter chip is on your DAQ device. If you are uncertain of which counter
chip you DAQ device has, refer to your hardware manual.

DAQ-STC or Am9513

Figure 25-8 shows one approach to measuring pulse width using the
Intermediate VIs Pulse Width or Period Meas Config, Counter Start,
Counter Read, Counter Stop. You can use these VIs to control when the
measurement of the pulse widths begins and ends. The Pulse Width or
Period Config VI configures a counter to count the number of cycles of a
known internal timebase. The Counter Start VI begins the measurement.
The Counter Read VI determines if the measurement is complete and
displays the count value. After the while loop is stopped, the Counter
Stop VI stops the counter operation. Finally, the General Error Handler VI
notifies you of any errors.
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Figure 25-8. Measuring Pulse Width with Intermediate Vs

Buffered Pulse and Period Measurement

With the DAQ-STC chip, LabVIEW provides a buffer for counter
operations. You would typically use buffered counter operations when you
have a gate signal to trigger a counter several times. Figure 25-9 shows the
diagram of the Meas Buffered Pulse-Period (DAQ-STC) VI located in
labview\examples\dag\DAQ-STC.llb

hurnbrer read
counts per buifer
32 || EH — t
uffered counts|
dovice config mode [u32]
I"Slaltl
buffered times (s
[soL]
courter éarofup Eufﬂgr cf"lo'cjg Cortral
onfil —Canfi L]Canfi
E“""‘“[‘“"] T | iz - backlo
timebaze [Hz
SGL

Figure 25-9. Diagram of Meas Buffered Pulse-Period (DAQ-STC).vi
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With this example, you can perform four types of buffered measurements:

1. Buffered period measurement, which measures a number of periods in
a pulse train.

2. Buffered semi-period measurement, which measures a number of high
and low pulse in a pulse train.

3. Buffered pulse width measurement, which measures a number of high
or low pulses in a pulse train.

4. Buffered counting, where each rising edge loads the current count into
a finite buffer.

This example uses a single buffer—circular buffering is not supported.
The diagram uses the following Advanced VIs: CTR Group Config,
CTR Buffer Config, CTR Mode Config, CTR Control, and CTR Buffer
Read. CTR Group Config takes the counter and device and sets up a
taskiD. CTR Buffer Config sets up a finite buffer whose size is determined
by the value you enter gounts per buffer. CTR Mode Config determines
what type of counting operation to perform based on your choicgati®r
parametersandconfig mode CTR Control starts the counting operation,
but does not return until the counting has completed. CTR Buffer Read
reads the buffer of data and returns the valuésifiered counts The
buffered timesare determined by dividing the counts by your chosen
timebase For a complete description of this example, refer to the
information found inWindows»Show VI Info....

Increasing Your Measurable Width Range

The maximum counting range of a counter, together with the chosen
internal timebase, determine how long of a pulse width can be measured.
Remember the internal timebase acts as the SOURCE. When measuring the
pulse width of a signal, you count the number of source edges that occur
during the pulse being measured. The counted number of SOURCE edges
cannot exceed the counting range of the counter. Slower internal timebases
allow you to measure longer pulse widths, but faster timebases give you a
more accurate pulse width measurement. If you need a slower timebase
than is available on your counter as shown in Table 25-1, you can set up an
additional counter for pulse train generation and use the OUT of that
counter as the SOURCE of the counter measuring pulse width.

LabVIEW Data Acquisition Basics Manual 25-8 © National Instruments Corporation



Chapter 25 Measuring Pulse Width

Table 25-1. Internal Counter Timebases and Their Corresponding
Maximum Pulse Width Measurements

Internal Maximum Pulse Width
Counter Type Timebases Measurement

DAQ-STC 20 MHz 838 ms
100 kHz 167 s

Am9513 1 MHz 65 ms

100 kHz 655 ms
10 kHz 6.5s
1 kHz 65s

100 Hz 655s

8253/54 2 MHz* 32 ms

1 MHz* 65 ms

*A DAQ device with an 8253/54 counter will have one of these internal timebases
available on counter 0, but not both.
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Measuring Frequency
and Period

This chapter describes the various ways you can measure frequencies and
periods of TTL signals using the counters on your data acquisition (DAQ)
device. One cycle of a signal, known as the period, is measured in units of
time—usually seconds. The inverse of period is frequency, which is
measured in cycles per second or hertz (Hz). The rate of your signal and the
type of counter on your DAQ device determine whether you use frequency
or period measurement. An example of when you would want to know the
frequency of a signal is if you need to monitor the shaft speed of the motor.

Knowing How and When to Measure
Frequency and Period

A common way to measure the frequency of a signal is to measure the
number of pulses that occur during a known time period. For example,
Figure 26-1 illustrates the measurement of a pulse train of an unknown
frequency fy) by using a pulse of a known widthd). The frequency of

the waveform equals the count divided by the known pulse width
(frequency = countls). The period is always the reciprocal of the
measured frequency (period fJL/You typically use frequency
measurement for high frequency signals where the signal to be measured
is approaching or faster than the chosen internal timebase.

—»| GATE ouT —»

-«
Te
pulse of known width Count Register

r —— SOURCE (CLK)

input of unknown
frequency, fs

Figure 26-1. Measuring Square Wave Frequency
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Measuring Frequency and Period

DAQ-STC, Am9513

8253/54

For period measurement, you count the number of pulses of a known
frequency fy) during one period of the signal to be measured. As shown in
Figure 26-2, the signal of a known frequency is connected to the SOURCE,
and the signal to be measured is connected to the GATE. The period is the
count divided by the known frequencl(= countt,).

—»| GATE ouT —»

-«
Te

Count Register

—»| SOURCE

input of known
frequency, fs

Figure 26-2. Measuring a Square Wave Period

You typically use period measurement for low frequency signals where

the signal to be measured is significantly slower than the chosen internal
timebase. The internal timebases for the DAQ-STC are 20 MHz and

100 kHz. The internal timebases for the Am9513 are 1 MHz, 100 kHz,

10 kHz, 1 kHz, and 100 Hz. Whether you use period measurement or
frequency measurement, you can always obtain the other measurement by
taking the inverse of the current one as shown in the following equations.

1
frequency measurement

period measuremernt

1
period measurement

frequency measurement

The 8253/54 chip does not support period measurement, but you can use
frequency measurement for a pulse train and take the inverse to get the
period. The frequency examples discussed in this chapter calculate the
period for you.

LabVIEW Data Acquisition Basics Manual 26-2 © National Instruments Corporation



Chapter 26 Measuring Frequency and Period

Connecting Counters to Measure Frequency and Period

Figure 26-3 shows typical external connections for measuring frequency.
In the figure, your device provides the signal with the frequency to be
measured to the SOURCE (CLK)@junter. It can optionally control the
GATE ofcounter-1 The OUT ofcounter-1supplies a known pulse to the
GATE of counter. Finally, counter counts the number of cycles of the
unknown pulse during the known GATE pulse.

TOUTCE B
our
dlivice out out
gate gate

courter-1  counter

External Connections Diagram

Figure 26-3. External Connections for Frequency Measurement

DAQ-STC, Am9513

Figure 26-4 shows typical external connections for measuring period.

In the figure, your device provides the signal with the period to be
measured to the GATE abunter. A timebase of known frequency is
supplied to the SOURCE. This is usually an internal timebase, but it could
be externally supplied. It is important that the counting range of your
counter is not exceeded during the period measurement. The range of the
Am9513 is 65,335, and the range of the DAQ-STC is 16,777,216. If the
counting range is exceeded, you can pick a slower internal timebase.

B
auk
gate

courter

yaur
denwice

External Connections Diagram

Figure 26-4. External Connections for Period Measurement
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Measuring the Frequency and Period
of High Frequency Signals

How you measure the frequencty and period of high frequency signals
depends on the counter chip on your DAQ device. If you are unsure of
which chip your DAQ device has, refer to your hardware documentation.

DAQ-STC

Figure 26-5 shows the Measure Frequency-Easy (DAQ-STC) VI located
in labview\examples\daq\DAQ-STC.llb . This example uses the

Easy VI, Measure Frequency which can be foungunctions»

Data Acquisition»Counter.

device] f
16 | Tequency [Hz
DEL
i eriod [z
counter b4 eazure Frequency. vi
—{[F5 fi>——{(oe]
o IﬂE timeout?
gate width [s P Ttimeout? TE

Figure 26-5. Diagram of Measure Frequency-Easy (DAQ-STC) VI

This VI initiates the counter to count the number of rising edges of a
TTL signal at the SOURCE of counter during a known pulse at the GATE
of counter. The width of that known pulse is determinedgaye width.
Frequencyis the output for this example, apdriod is calculated by

taking the inverse of the frequency. Remember, you must externally wire
your signal to be measured to the SOURCEainter, and the OUT

of counter-1 must be wired to the GATE abunter. For a complete
description of this example, refer to the information found in
Windows»Show VI Info....
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Am9513

Figure 26-6 shows the Measure Frequency-Easy (9513) VI located in
labview\examples\dag\Am9513.llb . This example uses the

Easy VI, Measure Frequency which can be founBunctions»

Data Acquisition»Counter.

device frequency [Hz
] erind [z
counter I eazure Fraquency. vi
——FFrE @
abc 1E8h :
oA [vald?
gate width [3 LTF]
=i
rurnber of counters o use L, [ounter overtlow? (——
Tuis | tirne ot ? !

Figure 26-6. Diagram of Measure Frequency-Easy (9513) VI

This VI initiates the counter to count the number of rising edges of a

TTL signal at the SOURCE of counter during a known pulse at the GATE
of counter. The width of that known pulse is determined by gate width.
Freqguency is the output for this example, and period is calculated by
taking the inverse of the frequency. TWadid? output lets you know if

the measurement completed without an overflow. The number of counters
to use input lets you choose one counter for 16-bit measurement or two
counters for 32-bit measurement. Remember that you must externally
wire your signal to be measured to the SOURCE of counter, and the OUT
of counter-1 must be wired to the GATE of counter. For a complete
description of this example, refer to the information found in
Windows»Show VI Info....
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Measuring Frequency and Period

If you need more control over when your frequency measurement begins
and ends, use the Intermediate VIs instead of the Easy VIs. Figure 26-7
shows one approach for this that uses the Event or Time Counter Config,
Adjacent Counters, Delayed Pulse Generator Config, Counter Start,
CTR Control, Counter Read, and Counter Stop VIs. The Delayed Pulse
Generator Config VI configuresounter to count the number of pulses
while its GATE is high. The Adjacent Counters VI is used to determine the
correctcounter-1. The Delayed Pulse Generator Config VI then configure
counter-1to generate a single pulse for the GATE signal. The Counter
Start VI begins the counting operation émunter first, thencounter-1.

The CTR Control VI is an Advanced VI which is used to check if the GATE
pulse has completed. The Counter Read VI returns the count value from
counter, which is used to determine the frequency and pulse width. Finally,
the Counter Stop VI stops the counter operation.

=

»ractual pulse widths > —

pulze width (s

Iﬂread outéut state onlﬂ b

ate width (s
DBL

g

=t L smal loop delay
has the GATE :

pulze finizhed? ztop

@
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Figure 26-7. Frequency Measurement Example Using Intermediate VIs
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8253/54

Figure 26-8 shows the Measure Frequency > 1kHz (8253) VI located in
labview\examples\dag\8253.1ib

high

control codel

counter [ setup mode 0

Figure 26-8. Diagram of Measure Frequency > 1 kHz (8253) VI

This VI initiates the counter to count the number of rising edges of a

TTL signal at the CLK otounter during a known pulse at the GATE of
counter. The known pulse is created tgunter O, and its width is

determined byate width. The maximum width of the pulse is 32 ms if

your DAQ device has a 2 MHz internal timebase, and 65 ms if your DAQ
device has a 1 MHz internal timebase. This maximum pulse is why this
example only reads frequencies higher than 1 kHz. A frequency of 1 kHz
generates 32 cycles during the 32 ms pulse. As this cycle count decreases
(as with lower frequencies), the frequency measurement becomes less
accurate. Frequency is the output for this example, and period is determined
by taking the inverse of the frequency. You must externally wire the signal
to be measured to the CLK obunter, and the OUT ofounter 0 must be

wired through a 7404 inverter chip to the GATEcofinter.

The diagram of the previous example uses the ICTR Control, Get
Timebase (8253), and Wait + (ms) VIs. The first two ICTR Control Vis
resetcounter andcounter 0. The next ICTR Control sets @ounter to

count down while its GATE input is high. The Get Timebase (8253) VI
returns the internal timebase period dounter 0 of device. This value is
multiplied by the gate width to yield the count to be loaded into the count
register oftounter 0. The next ICTR Control VI loads this count and sets
up counter 0to output a low pulse, during which cycles of the signal to be
measured are counted.

One advantage of this example is that it only uses two counters. However,

this example has two notable limitations. One limitation is that it cannot
accurately measure low frequencies. If you need to measure lower
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frequencies, use the Measure Frequency < 1 kHz (8253) VI located in
labview\examples\daq\8253.1lb . This VI uses three counters. The
other limitation is that there is a small software dependency, which causes
counter 0to output a pulse slightly longer than the count it is given. This

is the nature of the 8253 chip, and it can increase the readings of high
frequencies. To avoid this software delay, use the Measure Frequency - Dig
Start > 1 kHz (8253) located lsbview\examples\dag\8253.1Ib . For

a complete description of each example, refer to the information found in
Windows»Show VI Info....

Measuring the Period and
Frequency of Low Frequency Signals

DAQ-STC

How you measure the period and frequency of low frequency signals
depends on which counter chip is on your DAQ device. If you are uncertain
which chip your DAQ device has, refer to your hardware documentation.

Figure 26-9 shows the Measure Period-Easy (DAQ-STC) VI located in
labview\examples\daq\DAQ-STC.llb . This example uses the Easy
VI, Measure Pulse Width or Period located-imctions»Data
Acquisition»Counter.

device] eriod [z
[116]
ey t o frequency (Hz
b |=uLszd . Iﬁ/ [DBL]
ERIODL-oes -
== walid?

[measure fising to fising sdge]2

. overlom?

timebasze [Hz ;
DEL

] -

tirnEaut?

Figure 26-9. Diagram of Measure Period-Easy (DAQ-STC) VI

You connect your signal of unknown period to the GATEminter.
The counter measures the period between successive rising edges of your
TTL signal by counting the number of intertiahebasecycles that occur
during the period. Thperiod is the count divided by the timebase. The
frequency is determined by taking the inverse of gegiod. You must
choosdimebasesuch that the counter does not reach its highest value,
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Chapter 26 Measuring Frequency and Period

or terminal count (TC). With a timebase of 20 MHz, the DAQ-STC
can measure a period up to 838 ms. With a timebase of 100 kHz,
you can measure a period up to 167 seconds.

Figure 26-10 shows the example Measure Period-Easy (9513) VI
located inlabview\examples\dagq\Am9513.Ib . This example uses
the Easy VI, Measure Pulse Width or Period locatdelimctions»

Data Acquisition»Counter.

eriod [
116
caunter t - Trerp——
[abc] PULSEd : lé/_

g .

=TT valid?
[reasure iging to riging edge]?)
i overflow?
DEL =

Limeout?

Figure 26-10. Diagram of Measure Period-Easy (9513) VI

You connect your signal of unknown period to the GATEa@inter. The
counter measures the period between successive rising edges of your TTL
signal by counting the number of intertilebasecycles that occur during

the period. Theeriod is the count divided by the timebase. Tieguency

is determined by taking the inverse of tregiod. Thevalid? output

indicates if the period was measured without overflow. Overflow occurs
when the counter reaches its highest value, or terminal count (TC). You
must chooséimebasesuch that it does not reach TC. With a timebase of

1 MHz, the Am9513 can measure a period up to 65 ms. With a timebase of
100 Hz, you can measure a period up to 655 seconds.
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DAQ-STC, Am9513

If you need more control over when period measurement begins and ends,
use the Intermediate VIs instead of the Easy VIs. Figure 26-11 shows how
to measure period and frequency.

eriod [¢

DEL e

frequency [Hz
device]
Ti6 S e
ER CF! 177
counter| :
[measure rising to rising edgel2]
il

8253/54

LabVIEW Data Acquisition Basics Manual 26-10

Figure 26-11. Measuring Period Using Intermediate Counter VIs

The Intermediate VIs used in Figure 26-11 include Pulse Width or Period
Meas Config, Counter Start, Counter Read, and Counter Stop. The Pulse
Width or Period Meas Config VI configures the counter for period
measurement. The Counter Start begins the counting operation. Counter
Read returns the count value from the counter, which is used to determine

the period and frequency.

The 8253/54 chip does not support period measurement, but you can
use frequency measurement for a pulse train and take the inverse to get
the period. The Measure Frequency < 1 kHz (8253) VI located in
labview\examples\daq\8253.1lb measures frequency and calculates

the period for you.
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Counting Signal Highs and Lows

This chapter describes the various ways you can count TTL signals using
the counters on your data acquisition (DAQ) device. Counters can count
external events such as rising and falling edges on the SOURCE (CLK)
input pin. They can also count elapsed time using the rising and falling
edges of an internal timebase. A useful example of counting events would
be if you wanted to calculate the output of a production line. A useful
example of counting time would be if you wanted to calculate how long it
takes to produce one item on a production line.

Connecting Counters to Count Events and Time

Figure 27-1 shows typical external connections for counting events. In the
figure,your deviceprovides the TTL signal to be counted, and it is
connected to the SOURCE (CLK) odunter. The number of events
counted is determined by reading the count registeowfter.

FOTCE
ok
gate

courter

your
denice

External Connections Diagram

Figure 27-1. External Connections for Counting Events

Figure 27-2 shows typical external connections for counting elapsed
time. In the figure, your device provides a pulse to the GATE of counter.
While the gate pulse is high, counter counts a known internal timebase.
Dividing the count by the internal timebase determines the elapsed time.

ZOurce

auk
Jakte

caurnter

your
denice

External Connections Diagram

Figure 27-2. External Connections for Counting Elapsed Time
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Am9513

With the Am9513, you can extend the counting range of a counter by
connecting the OUT of one counter to the SOURCE of the next higher
order counter (counter+1). This is calEbscadingcounters. By cascading
counters you can increase your counting range from a 16-bit counting range
of 65,535 to a 32-bit counting range of 4,294,967,295. The Am9513 chip
has a set of 5 counters where higher order counters can be cascaded. The
TIO-10 device has two Am9513 chips for a total of 10 counters. Table 27-1
identifies adjacent counters on the Am9513 (one and two chips). This
information is useful when cascading counters.

Table 27-1. Adjacent Counters for Counter Chips

Next Lower Counter Counter Next Higher Counter
5 1 2
1 2 3
2 3 4
3 4 5
4 5 1

10 6 7
6 7 8
7 8 9
8 9 10
9 10 6

Figure 27-3 shows typical external connections for cascading counters
when counting events. Notice that the OUTofinter is connected to the
SOURCE ofcounter+1

il et ) FOUrCe
aur
dli"\.'"i " aut aut
gate gate

counter  courter+1

Ezternal Connections Diagram

Figure 27-3. External Connections to Cascade Gounters for Counting Events
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Figure 27-4 shows typical external connections for cascading counters
when counting elapsed time. Notice that the OUgoainter is connected
to the SOURCE ofounter+1.

H H)
gate gate

counter  courter+1

External Connections Diagram

Figure 27-4. External Connections to Cascade Counters for Counting Elapsed Time

Counting Events

How you count events depends upon which counter chip is on your
DAQ device. If you are uncertain which counter your DAQ device has,
refer to your hardware documentation.

DAQ-STC

Figure 27-5 shows the Count Events-Easy (DAQ-STC) VI located
in labview\examples\daq\DAQ-STC.lIb . This example uses the
Count Events or Time-Easy VI which can be foun&imctions»
Data Acquisition»Counter.

device] ; T

Tii6] event sourcedtimebaze

[counter's SOURCE: <=0.0]
0.00

counter

[abc]

zmall loop delay

oy

Figure 27-5. Diagram of Count Events-Easy (DAQ-STC) VI

This VI initiates the counter to count the number of rising edges of a
TTL signal at the SOURCE afbunter. The counter continues counting
until theSTOP button is pressed. Remember that you must externally wire
your signal to be counted to the SOURCEdinter. For a description of
this example, refer to the information foundindows»Show VI Info....
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Counting Signal Highs and Lows

If you need more control over when your event counting begins and ends,
use the Intermediate Vls instead of the Easy VIs. Figure 27-6 shows the
Count Events-Int (DAQ-STC) VI located iabview\examples\

dag\DAQ-STC.lIb

counter

count limit
|+ count continuous| Count]
B, [ Eounter] Counte Counter
N e Read H @
izzw s | B[ 8 ) =
= [ status]

T — E‘D}
|

[]

[TE }-—F
small loop delay

Figure 27-6. Diagram of Count Events-Int (DAQ-STC) VI

This example uses the following Intermediate VIs: Event or Time Counter
Config, Counter Start, Counter Read, and Counter Stop. The Event or Time
Counter Config VI configuresounter to count the number of rising edges
of a TTL signal at its SOURCE input pin. The Counter Start VI begins the
counting operation fotounter. The Counter Read VI returns the count
until theSTOP button is pressed or an error occurs. Finally, the Counter
Stop VI stops the counter operation. Remember that you must externally
wire your signal to be counted to the SOURCEaminter. You can

optionally gatecounter with a pulse to control when it starts and stops
counting. To do this, wire your pulse to the GATE of counter, and choose
the appropriatgate modefrom the front panel menu. For a complete
description of this example, refer to the information found in
Windows»Show VI Info....

Figure 27-7 shows the Count Events-Easy (9513) VI located in
labview\examples\daq\Am9513.Ib . This example uses the
Count Events or Time-Easy VI which can be founé&imctions»
Data Acquisition»Counter.
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device event sourcetimebase
[T | [counter's SOURCE: <=0.0]
[T116 ]

0.00
counker
[abc]

rurmber of counters bo uze

zhoy

Figure 27-7. Diagram of Count Events-Easy (9513) VI

This VI initiates the counter to count the number of rising edges of a
TTL signal at the SOURCE of counter. The counter continues counting
until theSTOP button is pressed. Remember that you must externally wire
your signal to be counted to the SOURCE@dinter. Additionally, you

can cascade two counters by choosimg counters (32-bits)in the

number of counters to usanenu. This will extend your counting range to
over 4 billion. You must also wire the OUT afunter to the SOURCE of
counter+1for this increased counting range. For a complete description of
this example, refer to the information foundAtindows»Show VI Info....

If you need more control over when your event counting begins and

ends, use the Intermediate Vls instead of the Easy VIs. Figure 27-8 shows
the Count Events-Int (9513) VI locatedlabview\examples\

dag\Am9513.1lb

- : -
Gibe] i et Fead [—— St |
EEEE] W ] ] ] | W
hurnber of counters o use :
[uie] = T
small loop delay [TE)-

Figure 27-8. Diagram of Count Events-Int (9513) VI
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This example uses the following Intermediate VIs: Event or Time Counter
Config, Counter Start, Counter Read, and Counter Stop. The Event or Time
Counter Config VI configuresounter to count the number of rising edges
of a TTL signal at its SOURCE input pin. The Counter Start VI begins the
counting operation fotounter. The Counter Read VI returns the count
until theSTOP button is pressed or an error occurs. Finally, the Counter
Stop VI stops the counter operation. Remember that you must externally
wire your signal to be counted to the SOURCEa@minter. You can

optionally gate counter with a pulse to control when it starts and stops
counting. To do this, wire your pulse to the GATEcofinter, and choose

the appropriatgate modefrom the front panel menu. Additionally, you

can cascade two counters by chooswmg counters (32-bits)in the

number of counters to usenenu. This will extend your counting range to
over 4 billion. You must also wire the OUT afunter to the SOURCE of
counter+1for this increased counting range. For a complete description of
this example, read the information found/findow»Show VI Info....

Figure 27-9 shows the Count Events (8253) VI located in
labview\examples\daq\8253.1lb . This example uses the
Intermediate VI, ICTR Control which can be found-mnctions»
Data Acquisition»Counter»Intermediate Counter.
TOoooooooooooooor
] zet count to zero W Fale b
device] EERG DO OO0 000000o00 read the count
lnop until count changes
counter
Tis || i T I o
T CTR o El> : e
—C ol G ol G okl
|— ;‘@IEI
[+ setup mode 0 [+ read] |riead] B [status] ;
JvelA{E] Vb
100 100
i Lt (N,
m small loop delay m small loop delay
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Figure 27-9. Diagram of Count Events (8253) VI
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This VI initiates the counter to count the number of rising edges of a

TTL signal at the CLK otounter. Looking at the diagram, the first call to
ICTR Control loads the count register and setsaymter to count down.

The second call to ICTR Control reads the count register. Inside the first
while loop, the count is read until it changes. While the count register has
been previously loaded, the new value is not active until the first edge is
counted on the CLK pin. Once the first edge comes in, the second while
loop takes over and continually reads the count untiSih@P button is
pressed or an error occurs. Remember that you must externally wire your
signal to be counted to the CLK of counter. For a complete description of
this example, refer to the information foundMindows»Show VI Info....

Counting Elapsed Time

How you count elapsed time depends upon which counter chip is on your
DAQ device. If you are unsure of which chip your DAQ device has, refer
to your hardware documentation.

DAQ-STC

Figure 27-10 shows the Count Time-Easy (DAQ-STC) VI located in
labview\examples\daq\DAQ-STC.lIb . This example uses the
Count Events or Time-Easy VI, which can be foun&imctions»

Data Acquisition»Counter.

timebase (Hz
d?:':;ce —___ |elapsed time (3]
e ]
12:4 E
e
-t
zmall loop delay

Figure 27-10. Diagram of Count Time-Easy (DAQ-STC) VI

This Vlinitiates the counter to count the number of rising edges of a known
internal timebase at the SOURCEcounter. The Count Events or Time

VI takes care of dividing the count by the timebase frequency to determine
theelapsed time The counter continues timing until t8& OP button is
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pressed. You do not need to make any external connections. The length of
time that can be counted depends on the maximum count of the counter and
the chosetimebase For example, the 16,777,216 (24-bit) count of the
DAQ-STC and a timebase of 20 MHz can count time for 838 ms. Using the
100 kHz timebase, you can count time for 167 seconds. For a complete
description of this example, refer to the information found in
Windows»Show VI Info....

If you need more control over when your elapsed timing begins and ends,
use the Intermediate Vls instead of the Easy VIs. Figure 27-11 shows the
Count Time-Int (DAQ-STC) VI located ilabview\examples\

dag\DAQ-STC.lIb

ods; |eount lirnit

4+ count continuous] apeed e 2

e, |—{Counter] —Counterf Counter
e [Start Read Stop @
- ] ] S ] e -
p otatus]
— E))
-
m small loop delay

Figure 27-11. Diagram of Count Time-Int (DAQ-STC) VI

This example uses the following Intermediate VIs: Event or Time Counter
Config, Counter Start, Counter Read, and Counter Stop. The Event or Time
Counter Config VI configuresounter to count the number of rising edges

of a known internal timebase. The Counter Start VI begins the counting
operation forcounter. The Counter Read VI returns the count until the
STOP button is pressed or an error occurs. The count value is divided by
thetimebaseto determine thelapsed time Finally, the Counter Stop VI
stops the counter operation. You do not need to make any external
connections, but you can optionally gate counter with a pulse to control
when it starts and stops timing. To do this, wire your pulse to the GATE of
counter, and choose the approprigiEte modefrom the front panel menu.
For a complete description of this example, refer to the information found
in Windows»Show VI Info....
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Am9513

Figure 27-12 shows the Count Time-Easy (9513) VI located in
labview\examples\dag\Am9513.llb . This example uses the Count
Events or Time-Easy VI, which can be found-imctions»Data
Acquisition»Counter.

timebaze [Hz
denvice] -
1 elapsed time [z)
Tic o]
L] T [oBL |

zmall loop delay

Figure 27-12. Diagram of Count Time-Easy (9315) VI

This Vlinitiates the counter to count the number of rising edges of a known
internal timebase at the SOURCEcolnter. The Count Events or Time

VI takes care of dividing the count by the timebase frequency to determine
theelapsed time The counter continues timing until t8& OP button is
pressed. You do not need to make any external connectionshifrtitzer

of counters to usemenu is set tone counter (16-bits) If you set the

number of counters to usanenu tawo counters (32-bits) you must
externally wire the OUT ofounter to the SOURCE ofounter+1. The

length of time that can be counted depends on the maximum count of the
counter(s) and the chosttmebase For example, the 65535 (16-bit) count

of the Am9513 and a timebase of 1 MHz can count time for 65 ms. Using
the 100 Hz timebase and two counters (32-bits), you can count time for over
a year. For a complete description of this example, refer to the information
found inWindows»Show VI Info....
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If you need more control over when your elapsed timing begins and
ends, use the Intermediate VIs instead of the Easy VIs. Figure 27-13
shows the Count Time-Int (9513) VI locatedabview\examples\
dag\Am9513.1lb

|0 coLtt continunuslgl

elapsed time =

=, —Counter| Counter| ounter]
s Etart Read [Stop
(EEL M| S 3

_
tinehase (Hz shoy E)’
DEL
.
m zmall loop delay

Figure 27-13. Diagram of Count Time-Int (9513) VI

This example uses the following Intermediate VIs: Event or Time Counter
Config, Counter Start, Counter Read, and Counter Stop. The Event or Time
Counter Config VI configuresounter to count the number of rising edges

of a known internal timebase. The Counter Start VI begins the counting
operation forcounter. The Counter Read VI returns the count until the
STOP button is pressed or an error occurs. The count value is divided by
thetimebaseto determine thelapsed time Finally, the Counter Stop VI
stops the counter operation. You can optionally gatmter with a pulse

to control when it starts and stops timing. To do this, wire your pulse to
the GATE ofcounter, and choose the approprigtete modefrom the

front panel menu. Additionally, you can cascade two counters by choosing
two counters (32-bits)in thenumber of counters to usemenu. This

extends your elapsed time range. You must also wire the Odduoter

to the SOURCE ofounter+1for this increased range. For a complete
description of this example, refer to the information found in
Windows»Show VI Info....
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Figure 27-14 shows the Count Time (8253) VI located in
labview\examples\dag\8253.1Ib . This example uses the
ICTR Control-Int VI, which can be found Functions»
Data Acquisition»Counter»Intermediate Counter.
Icount
E e elapsed time [s JiedelTali=))
5 I
counter
116 L
counter
':IE e || |[TCE L[TEm | [TTT® T TR
TIHEEAZE C okl Corkrel— | kil
SENERATE S W] R | HE2EL LS E n
timebase [Hz E
| setup mode 0] [#read] I"resetl
zhoy E) """
4
m zmall loop delay
"

Figure 27-14. Diagram of Count Time (8253) VI

This VI initiates the counter to count the number of rising edges of a

TTL timebase at the CLK afounter. Counter O creates the timebase.
Looking at the diagram, the Timebase Generator (8253) VI sets up
Counter 0to generate a timebase by dividing down its internal timebase.
The first call to ICTR Control loads the count register and seteuipter

to count down. Inside the while loop, ICTR Control reads the count, which
is divided by the actual timebase frequency to determineldpsed time

The elapsed time increments until &iOP button is pressed or an error
occurs. The last two calls to ICTR Control reSetinter 0 and counter.
Remember that you must externally wire the OUTofinter 0 to the

CLK of counter. You can optionally gateounter with a pulse to control
when it starts and stops timing. To do this, wire your pulse to the GATE of
counter. For a complete description of this example, refer to the information
found inWindows»Show VI Info....
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Dividing Frequencies

Dividing TTL frequencies is useful if you want to use an internal timebase
and the frequency you need does not exist. You can divide an existing
internal frequency to get what you need. You can also divide the frequency
of an external TTL signal. Frequency division results in a pulse or pulse
train from a counter for evely cycles of an internal or external source.
Counters can only decrease (divide down) the frequency of the source
signal. The resulting frequency is equal to the input frequency divided

by N (timebase divisor)N must be an integer number greater than 1.
Performing frequency division on an internal signal is callddvan

counter Frequency division on an external signal is callsid@al divider
Figure 28-1 shows typical wiring for frequency division.

counter
source
ot HT o rour
L lgate

Frequency Division for a Signal Divider

counter

source
your out your

device | | gate device

Frequency Division for a Down Counter

Figure 28-1. Wiring Your Gounters for Frequency Division
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DAQ-STC, Am9513

Figure 28-2 shows an example of a signal divider. It uses the Intermediate
counter VIs Down Counter or Divide, Counter Start, and Counter Stop.

dervice [Dowsn Counter or Divider Config.wi
counter

OH GTR Courter ounter
abe | olyIngR Start Stap
R = | e |-

1
output [high pulsed 0.0 o
=) uge counter's SOURCE

=
timebase divigor

T

Figure 28-2. Programming a Single Divider for Frequency Division

The Down Counter or Divide Config VI configures the specified counter to
divide the SOURCE signal by thienebase divisorvalue and output a

signal when the counter reaches its terminal count (TC). Using Down
Counter or Divide Config VI, you can configure the type of output to be
pulse or toggled. The diagram above outputs a high pulse lasting one cycle
of the source signal once the counter reaches its TC. For more information
on the different types of signal outputs, refer to the Down Counter or Divide
Config VI description in Chapter 2htermediate Counter V]®f the
LabVIEW Function and VI Reference Manual the LabVIEWOnline
Referencgavailable by selectingelp»Online Reference... The diagram
above counts the rising edges of the SOURCE signal, the default value of
thesource edgenput. In order to figure out where the inputs and outputs
are located on this VI, remember to use the Help window. Open this
window by choosingdelp»Show Help

The Counter Start VI tells the counter to start counting the SOURCE signal
edges. The counter only stops the frequency division when the stop button
is pressed. The Counter Stop VI stops the counter immediately and clears
the count register. It is a good idea to always check your errors at the end
of an operation to see if the operation was successful.

You can alter the Down Counter or Divide Config VI to create a

down counter. To do this, change the timebase value Grom

(external SOURCE) to a frequency available on your counter. With the
Am9513 chip, you can choose timebases of 1 MHz, 100 kHz, 10 kHz,

1 kHz, and 100 Hz. With the DAQ-STC chip, you can choose timebases
of 20 MHz and 100 kHz.
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Instead of triggering frequency division for signal dividers and down
counters by software, as previously described, you can trigger using the
GATE signal. You can trigger while the GATE signal is high, low, or on the
rising or falling edge. For more information, refer to the Down Counter or
Divide Config VI description in Chapter 2lihtermediate Counter V]®of
theLabVIEW Function and VI Reference Manualthe LabVIEWOnNIine
Referencgeavailable by selectingelp»Online Reference...

8253/54

To divide a frequency with the 8253/54 counter chip, use the example Cont
Pulse Train (8253) VI located labview\examples\daq\8253.llb

This example is explained in Chapter 24 in@enerating a Pulse Train
section. For a complete description of this example, refer to the information
found inWindows»VI Info... .
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Part VII

Debugging Your Data
Acquisition Application

This section contains an explanation of ways you can debug your data

acquisition application to make sure your application is accurate and
runs smoothly.

Part VII, Debugging Your Data Acquisition Applicatiocontains the
following chapter:

Chapter 29Debugging Techniqueshows you some tips to help
figure out why your VI is not working.



Debugging Techniques

Is your VI not working as you expected? This chapter shows you some tips
to help figure out why your VI is not working. First, find yduabVIEW

User Manualbecause this manual is referenced in this section. With
LabVIEW data acquisition (DAQ) applications, you might find errors in
hardware connections, software configuration, or VI construction. The goal
of this chapter is to help you narrow down where the problem is in your
program flow.

Hardware Connection Errors

When no error occurs, but the data is not what you expected, then you
may want to check your hardware connections and jumper settings.
For example, if you have an analog input application, make sure your
signals are properly grounded. For more information on analog input
configuration issues, refer to Chaptefjngs You Should Know

about Analog Input

For SCXI modules, you must verify that gain jumpers are set up properly.
To verify how a DAQ device gets set to a certain gain (or limit setting

as noted in the software), refer to ChapteB&sic LabVIEW Data
Acquisition ConceptsAnother common SCXI hardware error is using
digital lines on your DAQ device that are reserved for communication
with the SCXI modules.

In order to test that your hardware has not been damaged, connect a

known voltage to the channels you are using. To check the location of
any hardware connections, refer to your hardware user manual.
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Software Configuration Errors

As you check hardware connections, it is a good idea to verify that the
NI-DAQ software configuration reflects your hardware setup. For possible
difficulties with software configuration, read Chaptetristalling and
Configuring Your Data Acquisition Hardwarthe chapter of this manual
that describes your specific application, or leDAQ User Manual

(Windows) In the NI-DAQ Configuration utility, you can use the NI-DAQ
Test Panels to verify that your device is operating properly. Refer to the
NI-DAQ Configuration Utility Help for more details.

VI Construction Errors

Error Handling

The various sections below describe methods to find problems with VI
construction. All the techniques described can be used by themselves or in
conjunction with one another.

The best way to determine if your application executed without an error is
to use one of the error handler Vls in your application. The Error Handler
VIs are located ifrunctions»Time & Dialog. You can only use these Vs
with Intermediate and Advanced VIs. Easy I/O VIs already include error
handling capabilities within each VI. Each Intermediate and Advanced VI
has an error input and output clusters (naereok in anderror out,
respectively). The error clusters contain a Boolean that indicates whether
an error occurred, the error code for the error, and the name of the VI that
returned the error. Error in indicates an error, the VI returns the same
error information irerror out, and does not perform any DAQ operations.

error in [ho eror] error out
code code
na error Iﬁlj | na erar I 0 |
FOUICE FOLICE

When you use any of the Intermediate or Advanced VIs in a While Loop,
you should stop the loop if the status in éner out cluster reads TRUE.

If you wire the error cluster to the General Error Handler VI or the Simple
Error Handler VI, the VI deciphers the error information and describes the
error to you. Figures 29-1 and 29-2 show how to wire a typical DAQ VI to

an error handler.
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Al
CLERR

Al
CLEAR

Figure 29-2. Error Checking Using the Simple Error Handler VI

The following figure shows an example of the dialog box the Error Handler
VIs display if an error occurs.

i

i

Error 10634 occured at Al Contral.

Poszzible reazons:

MI-DAG LY The zample frequency exceeds
the safe marimurn rate for the hardware, gains.
and filkers used.

x|

Please refer to tHeabVIEW Function and VI Reference Manoakhe
LabVIEW Online Referenceavailable by selectingelp»Online
Reference.., for more information on the error handler Vls.

Single-Stepping through a VI

Single-stepping through a VI allows you to execute one node at a time in
the block diagram. A node can be subVIs, functions, structures, formula
nodes, and attribute nodes. Refer to Chaptérating VIs in the

LabVIEW User Manuakhnd Chapter £ xecuting and Debugging VIs and
SubVlsin theG Programming Reference Manual more information
about single-stepping.
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Debugging Techniques

Execution Highlighting

Execution highlighting (the light bulb button on the diagram) shows you
how data passes from one node to another in your program. When you turn
execution highlighting on, data movement is marked by bubbles moving
along the wires. Refer to ChapterGeating Vls in theLabVIEW User
Manual,and Chapter &xecuting and Debugging VIs and SuhVighe

G Programming Reference Manual more information about execution
highlighting.

Using the Probe Tool

If your VI is producing questionable results, you may want to use the Probe
tool to check intermediate values in a VI. The Probe tool will help you
narrow down where the incorrect results are occurring. Refer to Chapter 2,
Creating Vlsin theLabVIEW User Manuaind Chapter £ xecuting and
Debugging VIs and SubVIli& theG Programming Reference Manuat

more information on using the probe.

Setting Breakpoints and Showing Advanced DAQ Vis

Once you have narrowed down the location of an error to a subVl,

you can set a breakpoint on that subVI to cause VI execution to pause
before executing the subVI. You can now see what values get passed

in or are generated by the Advanced VIs, single-step through the subVI's
execution, probe wires to see data, or change values of front panel
controls. Refer to Chapter €reating Vs in theLabVIEW User Manual

and Chapter & xecuting and Debugging VIs and SuhVishe

G Programming Reference Manual more information on how to set a
breakpoint.
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LabVIEW Data Acquisition
Common Questions

This appendix lists answers to questions frequently asked by
LabVIEW users.

Where is the best place to get up to speed quickly with data acquisition
and LabVIEW?

Read thd.abVIEW Data Acquisition Basics Manuaid look at the
run_me.llb  examples, imabview\examples\dag\run_me.llb ,
included with the package. In Windows, run the DAQ Channel Wizard and
the DAQ Solution Wizard.

What is the easiest way to address my AMUX-64T board with my
MIO board?

Set the number of AMUX boards used in the NI-DAQ Configuration utility
(nidagconf.exe  on Windows oNI-DAQ control panel on Macintosh).

Then in the channel string inputs specify the onboard channel. For example,
with one AMUX-64T board, the channel striél@  will acquire data from
AMUX channels 0 through 7, and so on.

What are the advantages/disadvantages of reading Al Read’s backlog
rather than a fixed amount of data?

Reading the backlog is guaranteed not to cause a synchronous wait for the
data to arrive. However, it adds more delay until the data is processed
(because the data was available on the last call) and it can require constant
reallocation or size adjustments of the data acquisition read buffer in
LabVIEW.

What is the easiest way to verify that my board works and is acquiring
data from my signals?

Run one of the examples in theview\examples\daq folder or run the
test panel for your board in the NI-DAQ Configuration utility.
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LabVIEW Data Acquisition Common Questions

How can | tell when a continuous data acquisition operation does not
have enough buffer capacity?

The scan backlog rises with time, either steadily or in jumps, or takes a long
time to drop to normal after an interrupting activity like mouse movement.
If you can open another VI during the operation without receiving an
overrun error you should have adequate buffer capacity.

| want to group two or more ports using my DIO32, DIO24, or
DIO-96 board, but | do not want to use handshaking. | just want to
read one group of ports just once. How can | set it up in software?

Use Easy I/O Vs (Write to Digital Port or Read from Digital Port) or
Advanced Digital VIs (DIO Port Config, DIO Port Write or DIO Port
Read), and set multiple ports in the port list. For Easy I/O VIs, you can
specify up to four ports in the port list. Whatever data you try to output to
each port of your “group” will correspond to each element of the data array.
This also applies for input.

| want to use the OUT1, OUT2, OUT3 and IN1, IN2, IN3 pins on my
DIO-32F board. How do | address those pins using the Easy I/O Digital
Vis in LabVIEW?

These output and inputs pins are addressed together as port 4. OUT1 and
IN1 are referred to as bit 0, OUT2 and IN2 are referred to as bit 1, and
OUT3 and IN3 are referred to as bit 2. Only the NB-DIO-32F has three pins
for each direction. If you use the Write To Digital Port VI, you will output

on the OUT pins, and if you use the Read From Digital Port VI, you will
input from the IN pins.

| want to be able to write up to four lines on the digital port on my
jumpered MIO (non E-series) board while also reading in four lines of
digital data on the remaining free digital lines. How do | do this?

Use the DIO Port Config VI twice; once to configure four lines for output
and once more to configure four lines for input. Now call the DIO Port
Write VI or the DIO Port Read VI for the appropriate lines. Avoid calling
the Easy I/O VIs for digital I/O, as they reconfigure the port direction each
time the VI is called.
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| want to use a TTL digital trigger pulse to start data acquisition on
my DAQ device. | noticed there are two types of triggers: Digital
Trigger A, and Digital Trigger A&B. Which digital trigger setting
should | use and where should | connect the signal?

You should use Digital Trigger A, which stands for “first trigger,” to start a
data acquisition. Digital Trigger B, which stands for “second trigger,”
should only be used if you are doing both a start AND a stop trigger for
your data acquisition. Connect your trigger signal to either STARTTRIG*
(pin 38) if you are using an AT-MIO-16, AT-MIO-16D, NB-MIO-16X, or
EXTTRIG* or DTRIG for any other board that has that pin. If you are using
an E-series device, you can select which PFI pin to connect to. If you do not
specify the PFI pin, it uses the defaults as the PFI pin names suggest, for
example, PFIO/TRIG1. The only analog input boards on which you cannot
do a digital trigger are the LPM devices, DAQCard-700, DAQCard-500,
and the 516 devices. Refer to the Al Trigger Config description in
Chapter 18Advanced Analog Input Vg theLabVIEW Function and VI
Reference Manuabr the LabVIEWOnline Referenceavailable by
selectingHelp»Online Reference.., for more information on the use of
digital triggers on your DAQ device.

Note The NB-MIO-16 has an EXTTRIG* pin, but cannot support start and stop
triggering.

When are the data acquisition devices initialized?

All data acquisition devices are initialized automatically when the first
DAQ Vl is loaded in on a diagram when you start LabVIEW. You can also
initialize a particular device by calling the Device Reset VI.

(Windows) | open a VI that calls a DAQ VI, or drop a DAQ subVI on a
block diagram, and crash.

The first time a DAQ VI is loaded into memory in LabVIEW, LabVIEW
opens the Dynamic Link Librarygl( ) that controls data acquisition.

A crash at this time indicates a problem communicating with the driver.
This may indicate there is a conflict with another device in the machine.

To determine the source of the problem, quit LabVIEW and Windows,
re-launch Windows, and run the NI-DAQ Configuration Utility. Run a
simple configuration test with the DAQ devices in the machine. If this
results in a crash, there is probably a conflict with another device in the
machine or the driver’s file versions do not correspond for some reason.
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LabVIEW Data Acquisition Common Questions

If not, you need to obtain the latest version of the DAQ driver from the
NI BBS, World Wide Web, or FTP site.

We have also seen cases where the video driver conflicts with both the
NI-DAQ Configuration Utility and LabVIEW. You can obtain the

Error Messages and Crashes Common Questimesiment from the

NI Fax-on-Demand system.

(Windows) | bought LabVIEW for Windows and also have a slightly
older DAQ device from National Instruments. | installed the entire
LabVIEW package, but should | go ahead and install my NI-DAQ for
Windows drivers that | originally got with the board?

In most cases, the answer is no. The LabVIEW installer installs a set of
DAQ driver files that are guaranteed to work with LabVIEW, whereas if
you happen to install an older version of the drivers afterwards, you may
run into many problems. You may even end up crashing your computer
every time you do any data acquisition. If you buy a new DAQ device and
if you already have LabVIEW installed, it is safe to install the NI-DAQ for
Windows drivers from those disks. In any case, make sure you install and
use the latest version of the NI-DAQ drivers, unless a dialog box at
installation tells you your board is no longer supported on that version.
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Customer Communication

For your convenience, this appendix contains forms to help you gather the information necessary
to help us solve your technical problems and a form you can use to comment on the product
documentation. When you contact us, we need the information on the Technical Support Form and
the configuration form, if your manual contains one, about your system configuration to answer your
guestions as quickly as possible.

National Instruments has technical assistance through electronic, fax, and telephone systems to quickly
provide the information you need. Our electronic services include a bulletin board service, an FTP site,
a fax-on-demand system, and e-mail support. If you have a hardware or software problem, first try the
electronic support systems. If the information available on these systems does not answer your
questions, we offer fax and telephone support through our technical support centers, which are staffed
by applications engineers.

Electronic Services

FTP Support

To access our FTP site, log on to our Internet Hipsiatinst.com , asanonymous and use
your Internet address, suchjassmith@anywhere.com , as your password. The support files and
documents are located in theapport  directories.

Fax-on-Demand Support

Fax-on-Demand is a 24-hour information retrieval system containing a library of documents on a wide
range of technical information. You can access Fax-on-Demand from a touch-tone telephone at
512418 1111.

E-Mail Support (Currently USA Only)

You can submit technical support questions to the applications engineering team through e-mail at the
Internet address listed below. Remember to include your name, address, and phone number so we car
contact you with solutions and suggestions.

support@natinst.com
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Bulletin Board Support

National Instruments has BBS and FTP sites dedicated for 24-hour support with a collection of files
and documents to answer most common customer questions. From these sites, you can also download
the latest instrument drivers, updates, and example programs. For recorded instructions on how to use
the bulletin board and FTP services and for BBS automated information, call 512 795 6990. You can
access these services at:

United States: 512 794 5422
Up to 14,400 baud, 8 data bits, 1 stop bit, no parity

United Kingdom: 01635 551422
Up to 9,600 baud, 8 data bits, 1 stop bit, no parity

France: 01 48 65 15 59
Up to 9,600 baud, 8 data bits, 1 stop bit, no parity

Telephone and Fax Support

National Instruments has branch offices all over the world. Use the list below to find the technical
support number for your country. If there is no National Instruments office in your country, contact

the source from which you purchased your software to obtain support.

Country Telephone Fax

Australia 03 9879 5166 039879 6277
Austria 0662 45 7990 0 0662 45 79 90 19
Belgium 02 757 00 20 02 757 03 11
Brazil 011 288 3336 011 288 8528
Canada (Ontario) 905 785 0085 905 785 0086
Canada (Quebec) 514 694 8521 514 694 4399
Denmark 45 76 26 00 4576 26 02
Finland 09 725725 11 09 725 725 55
France 0148142424 0148142414
Germany 089 741 31 30 089 714 60 35
Hong Kong 2645 3186 2686 8505
Israel 03 6120092 03 6120095
Italy 02 413091 02 41309215
Japan 035472 2970 035472 2977
Korea 02 596 7456 02 596 7455
Mexico 5520 2635 5520 3282
Netherlands 0348 433466 0348 430673
Norway 32848400 328486 00
Singapore 2265886 2265887

Spain 91 640 0085 91 640 0533
Sweden 087304970 08 7304370
Switzerland 056 200 51 51 056 200 51 55
Taiwan 02 377 1200 02 737 4644

United Kingdom
United States

01635 523545
512 795 8248
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01635 523154
512 794 5678

© MNational Instruments Corporation



Technical Support Form

Photocopy this form and update it each time you make changes to your software or hardware, and use
the completed copy of this form as a reference for your current configuration. Completing this form
accurately before contacting National Instruments for technical support helps our applications
engineers answer your questions more efficiently.

If you are using any National Instruments hardware or software products related to this problem,
include the configuration forms from their user manuals. Include additional pages if necessary.

Name

Company

Address

Fax(___ ) Phone (___ )

Computer brand Model Processor
Operating system (include version number)

Clock speed MHz RAM__ MB Display adapter

Mouse ___yes __ no Other adapters installed

Hard disk capacity MB Brand

Instruments used

National Instruments hardware product model Revision
Configuration

National Instruments software product Version
Configuration

The problem is:

List any error messages:

The following steps reproduce the problem:




LabVIEW Hardware and Software Configuration Form

Record the settings and revisions of your hardware and software on the line to the right of each item.
Complete a new copy of this form each time you revise your software or hardware configuration, and
use this form as a reference for your current configuration. Completing this form accurately before
contacting National Instruments for technical support helps our applications engineers answer your
questions more efficiently.

National Instruments Products

DAQ hardware
Interrupt level of hardware

DMA channels of hardware

Base I/O address of hardware

Programming choice
NI-DAQ or LabVIEW version
Other boards in system

Base I/O address of other boards

DMA channels of other boards

Interrupt level of other boards

Other Products

Computer make and model

Microprocessor

Clock frequency or speed

Type of video board installed

Operating system version

Operating system mode

Programming language

Programming language version

Other boards in system

Base 1/0O address of other boards

DMA channels of other boards

Interrupt level of other boards




Documentation Comment Form

National Instruments encarrages pu tocommaent on the dbcumentation sypplied with our products.
This informaton hépsus povide qualityproducts to meet your needs.

Title: LabVIEW" Data Acquisiton Basics Manual
Edition Date: Jaruary1998
Part Number: 320097C-01

Pleag comment on the completengskarity, and organization of the manual.

If youfind errors in te manua) please reaal the page numbers and describe the errors.

Thank you for your help.

Name

Title

Compary

Address

E-Mail Addres

Phone(___ ) Fax(__ )

Mail to: Technical Publications Fax to: Technical Publications
Nationallnstruments Corpot#n NationallnstrumentCorporation
6504 Bridge Poit Parkway 512 794 5678

Austin, Texas B8730-5039



Glossary

Prefix Meaning Value
k- kilo- 108
M- mega- 16
m- milli- 10-3
- micro- 10¢
n- nano- 160
Numbers/Symbols
1D One-dimensional.
2D Two-dimensional.
A
A Amperes.
AC Alternating current.
A/D Analog-to-digital.
ADC Analog-to-digital converter. An electronic device, often an integrated
circuit, that converts an analog voltage to a digital number.
ADC resolution The resolution of the ADC, which is measured in bits. An ADC with
16 bits has a higher resolution, and thus a higher degree of accuracy than
a 12-bit ADC.
Al Analog input.
Al device An analog input device that has Al in its name, such as the NEC-AI-16E-4.
AIGND The analog input ground pin on a DAQ device.
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amplification

Am9513-based devices

AMUX devices

anlogin.llb

anlog_io.llb

analog input group

analog multiplexer

anlogout.llb

analog output group

analog trigger

AO

array

A type of signal conditioning that improves accuracy in the resulting
digitized signal and to reduce noise.

These MIO devices do not have an E- in their names. These devices include
the NB-MIO-16, NB-MIO-16X, NB-A2000, NB-TIO-10, and
NB-DMA2800 on the Macintosh; and the AT-MIO-16, AT-MIO-16F-5,
AT-MIO-16X, AT-MIO-16D, and AT-MIO-64F-5 in Windows.

Seeanalog multiplexers.

A LabVIEW DAQ library containing VIs that perform analog input with
DAQ devices and can write or stream the acquired data to disk.

A LabVIEW DAQ library containing VIs for analog I/0O control loops.

A collection of analog input channels. You can associate each group with
its own clock rates, trigger and buffer configurations, and so on. A channel
cannot belong to more than one group.

Because each board has one ADC, only one group can be active at any
given time. That is, once a control VI starts a timed acquisition with
groupn, subsequent control and read calls must also refer to group

You use the task ID to refer to the group.

Devices that increase the number of measurement channels while still using
an single instrumentation amplifigklso calledAMUX devices.

A LabVIEW DAQ library containing VIs that generate single values or
multiple values (waveforms) to output through analog channels.

A collection of analog output channels. You can associate each group with
its own clock rates, buffer configurations, and so on. A channel cannot
belong to more than one group.

A trigger that occurs at a user-selected level and slope on an incoming
analog signal. Triggering can be set to occur at a specified voltage on either
an increasing or a decreasing signal (positive or negative slope).

Analog output.

Ordered, indexed set of data elements of the same type.
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B
BCD

bipolar

buffer

C

cascading

channel

channel clock

channel name

circular-buffered I/O

clock

cluster

code width

column-major order

common-mode voltage
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Binary-coded decimal.

A signal range that includes both positive and negative values
(for example, =5 to 5 V).

Temporary storage for acquired or generated data.

Process of extending the counting range of a counter chip by connecting to
the next higher counter.

Pin or wire lead to which you apply or from which you read the analog or
digital signal. Analog signals can be single-ended or differential. For digital
signals, you group channels to form ports. Ports usually consist of either
four or eight digital channels.

The clock controlling the time interval between individual channel
sampling within a scan. Boards with simultaneous sampling do not have
this clock.

A unigue name given to a channel configuration in the DAQ Channel
Wizard.

Input/output operation that reads or writes more data points than can fit in
the buffer. When LabVIEW reaches the end of the buffer, LabVIEW
returns to the beginning of the buffer and continues to transfer data.

Hardware component that controls timing for reading from or writing to
groups.

A set of ordered, unindexed data elements of any data type including
numeric, Boolean, string, array, or cluster. The elements must be all
controls or all indicators.

The smallest detectable change in an input voltage of a DAQ device.
A way to organize the data in a 2D array by columns.

Any voltage present at the instrumentation amplifier inputs with respect to
amplifier ground.
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conditional retrieval

configuration utility

conversion device

counter.llb

counter/timer group

coupling

D

D/A

DAC

DAQ Channel Wizard

DAQ Solution Wizard

data acquisition

data flow

default input

A method of triggering in which you to simulate an analog trigger using
software Also calledsoftware triggering.

Refers to NI-DAQ on the Macintosiigfgl6.exe  on Windows 3.1, and
nidagcfg.exe ~ on Windows 95/NT.

Device that transforms a signal from one form to another. For example,
analog-to-digital converters (ADCs) for analog input, digital-to-analog
converters (DACs) for analog output, digital input or output ports, and
counter/timers are conversion devices.

A LabVIEW DAQ library containing VIs that count the rising and falling
edges of TTL signals, generate TTL pulses, and measure the frequency and
period of TTL signals.

A collection of counter/timer channels. You can use this type of group for
simultaneous operation of multiple counter/timers.

The manner in which a signal is connected from one location to another.

Digital-to-analog.

Digital-to-analog converter. An electronic device, often an integrated
circuit, that converts a digital number into a corresponding analog voltage
or current.

Utility that guides you through naming and configuring your DAQ analog
and digital channels.

Utility that guides you through specifying your DAQ application, from
which it provides a custom DAQ solution.

Process of acquiring data, typically from A/D or digital input plug-in
boards.

Programming system consisting of executable nodes in which nodes
execute only when they have received all required input data and produce
output automatically when they have executed. LabVIEW is a dataflow
system.

The default value of a front panel control.
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default setting

device

device number

DIFF

differential

measurement system

digio.llb

digital input group

digital output group

digital trigger

Glossary

A default parameter value recorded in the driver. In many cases, the
default input of a control is a certain value (often 0) that maaaghe
current default setting=or example, the default input for a parameter
may bedo not change current settingnd the default setting may be
no AMUX-64T boardslf you do change the value of such a parameter,
the new value becomes the new setting. You can set default settings for
some parameters in the configuration utility.

A DAQ device inside your computer or attached directly to your computer
through a parallel port. Plug-in boards, PC cards, and devices such as the
DAQPad-1200, which connects to your computer’s parallel port, are all
examples of DAQ devices. SCXI modules are distinct from devices, with
the exception of the SCXI-1200, which is a hybrid.

The slot number or board ID number assigned to the device when you
configured it.

Differential. A differential input is an analog input consisting of two
terminals, both of which are isolated from computer ground and whose
difference you measure.

A way you can configure your device to read signals, in which you do not
need to connect either input to a fixed reference, such as the earth or a
building ground.

A LabVIEW DAQ library containing Vls that perform immediate digital
I/0 and digital handshaking with DAQ devices and SCXI modules.

A collection of digital input ports. You can associate each group with its
own clock rates, handshaking modes, buffer configurations, and so on.
A port cannot belong to more than one group.

A collection of digital output ports. You can associate each group with its
own clock rates, handshaking modes, buffer configurations, and so forth.
A port cannot belong to more than one group.

A TTL signal that you can use to start or stop a buffered data acquisition
operation, such as buffered analog input or buffered analog output.

DIO devices Refers to all devices with the letters DIO in their name, unless otherwise
noted.

DIP Dual Inline Package.
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Glossary

dithering

DLL

DMA

down counter

driver

DSP

E

E-series MIO board

EEPROM

EISA
event

external trigger

F

FIFO

filtering
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The addition of Gaussian noise to an analog input signal. By applying
dithering and then averaging the input data, you can effectively increase the
resolution by another one-half bit.

Dynamic Link Library.

Direct Memory Access. A method by which data you can transfer data to
computer memory from a device or memory on the bus (or from computer
memory to a device) while the processor does something else. DMA is the
fastest method of transferring data to or from computer memory.

Performing frequency division on an internal signal.

Software that controls a specific hardware device, such as a data acquisition
board.

Digital Signal Processing.

Boards, such as the PCI-MIO-16E-1 and the AT-MIO-16E-2 which use
the MITE chip (on PCI boards for bus mastering), the DAQ-PnP chip for
Plug and Play configuration, the DAQ-STC chip for instrumentation class
counting and timing, and the NI-PGIA for high accuracy analog input
measurements.

Electrically erased programmable read-only memory. Read-only memory
that you can erase with an electrical signal and reprogram.

Extended Industry Standard Architecture.
The condition or state of an analog or digital signal.

A voltage pulse from an external source that triggers an event such as
A/D conversion.

A first-in-first-out memory buffer. In a FIFO, the first data stored is the first
data sent to the acceptor.

A type of signal conditioning that allows you to filter unwanted signals
from the signal you are trying to measure.
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Glossary

floating signal sources  Signal sources with voltage signals that are not connected to an absolute
reference or system ground. Some common example of floating signal
sources are batteries, transformers, or thermocowiEscalled
nonreferenced signal sources.

G
gain The amplification or attenuation of a signal.
GATE input pin A counter input pin that controls when counting in your application occurs.

grounded measurement Seereferenced single-ended measurement system.
system

grounded signal sources  Signal sources with voltage signals that are referenced to a system
ground, such as the earth or a building groddso calledreferenced
signal sources.

group A collection of input or output channels or ports that you define. Groups
can contain analog input, analog output, digital input, digital output, or
counter/timer channels. A group can contain only one type of channel,
however. You use a task ID number to refer to a group after you create it.
You can define up to 16 groups at one time.

To erase a group, you pass an empty channel array and the group number
to the group configuration VI. You do not need to erase a group to change
its membership. If you reconfigure a group whose task is active, LabVIEW
clears the task and returns a warning. LabVIEW does not restart the task
after you reconfigure the group.

H

handle Pointer to a pointer to a block of memory; handles reference arrays and
strings. An array of strings is a handle to a block of memory containing
handles to strings.

handshaked digital I/O A type of digital acquisition/generation where a device or module accepts
or transfers data after a digital pulse has been recéismicalledlatched
digital 1/0.

hardware triggering A form of triggering where you set the start time of an acquisition and
gather data at a known position in time relative to a trigger signal.
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Glossary

hex

Hz

IEEE

immediate digital I/O

input limits

input range

interrupt

interval scanning

I/0

ISA

Hexadecimal.

Hertz. The number of scans read or updates written per second.

Institute of Electrical and Electronic Engineers.

A type of digital acquisition/generation where LabVIEW updates the
digital lines or port states immediately or returns the digital value of an
input line.Also callednonlatched digital 1/0.

The upper and lower voltage inputs for a channel. You must use a pair of
numbers to express the input limits. The VIs can infer the input limits from
the input range, input polarity, and input gain(s). Similarly, if you wire the
input limits, range, and polarity, the VIs can infer the onboard gains when
you do not use SCXI.

The difference between the maximum and minimum voltages an analog
input channel can measure at a gain of 1. The input range is a scalar value,
not a pair of numbers. By itself the input range does not uniquely determine
the upper and lower voltage limits. An input range of 10 V could mean an
upper limit of +10 V and a lower of 0 V or an upper limit of +5V and a
lower limit of -5 V.

The combination of input range, polarity, and gain determines the input
limits of an analog input channel. For some boards, jumpers set the input
range and polarity, while you can program them for other boards. Most
boards have programmable gains. When you use SCXI modules, you also
need their gains to determine the input limits.

A signal indicating that the central processing unit should suspend its
current task to service a designated activity.

Scanning method where there is a longer interval between scans than there
is between individual channels comprising a scan.

Input/output. The transfer of data to or from a computer system involving
communications channels, operator interface devices, and/or data
acquisition and control interfaces.

Industry Standard Architecture.
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isolation

K

Kwords

L

Lab/1200 boards

LabVIEW

latched digital 1/0

Legacy MIO board

Glossary

A type of signal conditioning in which you isolate the transducer signals
from the computer for safety purposes. This protects you and your
computer from large voltage spikes and makes sure the measurements from
the DAQ device are not affected by differences in ground potentials.

1,024 words of memory.

Boards, such as the Lab-PC-1200 and the DAQCard-1200, which use the
8253 type counter/timer chip.

Laboratory Virtual Instrument Engineering Workbench.

A type of digital acquisition/generation where a device or module accepts
or transfers data after a digital pulse has been receisulcalled
handshaked digital I/O.

Boards, such as the AT-MIO-16, which typically are configured with
jumpers and switches and are not Plug and Play compatible. They also use
the 9513 type counter/timer chip.

limit settings The maximum and minimum voltages of the analog signals you are
measuring or generating.

linearization A type of signal conditioning in which LabVIEW linearizes the voltage
levels from transducers, so the voltages can be scaled to measure physical
phenomena.

LSB Least Significant Bit.

M

MB Megabytes of memory. 1 MB is equal to 1,024 KB.

memory buffer Seebuffer.
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Glossary

multibuffered /O

multiplexed mode

multiplexer

NB
NI-DAQ

NI-PNP.EXE

NI-PNP.INI

NIDAQCFG.EXE

nodes

nonlatched digital /0

non-referenced signal

sources

Non-referenced

Input operation for which you allocate more than one memory buffer so
you can read and process data from one buffer while the acquisition fills
another.

An SCXI operating mode in which analog input channels are multiplexed
into one module output so that your cabled DAQ device has access to the
module’s multiplexed output as well as the outputs on all other multiplexed
modules in the chassis through the SCXI Bso calledserial mode.

A set of semiconductor or electromechanical switches with a common
output that can select one of a number of input signals and that you
commonly use to increase the number of signals measured by one ADC.

NuBus.
The NI-DAQ configuration utility on the Macintosh.

A stand-alone executable that NI-DAQ installs in your NI-DAQ root drive
that detects and configures any Plug and Play devices you have in your
computer.

A file, generated by theI-PNP.EXE , that contains information about all
the National Instruments devices in your computer, including Plug and
Play devices.

The NI-DAQ configuration utility in Windows.

Execution elements of a block diagram consisting of functions, structures,
and subVils.

A type of digital acquisition/generation where LabVIEW updates the
digital lines or port states immediately or returns the digital value of an
input line.Also calledimmediate digital 1/O.

Signal sources with voltage signals that are not connected to an absolute
reference or system grourdso calledfloating signal sources. Some
common example of non-referenced signal sources are batteries,
transformers, or thermocouples.

All measurements are made with respect to a common reference, but the

single-ended (NRSE) voltage at this reference can vary with respect to the measurement system
measurement system ground.
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NRSE

0

onboard channels

OUT output pin

output limits

P

parallel mode

pattern generation

PGIA

Plug and Play devices

postriggering

pretriggering

pulse trains

pulsed output

Glossary

Nonreferenced single-ended.

Channels provided by the plug-in data acquisition board.

A counter output pin where the counter can generate various TTL pulse
waveforms.

The upper and lower voltage or current outputs for an analog output
channel. The output limits determine the polarity and voltage reference
settings for a board.

A type of SCXI operating mode in which the module sends each of its input
channels directly to a separate analog input channel of the device to the
module.

A type of handshaked (latched) digital I/O in which internal counters
generate the handshaked signal, which in turn initiates a digital transfer.
Because counters output digital pulses at a constant rate, this means you
can generate and retrieve patterns at a constant rate because the handshaked
signal is produced at a constant rate.

Programmable Gain Instrumentation Amplifier.

Devices that do not require dip switches or jumpers to configure resources
on the devicesAlso calledswitchless devices.

The technique you use on a data acquisition board to acquire a programmed
number of samples after trigger conditions are met.

The technique you use on a data acquisition board to keep a continuous
buffer filled with data, so that when the trigger conditions are met, the
sample includes the data leading up to the trigger condition.

Multiple pulses.

A form of counter signal generation by which a pulse is outputted when a
counter reaches a certain value.
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Glossary

R

read mark Points to the scan at which a read operation begins. Analogous to a file
I/0 pointer, the read mark moves every time you read data from an input
buffer. After the read is finished, the read mark points to the next unread
scan. Because multiple buffers are possible, you need both the buffer
number and the scan number to express the position of the read mark.

read mode Indicates one of the four reference marks within an input buffer that

provides the reference point for the read. This reference can be the read
mark, the beginning of the buffer, the most recently acquired data, or the
trigger position.

referenced signal sources Signal sources with voltage signals that are referenced to a system ground,
such as the earth or a building grouAtso calledgrounded signal sources.

referenced single-endedAll measurements are made with respect to a common reference or a
(RSE) measurement  ground.Also calleda grounded measurement system.

system

RMS Root Mean Square.

row-major order A way to organize the data in a 2D array by rows.

RSE Referenced Single-Ended.

RTD Resistance Temperature Detector. A temperature-sensing device whose
resistance increases with increases in temperature.

RTSI Real-Time System Integration bus. The National Instruments timing bus
that interconnects data acquisition boards directly, by means of connectors
on top of the boards, for precise synchronization of functions.

run_me.llb A LabVIEW DAQ VI library containing VIs that perform basic operations
concerning analog 1/O, digital /0, and counters.

S

sample A single (one and only one) analog or digital input or output data point.

sample counter The clock that counts the output of the channel clock, in other words, the

number of samples taken. On boards with simultaneous sampling, this
counter counts the output of the scan clock and hence the number of scans.
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scan

scan clock

scan rate

scan width

SCXI

scxi_ai.llb

scxi_ao.llb

scxi_dig.llb
sec

settling time

signal conditioning
signal divider

simple-buffered I/O

Glossary

One or more analog or digital input samples. Typically, the number of input
samples in a scan is equal to the number of channels n the input group. For
example, one pulse from the scan clock produces one scan which acquires
one new sample from every analog input channel in the group.

The clock controlling the time interval between scans. On boards with
interval scanning support (for example, the AT-MIO-16F-5), this clock
gates the channel clock on and off. On boards with simultaneous sampling
(for example, the EISA-A2000), this clock clocks the track-and-hold
circuitry.

The number of times (or scans) per second that LabVIEW acquires data
from channels. For example, at a scan rate of 10Hz, LabVIEW samples
each channel in a group 10 times per second.

The number of channels in the channel list or number of ports in the port
list you use to configure an analog or digital input group.

Signal Conditioning eXtensions for Instrumentation. The National
Instruments product line for conditional low-level signals within an
external chassis near sensors, so only high-level signals in a noisy
environment are sent to data acquisition boards.

A LabVIEW DAQ library containing Vls specific to analog input
SCXI modules.

A LabVIEW DAQ library containing Vls specific to analog output
SCXI modules.

A LabVIEW DAQ library containing VIs specific to digital SCXI modules.
Seconds.

The amount of time required for a voltage to reach its final value within
specified limits.

The manipulation of signals to prepare them for digitizing.
Performing frequency division on an external signal.

Input/output operation that uses a single memory buffer big enough for all
of your data. LabVIEW transfers data into or out of this buffer at the
specified rate, beginning at the start of the buffer and stopping at the end of
the buffer. You use simple buffered I/0O when you acquire small amounts
of data relative to memory constraints.
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Glossary

single-ended inputs
software trigger

software triggering

SOURCE input pin
STC

strain gauge

subVi

switchless device

syntax

T

task

task ID
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Analog inputs that you measure with respect to a common ground.
A programmed event that triggers an event such as data acquisition.

A method of triggering in which you to simulate an analog trigger using
software.Also calledconditional retrieval.

An counter input pin where the counter counts the signal transitions.
System Timing Controller.

A thin conductor, which is attached to a material, that detects stress or
vibrations in that material.

VI used in the block diagram of another VI; comparable to a subroutine.

Devices that do not require dip switches or jumpers to configure resources
on the devicesAlso calledPlug and Play devices.

The set of rules to which statements must conform in a particular
programming language.

A timed I/O operation using a particular groBpetask ID.

A number generated by LabVIEW, which identifies to the NI-DAQ drive
the task at hand.

The following table gives the function code definitions.

Function Code I/O Operation
1 analog input
2 analog output
3 digital port /O
4 digital group 1/O
5 counter/timer 1/0
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TC

toggled output
top-level VI
track-and-hold

transducer excitation

trigger

u

unipolar

update

update rate

Glossary

Terminal count. The highest value of a counter.

A form of counter signal generation by which the output changes the state
of the output signal from high to low, or low to high when the counter
reaches a certain value.

VI at the top of the VI hierarchy. This term is used to distinguish the VI
from its subViIs.

A circuit that tracks an analog voltage and holds the value on command.

A type of signal conditioning that uses external voltages and currents to
excite the circuitry of a signal conditioning system into measuring physical
phenomena.

Any event that causes or starts some form of data capture.

A signal range that is either always positive or negative, but never both
(for example 0 to 10 Whot—10 to 10 V).

One or more analog or digital output samples. Typically, the number of
output samples in an update is equal to the number of channels in the output
group. For example, one pulse from the update clock produces one update
which sends one new sample to every analog output channel in the group.

The number of output updates per second.

update width The number of channels in the channel list or number of ports in the port
list you use to configure an analog or digital output group.

V

\% Volts.

VDC Volts, Direct Current.

VI Virtual Instrument. A LabVIEW program; so-called because it models the
appearance and function of a physical instrument.

Vet \oltage reference.
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Glossary

W

waveform
wire

write mark

Multiple voltage readings taken at a specific sampling rate.
Data path between nodes.

Points to the update at which a write operation begins. Analogous to a
file /0O pointer, the write mark moves every time you write data into an
output buffer. After the write is finished, the write mark points to the next
update to be written. Because multiple buffers are possible, you need both
the buffer number and the update number to express the position of the
write mark.
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Index

Numbers

8253/54 counter
accuracy, 24-22

continuous pulse train generation,
24-12 to 24-13

description, 23-4

determining pulse width, 25-5 to 25-6

dividing frequencies, 28-3

elapsed time counting, 27-11

events counting, 27-6 to 27-7

finite pulse train generation, 24-17 to 24-20

frequency and period measurement
high frequency signals, 26-7 to 26-8
how and when to measure, 26-2
low frequency signals, 26-10
internal timebases with corresponding
maximum pulse width measurements
(table), 25-9
single square pulse generation, 24-6 to 24-
square pulse generation, 24-3 to 24-4
stopping counter generations, 24-23

A

ACK (Acknowledge Input) line, 17-2

ACK (Acknowledge) line, 17-2

Acquire & Process N Scans VI, 7-10

Acquire & Proc N Scans-Trig example VI,
8-5, 8-8

Acquire 1 Point from 1 Channel VI, 6-2

Acquire and Average VI, 21-7

Acquire N-Multi-Analog Hardware Trig
example VI, 8-8

Acquire N-Multi-Digital Trig example VI, 8-5

Acquire N-Multi-Start example VI, 7-7
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Acquire N Scans Analog Hardware Trig example
VI, 8-7 to 8-8
Acquire N Scans Analog Software Trig example
VI, 8-11
Acquire N Scans Digital Trig example VI,
8-4t0 8-5
Acquire N Scans example VI, 7-4, 7-6
Acquire N Scans-ExtChanClk example VI,
9-4, 9-6
acquisition rateSeeexternal control.
ADC
limit settings effects (figure), 5-6
measurement precision for various device
ranges and limit settings (table), 5-8
range effects (figure), 5-5
resolution, 5-4
effects on precision (figure), 5-4
adjacent counters for counter chips (table), 27-2
Adjacent Counters VI, 26-6
Advanced VIsSee alsd/Is.

analog output SCXI example,
21-16t0 21-17

buffered pulse and period
measurement, 25-8
external control of channel clock, 9-4
finite pulse train generation, 24-16
non-buffered handshaking, 17-5
overview, 3-5
simple-buffered handshaking, 17-7 to 17-9
Al Acquire Waveform VI, 7-2 to 7-3
Al Acquire Waveforms VI
multiple-waveform acquisition, 7-3
simple-buffered analog input with graphing,
7-5t0 7-6
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Al Clear VI

hardware-timed analog I/O control
loops, 6-9

multiple-waveform acquisition, 7-4

SCXI temperature measurement, 21-8

simple-buffered analog input with
multiple starts, 7-7

simultaneous buffered waveform
acquisition and generation,
14-2 to 14-3

Al Clock Config VI

external control of channel clock, 9-4
external conversion pulses, 9-4
retrieving channel clock setting, 20-5
scan clock control, 9-6, 9-7

Al Config VI

basic non-buffered application, 6-4

hardware-timed analog 1/O control
loops, 6-8

interchannel delay, 9-2

multiple-channel single-point analog
input, 6-5

multiple-waveform acquisition, 7-4

one-point calibration, 22-5

simple-buffered analog input with
multiple starts, 7-7

simultaneous buffered waveform
acquisition and generation, 14-2

one-point calibration, 22-6
SCXI temperature measurement, 21-8
simple-buffered analog input with
multiple starts, 7-7
simultaneous buffered waveform
acquisition and generation,
14-2to 14-3
software triggering, 8-10
Al Sample Channel VI, 6-1 to 6-2
Al Sample Channels VI, 6-3
Al Single Scan VI
basic non-buffered application, 6-4
hardware-timed analog I/O control loops,

6-8 to 6-9

improving control loop performance,
6-9 to 6-10

multiple-channel single-point analog
input, 6-4

one-point calibration, 22-6

software-timed analog I/O control
loops, 6-6

Al Start VI

hardware-timed analog I/O control loops,
6-8 to 6-9

multiple-waveform acquisition, 7-4

one-point calibration, 22-6

scan clock control, 9-6

SCXI temperature measurement, 21-8

Al Control VI, 9-6

Al Hardware Config VI, 20-4
Al Read One Scan VI, 6-7
Al Read VI

simple-buffered analog input with
multiple starts, 7-7

simultaneous buffered waveform
acquisition and generation,

advantages and disadvantages of reading
backlog, A-1
asynchronous continuous acquisition
using DAQ Occurrences, 7-11to 7-12
conditional retrieval cluster, 8-10
conditional retrieval example, 8-11
controlling startup times (note), 7-7
forcing time limit for, 9-5, 9-7
multiple-waveform acquisition, 7-4
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14-2to 14-3
Am9513 counter

continuous pulse train generation,
24-10to0 24-11

controlling pulse width measurement,
25-6 to 25-7

counting operations with no counters
available, 24-20 to 24-21

description, 23-4

determining pulse width, 25-4 to 25-5
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dividing frequencies, 28-2 to 28-3
events or elapsed time counting
connecting counters, 27-2 to 27-3
elapsed time, 27-9 to 27-10
events, 27-4 to 27-6
finite pulse train generation,
24-14 to 24-15
frequency and period measurement
connecting counters, 26-3
high frequency signals, 26-5 to 26-26
how and when to measure, 26-2
low frequency signals, 26-9 to 26-10
internal timebases with corresponding
maximum pulse width measurements
(table), 25-9
single square pulse generation,
24-4t0 24-6
square pulse generation, 24-2 to 24-3
stopping counter generations, 24-23
amplification
increasing signal-to-noise ratio
(figure), 18-4
methods for minimizing noise
(note), 18-4
amplifier offset, reading, 21-5
AMUX-64T devices
addressing with MIO boards, A-1
analog input channel range (table), 5-13
channel addressing, 5-13 to 5-17
scanning order for DAQ devices,
5-14 to 5-17
four AMUX-64Ts (table), 5-16
one or two AMUX-64Ts (table), 5-15
specifying number for AMUX-64T
device (table), 5-17
analog inputSee alsduffered waveform
acquisition.
AMUX-64T external multiplexer device,
5-12 to 5-17
analog input/output control loops,
6-6 to 6-10
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Index

channel clock control, 9-3 to 9-5, 9-8
circular-buffered analog input examples,
7-12to 7-14
continuous acquisition from multiple
channels, 7-10 to 7-11
defining signals, 5-1 to 5-2
digital triggering, 8-2 to 8-5
external control of acquisition rate,
9-1t09-3
hardware triggering, 8-1 to 8-8
measurement systems, 5-4 to 5-6
multiple-channel single point analog
input, 6-3 to 6-5
multiple waveform acquisition, 7-3 to 7-5
scan clock control, 9-6 to 9-7, 9-8
SCXI applications for measuring
temperature (example), 21-2 to 21-13
selecting input settings, 5-7 to 5-12
calculating code width, 5-7
considerations for selecting,
5-7 to 5-8
differential measurement system,
5-9to 5-10
measurement precision for various
device ranges and limit settings
(table), 5-8
nonreferenced single-ended
measurement system, 5-11 to 5-12
referenced single-ended
measurement system, 5-11
signals, 4-3, 5-1 to 5-6
single-buffered analog input examples,
7-5t0 7-8
single-channel single point analog input,
6-1to 6-2
single waveform acquisition, 7-2 to 7-3
software triggering, 8-8to 8-11
terminology, 5-17
triggering, 8-5to 8-8
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Index

analog input/output control loops, 6-6 to 6-10
hardware-timed control loops, 6-7 to 6-9
improving performance, 6-9 to 6-10
overview, 6-6
software-timed control loops, 6-6 to 6-7

Analog Input palette, 6-1

analog input SCXI modules
applications for measuring temperature

(example), 21-2 to 21-13
multiplexed mode, 19-4 to 19-5
parallel mode, 19-5to 19-6

analog input signals

choosing a measurement system,
5-4 to 5-6

choosing between analog and digital
signals, 4-3

defining signals, 5-1 to 5-2

device voltage range, 5-5

floating signal sources, 5-3

grounded signal sources, 5-2

referenced and non-referenced, 5-2

resolution of ADC, 5-4

signal voltage range (limit settings), 5-6

types of analog signals (figure), 5-1

Analog IO Control Loop (HW timed) VI, 6-8

Analog 10 Control Loop VI, 6-6 to 6-7

analog multiplexers (AMUX), 5-%ee also

AMUX-64T devices.
analog output
buffered
overview, 10-1 to 10-2
stored in 2D arrays, 3-16
waveform generation, 12-1 to 12-3
circular-buffered, 12-4 to 12-5
eliminating errors, 12-6
multiple-immediate updates, 11-3
SCXI analog output application example,
21-16 t0 21-17
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single-immediate updates, 11-1to 11-2
single-point output
choosing between single-point or
multiple-point generation, 4-4
overview, 10-1
analog output SCXI modules
application example, 21-16 to 21-17
multiplexed mode, 19-5
analog-to-digital converter (ADCpeeADC.
analog triggering
description, 8-5 to 8-6
diagram, 8-6
examples, 8-7 to 8-8
timeline for post-triggered data
acquisition (figure), 8-6
anlogin DAQ example file, 3-2
anlog_io.llb DAQ example file, 3-2
anlogout.llb DAQ example file, 3-2
AO Clear VI
circular-buffered output, 12-5
simultaneous buffered waveform
acquisition and generation,
14-2to 14-3
waveform generation, 12-3
AO Config VI
analog output SCXI example, 21-16
circular-buffered output, 12-5
simultaneous buffered waveform
acquisition and generation, 14-2
waveform generation, 12-3
AO Continuous Gen VI, 12-4
AO Generate Waveforms VI, 12-1 to 12-2
AO Group Config VI, 21-16
AO Hardware Config VI, 21-16
AO Single Update VI
analog output SCXI example, 21-16
calibrating SCXI modules for signal
generation, 22-8
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AO Start VI
circular-buffered output, 12-5
external control of update clock, 13-2
simultaneous buffered waveform
acquisition and generation,
14-2 to 14-3
waveform generation, 12-3
AO Trigger and Gate Config VI, 14-4
AO Update Channel VI, 11-2
AO Update Channels VI, 11-1
AO Wait VI, 12-3
AO Waveform Gen VI, 12-2
AO Write One Update VI, 6-7
multiple-immediate updates, 11-3
single-immediate updates, 11-2
AO Write VI
circular-buffered output, 12-5
simultaneous buffered waveform
acquisition and generation,
14-2 to 14-3
waveform generation, 12-3
Array & Cluster option, 3-15
arrays
transposing, 3-15, 3-16, 7-6
two-dimensional (2D) arrays,
3-14t0 3-16

bipolar range, 3-14, 5-7
breakpoints, setting, 29-4
buffered handshaking, 17-6 to 17-10
circular-buffered examples, 17-9 to 17-10
simple-buffered examples, 17-7 to 17-9
buffered pulse and period measurement,
25-7to 25-8
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buffered waveform acquisition, 7-1 to 7-14
circular-buffered analog input,
7-12to 7-14
asynchronous continuous acquisition
using DAQ occurrences,
7-11to 7-12
continuous acquisition from multiple
channels, 7-10 to 7-11
determining adequate buffer
capacity, A-2
examples, 7-12 to 7-14
overview, 7-8 to 7-10
how buffers work, 7-2
simple-buffered analog input
data buffer overview, 7-1 to 7-2
displaying waveforms on graphs
(example), 7-5to 7-6
multiple-waveform acquisition,
7-3to 7-5
sampling with multiple starts
(example), 7-7 to 7-8
single-waveform acquisition,
7-2t0 7-3
waiting to analyze data, 7-1to 7-2
buffered waveform acquisition and generation,
simultaneous, 14-1to 14-7
E-series MIO boards, 14-1 to 14-4
hardware triggered, 14-3 to 14-4
software triggered, 14-2 to 14-3
Lab/1200 boards, 14-7
legacy MIO boards, 14-4 to 14-6
hardware triggered, 14-6
software triggered, 14-4 to 14-5
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buffered waveform generation
buffered analog output, 12-1 to 12-3
choosing between single-point or

multiple-point generation, 4-4
circular-buffered output, 12-4 to 12-5
eliminating errors, 12-6

overview, 10-1 to 10-2
stored in 2D arrays, 3-16

bulletin board support, B-1

C

calibration.SeeSCXI calibration.
cascading counters
defined, 27-2
external connections (figure), 27-2, 27-3
channel addressing
AMUX-64T devices, 5-13 to 5-17
analog input channel range
(table), 5-13
scanning order, 5-14 to 5-17
SCXI modules, 20-1 to 20-2
VI channel, port, and counter addressing,
3-9t0 3-12
channel clock, 9-3 to 9-5
channel and scan intervals using channel
clock (figure), 9-1
considerations for specific boards
(notes), 9-5
controlling externally, 9-3 to 9-5
rate parameter, 5-17
setting channel clock rate, 9-3
simultaneous control of scan and channel
clocks, 9-8
TTL signal (example), 9-3
channel configuration, in NI-DAQ %or 6.0,
2-13to0 2-14
Channel to Index VI (note), 8-10
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circular-buffered analog input
asynchronous continuous acquisition
using DAQ occurrences, 7-11 to 7-12
continuous acquisition from multiple
channels, 7-10 to 7-11
examples
basic circular-buffered analog
input, 7-13
Cont Acq to File (binary).vi, 7-14
Cont Acq to File (scaled).vi, 7-14
Cont Acq to Spreadsheet File.vi, 7-14
Cont Acqg&Chart (buffered).vi, 7-14
Cont Acq&Graph (buffered).vi, 7-14
how circular buffers work (figure), 7-9
overview, 7-8 to 7-10
circular-buffered analog output
changing waveform during generation,
12-4t0 12-5
eliminating errors, 12-6
circular-buffered digital /O examples,
17-9to 17-10
clocks.Seechannel clock; scan clock;
update clock.
code width, calculating, 5-7
cold junction compensation, 21-3 to 21-4
column major order, 3-15 to 3-16
common-mode voltage
defined, 5-10
illustration, 5-10
common gquestions about LabVIEW data
acquisition, A-1 to A-4
conditional retrieval, 8-8See also
software triggering.
configuration.Seeinstallation
and configuration.
Cont Acq to File (binary).vi, 7-14
Cont Acq to File (scaled).vi, 7-14, 12-7
Cont Acq to Spreadsheet File.vi, 7-14
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Cont Acg&Chart (Async Occurrence) VI,
7-11to 7-12
Cont Acg&Chart (buffered).vi, 7-14
Cont Acg&Graph (buffered).vi, 7-14
Cont Acquire&Chart (immediate) VI,
6-4 to 6-5
Cont Pulse Train (8253) VI, 24-12, 28-3
Cont Pulse Train-Easy (9513) VI, 24-10
Cont Pulse Train-Easy (DAQ-STC) VI, 24-10
Cont Pulse Train-Int (9513) VI, 24-11
Cont Pulse Train-Int (DAQ-STC) VI,
24-10to 24-11
continuous acquisition from multiple
channels, 7-10to 7-11
Continuous Generation example VI,
12-4,12-6
Continuous Pulse Generator Config VI
finite pulse train generation, 24-15
single square pulse generation, 24-11
continuous pulse train generation,
24-910 24-13
8253/54, 24-12 to 24-13
DAQ-STC and Am9513, 24-10 to 24-11
Continuous Transducer VI, 21-6
control loopsSeeanalog input/output
control loops.
Convert RTD Reading VI, 21-12
Convert Strain Gauge Reading VI,
21-14 to 21-15
Convert Thermocouple Reading VI, 21-8
Count Events (8253) VI, 27-6 to 27-7
Count Events-Easy (9513) VI, 27-4 to 27-5
Count Events-Easy (DAQ-STC) VI, 27-3
Count Events-Int (9513) VI, 27-5to 27-6
Count Events-Int (DAQ-STC) VI, 27-4
Count Events or Time Easy VI
events, 27-3
time
Am9513, 27-9
DAQ-STC, 27-7 to 27-8
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Count Time (8253) VI, 27-11
Count Time-Easy (9513) VI, 27-9
Count Time-Easy (DAQ-STC) VI,
27-7 to 27-8
Count Time-Int (9513) VI, 27-10
Count Time-Int (DAQ-STC) VI, 27-8
counter addressing for Vls, 3-9 to 3-12
counter chips used in National Instruments
devices, 23-3 to 23-Bee als®253/54
counter; AM9513 counter;
DAQ-STC counter.
Counter Read VI

controlling pulse width
measurement, 25-6
counting events
Am9513, 27-6
DAQ-STC, 27-4
counting time
Am9513, 27-10
DAQ-STC, 27-8
measuring frequency and period
high frequency signals, 26-6
low frequency signals, 26-10
Counter Start VI
continuous pulse train generation, 24-11
controlling pulse width
measurement, 25-6
counting events
Am9513, 27-6
DAQ-STC, 27-4
counting time
Am9513, 27-10
DAQ-STC, 27-8
dividing frequencies, 28-2
finite pulse train generation, 24-15
measuring frequency and period
high frequency signals, 26-6
low frequency signals, 26-10
single square pulse generation, 24-5
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Counter Stop VI
controlling pulse width
measurement, 25-6
counting events
Am9513, 27-6
DAQ-STC, 27-4
counting time
Am9513, 27-10
DAQ-STC, 27-8
dividing frequencies, 28-2
finite pulse train generation, 24-14
measuring frequency and period
high frequency signals, 26-6
low frequency signals, 26-10
stopping counter generations, 24-23
counter.llb DAQ example file, 3-2
counters
accuracy of counters, 24-22
basic functions, 23-1 to 23-5
capabilities, 23-1
choosing between counting methods, 4-5
counting events or elapsed time,
27-1to 27-11
connecting counters, 27-1to 27-3
elapsed time, 27-7 to 27-11
events, 27-3to 27-7

counting operations with no counters
available, 24-20 to 24-21
digital vs.counter interfacing, 4-3
dividing frequencies, 28-1 to 28-3
frequency and period measurement,
26-1to 26-10
connecting counters for
measuring, 26-3
high frequency signals, 26-4 to 26-8
how and when to measure,
26-1to0 26-2
low frequency signals, 26-8 to 26-10
gating modes (figure), 23-3
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pulse train generation, 24-9 to 24-20
continuous pulse train, 24-9 to 24-13
finite pulse train, 24-13 to 24-20
pulse width measurement, 25-1 to 25-9
controlling pulse width
measurement, 25-6 to 25-7
determining pulse width,
25-2t0 25-6
increasing measurable width range,
25-8t0 25-9
square pulse generation, 24-1 to 24-4
single square pulse generation,
24-4 10 24-9
stopping counter generations, 24-23
timebase uncertainty, 24-22
CTR Buffer Config VI, 25-8
CTR Buffer Read VI, 25-8
CTR Control VI

buffered pulse and period
measurement, 25-8

enabling and disabling FOUT signal,
24-20to 24-21
measuring frequency and period, 26-6
CTR Group Config VI, 25-8
CTR Mode Config VI
buffered pulse and period
measurement, 25-8
finite pulse train generation, 24-16
current setting for Vls, 3-7
current value conventions for Vls, 3-7
customer communicationyii, B-1 to B-2

D

daisy chaining SCXI chassis, 21-20 to 21-21
DAQ Channel Wizard
limit settings, 3-12
SCXI programming considerations
(note), 20-1
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DAQ examples
list of example files, 3-2
locations, 3-1 to 3-2
DAQ hardware Seehardware; installation
and configuration.
DAQ Occurrence Config VI, 7-11 to 7-12
DAQ Solution Wizard, 3-1
DAQ-STC counter
continuous pulse train generation,
24-10to0 24-11
controlling pulse width measurement,
25-6to 25-7
counting operations with no counters
available, 24-20 to 24-21
description, 23-4
determining pulse width, 25-2 to 25-3
dividing frequencies, 28-2 to 28-3
events or elapsed time counting
events, 27-3to0 27-4
time, 27-7 to 27-28
finite pulse train generation
using Advanced Vls, 24-16 to 24-17
using Easy and Intermediate VIs,
24-14 to 24-15
frequency and period measurement
connecting counters, 26-3
high frequency signals, 26-4, 26-6
how and when to measure, 26-2
low frequency signals,
26-8 to 26-9, 26-10
internal timebases with corresponding
maximum pulse width measurements
(table), 25-9
single square pulse generation,
24-4 to 24-6
square pulse generation, 24-2 to 24-3
stopping counter generations, 24-23
DAQ Vls. SeeVis.
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data acquisitionSee als@nalog input; VIs.
analog input/output control loops,
6-6 to 6-10
basic LabVIEW data acquisition
concepts, 3-1to 3-16
data organization for analog
applications, 3-14 to 3-16
limit settings, 3-12 to 3-14
location of common DAQ examples,
3-1to 3-2
buffered.Seebuffered
waveform acquisition.
common questions about LabVIEW data
acquisition, A-1 to A-4
important terms, 5-17
multiple-channel single-point, 6-3 to 6-5
single-channel single-point, 6-1 to 6-2
triggered.Seetriggered data acquisition.
data acquisition hardwar8eehardware.
Data Acquisition palette, 3-4
data organization for analog applications,
3-14 to 3-16
column major order, 3-15 to 3-16
row major order, 3-14 to 3-15
two-dimensional (2D) arrays,
3-14to 3-16
data types for LabVIEVWvi
debugging VIs, 29-1 to 29-4
error handling, 29-2 to 29-3
execution highlighting, 29-4
hardware connection errors, 29-1
setting breakpoints and showing advanced
DAQ Vis, 29-4
single-stepping through Vls, 29-3
software configuration errors, 29-2
using Probe tool, 29-4
VI construction errors, 29-2 to 29-4
default input for Vs, 3-7
default setting for Vls, 3-7
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Delayed Pulse (8253) VI, 24-6 to 24-9 non-buffered handshaking, 17-5to 17-6
Delayed Pulse-Easy (9513) VI, 24-5 overview, 15-1 to 15-2
Delayed Pulse-Easy (DAQ-STC) VI, 24-5 SCXI application examples
Delayed Pulse Generator Config VI digital input, 21-17 to 21-18
finite pulse train generation, 24-15 digital output, 21-19 to 21-20
measuring frequency and period, 26-6 sending out multiple digital values,
single square pulse generation, 24-5 17-3t0 17-5
Delayed Pulse-Int (9513) VI, 24-5 Digital Mode Config VI, 17-8
Delayed Pulse-Int (DAQ-STC) VI, 24-5, 24-6 digital ports and lines, 15-1
delays for improving control loop digital SCXI application examples
performance, 6-9 to 6-10 digital input, 21-17 to 21-18
device voltage range, 5-5 digital output, 21-19 to 21-20
considerations for selecting analog input digital SCXI modules
settings, 5-7 to 5-8 multiplexed mode for digital and relay
description, 5-5 modules, 19-5
effect on ADC precision (figure), 5-5 parallel mode, 19-6
measurement precision for various ranges digital triggering
and limit settings (table), 5-8 defined, 8-2
differential measurement system, 5-9 to 5-10 description, 8-2 to 8-3
channel differential system (figure), 5-9 diagram of signal connections, 8-2
common mode voltage (figure), 5-10 examples, 8-4 to 8-5
when to use, 5-10 timeline for post-triggered data
digital and relay SCXI modules, 19-5 acquisition (figure), 8-3
Digital Buffered Handshaking VI, 17-7 DIO Buffer Control VI, 17-8 to 17-9
Digital Clock Config VI, 17-8 DIO Clear VI, 17-7
digital DAQ example file, 3-2 DIO Config VI, 17-8t0 17-9
digital I/O DIO Group Config VI, 17-5
buffered handshaking, 17-6 to 17-10 DIO Port Config VI
circular-buffered examples, digital input application example
17-9t0 17-10 (note), 21-18
simple-buffered examples, immediate digital 1/0, 16-3
17-7to 17-9 DIO Single Read/Write VI, 17-5t0 17-6
choosing between non-latched or latched DIO Start VI, 17-8
digital 1/O, 4-5 DIO Wait VI, 17-7
digital vs.counter interfacing, 4-3 Disable Indexing option, 3-15
handshaking (latched) digital 1/O, Display and Output Acq'd File (scaled) VI,
17-1t0 17-2 12-6 to 12-7
immediate (non-latched) digital I/0, dividing frequencies, 28-1 to 28-3
16-1to 16-3
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documentation
conventions used in manualy-xvi
flowchart for finding information, 4-2
how to use this book, 1-1 to 1-3
organization of manuakjii-xiv
related documentatioryii

down counter, 28-1, 28-2

Down Counter or Divide VI, 28-2

E
e-mail support, B-2
E-series MIO boards, for simultaneous
buffered waveform acquisition and
generation, 14-1to 14-4
hardware triggered, 14-3 to 14-4
software triggered, 14-2 to 14-3
Easy Counter VI
continuous pulse train generation, 24-10
finite pulse train generation, 24-14
single square pulse generation, 24-5
Easy VIs.See alsd/Is.
addressing OUT and IN pins on DIO-32F
board, A-2
continuous pulse train generation, 24-10
counting elapsed time
Am9513, 27-9
DAQ-STC, 27-7 to 27-8
counting events, 27-3 to 27-24
digital input application, 21-17 to 21-18
digital output application, 21-19 to 21-20
finite pulse train generation, 24-14
grouping two or more ports, A-2
immediate digital I/O, 16-2
limitations, 6-3
measuring frequency and period
high frequency signals, 26-4 to 26-5
low frequency signals, 26-8 to 26-9
multiple-channel single-point analog
input, 6-3
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multiple-immediate updates, 11-3

multiple-waveform acquisition, 7-3

overview, 3-4 to 3-5

single-channel single-point analog

input, 6-1

single-immediate updates, 11-1to 11-2

single square pulse generation, 24-5

single-waveform acquisition, 7-2 to 7-3

strain gauge application, 21-14

waveform generation, 12-1 to 12-2
edges of signals, 23-2

EEPROM, for storing calibration constants,
22-1t0 22-3
default load area, 22-2
factory area, 22-2
user area, 22-2
elapsed time countinGeeevents or elapsed
time counting.
electronic support services, B-1 to B-2
Error Handler Vls, 29-2
error handling
debugging VIs, 29-2 to 29-3
error in and error out output clusters,
3-81t0 3-9
Event or Time Counter Config VI
counting events
Am9513, 27-6
DAQ-STC, 27-4
counting time
Am9513, 27-10
DAQ-STC, 27-8
measuring frequency and period, 26-6
events or elapsed time counting, 27-1 to 27-11
adjacent counters for counter chips
(table), 27-2
connecting counters, 27-1 to 27-3
Am9513, 27-2 to 27-3
cascading counters (figure), 27-2
external connections (figures), 27-1
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elapsed time, 27-7 to 27-11
8253/54, 27-11
Am9513, 27-9 to 27-10
DAQ-STC, 27-7 to 27-28
events, 27-3to 27-7
8253/54, 27-6 to 27-7
Am9513, 27-4 to 27-6
DAQ-STC, 27-3to 27-4
execution highlighting, 29-4
external control
acquisition rate, 9-1 to 9-8
channel and scan intervals using
channel clock (figure), 9-1
channel clock control, 9-3 to 9-5
choosing between triggering and
external clock control, 4-4
description, 9-1 to 9-3
round-robin scanning (figure), 9-2
scan clock control, 9-6 to 9-7
simultaneous control of scan and
channel clocks, 9-8
update clock, 13-1to 13-3
Generate N Updates-ExtUpdateClk
VI, 13-1 to 13-2
input pins (table), 13-2
supplying test clock from DAQ
device, 13-3
external conversion pulses, 9-4 to 9-5
EXTUPDATE* signal (table), 13-2

F

fax and telephone support, B-2

Fax-on-Demand support, B-2

filtering, 18-4

Finite Pulse Train (8253) VI, 24-17 to 24-20

Finite Pulse Train-Adv (DAQ-STC) VI,
24-16, 24-17
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Finite Pulse Train-Easy (9513) VI, 24-14
Finite Pulse Train-Easy (DAQ-STC) VI, 24-14
finite pulse train generation, 24-13 to 24-20
8253/54, 24-17 to 24-20
DAQ-STC, 24-16 to 24-17
DAQ-STC and Am9513, 24-14 to 24-15
physical connections (figure), 24-14
Finite Pulse Train-Int (9513) VI, 24-15
Finite Pulse Train-Int (DAQ-STC) VI, 24-15
floating signal sources, 5-3
FOUT pin, 13-3, 24-20
FREQ_OUT pin, 13-3, 24-20
frequency and period measurement,
26-1to0 26-10
connecting counters for measuring, 26-3
equation for obtaining
measurements, 26-2
high frequency signals, 26-4 to 26-8
how and when to measure, 26-1 to 26-2
low frequency signals, 26-8 to 26-10
square wave frequency measurement
(figure), 26-1
square wave period measurement
(figure), 26-2
frequency division, 28-1 to 28-3
8253/54, 28-3
DAQ-STC and Am9513, 28-2 to 28-3
wiring (figure), 28-1
FTP support, B-1
Function Generator VI, 12-5, 12-6
Functions palette
Array & Cluster, 3-15
DAQ, 6-1
illustration, 3-3
locating Vs, 3-3
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G H
gain, defined, 3-14 handshaking (latched) digital 1/O,
gains (SCXI) 17-1t017-10
default gain, 20-3 buffered handshaking, 17-6 to 17-10
description, 20-3 to 20-5 circular-buffered examples,
SCXI-1100 channel arrays, input limits 17-9to0 17-10
array, and gains (table), 20-4 simple-buffered examples,
GATE input, for counters, 23-2 17-7t0 17-9
General Error Handler VI connecting signal lines
debugging Vs, 29-2 to 29-3 digital input (figure), 17-3
pulse width measurement, 25-6 digital output (figure), 17-4
Generate Continuous Sinewave VI, 12-3, 12-6 DAQ devices supporting digital
Generate Delayed Pulse VI handshaking, 17-1
single square pulse generation, 24-5 defined, 15-2
stopping counter generations, 24-23 grouping ports for DIO-32 devices
Generate N Updates example VI, 12-2, 12-6 (notes), 17-4
Generate N Updates-ExtUpdateClk VI, non-buffered handshaking, 17-5to0 17-6
13-1to 13-2 overview, 17-1to 17-2
Generate Pulse Train on FOUT VI, sending out multiple digital values,
13-3, 24-21 17-3to 17-5
Generate Pulse Train on FREQ_OUT VI, hardware See alsanstallation and
13-3, 24-21 configuration.
Generate Pulse Train VI debugging connection errors, 29-1
continuous pulse train generation LabVIEW data acquisition
8253/54, 24-12 to 24-13 hardware support
DAQ-STC and Am9513, 24-10 Macintosh systems (table), 2-5
finite pulse train generation, DAQ-STC Windows environment (table),
and Am9513, 24-14 2-410 2-5

stopping counter generations, 24-23 relationship between LapVIEW, NI-DAQ,
supplying external test clock, 13-3 and DAQ hardwar'e (figure), 2-3
Get DAQ Device Information VI, 2-1 hardware-timed analog input/output control

Get Timebase (8253) VI, 25-6 loops, 6-7 to 6-9

Getting Started Analog Input example VI hardware triggering, 8-1 to 8-8
channel clock control (figure), 9-4 analog o
reading amplifier offset, 21-5 description, 8-5 to 8-6
scan clock control (figure), 9-7 o examples, 8-7 to 8-8
temperature sensor, 21-4 digital -

graphing simple-buffered analog input description, 8-2 to 8-3

(example), 7-5to 7-6 e>'<amples, 8-41t0 8-5
grounded signal sources, 5-2 overview, 8-1
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IBF (Input Buffer Full) line, 17-2
ICTR Control-Int VI
counting events, 27-6
counting time, 27-11
immediate digital /OSeenonlatched
digital I/0O.
immediate updates
multiple, 11-3
single, 11-1to 11-2
Index Array function, 3-15
initialization of data acquisition boards, A-3
Input Buffer Full (IBF) line, 17-2
input range, and input setting selection,
5-7 to 5-8
installation and configuration
channel configuration in NI-DAQ %or
6.0, 2-13 to 2-14
DAQ devices
installing and configuring
(figure), 2-2
using NI-DAQ 4.8x on Macintosh,
2-6t0 2-8
using NI-DAQ 5x or 6.0, 2-6
debugging software configuration
errors, 29-2
LabVIEW data acquisition
hardware support
Macintosh systems (table), 2-5
Windows environment (table),
2-4to0 2-5
relationship between LabVIEW, NI-DAQ,
and DAQ hardware (figure), 2-3
SCXI chassis
hardware configuration, 2-9 to 2-10
software configuration
NI-DAQ 4.8x on Macintosh
systems, 2-10 to 2-13
NI-DAQ 5.xor 6.0, 2-10
Intermediate VIsSee alsd/Is.
advantages, 6-4 to 6-5
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asynchronous continuous acquisition
using DAQ occurrences, 7-11 to 7-12
circular-buffered output, 12-5
continuous acquisition from multiple
channels, 7-10to 7-11
continuous pulse train generation,
24-10to 24-11
controlling pulse width measurement,
25-6 to 25-7
counting elapsed time
8253/54, 27-11
Am9513, 27-10
DAQ-STC, 27-8
counting events
8253/54, 27-6 to 27-7
Am9513, 27-5to 27-6
DAQ-STC, 27-4
dividing frequencies, 28-2 to 28-3
finite pulse train generation, 24-15
measuring frequency and period
high frequency signals, 26-6
low frequency signals, 26-10
multiple-channel single-point analog
input, 6-3 to 6-4
multiple-waveform acquisition, 7-4 to 7-5
non-buffered handshaking, 17-5to 17-6
overview, 3-5
SCXI temperature measurement
examples, 21-6, 21-8
simple-buffered handshaking, 17-7
simultaneous buffered waveform
acquisition and generation,
14-2to 14-3
single-immediate updates, 11-2
single square pulse generation, 24-5
stopping counter generations, 24-23
strain gauge application, 21-14
waveform generation, 12-3
interval scanning, 5-17
isolation of transducer signals, 18-4
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Lab/1200 boards, simultaneous buffered
waveform acquisition and generation, 14-7
LabVIEW software
basic LabVIEW data acquisition
concepts, 3-1to 3-1&ee alsd/Is.
data organization for analog
applications, 3-14 to 3-16
location of common DAQ examples,
3-1t0 3-2
common questions about LabVIEW,
A-1to A-4
data acquisition hardware support
Macintosh systems (table), 2-5
Windows environment (table),
2-41t0 2-5
data typesxvi
relationship between LabVIEW, NI-DAQ,
and DAQ hardware (figure), 2-3
latched digital I/OSeehandshaking (latched)
digital I/0.
legacy MIO boards, simultaneous buffered
waveform acquisition and generation,
14-4 to 14-6
hardware triggered, 14-6
software triggered, 14-4 to 14-5
limit settings
considerations for selecting analog input
settings, 5-7 to 5-8
description, 5-6
effect on ADC precision (figure), 5-6
measurement precision for various device
ranges and limit settings (table), 5-8
SCXI gains, 20-3 to 20-5
VI limit settings, 3-12 to 3-14
linearizing voltage levels, 18-5
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Macintosh systems
configuring DAQ devices, 2-6 to 2-8
LabVIEW data acquisition hardware
support (table), 2-5
NI-DAQ driver files, 2-3
SCXI chassis
hardware configuration, 2-9 to 2-10
software configuration, 2-10 to 2-13
manual.Seedocumentation.
maximum sampling rate per channel, 7-5
Meas Buffered Pulse-Period (DAQ-STC) VI,
25-7to 25-8
Measure Frequency - Dig Start > 1kHz (8253)
VI, 26-8
Measure Frequency < 1kHz (8253) VI,
26-8, 26-10
Measure Frequency > 1kHz (8253) VI, 26-7
Measure Frequency-Easy (9513) VI, 26-5
Measure Frequency-Easy (DAQ-STC)
VI, 26-4
Measure Frequency VI, 26-4, 26-5
Measure Period-Easy (9513) VI, 26-9
Measure Period-Easy (DAQ-STC) VI, 26-8
Measure Pulse-Easy (9513) VI, 25-4
Measure Pulse-Easy (DAQ-STC) VI, 25-2
Measure Pulse Width or Period VI
determining pulse width
Am9513, 25-4
DAQ-STC, 25-2 to 25-3
measuring low frequency signals, 26-9
Measure Short Pulse Width (8253) VI, 25-5
measurement system
choosing, 5-4 to 5-6
differential measurement system,
5-9to 5-10
nonreferenced single-ended measurement
system, 5-11 to 5-12
referenced single-ended measurement
system, 5-11
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Microsoft Windows.SeeWindows
environment.
MIO boards SeeE-series MIO boards; legacy
MIO boards.
multiple-channel single-point analog input,
6-3 to 6-5
multiple-immediate updates, 11-3
multiple-waveform acquisition
choosing between single-point and
multi-point acquisition, 4-4
procedure for acquiring, 7-3 to 7-5
multiplexed mode (SCXI)
analog input modules, 19-4 to 19-5
analog output modules, 19-5
channel addressing, 20-1 to 20-2
digital and relay modules, 19-5
SCXI-1200 (Windows), 19-4 to 19-5
My Single Scan Processing VI, 6-5

N
NI-DAQ software
driver files
deciding which driver version to
use, A-4

Macintosh versions, 2-3
versions of NI-DAQ drivers
(note), 2-1
Windows versions, 2-3
installing
NI-DAQ 4.8x on Macintosh,
2-6t0 2-8
NI-DAQ 5xor 6.0, 2-6
relationship between LabVIEW, NI-DAQ,
and DAQ hardware (figure), 2-3
NIDAQ32.DLL file, 2-3
NIDAQ.DLL file, 2-3
non-buffered handshaking, 17-5to 17-6
non-referenced signal sources, 5-2
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nonlatched digital I/O, 16-1 to 16-3
channel names, 16-2 to 16-3
defined, 15-2
resetting digital lines to default

values, 16-3
using Easy Digital VIs, 16-2
nonreferenced single-ended (NRSE)
measurement system, 5-11 to 5-12
18-channel NRSE system (figure), 5-12
when to use, 5-12
Nyquist frequency, 5-2
Nyquist Theorem, 5-2

0

OBF (Output Buffer Full) line, 17-2
one-point calibration, 22-4 to 22-6
OUT output pin, 23-2

OUT2 signal (table), 13-2

Output Buffer Full (OBF) line, 17-2

P

parallel mode (SCXI)
analog input modules, 19-5 to 19-6
channel addressing, 20-1 to 20-2
digital modules (Macintosh and
Windows), 19-6
SCXI-1200 (Windows), 19-6
parameters for Vs
common DAQ VI parameters, 3-7 to 3-8
conventions, 3-6
pattern generation, 17-2
period measuremer@edrequency and period
measurement.
PFI5/UPDATE* signal (table), 13-2
polling for analog input, 6-9 to 6-10
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ports
digital ports and lines, 15-1
grouping ports without handshaking, A-2
VI port addressing, 3-9 to 3-12
writing to digital port while reading
digital data, A-2
pressure measurement with strain gauges
(example), 21-13 to 21-16
Probe tool, 29-4
pulse generation, squatkeesquare
pulse generation.
Pulse Generator Config VI, 26-6
pulse train generation, 24-9 to 24-20
8253/54, 24-3 to 24-4
continuous pulse train, 24-9 to 24-13
8253/54, 24-12 to 24-13
DAQ-STC and Am9513,
24-10to0 24-11
DAQ-STC and Am9513, 24-2 to 24-3
duty cycles (figure), 24-2
finite pulse train, 24-13 to 24-20
8253/54, 24-17 to 24-20
DAQ-STC, 24-16 to 24-17
DAQ-STC and Am9513,
24-14 to 24-15
physical connections (figure), 24-14
pulse width measurement, 25-1 to 25-9
buffered pulse and period measurement,
25-7 to 25-8
controlling pulse width measurement,
25-6 to 25-7
counting input signals (figure), 25-1
determining pulse width, 25-2 to 25-6
increasing measurable width range,
25-8 to 25-9
measuring pulse width, 25-1 to 25-2
overview, 25-1
physical connections for determining
pulse width (figure), 25-2
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Pulse Width or Period Meas Config VI
controlling pulse width measurement,
25-6 to 25-7

measuring low frequency signals, 26-10
pulsed counter signal generation, 24-1

Q

questions
about using DAQ devices, 4-3 to 4-5
LabVIEW data acquisition common
questions, A-1to A-4

R

range and polarity of device, setting, 3-14
range of device voltage
considerations for selecting analog input
settings, 5-7 to 5-8
description, 5-5
effect on ADC precision (figure), 5-5
measurement precision for various device
ranges and limit settings (table), 5-8
Read from Digital Line VI, 16-2
Read from Digital Port VI
digital input application, 21-17 to 21-18
immediate digital I/O, 16-2
referenced signal sources, 5-2
referenced single-ended (RSE) measurement
system, 5-11
18-channel RSE system (figure), 5-11
relay SCXI modules, 19-5
Remote SCXI, sampling rate limits
(note), 19-3
REQ (Request) line, 17-2
Resistance-Temperature Detectors (RTDs),
21-10t0 21-13
resolution of ADC, 5-4
effects on ADC precision (figure), 5-4
round-robin scanning (figure), 9-2
row major order, 3-14 to 3-15

LabVIEW Data Acquisition Basics Manual



Index

RSE (referenced single-ended) measurement
system, 5-11
RTD Conversion VI, 21-12

RTDs for measuring temperature,
21-10to0 21-13

run_me.llb DAQ example file, 3-2

S

SC-2042 RTD device, 21-11
Scale Constant Tuner VIs, 22-7
Scaling Constant Tuner VI, 21-5, 21-8
scan clock, 9-6 to 9-7
channel and scan intervals using channel
clock (figure), 9-1
devices without scan clocks (note), 9-6
input pins (table), 9-6
MIO device ScanClock output (note), 9-6
scan-clock orientation of LabVIEW, 9-2
simultaneous control of scan and channel
clocks, 9-8
scans
channel clock rate parameter, 5-17
defined, 5-17
interval scanning, 5-17
maximum scan rate, calculating, 7-5
number of samples parameter, 5-17
number of scans to acquire
parameter, 5-17
round-robin scanning (figure), 9-2
scan rate parameter, 5-17
SCXI-116x Digital Output VI, 21-20
SCXI-1100 One-Point Calibration example,
22-5t0 22-6
SCXI-1100 Thermocouple VI, 21-6
SCXI-1100 Two-Point calibration example,
22-6 to 22-7
SCXI-1100 Voltage example, 21-5
SCXI-1120/1121 Thermocouple example
VI, 21-10
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SCXI-1122 Voltage example, 21-9
SCXI 1124 Update Channels VI,
21-16to 21-17
SCXI-1162/1162HV Digital Input VI, 21-18
SCXI-1200 module
multiplexed mode (Windows),
19-4t0 19-5
parallel mode (Windows), 19-6
SCXI application examples, 21-1 to 21-21
analog input application for measuring
temperature, 21-2 to 21-13
analog output application, 21-16 to 21-17
DAQ example files, 3-2
digital input application, 21-17 to 21-18
digital output application, 21-19 to 21-20
multi-chassis applications,
21-20t0 21-21
overview, 21-1to 21-2
pressure measurement with strain gauges,
21-13t0 21-16
temperature measurement applications
amplifier offset, 21-5
sensors for cold-junction
compensation, 21-3 to 21-4
using RTDs, 21-10to 21-13
using thermocouples, 21-2 to 21-3
VI examples, 21-6 to 21-10
SCXI Cal Constants VI
automatic calculation of calibration
constants, 22-3
calibrating SCXI modules for signal
generation, 22-8
loading saved calibration constants,
22-7,22-8
one-point calibration, 22-5
overwriting default constants in
EEPROM, 22-2
two-point calibration, 22-7
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SCXI calibration, 22-1 to 22-8
EEPROM for storing calibration
constants, 22-1 to 22-3
default load area, 22-2
factory area, 22-2
user area, 22-2
one-point calibration, 22-4 to 22-6
overview, 22-3
signal acquisition, 22-4 to 22-7
signal generation, 22-8
two-point calibration, 22-6 to 22-7
SCXI modules
components
chassis (figure), 19-3
illustration, 19-2
overview, 19-2
hardware configurations
illustration, 19-1
overview, 19-1
Windows or Macintosh systems,
2-9t0 2-10
sampling rate limits for Remote SCXI
(note), 19-3
software configuration
Macintosh systems, 2-10 to 2-13
Windows environment, 2-10
when to use, 4-3
SCXI operating modes, 19-3to 19-6
multiplexed mode
analog input modules, 19-4 to 19-5
analog output modules, 19-5
channel addressing, 20-1 to 20-2
digital and relay modules, 19-5
SCXI-1200 (Windows), 19-4 to 19-5
parallel mode
analog input modules, 19-5to 19-6
channel addressing, 20-1 to 20-2
digital modules (Macintosh and
Windows), 19-6
SCXI-1200 (Windows), 19-6
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Index

SCXI programming considerations,
20-1to 20-5
channel addressing, 20-1 to 20-2
gains, 20-3 to 20-5
SCXI-1100 channel arrays, input
limits array, and gains (table), 20-4
settling time, 20-5
SCXI Temperature Monitor VI, 21-9
settling time (SCXI), 20-5
Show Help option, 3-2
Show VI Info option, 3-2
signal conditioning
amplification, 18-3 to 18-4
common transducers (table), 18-1 to 18-2
common types of signal
conditioning, 18-2
conditioning for common types of
transducers/signals (figure), 18-3
defined, 18-2
filtering, 18-4
isolation, 18-4
linearization, 18-5
transducer excitation, 18-5
signal divider, 28-1
signal edges, 23-2
signal voltage rang&edimit settings.
signals.See als@nalog input signals.
choosing between analog and digital
signal analysis, 4-3
simple-buffered analog input
data buffer overview, 7-1 to 7-2
examples
displaying waveforms on graphs,
7-5t0 7-6
sampling with multiple starts,
7-7t07-8
multiple-waveform acquisition, 7-3 to 7-5
single-waveform acquisition, 7-2 to 7-3
waiting to analyze data, 7-1to 7-2

LabVIEW Data Acquisition Basics Manual



Index

Simple Error Handler VI
analog output SCXI example, 21-16
debugging Vls, 29-2 to 29-3
multiple-channel single-point analog
input, 6-5
single-immediate updates, 11-2
Simul AlI/AO Buffered (E-series MIO) VI,
14-2 to 14-3
Simul Al/AO Buffered (Lab/1200) VI, 14-7
Simul Al/AO Buffered (legacy MIO) VI,
14-4 to 14-5
Simul AI/AO Buffered Trigger (E-series MIO)
VI, 14-3t0 14-4
Simul AlI/AO Buffered Trigger (Lab/1200)
VI, 14-7
Simul AI/AO Buffered Trigger (legacy MIO)
VI, 14-6

simultaneous buffered waveform acquisition

and generatiorSeebuffered waveform
acquisition and generation, simultaneous.
single-channel single-point analog input
choosing between single-point and
multi-point acquisition, 4-4
description, 6-1 to 6-2
single-ended measurement system
nonreferenced, 5-11 to 5-12
referenced, 5-11
single-immediate updates, 11-1to 11-2
single-point analog output
choosing between single-point or
multiple-point generation, 4-4
overview, 10-1
single-stepping through Vls, 29-3
single-waveform acquisition, 7-2 to 7-3

software configuration errors, debugging, 29-

software-timed analog input/output control
loops, 6-6 to 6-7
software timing, 10-1
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software triggering
conditional retrieval examples, 8-11
description, 8-8 to 8-11
timeline of conditional retrieval
(figure), 8-9
solution DAQ example files, 3-2
SOURCE input, for counters, 23-2
spreadsheet files
Cont Acq to Spreadsheet File.vi, 7-14
simple-buffered-analog input
example, 7-8
square pulse generation, 24-1 to 24-4
8253/54, 24-3 to 24-4
DAQ-STC and Am9513, 24-2 to 24-3
duty cycle (figure), 24-2
overview, 24-1 to 24-2
single square pulse generation,
24-4 10 24-9
8253/54, 24-6 to 24-9
DAQ-STC and Am9513,
24-4 10 24-6
terminology related to, 24-1
square wave frequency, measuring
(figure), 26-1
STB (Strobe Input) line, 17-2
Strain Gauge Conversion VI, 21-14
strain gauges for measuring pressure
(example), 21-13 to 21-16
Strobe Input (STB) line, 17-2

T

technical support, B-1 to B-2
telephone and fax support, B-2

temperature measurement applications (SCXI)

amplifier offset, 21-5

sensors for cold-junction compensation,
21-3to21-4

using RTDs, 21-10to 21-13

using thermocouples, 21-2 to 21-3

VI examples, 21-6 to 21-10
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terminal count (TC), 23-2
thermocouples for measuring temperature
(example), 21-2 to 21-3
timebase period uncertainty, 24-22
toggled counter signal generation, 24-1
transducers
common transducers (table), 18-1 to 18-2
excitation, 18-5
linearization, 18-5
signal conditioning for common types of
transducers/signals (figure), 18-3
Transpose 2D Array option (hote), 3-15
transposing arrays, 3-15, 3-16, 7-6
triggered data acquisition, 8-1 to 8-11
analog hardware triggering
description, 8-5 to 8-6
examples, 8-7 to 8-8
deciding which digital trigger
setting to use, A-3
digital hardware triggering
description, 8-2 to 8-3
examples, 8-4 to 8-5
hardware triggering, 8-1 to 8-8
overview, 8-1
software triggering
conditional retrieval examples, 8-11
description, 8-8 to 8-11
triggeringvs. external clock control, 4-4
triggering, defined, 8-1
triggers, defined, 8-1
two dimensional (2D) arrays, 3-14 to 3-16
analog output buffers, 3-16
column major order, 3-15 to 3-16
extracting single channel, 3-15to 3-16
illustration, 3-14
row major order, 3-14 to 3-15
two-point calibration, 22-6 to 22-7
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u

unipolar range, 3-14, 5-7
update clock, controlling externally,
13-1t013-3
Generate N Updates-ExtUpdateCIk VI,
13-1t0 13-2
input pins (table), 13-2
overview, 13-1
supplying test clock from DAQ
device, 13-3
Utility VIs, 3-5

v

VIs. See alsdAdvanced VIs; Easy Vils;
Intermediate VIs.

channel, port, and counter addressing,
3-9t0 3-12

common DAQ VI parameters, 3-7 to 3-8

crashing Vls in Windows, A-3

data organization for analog applications,
3-14to 3-16

debugging, 29-1 to 29-4

default and current value conventions, 3-7

error handling, 3-8 to 3-9

finding VIs in LabVIEW, 3-3

limit settings, 3-12 to 3-14

organization, 3-4 to 3-5

parameter conventions, 3-6

SCXI examples, 21-6 to 21-10

Utility Vls, 3-5

W
Wait (ms) VI, 6-9, 6-10
Wait on Occurrence function, 7-11 to 7-12
Wait+(ms) VI
finite pulse train generation, 24-14
stopping counter generations, 24-23
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Wait Until Next ms Multiple VI
improving control loop performance, 6-10
multiple-channel single-point analog
input, 6-5
software-timed analog I/O control
loops, 6-6
waveform acquisitionSeebuffered
waveform acquisition.
waveform acquisition and generation,
simultaneousSeebuffered waveform
acquisition and generation, simultaneous.
waveform generatiorSeebuffered
waveform generation.
Wheatstone bridge, 21-13
Windows environment
crashing Vs, A-3to A-4
installation and configuration
DAQ devices, 2-6
SCXI hardware, 2-9 to 2-10
SCXI software, 2-10
LabVIEW data acquisition hardware
support (table), 2-4 to 2-5
NI-DAQ drivers, 2-3
problems with older DAQ drivers, A-4
Write N Updates example VI, 11-3
Write to Digital Line VI, 16-2
Write to Digital Port VI
digital output application, 21-19 to 21-20
immediate digital 1/0, 16-2
Write to Spreadsheet File VI, 7-8
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